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Document Status 


Document €06122 is the issues list for this draft. e€06122 contains a list of the issues associated with the 
document, an issue number that remains assigned to the issue for the life of document development, a resolution 
to the issue, an owner for the issue, and a disposition for the issue. All major changes associated with this draft 
starting with Rev 3b are first documented in e€06122 and given a number. This includes proposals which are 
targeted for inclusion into this draft. 


Revision History (part 1 of 18) 


A 


Initial revision created from ATA/ATAPI-7 Volume 1 (1532D Rev 4b). 
Removed 3 volume structure and changed abstract to reflect a 
command set document 
Removed sections on signal, bit, and timing conventions 
Removed clause 5, I/O register descriptions 
Kept informative annex’s A-C 
September 7, 2004 Restructured all commands to conform to format agreed to in 

e€04139r4. 
Added a section defining status bits 
Added a section defining error bits 
Added a section describing protocols 
Added a section describing interrupt reason 
Incorporated single log table €04143r0 table. Did not add wording to 
status that host VS pages are common between SMART and GPL. 
Removed prohibited statements from command definitions. These 
reside in the feature set definitions. 

1) Replaced duplicate Normal Outputs tables with a see clause to the first 
usage. 
Replaced many Error Outputs with a see clause. 
Stripped unused informative references 
Changed the definition of ordered and unordered lists to make the 
numeric form ordered. 
Changed all the lists to conform to the changes in #2 
Reserved 5Ch-5Fh for TCG. This was done by added command 
headers and a reserved statement in the command section. Also 
marked the commands with T in the command matrix table. 

5) Moved Normal and Error Outputs to their own section. Commands 
now have a hotlink to the tables. 

6) Moved IDENTIFY (PACKET) DATA to its own section (Input Data) 

7) Changed more of the titles to be consistent with the front cover. 

8) Deleted unused definitions 

9) Changed the General feature set to only apply to non-packet devices 

10 


) Changed the packet feature set to include all the commands in the 
packet feature set. 
11) The command prohibitions are now found in the feature set description 
and not with each command. 
12) Integrated e04127r0 — This makes SATA signatures reserved with no 
description. 
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June 20, 2005 
June 21, 2005 


May 21, 2007 


Revision History (part 2 of 18) 


1 


Added proposal e04143r1 — Notes that the Host Vendor Specific pages 
are common to both SMART READ LOG and READ LOG EXTENDED 


Added €04130r2 — Tightens the definition of SMART first polling time. 
Also adds a field that enables longer times. 

Added proposal e05103r0 — Changes the features register to log page 
specific for read and write log commands 

Added e04153r1 — Historical annex of command documentation to 
Annex B 

Added e05102r1 as amended — Reserves some set features and DCO 
fields as vendor specific 

Added back in FEATURE SET Clause in front of the description 
Added code 1Dh to IDENTFY DEVICE for ATA/ATAPI-7 Table 14. 
Added placeholder for reporting alignment. 

Updated SET FEATURES table 41 to include reserved entries instead 
of just saying all other entries are reserved. 

Partially Incorporated e€04129r5. Assigned Set Features OBh and 8Bh 
for the enable and disable capability. Had to make several 
modifications to the proposal to fill in missing pieces. Unable to fill in 
IDENTIFY DEVICE info, data is incomplete. Stopped incorporation 
Modified Selective self-test description last sentence to be more clear. 
Updated definition based on WG review. 

Integrated €05133r3. This conflicts with the definition of IDENTIFY 
DEVICE which is defined to not return an error. 

Incorporated e04129r6. Assigned IDENTIFY DEVICE words 210-213 
and DCO word 7 bit 14. 
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Revision History (part 3 of 18) 


July 5, 2005 Added several technical reports to the approved references. They 
need to be there since they are mentioned in the body of the 
document. 


Updated DCO to refer to TR37 (TLC) for word 7 bit 10. 

Updated the Scope to match ATA8-AAM 

Replaced sector with logical sector in many places 

Replaced all references to the Features register with features field. 
Replaced all references to the Sector Count register with Count field. 
There are some places that use the count field in calculations. These 
places refer to the register. | have chosen to keep the word field 
although | think it may read better just saying count. 

Replaced archaic references to sector number register with references 
to the LBA field. 

Replaced references to LBA Low, LBA Mid, and LBA high to LBA field. 
Replaced all references to device/head or device register 

10) Deleted references to the device control register. 

11) Updated overview in clause 7. 

12) Updated security commands to have an output data structure where 
appropriate 

13) Updated SETMAX commands to have an output data structure where 
appropriate. 

14) Removed remaining hardware references from commands. Transport 
documents will have to reference 1e for notes on information that 
needs to move. This includes most references to BSY, RDY, DRQ, and 
bus. 

15) Implemented e€04161r0 (obsoleted ATAPI overlap and queue) 

16) Moved host vendor specific log description into its own clause. 

17) Integrated e05130r0 

18) Integrated e05131r1 

19) Integrated e05120r2 — Needed to add text to 4.21 to support the 
examples. 
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2 1) Updated SET MAX ADDRESS to indicate that on drives with a capacity 

that is greater than 28 bits, that issues SET MAX ADDRESS to the 
NATIVE MAX address clears the HPA and returns the full capacity of 
the drive, not just 137GB. 
Added €04132r1 — Defines sub-command 03 for download microcode 
Incorporated e04162r0 — Obsolete Download Microcode 
Incorporated e05151r1 — Reserve opcodes for e05106. The following 
resources were assigned: 
1) CHECK POWER MODE normal returns 40h and 41h 
2) IDENTIFY DEVICE data words 214-221 
3) New opcode B6h — NV CACHE (Sorry, B8h is reserved for CFA) 
4) DCO data structure Word 21 bits 14 and 15 
Incorporated e02126r6 — WRITE UNCORRECTABLE. The following 
resources were assigned: 
1) Opcode 45h 
2) IDENTIFY DEVICE data words 119/120 bit 2 
3) DCO Data word 21 bit 13 
Modified DCO to indicate that the data is not an overly, it is just data 
that can be used to enable or disable reporting of features as well as 
responding to features. 
Incorporated e05127r2 — Updated the definition of the DF bit. 
Incorporated €05129r1 — READ/WRITE LOG DMA EXT. The following 
resources were assigned: 
1) Opcodes 47h and 57h 
2) IDENTIFY DEVICE data words 119/120 bit 2 
Incorporated e05132r1 — Report transport standard. IDENTIFY 
DEVICE words 222 and 223 were assigned for this purpose. 

10) Incorporated €05140r0 — Media Serial Number Endianess 

11) Performed a major re-work of the IDENTIFY DEVICE table data. 
Added a column to indicate applicable transport. 

12) Received side-band E-Mail comments from yamini@medusalabs.com 
resulting in the following changes: 
1) aoe Sector Features and Count fields S/B N/A as in 


2) Page number was deleted from the clause reference in 4.4.1 

13) Marked bits 15:13 obsolete. This was accidently left out when e04161 
was incorporated. 

14) Reformatted Table 117, Table 118, Table 119, Table 120. The 
command code table serves as the master. All of the command codes 
are now listed. | believe this will cause the table to be maintained 
better. | also discovered some inconsistencies in the table during the 
reformat. 

15) Performed consistency pass on command tables, several links have 
been corrupted. 
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Revision History (part 5 of 18) 


A A 


December 10, 2005 Added cross reference to tables. This is required since several 
commands point to the same tables. 
Fixed command tables to match ATA7. 
e05141r2 was voted in however, no document has been posted. 
Incorporated e05162r0 
Incorporated e05161r0 
Incorporated e05167r0. 
Incorporated €05109r3 as modified by Mark Evans 
Addressed ATA/ATAPI-7 public review comment by inserting the 
statement “If write cache is enabled unrecoverable errors may not be 
reliably reported as they may occur after the completion of the 
command. “after the statement that says the first error block is 
returned in the response fields. 
Replaced Master password with Master password as per E-Mail review 
comment. 

) Replaced is specified with is specified as per E-Mail review comment 
January 10, 2006 Made READ and WRITE LOG EXT optional for ATAPI devices 

Reincorporated SCT using e05109r4 
Changed Long Segment Access to Write Same 
Incorporated e05170r1 
Incorporated e05154r4 
Incorporated e05150r2 
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Revision History (part 6 of 18) 


Rev] Date scription 
1 


February 7, 2006 


Changed IDENTIFY DEVICE description that involve different behavior 
for serial and parallel to have separate paragraphs. 

Added change to support €04132r1. This proposal uses word 86 bit 15 
to indicate support. Word 86 bit 15 has been used to indicate that 
words 119/120 have valid data. Support for segmented download 
microcode shall be indicated by words 119/120 bit 4. 

Removed unreferenced references. | checked AAM and the 
referenced were duplicated there... 

Made editorial changes based on working group review 

Reworded all statements that included the word “will”. 

Reworded all statements that included the word “can” 

Was asked to reword statements with the word presently. | found none 
of these in the document. 

Removed the word clause from references that were actually 
subclauses. Fixed the case of the word clause, there were random 
Clause/clause in the text. 

Replaced all occurrences of space space with space. Then replaced 
all occurrences of period space with period space space. This will 
have the effect of making the document use the same convention for 
sentence completion. This was done with change bars off. 


10) Removed inappropriate references to LBA Low, Mid, and High in annex 


D 


11) Scrubbed the word register... Most of this was just changing the word 


register to field. There were some usages where more extensive 
wording changes were required. 


12) Fixed cut and paste error in WRITE STREAM DMA EXT during the 


incorporation of e€05154. Added the description of WC and removed 
the description of CCTL in favor of a reference to the same description 
in the READ STREAM DMA EXT command. 


13) Normalized Not Applicable to N/A. Replaced all na with N/A. 
14) Changed “Host Shall” statements to “Host Should”. The device can not 


enforce a requirement on the host. The device can only respond to 
what it receives. 
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Revision History (part 7 of 18) 


Rev [Date Cscriptiom 
February 9, 2006 1) Changed “Hosts” the “A Host”. A drive only converses with a single host. 

2) Reformatted the IDENTIFY PACKET DEVICE table and added notes 
regarding some of the inconsistencies. 

Added an overview subclause to clause 4. The overview includes a 
table which lists all the feature sets and if each feature set is option 
mandatory or not a part of this standard. 

Changed the name of clause 4 to Feature set definitions 

Merged 4.1 command delivery with the overview 

Removed the see 4.2 in ID words 60,61 because 4.2 has been 
removed from the document. 

Updated Table 6 to include READ/WRITE LOG DMA EXT. Also 
reformatted table to match other table formatting 

Added MMCA and CE-ATA references 

Reformatted approved references and references under development 
to use tables instead of text and tabs 

10) Updated Figure 3 to include Qword. 

11) Replaced occurrences of logical sector and sector with 512-byte block 
of data. This introduces the concept of data block which is a 512 byte 
fixed unit. There was a previous pass through the document that 
replaced sector with logical sector. However, new proposals 
reintroduced the ambiguity. At this point, the doc should have 
consistent usage of Logical sector for a unit of measure that is reflected 
in IDENTIFY DEVICE words (118:117). 512-byte block of data refers to 
transfer units that are fixed at 512 bytes regardless of logical sector 
size. The phrase data blocks refers to 512 byte units. Modified Table 
25 - Extended Self-test log data structure. The byte numbering 
indicates that there can be 19 log entries, but the description indicates 
18 entries 

12) Modified Table 26 - Extended Self-test log descriptor entry. The 
vendors specific values were obviously mis numbered. The Extended 
Self-test log data structure indicates that there should be 26 bytes. 
However, the descriptor entry is only 24 bytes long. It looks like the VS 
bytes were added later and the ending value was not properly updated. 

13) Modified the text description of ID words 83 & 86 to read Removable 
Media Status Notification feature set. Previously they read Removable 
Media Feature Set. The correct entry was in the table. Words 82 and 
85 bit 2 document the removable media feature set. 

14) Made minor corrections to Annex C as requested in E-Mail by Rob 
Elliott 


1) Modified C.1 to reference ATA standards prior to ATA/ATAPI-7. The 
previous statement was a bit strong 
2) Softened C.2 to reference Logical Sectors instead of 512-byte 
sectors. 
3) Changed C.3 to reference the logical sector size instead of 512-byte 
sectors 
4) Corrected an inaccuracy in C.3 figure which skipped LBA... 
15) Implemented responses to Rob Elliot comments for e06105. 
16) Changed IDENTIFY DEIVCE words 85-87 to read supported instead of 
enabled for features that can not be disabled 


17) Updated the definition of N/A 
February 9, 2006 18) In 7.17.6 removed the statement that an ICRC error can occur in 
IDENTIFY DEVICE. ICRC for SATA has no provision to report a CRC 
error on one block commands or the last block of the command. 
19) Made changes requested at meeting held 21-24 Feb. 
20) Added minor revision for ATA8-ACSr2d. 
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Revision History (part 8 of 18) 
Rev [Bates cription 
March 20, 2006 1) Converted document from Word to Frame 
1 


3b March 21, 2006 ) Restored N/A designations to the Normal and Error Outputs. This had 
the effect of changing WRITE UNCORRECTABLE Sector and LBA 
field return values from Reserved to N/A 

2) Added a table with a list of all the documents incorporated into 
ATA8-ACS. The purpose of this is to provide a summary of changes 
and to provide an easy way for the reader to identify new features. 
Obsoleted DMA Ready as an addition to e€04161. This bit is only used 
for ATAPI overlap and queueing 
Moved most of the editors notes into €06122 (ATA8-ACS open issues 
list) 

Merged the Overlap and Queue feature sets to be the Tagged 
Command Queuing feature set. This now means that a drive can not 
implement just overlap 

Changed Feature Set to feature set everywhere accept in table 
headings and in the command headings 

Updated 7.1.1 (Introduction to command structure) to indicate that a 
mapping shall be supplied by transport documents that reference 
ATA8-ACS 

Marked the Tag field obsolete to support e€04161 in 7.26.3 PACKET 
command inputs 

Added the Device field to all the commands and their associated 
outputs 

10) Modified clause 8 so that all the READ/WRITE LOG EXT command 
reference also include READ/WRITE LOG DMA EXT 

11) Changed log pages E0 and E1 to indicate SCT in table 30 Log address 
definition 

12) Modified 7.56.6 Off-line data collection capabilities to have the bit 
definitions in a table instead of a list. 

13) Modified 7.70.3 WRITE LOG EXT Inputs so the Log Address definition 
is in a subclause. 

14) Modified 7.17.7 IDENTIFY DEVICE data word descriptions to have the 
form For PATA devices... followed by For SATA devices... for fields that 
are set differently between PATA and SATA 

15) Modified Table 82 Absolute HDA Temperature to reference a circular 
buffer instead of a queue 

16) Incorporated €05178r0. This makes WWN Mandatory 

17) Incorporated e€05160r0. This clarifies that a flush cache is always 
successful when write cache is disabled. 

18) Incorporated e€05162r2. This enhanced DM Mode 3 by allowing the 
drive to report minimum and maximum transfer sizes. Assigned 
IDENTIFY DEVICE data words 234 & 235 to this capability 

19) Incorporated €05139r7. This adds 4 commands to be used by the 
Trusted Computing Group. Assigned ID Device word 48 and DCO 
word 21 bit 12. Added entries to table 6 block size by command and 
table and table 4 security protocol command actions. The proposal did 
not provide guidance on these tables. Also updated tables in Annex A 
Command Set History 

20) Incorporated e05109r7. This adds the ability to manipulate non-volatile 
cache. Assigned IDENTIFY DEVICE data words 214-219, DCO 
IDENTIFY word 21 bits 15:14, DCO SET word 21 bits 15:14, and 
opcode B6h. 

21) Spell checked the document. Found sooo many spelling errors going 
back all the way to ATA4. 
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Revision History (part 9 of 18) 


In Rev 3b most of the editors notes were removed from the doc and 
placed in the ATA8-ACS Open Issues List, doc #e06122. This 
document will be used from now on to track the work items remaining 
on ATA8-ACS. From this point forward, the revision history will 
reference a work item # when ever possible. 

Fixed a variety of line issues with the tables. 

Closed open issue #62 by deleting the sentences that contained the 
TBDs in TRUSTED RECEIVE 

Closed open issue #63, the entry for ISO/IEC FDIS 9594-8 in 
references under development is correct. 

Marked TRUSTED SEND PROTOCOL EFh as reserved for T10. This 
is required to keep the assignment values synchronized. 

Did a substitute to replace Times New Roman font with Arial font. 
There were over 180 replacements. 

Did a replacement to remove “body” paragraph type. This may have 
some formatting effects on the doc, but | did not see any on my first 
glance. | believe that this change removed all of the strange formatting 
that was brought across as a result of the import from word. 

Changed several references to overlap to be TCQ. This also caused a 
slight rework of the Tag field definition. 

Deleted the definition of overlap since overlap is not used. 

Fixed opcode for WRITE LOG DMA EXT. It was listed in 7.71 as 47h 
when it should have been 57h 

10) Implemented open issue #1 to make HPA prohibited for PACKET 
devices. The prohibition was inserted into clause 4.11.1. Also modified 
table 26 (IPD Data) to indicate that word 82 bit 10 shall be cleared to 
zero. 

11) Implemented open issue #3 to clarify resets. €06133r0.pdf contains 
the comments that are the basis for changes. e06133r1 marks 
comments as completed if the suggested change was made. 

12) Implemented issue #8: what constitutes all error logs in 4.21.8. 
Removed last paragraph which required firmware to clear all error logs. 

13) Implemented issue #18: the diagnostics results field should be 
reserved for DEVICE RESET. see table 92 for changes. 

14) Implemented issue #20. In 7.12.2 changed “and all previously 
downloaded microcode is discarded’ to “and all previously downloaded 
microcode may be discarded” 

15) Implemented issue #23. In IPD (table 26) word 2 (table only), the word 
is titled unique configuration. This was changed to specific 
configuration to match the ATA version. 

16) Implemented issue #24. In IPD (table 26) words 83 & 86 bit 0, the 
device was allowed to report support for DOWNLOAD MICROCODE. 
This has been change to “Shall be cleared to zero to indicate ...” 

17) Implemented issue #26. In 7.22.5 and 7.22.6.2, changed the lists from 
ordered to unordered. 

18) Implemented issue #27. In 7.23.2 removed the host requirement to 
send WRITE BUFFER before READ BUFFER. Replaced the 
requirements with the consequences of such an action. 

19) Implemented issue #30. In table 39 SET FEATUREs subcommands 
09 and 89 were only listed for TR37. CFA also uses this capability. 
Changed the definition to allow for the CFA usage as well. 
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June 14, 2006 20) Implemented issue #31. In table 39 SET FEATUREs subcommands 
69 was marked reserved. This has a definition in CFA that has not 
been ported to ATA8& 

21) Implemented issue #32. In 7.48.20 there is a statement that says see 
subcommands for normal outputs. Since there are no normal outputs 
in the subcommands, this statement was deleted. 

22) Implemented issue #33. Added subclause 4.11.4 to explain how 
IDENTIFY DEVICE data words are set after SETMAX is issued. 
Updated 7.49.2.2 and 7.49.5.2 to reference the new text. 

23) Implemented issue #39. Removed the title from word 0 in 7.77.3. 

24) Implemented issue #42. The CHK bit was removed from normal and 
error outputs in Rev 3b when the tables were reorganized. This issue 
was created after the fact. As a result of this activity, the CHK bit is no 
longer used. The definition of CHK was deleted from clause 6. 

25) Implemented issue #45. This issue was created because a fix was 
implemented in table B.2 where opcodes 87 and CO were missing, the 
opcodes were in the VS area. 

26) Implemented issue #46. Each SMART operation is listed in table B.2 
although they have the same opcode. SMART now has a single entry. 
This change will be spawned in table B.3 before publication. 

27) Implemented issue #47. Each DCO operation is listed in table B.2 
although they have the same opcode. DCO now has a single entry. 
This change will be spawned in table B.3 before publication. 

28) Implemented issue #74. In subclause 8.1 paragraphs 4 and 5 created 
host requirements. Since the relevant material is already covered in 
clause 7, paragraphs 4 and 5 were deleted. 

29) Implemented issue #73. Deleted the definition of LBA Range Entry 
since this is only used in one place. Modified 7.20.3.1 where the only 
reference to LBA Range Entry exists to have a see 7.20.3.5 where the 
LBA Range Entry is defined. 

30) Implemented issue #71. Deleted the list of devices from 7.17.6.2. but 
kept the reference to SPC. The list of devices changes with time and 
should be maintained in SPC. 

31) Implemented issue #68. Added kept the abort bit added to table 135. 

32) Implemented issue #78. There was an error made when implementing 
e05170r1, in subclause 8.3.3 function codes 0003h and 0004h were 
used when 0101h and 0102h should have been used... 

33) Implemented issue #79. In table 62 the definition of error code 13h 
was unclear. Changed the definition to reference SCT data. 

34) Implemented issue #67. Change title of table 135 to Generic NV 
Cache Abort. This reflects the fact that several of the NV Cache 
Commands use this error output. Retained the changes made to 
€05106r7 during its incorporation. 

35) Implemented issue #65. Added abort bit to table 133. This keeps the 
NV Cache add lba(s) command consistent with other commands. 
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3c June 14, 2006 36) Implemented issue #66. Added abort bit to table 134. This keeping the 
NC Cache remove Iba(s) command consistent with other commands. 
Also clarified bit 0 by referencing the pinned set. During the 
implementation of this issue, in 7.20.9.4 a cut and paste error was 
corrected. The statement “added to pinned set” was changed to 
removed from pinned set. 

37) Implemented issue #77. Modified 4.8 paragraph #5 to more clearly 
state the operation of DCO Freeze Lock. 

38) Implemented issue #89. This incorporates e06127r0 which assigns a 
security protocol to IEEE P1667. 

39) Implemented issue #81. This incorporates e06125r0 which updates 
IDENTIFY PACKET DEVICE (IPD). 

40) Marked IPD word 82 bits 7 and 8 obsolete. These should have been 
marked obsolete when ATAPI overlap and queue (e04161) were 
obsoleted. 

41) Implemented issue #80. This incorporates e€06116r0 which obsoleted 
both the removable media and media status notification feature sets. 
This had the effect of obsoleting 3 status bits (MC,MCR,and NM) in all 
of the read/write commands. 

42) Implemented issue #90. This incorporates e€06128r1 which deals with 
issues surrounding resets. 

43) Implemented issue #91. This incorporates e€06121r1 which clarifies 
operation of Write-Read-Verify. Although there is 1 mention of IPD in 
the Write-Read-Verify feature set description, there are no ATAPI 
commands listed in the affected commands. Assigned word 200 bits 
7:0 to the current mode. 

44) Implemented issue #86. This incorporates e€06123r0 which allows 
READ LOG EXT to succeed when the device is security locked. 

45) Implemented issue #82. Alphabetized the feature sets in clause 4. 
This will have the effect of causing all current proposals that reference 
4.xx to need an update. 

46) Implemented issue #83. Added description of how SETMAX affects 
IDENTIFY DEVICE data to the description of the HPA feature set in 
4.11.4 

47) Changed “Note: “paragraphs to conform with the rest of the document 
and say “Note ## - “with indented text. Also changed punctuation on 
ICRC notes for better english grammar. 

48) Updated Trusted Send/Receive Security Protocol assignments to show 
that T10 has assigned protocol 20h 

49) Assigned minor revision code 0027h to rev 3c. This code was 
assigned due to the number of new proposals integrated in this rev. 


July 10, 2006 Alphabetized DCO, NV-Cache, SETMAX subcommands in clause 7 
2) Moved log pages into a normative annex and added a reference in the 
description of READ LOG EXT and SMART READ LOG to table A.1 


and Annex A. 
Previous Annex A, B, and C have been bumped to B, C, and D 
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Implemented issue #19, Added the e.g. statement to paragraph 6 of 
7.12.2 

Implemented issue #22. Modified 7.16.7.38 word 85 bit 10 to have a 
more clear definition of how the HPA bit works. 

The text in IDENTIFY PACKET DEVICE did not show words 71-72 
which should have been marked obsolete in e05161. 

Implemented issue #70. Modified text in IDENTIFY DEVICE and 
IDENTIFY PACKET DEVICE to use x-y instead of (x:y) for word offset 
ranges. 

Implemented issue #75. Added a definition of BIOS to the definition of 
terms. 

Implemented issue #87. Inserted text into 4.1 and 7.16.2 to require 
that commands reported as not supported be aborted. 

Implemented issue #94. Added note back in from ATA/ATAPI-7 in table 
A.8 and table A.9 

The footnote in table A.9 is only relevant to the parallel transport, so it 
was deleted. The same is true of table A.8. This was caught during a 
pass to remove the word register. This is why the footnotes were 
originally removed from the tables. 

Added the Device field back into table A.23, table A.8, table A.9, and 
table A.24. This was overlooked when the device field was 
reintroduced. 

10) Implemented issue #86. Once again scrubbed the word register. 

11) Implemented issue #100. Modified 7.10.3 and 7.10.5 to redefine the 
term is allowed. 

12) Implemented issue #101. Modified trusted send/receive commands 
(7.56.3, 7.57.3, 7.58.3, and 7.59.3) to properly use LBA (7:0) as 
transfer length (15:8). 

13) Implemented issue #102. In A.7.3 the number of pages was listed 
instead of the last page number. 

14) Implemented issue #104. In 6.1.8 changed Iba (7:0) to properly read 
(47:0) 

15) Implemented issue #105. Added a description of SCT extended status 
code 0015h to table 62 and 8.3.4. 

16) Implemented issue #106. Added WRITE LOG DMA EXT to table 8. 

17) Implemented issue #108. Marked NV Cache commands in table 3 
prohibited. Also marked Media Card pass-through as prohibited. 

18) Implemented issue #115. Updated the definition of command released 
in 3.1.19. 

19) Implemented issue #112. Removed other reference in 2.3 to PC-Card. 

20) Implemented issue #117. Modified A.11 (Read Stream Error Log) and 
A.16 (Write Stream Error Log) to use value range notation (x through y) 
instead of bit field notation (y:x). Also fixed the range in A.16 to 
properly be 1 though 31 instead of 0 through 31. 

21) Implemented issue #121. Made a global change on the word offset 
range 101-103 to 100-103. This is the 48 bit device capacity range. 
Only the significant 48 bits were included when the range was inserted. 

22) Implemented issue #114. Added a definition of TCQ to 3.1. Globally 
changed all references from “command queuing” to “the TCQ feature 
set”. 
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July 10, 2006 23) Implemented issue #109. Globally changes references from packet 
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devices to ATAPI devices. 

24) Implemented issue #113. Globally changed PACKET Command 
feature set to PACKET feature set. This removed an inconsistency in 
referencing the feature set. 

25) Implemented issue #118. Globally removed the phased “Changed to:”. 
This was found in only one place, A.11. It looks like the change to was 
left over from a cut and paste error. 

26) Implemented issue #123. Globally changed Volatile Value to 
Volatile_Value and globally changed the abbreviation VV to V_V. 

27) Implemented issue #111. Provided hotlink to subclauses referenced by 
table 39. 

28) Implemented issue #124. Globally changed comply with subclause 
x.y.zZ to comply with x.y.z. 

29) Implemented issue #126. Fixed a typo in 7.77.3. In the Features field 
change 5:8 to 15:8. 

30) Implemented issue #129. Modified the description column of table 73 
(write same command description) to only capitalize the first word of 
each sentence. 

31) Implemented issue #130. In 8.3.4 changed “LBA might” to “LBA may”. 

32) Implemented issue #135. Added an editors note before table B.3 to 
warn people that the table is not being maintained. This table is a 
duplicate of table B.2 with the exception that it is sorted in alphabetical 
order. 

33) Implemented issue #133. Modified the Error field in table 92 to be 
more clear in stating that DEVICE RESET does not provide diagnostic 
results and all other commands do. 

34) Implemented issue #107. It turns out that €05162r0 was already 
implemented in a previous revision, but a not was not made in the 
revision history. This proposal added wording to 7.43.2 (SECURITY 
ERASE UNIT) to explicitly state that a password could be set prior to 
issuing the command if a password had not been previously set. 

35) Implemented issue #119. Created a definition of log address for read 
log and placed it in READ LOG EXT. Modified READ LOG EXT and 
SMART READ LOG to point to this definition. Created a subclause 
definition of Host Vendor Specific logs in READ LOG EXT and 
referenced this from the READ LOG EXT/SMART READ LOG address 
definition and WRITE LOG EXT/SMART WRITE LOG address 
definition. Placed a definition of write log address is SMART WRITE 
LOG and referenced this from SMART WRITE LOG and WRITE LOG 
EXT. 

36) Implemented issue #132. Added the bit positions to the bit 
descriptions in clause 6. 

37) Implemented issue #131. Normal output tables generic normal outputs 
w/LBA and Normal output tables generic normal outputs wo/LBA were 
identical. Changed clause 7 to reference only 1 normal outputs table. 
Deleted the redundant table from clause 9. 

38) The error outputs for SMART WRITE LOG and WRITE LOG EXT were 
listed incorrectly. Split SET MAX and write log error outputs so they 
use different tables. Everything now reads the same as ATA/ATAPI-7 
for these commands 

39) After this revision was archived, clause 7 was split into 2 files. 
This was kept locally as rev 3e so change bars could be more 
easily generated 
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December 11, 2006 


XX 


Assigned minor revision 0033h to ATA8-ACS rev 3e 

Implemented issue #9. Removed Allocation Unit from the glossary, 
changed the field in configure stream to reference a subclause that 
describes allocation unit. Change the description of the flush cache bit 
to reference the new Allocation Unit subclause. 

Implemented issue #28. Modified 7.26.5 and 7.27.5, the error outputs 
for the read DMA queued commands to remove the reference to 
Overlapped interrupt. The overlapped interrupt is not defined 
anywhere. Also remove the redundant statement about the command 
being aborted if it is not support. This material is contained in the 
definition of the abort bit. 

Implemented issue #43. The definitions of DF and DRQ should be N/A 
for normal outputs (table 96 and table 100) and defined for error 
outputs (table 117 and table 130). 

Implemented issue #44. Updated the definition of the DCO SET Error, 
table 122, to be more clear. 

Implemented issue #95. Changed the definition of words 100-103 in 
the IDENTIFY DEVICE table (table 22) to read “Total Number of User 
Addressable Sectors for the 48-bit Address feature set”. Also changed 
to heading in the text to match. 

Implemented issue #97. Changed TF Data in 8.3.3 paragraph 6 to 
input data structure. 

Implemented issue #98. Inserted a statement requiring the device to 
abort commands which are reported as not supported by IDENTIFY 
PACKET DEVICE. Also removed “(See 0)” statement that were left 
over from a conversion from word. 

Implemented issue #103. Added verbiage to indicate that a block 
count of zero is illegal to the Inputs and Error Outputs for WRITE LOG 
EXT (DMA), READ LOG EXT (DMA), SMART READ LOG and SMART 
WRITE LOG. 

10) Implemented issue #120. Modified the unordered list in 4.11.4 to make 
it more clear. 

11) Implemented issue #128. Changed SCT Long Sector Access to SCT 
Read/Write Long. 

12) Revisited issue #22. Word 85 bit 10 in the IDENTIFY DEVICE data 
table had not been updated as described in the issue. 

13) Implemented issue #127. Inserted the fact that SMART DISABLE 
OPERATIONS does not disable SCT. 

14) Implemented issue #138. The definition of ASCII string from 
ATA/ATAPI-7 did not seem appropriate for inclusion into IDENTIFY 
DEVICE. Reworked the definition of ASCII string and included it into 
7.16.2. Also move the field data type descriptions from 7.17.2 to 7.16.2 
and added a reference in 7.17.2 to 7.16.2. 

15) Implemented issue #139. Clarified the definition of uncorrectable 
options. 

16) Implemented issue #140. Changed IDENTIFY DEVICE data word 86 
bit 8 from fixed to variable. 

17) Implemented issue #141. Clarified SET MAX ADDRESS (7.49.2.2) to 
remove the requirement on the host that READ NATIVE MAX shall 
precede SET MAX ADDRESS. Instead the consequences of not 
issuing the READ NATIVE MAX are listed. 

18) Implemented issue #142. Documented Optional/Mandatory, 
Fixed/Variable, and Serial/Parallel for IDENTIFY DEVICE data words 
219 and 220. 
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December 11, 2006 19) Implemented issue #143. Globally changed ID Field was not found to 
sector was not found. This only affected the error outputs of several 
SMART commands. 

20) Implemented issue #144. Changed maximum values in A.7.1, A.7.3 
and A.8.1. 

21) Implemented issue #145. Globally changed vendor unique to vendor 
specific. Several of these had crept in during proposal integration to 
the Annexes. 

22) Implemented issue #149. Fixed DOWNLOAD MICROCODE Normal 
Outputs (7.12.4)to reference the correct IDENTIFY DEVICE data 
words. 

23) Implemented issue #150. In DOWNLOAD MICROCODE Inputs, 
labelled mode 3 as optional. 

24) Implemented issue #152. Wordsmithed the option byte in 
DOWNLOAD MICROCODE inputs. 

25) Implemented issue #153. Fixed a typo in HPA Security Extensions 
(4.11.2). 

26) Implemented issue #163. The Count Field in IDLE IMMEDIATE 
UNLOAD (7.19.4) was incorrectly documented as 44h when it should 
have been reserved. 

27) Implemented issue #159. Added WWN to IDENITFY PACKET 
DEVICE and made it mandatory. Also ported the reserved words for 
the extension to 128 bits. 

28) Implemented issue #136. Moved Host and Device vendor specific log 
page descriptions along with table A.1 to Annex A 

29) Implemented issue #134. Changed table 97 (Normal Output for 
SMART Offline Immediate), table 98 (Normal Output for SMART 
Return Status), and table 119 (Error Output for SMART Execute Offline 
Immediate) to remove the N/A’s that were indistinguishable from the 
key values supplied 

30) Integrated e06153r1. This reserves SCT Action Code 0007h, 
Extended Status Codes BFOOh-BFFFh, SCT Feature Control feature 
codes 0004h-0005h, and SCT Data Table ID’s 0003h-0004h for use by 
SATA-IO. 

31) Integrated e06152r3. This adds session and lifetime temperature 
reporting to SCT status in table 67. Also adds interval count since last 
over and under temperature conditions 

32) Changed byte offsets throughout clause 8 from “:” notation to “-” 
notation. This brings the clause in line with the rest of the document. 
Unfortunately, some of the tables have formulas in the offset column. It 
my be difficult to tell the range from the formula. 

33) Integrated e06102r2. Added a new log page at the end of Annex A 
called device statistics. Modified the proposal during incorporation to 
allow for definitions by page. 

34) Bit 4 of words 119 and 120 (Segmented feature of download 
Microcode) was documented in the table, but not in the text. Added the 
description to the text. 

35) Implement issue #146. Marked SET Features subcommands 41h, 
83h, and C1h, DCO SET/IDNETIFY Word 21 bit 11, IDENITFY 
DEVICE data words 119/120 bit 5, and IDENTIFY DEVICE data word 
53 bits 8-15 as reserved for e06144. 

36) Integrated e05179r8. This removes some of the vagueness from the 
Security feature set. One Editors Note needs resolution in 4.20.10. 
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December 11, 2006 


April 17, 2007 


3/) Added a paragraph at the beginning of this subclause to describe the 
issues list. (added based on line-by-line review) 

38) Changed formatting of IDENTIFY DEVICE data word 222. (added 
based on line-byline review) 

39) Added (i.e., HPA enabled/disabled) to IDENTIFY DEVICE data word 
85 bit 10. (added based on line-by-line review) 

40) Assigned minor revision code 0042h to this rev (3f) 

1) Changed SET FEATURES subcommand 83 to be reserved for e€06162 
instead of €06144. e06162 is for simulating a free fall event. 

2) Fixed the byte count at offset 214 in table 67 to properly read 265 
instead of 275. 

3) Fixed documentation error in revision history. The TCG proposal was 
e€05139r7 but was documented as €05137r7. 

4) Fixed integration error for IDENTIFY DEVICE data word 48 bit 14 
which should be 1 instead of 0. 

5) Implemented issue #165. Integrated e06150r5 NCQ commands from 
SATA IO. 

6) Implemented issue #166. Integrated e€06144r6 (Free Fall feature set). 
Although this proposal was integrated, several modifications were 
required to make the information fit the form and style of ATA8. The 
feature set description needs work, | have opened issue #177 to 
address this issue 

7) Added missing entries to historical SET FEATURES table 

8) Implemented issue #158, Integrated €06126r3 (NOP Clarifications) 

9) Implemented issue #155. Added definition of read and write 
command. 

10) Implemented issue #156. Defined standardized error logs for WRITE 
UNCORRECTABLE. The term standardized error logs was defined or 
removed in previous revisions for other feature sets and commands. 

11) Implemented issue #64 & 161. Added the output data description to 
7.20.3 (ADD LBA(S) TO NV CACHE PINNED SET) and called the data 
Pin Request Data. Changed the text in PI to refer to this data. 

12) Implemented issue #164. Removed the host requirement from the 
SET MAX EXT description. 

13) Implemented issue #171. Changed Data Block Offset to Page #. 

14) Implemented issue #172. Changed IDENTIFY DEVICE to refer to the 
Security feature set instead of Security Mode feature set. Also 
changed other instances in the text that refer to Security Mode feature 
set. 

15) Implemented issue #175. Added READ LOG DMA EXT to table 8 
(Security Command Actions) 

16) Implemented issue #172. Removed the host requirement to issue SET 
MULTIPLE prior to CFA WRITE MULTIPLE WITHOUT ERASE, READ 
MULTIPLE, READ MULTIPLE EXT, WRITE MULTIPLE and WRITE 
MULTIPLE EXT. 

17) Implemented issue #170. Alphabetized the log addresses in Annex A. 
Also normalized capitalization and names between the Log Address 
table and the subclause headers. Placed the log directory definitions 
at the beginning. Also added cross-links to the log addresses defined 
in the table. 

18) Corrected WRITE UNCORRECTABLE to WRITE UNCORRECTABLE 
EXT in IDENTIFY DEVICE words 119 and 120 

19) Removed several erroneous references to bits 15:8 in the status field. 
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3g April 17, 2007 20) Fixed transition in the Power Management State transition diagram 
(figure 11). The arrow from PM1 to PM3 had the arrowhead on the 
wrong side. 

21) Implemented issue #154. This adds a statement to WRITE 
UNCORRECTABLE which states that the effect on SMART tests is 
vendor specific. 

22) Implemented issue #167. Integrated e06190r3 to clarify the interaction 
of NV Cache with media. This proposal attempts to modify the wording 
in the TCQ feature set regarding the operation of NOP Poll. The text 
mentioned in e06190r3 was turned into a note and changed. The note 
was changed to match the intention of €06190r3. Editors note 3 was 
intended to add word 21 bits 14 & 15 to DCO Set, but the description 
was incomplete. Additional words were taken from the same definition 
in DCO Identify. 

23) Integrated €05122r6. This is an annex that provides some guidelines 
for implementing 1K/4K sectors. The February 2007 minutes listed this 
a e05122r6 as revised. It really meant e€05122r5 as revised. 

24) Integrated €07122r0. This changes the reference for IEEE P1667 to 
IEEE 1667 in TRUSTED SEND and TRUSTED RECEIVE. 

25) Integrated e07112r1. This removed some of the WRITE 
UNCORRECTABLE options. 

26) Implemented issue #180. Added SATA 2.6 to the IDENTIFY DEVICE 
data transport standard reporting mechanism. 

27) Incorporated e€07130r1. This added documentation on the various 
bit/field interactions to IDENTIFY DEVICE data. 

28) Main system was upgraded to Vista Ultimate and Office 2007. asa 
result, frame maker 7.2 would not allow Visio 2007 drawing to be 
inserted directly, they now need to be inserted as Windows Meta Files. 
All figures were reinserted using this format. Some figures had not 
been converted to Visio, these figures were also converted and then 
reinserted. The Long logical long physical example figure was 
changed to use 1K physical sectors instead of 2K. The original 
drawing was inconsistent in the size of its boxes and the 2K example 
did not look good in the conversion. 
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Implemented issue #183. Changed both the word 85 bit 3 of both 
IDENTIFY DEVICE data table and the description. 

Implemented issue #185. Broke the error outputs paragraph for READ 
FPDMA and WRITE FPDMA into 2 pieces. 

Implemented issue #186. If the host attempts to change the Master 
Password Identifier to an invalid value, the drive was required to report 
command aborted. This issue changes the text to allow the drive to 
successfully complete the command without changing the Identifier. 
Implemented issue #187. Added WRITE UNCORRECTABLE to table 
8 which describes the interaction of the Security feature set with all ATA 
commands. 

Implemented issue #184. The statement that was voted in needed 
some wordsmithing to make sense in the command description of NV 
CACHE DISABLE. 

Incorporated e07131r3. This incorporates the remainder of the 
material from SATA 2.5. This complements e06150. 

Incorporated e07155r1. Assigned IDENTIFY DEVICE data word 217 
to report the RPM of the media. This is a mandatory field. However, 
the device may return 0000h to indicate that it is not telling. 
Incorporated e07139r3. This was a line-by-line review performed by 
Seagate and ten reviewed by T13. The changes that were accepted 
by the group are marked accepted. The changes were marked 
Migration Complete as they were incorporated. 

Scrubbed the doc for can, cannot, will, could, would and won't. 

10) scanned the document for all references to “remov”, found several 
references to removable media capability that should have been taken 
out earlier. This included the footnote in the IDENTIFY (PACKET) 
DEVICE data table for the definition of “F”. Also found several 
references to media status notification. The WP bit was removed and 
the references were marked obsolete as a result of €07139. 

11) Updated the command codes sorted by command name table (table 
B.3). This table should remain correct since no new commands are 
expected to be added beyond this point. 

12) Scanned the entire document for usage for the word “log”. Changed 
usages of log, log address, log page, and 512-byte data block to be self 
consisted. Added definitions of log, log address, log page, and log 
command to the definition of terms. Also added an explanation of the 
terms to annex A (second paragraph). 

13) Changed references in SCT (Clause 8 and Annex D) from key sector to 
key page. This matches the changes made in #12 above. 

14) Implemented issue #53. This incorporates e03124r12. This proposal 
has been under development for almost 4 years. | integrated all the 
state transition diagrams and associated text. | only integrated the blue 
text into the feature set description. | was concerned that wordings 
have been updated over the course of the years and did not want to 
break things again. 

15) performed a full spell-check. Found and normalized inconsistent 
usage of the terms “read lookahead”, “read ahead”, “look ahead”, etc. 

16) Wordsmithed out the word comprise. 


1) Inserted re-worked HPA state transition diagrams. 
2) Implemented issue #177. Added text which better describes the 
Free-fall Control feature set. 
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Integrated Proposal List 
[eT Doc [Description CSC—“CSCSCSCSCSCSC#C#”S 
e04139r4 | Restructured all commands to conform to this format 


e04143r0 | Incorporated single log table 


€04127r0 | Makes SATA signatures reserved with no description. 
4 


e04143r1 | Changes text to clarify that the Host Vendor Specific pages are common to both SMART 
READ LOG and READ LOG EXTENDED 


e05103r0 | Changes the features register to log page specific for read and write log commands 
8 | “2057021 | Reserves sorne setfeatures and DCO fields as vendor specie 
S| e04120r6 [New Feature: Write-Read-Verfy 
11 


e05130r0 | Extended support and enabled bits to IDENTIFY DEVICE data words 119 & 120 


pe xonded stbhartiahd enabled pits te DENTE DEVICE date Words MO eey 
12 | e©05131r1 | Clarifies that drive behavior is indeterminate if IDENTIFY DEVICE data indicates that the 

eee reaueis not terete ee onan en eee” 
13 | ©05120r2 | New Feature: Allows the drive to report a logical sector alignment requirements within 
pe aphystealsectr | 


e05140r0| Clarifies Media Serial Number Endianess 
e05162r0 | Clarifies SECURITY ERASE UNIT to require an abort if no passwords have been set in the 
drive 


e05161r0 | New Feature: Adds GPL support and reporting in ATAPI PACKET IDENTIFY DEVICE 
e05167r0 | Updated the block size by command table to include missing elements 


e05109r4 [New Feature:SCT ee eeeseseseses—i—sSsSSSSSSSsS Feature: SCT 


a e05170r1 | New Feature: Add eee Pentre aia capably fo SCT So wits same can be performed #6 & Foreground to SCT so write same can be performed as a foreground 
process 


Br | e0sisaet [Update steaming 
[Reserve resources forCE-ATA eee resources for CE-ATA 

25 [ e057 780 New Feature: WWNis Mandatory 
po 


e05162r2| New Feature: Adds to the Download Microcode Mode 3 capability by allowing the drive 
to report minimum and maximum transfer sizes. Also provides a mechanism for the 
drive to indicate when the microcode has been applied. 


52" | 60873077 [New Feature: Adds commands fo support the Trusted Computing Group 
Updates IDENTIFY PACKET DEVICE to better match ATAPI operation 

[36_[ 2067760 | Obsoleted the Removable Media and Media Status Notification Teature S615 
ST | e06F26r Claes avait TTssus suroundng reels 


e06121r1| New Feature: Adds an IDENTIFY DEVICE data field to report the current 
Write-Read-Verify mode. 
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[S06 TE Ne Petro ATS READ LO ERY 5 EGET ToT WT TS TTS TocRO— 
prior to issuing SECURITY ERASE UNIT if a password had not been previously set 
41 | “e061S9rT [Reserves SCT resources for use by SATATO 


e06152r3 | New Feature: Adds session and lifetime min and max temperature reporting to SCT 


Status. Also provides some concept of time since last temperature beyond operating 
limits. 


Racine 02r2 | New Feature: Creates a Device Statistics Log for documenting counters. The first 
[eee lett defined documents lifetime power-on resets. 


e05179r8 | Clarifies the operation of the Security feature set without changing operation relative to 
ATA/ATAPI-7. There is a second proposal that will be integrated into ACS-2 to close some of 
the security holes. 


45 | e06150r5 | Adds the definition of FRPDMA Read and Write commands as defined in Serial ATA Rev 2.5 
a e06144r6 | New Feature: Adds the ability to control a Free Fall sensor in the device. 

e06126r3 | Clarifies the operation of NOP and makes a variety of unrelated small changes. 

e06190r3 | Clarifies the interaction of Cache, NV Cache, and Media. 

€05122r6 | Adds annex E which contains guidelines for implementing 1K and 4K physical sector drives 


e07122r0 | Changed reference from IEEE P1667 to IEEE 1667 


e07112r1 | Reduces the number of options available in WRITE UNCORRECTABLE 


52 e07130r1 | Adds documentation to IDENTIFY DEVICE data which shows the interaction of the various 
Pe fisenttets | 
53 | e07131r3 | Adds SATA 2.5 material which was not addressed by e€06150. This includes SSP, Phy 
eee Counter iogpoges, ond SETFEATURES 


il e07155r1 | New Feature: REGUTEE a device with vatativig media to populate IDENTIFY DEVICE word 217. 


e€03124r12 | Updates the HPA feature set to better clarify the interaction of the 28-bit and 48-bit versions on 
—$——=arrrO09$ J HPA commands. 
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Foreword 


(This foreword is not part of this standard.) 


Requests for interpretation, suggestions for improvement and addenda, or defect reports are welcome. They 
should be sent to the INCITS Secretariat, ITI], 1250 Eye Street, NW, Suite 200, Washington, DC 20005-3922. 


This standard was processed and approved for submittal to ANSI by InterNational Committee for Information 
Technology Standards (INCITS). Committee approval of this standard does not necessarily imply that all 
committee members voted for approval. At the time it approved this standard, INCITS had the following 
members: 


Karen Higginbottom, Chair 
David Michael, Vice-chair 


Monica Vago, Secretary 


Technical Committee T13 on ATA Interfaces, that reviewed this standard, had the following members and 
additional participants: 


Dan Colegrove, Chairman 
Jim Hatfield, Vice-Chairman 


Mark Overby, Secretary 
[Editors Note: Insert T13 Membership List Here] 


Introduction 
This standard encompasses the following: 
Clause 1 describes the scope. 
Clause 2 provides normative references for the entire standard. 
Clause 3 provides definitions, abbreviations, and conventions used within the entire standard. 
Clause 4 describes the general operating requirements of the command layer. 
Clause 5 describes the ATA protocols used by the commands in this standard 
Clause 6 describes status and error bits 
Clause 7 describes commands 
Clause 8 describes the SCT Command Transport 
Clause 9 describes command normal and error outputs 
Annex A disrobes log pages 
Annex B provides command summaries 
Annex C describes considerations for using devices with non-512 byte sectors 
Annex D provides a tutorial on how to use SCT 
Annex E provides implementation guidelines for 1K/4K sectors 
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AMERICAN NATIONAL STANDARD BSR INCITS ***-200x 


American National Standard 
for Information Technology — 


AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 


1 Scope 


The set of AT Attachment standards consists of this standard and the ATA implementation standards described in 
AT Attachment - 8 ATA/ATAPI Architecture Model ATA8-AAM. The AT Attachment ATA Command Set 
(ATA8-ACS) specifies the command set host systems use to access storage devices. It provides a common 
command set for systems manufacturers, system integrators, software suppliers, and suppliers of intelligent 
storage devices. Figure 1 shows the relationship of this standard to the other standards and related projects in 


the ATA and SCSI families of standards and specifications. 
Related host standards | 
and specifications 
Packet delivered 
command sets 


AT Attachment — 8 
ATA/ATAPI Command Set (ATA8-ACS) 


AT Attachment — 8 
Architecture Model 
(ATA8-AAM) 
suoleoyioeds aolaep 
pe}e[al JOUIO 


AT Attachment — 8 AT Attachment — 8 


Parallel Transport Serial Transport 
(ATA8-APT) (ATA8-AST) 


Figure 1— ATA document relationships 
ATA8-ACS maintains compatibility with the AT Attachment with Packet Interface - 7 standard (ATA/ATAPI-7), 


INCITS 397-2005 volume 1, and while providing additional functions. ATA8-ACS is not intended to require 
changes to devices or software that comply with previous ATA standards. 
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2 Normative references 


The following standards contain provisions that, through reference in the text, constitute provisions of this 
standard. At the time of publication, the editions indicated were valid. All standards are subject to revision, and 
parties to agreements based on this standard are encouraged to investigate the possibility of applying the most 
recent editions of the standards listed below. 


Copies of the following documents may be obtained from ANSI: Approved ANSI standards, approved and draft 
international and regional standards (ISO, IEC, CEN/CENELEC, ITUT), and approved and draft foreign 
standards (including BSI, JIS, and DIN). For further information, contact ANSI Customer Service Department at 
212-642-4900 (phone), 212-302-1286 (fax), or via the World Wide Web at http://www.ansi.org. 


Additional availability contact information is provided below as needed. 


2.1 Approved references 


Table 1 lists approved ANSI standards, approved international and regional standards (ISO, IEC, 
CEN/CENELEC, ITUT), may be obtained from the international and regional organizations who control them. To 
obtain copies of these documents, contact Global Engineering or INCITS. Additional information may be 
available at http://www.t10.org and http://www.t13.org 


Table 1 — Approved ANSI References 


Reference 


Protected Area Run Time Interface Extensions (PARTIES) ANSI INCITS 346-2001 
AT Attachment with Packet Interface Extension (ATA/ATAPI-4 ANSI INCITS 317-1998 
AT Attachment with Packet Interface Extension (ATA/ATAPI-5 ANSI INCITS 340-2000 


AT Attachment with Packet Interface Extension (ATA/ATAPI-6 ANSI INCITS 361-2002 


AT Attachment with Packet Interface Extension (ATA/ATAPI-7 ANSI INCITS 397-2005 
ISO/IEC 14776-971 


Time Limited Commands (TLC) ANSI INCITS TR37-2004 
SMART Command Transport (SCT) ANSI INCITS TR38-2005 


| Address Offset Alternate Boot Feature ssid Offset Alternate Boot Feature | ANSI INCITS TR27-2001 | INCITS TR27-2001 


Acoustics — Measurement of airborne noise emitted by information technology | ISO/IEC 7779:1999(E 

and telecommunications equipment si Resa of oe ae RTT HORTONS | SOTECTTETRET— 
SCSI Primary Commands - 3 (SPC-3) ANSI INCITS 408-2005 
eens Tisonectarre ass 


2.2 References under development 


At the time of publication, the following referenced standards were still under development. For information on 
the current status of the document, or regarding availability, contact the relevant standards body or other 
organization as indicated. 
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Table 2 — References Under Development 


Project Number 


AT Attachment-8 - Parallel Transport (ATA8-APT) INCITS 1698D 
ISO/IEC 14776-881 


AT Attachment-8 — ATA/ATAPI Architecture Model (ATA8-AAM) INCITS 1700D 
ISO/IEC 14776-861 


Method to Disable Data Transfer after Error Technical | Method to Disable Data Transfer after Error Technical Report | PINCITS 1825DT = 1825DT 


AT a Repo 8 — ATA Serial Transport (ATA8-AST) oe 1697D 
sla sults sie 


A/ATAPI-7 Amendment 1 
eciee es oa 
INCITS T13/e05108 


Host Bus Adapter — 2 (HBA-2) INCITS 2014D 
Information Technology - Open Systems Interconnection - The ISO/IEC FDIS 9594-8 
Directory: Public-key and attribute certificate frameworks, ITU, 

2000 


Editor’s Note 1: Do we still need to list the doc number for ATA/ATAPI-7 Amendment 1? Also, need to 
remove the ? from ISO/IEC 14776-860 


For more information on the current status of the T10 documents, contact INCITS. To obtain copies of T10 or 
SFF documents, contact Global Engineering. 


2.3 Other references 
The following standards and specifications are also referenced. 


The CE-ATA Digital Protocol Specification. 
For the CE-ATA Storage Interface Specification published by CE-ATA, contact them at 


http://www.ce-ata.org 
CompactFlash™ Association Specification, Revision 4.0 


For the CompactFlash™ Association Specification published by the CompactFlash™ Association, 
contact the CompactFlash™ Association at http:/Awww.compactflash.org. 


The MultiMedia Card System Specification 
For the MultiMedia Card System Specification published by the MultiMedia Card Association, Inc, 
contact them at 925-417-0127 or http://www.mmca.org 


RFC 3280, Internet X.509 Public Key Infrastructure: Certificate and Certificate Revocation List (CRL) Profile, 
IETF, 2002. 
For RFC 3280 contact the Internet Engineering Task Force at http://www.ietf.org. 


RFC 3281, An Internet Attribute Certificate: Profile for Authorization, IETF, 2002 
For RFC 3280 contact the Internet Engineering Task Force at http://www.ietf.org 


SD Card ATA Command Extension (SDA 3C) 
For SDA 3C published by the SD Card Association, contact them at http://www.sdcard.org 


Serial ATA revision 2.5 (SATA 2.5) 
For the SATA 2.5 specification published by SATA-IO, contact them at http://www.sata-io.org 


Smart Media ATA Command Extension 
For the Smart Media ATA Command Extension, contact the Solid State Floppy Disk Forum at 
http://www.ssfdc.or.jp 
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Editor’s Note 2: | have contacted the ssfdc to determine if this specification is still available and find 
out information on how to obtain the latest version. 
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3 Definitions, abbreviations, and conventions 


3.1 Definitions and abbreviations 


3.1.1 
3.1.2 


3.1.3 
3.1.4 
3.1.5 


3.1.6 


3.1.17 


3.1.18 


3.1.19 


3.1.20 


3.1.21 


3.1.22 


ASCII Character: Designates 8-bit value that is encoded using the ASCII Character set. 


acoustics: Measurement of airborne noise emitted by information technology and 
telecommunications equipment [ISO 7779:1999(E)] 


ATA device: A device implementing the General feature set. 
ATA8-ACS device: A device that complies with this standard. 


ATAPI (AT Attachment Packet Interface) device: A device implementing the PACKET feature 
set. 


AV (Audio-Video): Audio-Video applications use data that is related to video images and/or 
audio. The distinguishing characteristic of this type of data is that accuracy is of lower priority 
than timely transfer of the data. 


Background Activities: Activities initiated by a command that occur after command completion 
has been reported. 


BIOS (Basic Input/Output System): An initial application client run by a computer when power 
is applied. The primary function of BIOS is initialize various components of the system, including 
storage devices. 


Block Data: Block Data is the data transferred to or from the device using SCT read/write log 
capabilities. 


Cache: A data storage area outside the area accessible by application clients that may contain a 
subset of the data stored in the non-volatile data storage area. 


CFA (CompactFlash™ Association): The CompactFlash™ Association which created the 
specification for compact flash memory that uses the ATA interface. 


check condition: For ATAPI devices, this indicates an error or exception condition has 
occurred. 


CHS (cylinder-head-sector): An obsolete method of addressing the data on the device by 
cylinder number, head number, and sector number. 


command aborted: Command completion with ERR set to one in the Status field and ABRT set 
to one in the Error field. 


command acceptance: Positive acknowledgement of a command being received by a device. 
See the appropriate transport standard for a definition of positive acknowledgement. 


Command Block: In a parallel implementation this is the set of interface registers used for 
delivering commands to the device or posting status from the device. In a serial implementation, 
the command block fields are FIS payload fields. 


command completion: The completion by the device of the action requested by the command 
or the termination of the command with an error, the setting of the appropriate bits in the Error 
field, and the setting of the appropriate bits in the Status field. 


command packet: A data structure transmitted to the device during the execution of a PACKET 
command that includes the command and command parameters. 


command released: When a device supports the TCQ feature set, a command is considered 
released when a release occurs before command completion. 


device: A storage-related peripheral. Traditionally, a device on the interface has been a hard 
disk drive, but any form of storage device may be placed on the interface provided the device 
adheres to this standard. 


DMA (direct memory access) data transfer: A means of data transfer between device and 
host memory without host processor intervention. 


DRQ data block: A unit of data words associated with available status when using either the 
PIO data-in command protocol or the PIO data-out command protocol. 
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3.1.23 
3.1.24 


3.1.25 


3.1.26 
3.1.27 
3.1.28 


3.1.29 
3.1.30 
3.1.31 


3.1.32 


3.1.33 


3.1.34 
3.1.35 


3.1.36 


3.1.37 


3.1.38 


3.1.39 


3.1.40 


3.1.41 


3.1.42 


3.1.43 


3.1.44 
3.1.45 


3.1.46 


FIS: The Frame Information Structure for the serial interface. 


hardware reset: the routine performed by a device after a hardware reset event as defined in 
ATA8-AAM. The hardware reset routine performed by the device includes the actions performed 
by the device for a software reset, and the actions defined in ATA8-AAM, this standard, and the 
applicable transport standards. 


host: The computer system executing the application client (e.g., BIOS, operating system, or 
device driver) controlling the device and the adapter hardware for the ATA interface to the 
device. 


host adapter: The implementation of the host transport, link, and physical layers. 
LBA (logical block address): The value used to reference a logical sector. 


logical sector: A set of logical words accessed and referenced as a unit (see IDENTIFY 
DEVICE data words 118:117). These units are referenced by Logical Block Addresses. 


log: A collection of data accessed using log commands. 
log address: A numeric value that a log command uses to identify a specific log. 


log command: A SMART READ LOG command, SMART WRITE LOG command, or GPL 
feature set command. 

log page: A unit of measure for determining the size of alog. Each log page is a 512-byte block 
of data. A log consists of one or more pages. 


Master Password Capability: The Master Password Capability indicates whether or not the 
Master password may be used to unlock the device. This was formerly know as “Security Level”. 


Media: The material on which data is stored. 


Media Access Command: Any command which causes the device to access non-volatile 
media. 


native max address: The highest address a device accepts in the factory default condition, that 
is, the highest address that is accepted by the SET MAX ADDRESS command. 


Non-Volatile cache: Cache that retains data through all power and reset events. Non-volatile 
cache shall be a subset of the non-volatile media. 


Non-Volatile Media: Physical storage media that retains data written to it for subsequent read 
operations through all power and reset events (e.g. magnetic media, optical media, flash media). 


NV Cache Pinned Set: The set of logical blocks that have been made un-removable from the 
NV Cache by the host. Writes to logical blocks represented in the NV Cache Pinned Set always 
results in valid data in the NV Cache Set. 


NV Cache Set: The set of logical blocks currently represented in the device's entire NV Cache. 


NV Cache Set Data: A data structure representing the standard format of transmitting logical 
blocks in the form of a list of LBA Range Entries. 


NV Cache Unpinned Set: The set of logical blocks that are represented in the NV Cache Set 
but not represented in the NV Cache Pinned Set. The NV Cache Pinned Set and the NV Cache 
Unpinned Set are mutually exclusive. NV Cache Unpinned Set is completely managed by the 
device and logical blocks represented in the NV Cache Unpinned Set may be added or removed 
from the NV Cache Set at any time. 


Password Attempt Counter Exceeded: There were too many attempts to unlock the device 
with an incorrect password. This is a name associated with IDENTIFY DEVICE, word 128, bit 4. 


PATA: A device implementing the parallel transport, see ATA8-APT 


physical sector: One or more contiguous logical sectors that are read from or written to the 
device media in a single operation. 


PIO (programmed input/output) data transfer: PIO data transfers are performed using PIO 
commands and protocol. 
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3.1.47 


3.1.48 


3.1.49 


3.1.50 


3.1.51 


3.1.52 


3.1.53 
3.1.54 
3.1.55 


3.1.56 


3.1.57 


3.1.58 


3.1.59 


3.1.60 


3.1.61 


3.1.62 
3.1.63 


3.1.64 


3.1.65 


3.1.66 
3.1.67 


power cycle: the period from when power is removed from a host or device until the subsequent 
power-on event (see ATA8-AAM). 


power-on reset: the host specific routine performed by the host or the routine performed by a 
device after detecting a power-on event. The power-on reset routine performed by a device 
includes the actions performed by the device for a hardware reset and a software reset, and the 
actions defined in ATA8-AAM, this standard, and the applicable transport standards. 


queued: Command queuing allows the host to issue concurrent commands to the same device. 
Only commands included in the Tagged Command Queuing (TCQ) feature set may be queued. 
In this standard, the queue contains all commands for which command acceptance has occurred 
but command completion has not occurred. 

Queued Command: A NCQ command that has reported command acceptance but not 
command completion. 

read command: A command that causes the device to transfer data from the device to the host. 
The following commands are read commands: READ DMA, READ DMA EXT, READ DMA 
QUEUED, READ DMA QUEUED EXT, READ FPDMA QUEUED, READ MULTIPLE, READ 
MULTIPLE EXT, READ SECTOR(S), READ SECTOR(S) EXT, READ STREAM DMA, READ 
STREAM DMA EXT, READ VERIFY SECTOR(S), or READ VERIFY SECTOR(S) EXT. 
release: The action by a device implementing the TCQ feature set that allows a host to select an 
alternate device or deliver another queued command. 


SATA: A device implementing the serial transport, see ATA8-AST 
sector: See logical sector. 


Security Is Disabled: The Security feature set is supported, but there is no valid User 
password. There is a Master password. Access to user data is not restricted by the Security 
feature set. The terms ‘Security Is Locked’ and 'Security Is Unlocked’ are not applicable. (e.g., 
Security states SECO, SEC1, SEC2). 


Security Is Enabled: The Security feature set is supported, and a valid User password has 
been set. (e.g., Security states SEC3, SEC4, SEC5, SEC6). 


Security Is Frozen: Security may be either enabled or disabled. Changes to Security states are 
not allowed until after the next power-on or hardware reset. (e.g., Security states SEC2, SEC6). 


Security Is Locked: Security is enabled. In addition, access to the device is restricted. (e.g., 
Security state SEC4). 


Security Is Not Frozen: Security may be either enabled or disabled. Changes to Security states 
are allowed (e.g., Security states SEC1, SEC4, SECS). 


Security Is Not Supported: The Security feature set is not supported. The SECURITY 
commands (see 4.20.5) are not supported and shall be command aborted. IDENTIFY DEVICE 
reports that the Security feature set is 'not supported’. 


Security Is Unlocked: Security is enabled. A SECURITY UNLOCK command was successful, 
allowing access to the device. (e.g., Security state SEC5, SEC6). 


Security Level: See Master Password Capability. 


signature: A unique set of values placed in the return parameters used to distinguish command 
sets (e.g. General, ATAPI device, Port Multiplier). See table 92 for more information. 


software reset: the routine performed by a device after a software reset event as defined in 
ATA8-AAM. The software reset routine includes the actions defined in ATA8-AAM, this standard, 
and the applicable transport standards. 


spin-down: the process of bringing a rotating media device’s media to a stop. 
spin-up: the process of bringing a rotating media device’s media to operational speed. 


Spindle State: The current state of the device's rotational media. There are two possible states: 
spun up/spinning up and spun down/spinning down. 
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3.1.68 Stream: a set of operating parameters specified by a host using the CONFIGURE STREAM 
command (see 7.9) to be used for subsequent READ STREAM commands and WRITE 
STREAM commands. 

3.1.69 TCG: Trusted Computing Group: An organization that develops and promotes open standards 
for hardware-enabled trusted computing and security technologies. See 
https://www.trustedcomputinggroup.org for more information. 


3.1.70 TCQ (Tagged Command Queuing): TCQ feature set (see 4.24). 
3.1.71 transport: The mechanism used to communicate with a device. See ATA8-APT and ATA8-AST. 


3.1.72 unaligned write: A write command that does not start at the first logical sector of a physical 
sector or does not end at the last logical sector of a physical sector. 


3.1.73 unrecoverable error: When the device sets either the ERR bit or the DF bit to one in the Status 
field at command completion. 

3.1.74 Volatile Cache: Cache that does not retain data through power cycles. 

3.1.75 VS (vendor specific): Bits, bytes, fields, and code values that are reserved for vendor specific 


purposes. These bits, bytes, fields, and code values are not described in this standard, and 
implementations may vary among vendors. This term is also applied to levels of functionality 
whose definition is left to the vendor. 


3.1.76 write command: A command that causes the device to transfer data from the host to the device. 
The following commands are write commands: WRITE DMA, WRITE DMA EXT, WRITE DMA 
FUA EXT, WRITE DMA QUEUED, WRITE DMA QUEUED EXT, WRITE DMA QUEUED FUA 
EXT, WRITE FPDMA QUEUED, WRITE MULTIPLE, WRITE MULTIPLE EXT, WRITE MULTIPLE 
FUA EXT, WRITE SECTOR(S), WRITE SECTOR(S) EXT, WRITE STREAM DMA EXT, or 
WRITE STREAM EXT. 


3.1.77 WWN (world wide name): A 64-bit worldwide unique name based upon a company’s IEEE 
identifier. (See IDENTIFY DEVICE data words (111:108), 7.16.7). 

3.2 Conventions 

3.2.1 Overview 


Lowercase is used for words having the normal English language meaning. Certain words and terms used in this 
standard have a specific meaning beyond the normal English language meaning. These words and terms are 
defined either in clause 3 or in the text where they first appear. 


The names of abbreviations, commands, fields, and acronyms used as signal names are in all uppercase (e.g., 
IDENTIFY DEVICE). Fields containing only one bit are usually referred to as the “name” bit instead of the 
“name” field. (See 3.2.6 for the naming convention used for naming bits.) 


Names of device fields begin with a capital letter (e.g., Count). 

The expression “word n” or “bit n” shall be interpreted as indicating the content of word n or bit n. 

3.2.2 Precedence 

If there is a conflict between text, figures, and tables, the precedence shall be tables, figures, then text. 
3.2.3 Lists 


Unordered lists, those lists describing a sequence, are of the form: 
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3.2.4 Keywords 


Several keywords are used to differentiate between different levels of requirements and options. 


3.2.4.1 expected: A keyword used to describe the behavior of the hardware or software in the design models 
assumed by this standard. Other hardware and software design models may also be implemented. 


3.2.4.2 mandatory: A keyword indicating items to be implemented as defined by this standard. 
3.2.4.3 may: A keyword that indicates flexibility of choice with no implied preference. 


3.2.4.4 N/A: A keyword that indicates a field is not applicable and has no defined value and should not be 
checked by the host or device. 


3.2.4.5 obsolete: A keyword indicating that the designated bits, bytes, words, fields, and code values that may 
have been defined in previous standards are not defined in this standard and shall not be reclaimed for 
other uses in future standards. However, some degree of functionality may be required for items desig- 
nated as “obsolete” to provide for backward compatibility. 


Obsolete commands should not be used by the host. Commands defined as obsolete may be command 
aborted by devices conforming to this standard. However, if a device does not command abort an 
obsolete command, the minimum that is required by the device in response to the command is command 
completion. 


3.2.4.6 optional: A keyword that describes features that are not required by this standard. However, if any 
optional feature defined by the standard is implemented, the feature shall be implemented in the way 
defined by the standard. 


3.2.4.7 prohibited: A keyword indicating that an item shall not be implemented by an implementation. 


3.2.4.8 reserved: A keyword indicating reserved bits, bytes, words, fields, and code values that are set aside for 
future standardization. Their use and interpretation may be specified by future extensions to this or other 
standards. A reserved bit, byte, word, or field shall be cleared to zero, or in accordance with a future 
extension to this standard. The recipient shall not check reserved bits, bytes, words, or fields. Receipt 
of reserved code values in defined fields shall be treated as a command parameter error and reported by 
returning command aborted. 


3.2.4.9 retired: A keyword indicating that the designated bits, bytes, words, fields, and code values that had 
been defined in previous standards are not defined in this standard and may be reclaimed for other uses 
in future standards. If retired bits, bytes, words, fields, or code values are used before they are 
reclaimed, they shall have the meaning or functionality as described in previous standards. 


3.2.4.10 shall: A keyword indicating a mandatory requirement. Designers are required to implement all such 
mandatory requirements to ensure interoperability with other products that conform to this standard. 


3.2.4.11 should: A keyword indicating flexibility of choice with a strongly preferred alternative. Equivalent to the 
phrase “it is recommended”. 
3.2.5 Numbering 


Numbers that are not immediately followed by a lowercase “b” or “h” are decimal values. Numbers that are 
immediately followed by a lowercase “b” (e.g., 016) are binary values. Numbers that are immediately followed by 
a lowercase “h” (e.g., 3Ah) are hexadecimal values. 


3.2.6 Bit conventions 


Bit (n:m) denotes a set of bits, for example, bits (7:0). 


Working Draft AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 9 


T13/1699-D Revision 4a May 21, 2007 


3.2.7 State diagram conventions 


State diagrams shall be as shown in Figure 2. 


State Designator: State_name State Designator: State_name 


Exit Condition 
Transition Label—» State_Name 


Entry Condition 


—Transition Label 


Transition Condition 


Transition Action Transition Action 


Transition Label 
Transition Action 


/- 


State re-entry 


Transition Condition 


Transition Label 
Transition Action 


Figure 2 — State diagram convention 


Each state is identified by a state designator and a state name. The state designator is unique among all states 
in all state diagrams in this document. The state designator consists of a set of letters that are capitalized in the 
title of the figure containing the state diagram followed by a unique number. The state name is a brief description 
of the primary action taken during the state, and the same state name may appear in other state diagrams. If the 
same primary function occurs in other states in the same state diagram, they are designated with a unique letter 
at the end of the name. Additional actions may be taken while in a state and these actions are described in the 
state description text. 


Each transition is identified by a transition label and a transition condition. The transition label consists of the 
state designator of the state from which the transition is being made followed by the state designator of the state 
to which the transition is being made. In some cases, the transition to enter or exit a state diagram may come 
from or go to a number of state diagrams, depending on the command being executed. In this case, the state 
designator is labeled State_name. The transition condition is a brief description of the event or condition that 
causes the transition to occur and may include a transition action, indicated in italics, that is taken when the 
transition occurs. This action is described fully in the transition description text. 


Upon entry to a state, all actions to be executed in that state are executed. If a state is re-entered from itself, all 
actions to be executed in the state are executed again. 


Transitions from state to state shall be instantaneous. 
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3.2.8 Byte, word, DWord, and QWord Relationships 


Figure 3 illustrates the relationship between bytes, words DWords, and QWords. 
765 43 2 1 ~°0 


1514131211109 8 765 43 2 1 0 


31 30 29 28 27 26 25 24 23 22 21 2019 18 17 16 1514131211109 8 7 6 5 4 3 2 
Word 


QWord 
Byte 7 pee yt 5 Byte 4 pies rte 2 Byte 1 Byte 0 


Figure 3 — Byte, word, DWord and QWord relationships 
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4 Feature set definitions 


4.1 Overview 


Table 3 lists the feature sets in alphabetical order and provides an indication of support for devices that support 
the General and Packet feature sets. 


Table 3 — Feature Set Summary 


Feature set 
wept Ades tarestweetay Cd SCC 
[Advanced Power Managementfeareset(see@5) SC SCCOCdYSCC*” 
[Automatic Acoustic Wanagement feature set(Ge046) SSCP COC SCCOC*” 
[Device Configuration Overay eatwreset(eeeta)SCdSCSCSC*iSC(‘ CSC* 
[Free-allConirolfeatureset@ee4@)—SSCSC~C~“—S*~‘SSC“‘ OCdSCC CS 
[GeneralfeaturesetGee42)—— SS SSCSC—~SCSCSC SY 
[General Purpose Logging featreset(see tT) SSCS“ SCSCS*~sSC“‘ CC*” 
[Host Protected Area featureset@eeaT)——SSCSC~iSC“‘ SCC” 
[Long Logical Seciorfeature set(seea72)———SSCSCSC~SCS SSCS” 
[Tong Physical Sectorfeaturesetisee@13)——— SCP Cd OY 
[ Wedia Card Pass Through CommandTeatureset see T@) [ONT OY 
[Nave Command Queuing (WCO)Teature sete 76) SCP COSC SY 
[NV Cachefeatureset(seea76) SS SCSC*SCCOSCdSSCC SY 
[NV Cache Power MWanagementfeatreset weet) SSCP SOC” 
PACKETTeaureset(see@3) SS SSSCSC~—~‘SSCSC CYC 
[Power managementTeature sat(weeaT8)—SSCSC~C~—SC“‘i TSC OY 
[PowerUp Ta Standby feature set Gee4TO———SCSCSC~—C—‘t SCC SCC” 
[Securiyfeatureset@ee420)——SSCSC~—“—S*SC—*—C—‘—‘SSC“‘ SSSC*dSC‘ C=” 
[SWARTTeatreset(see@27)——SOSC—C—SC| SSC PY 
[Software Setings Presevation(GeasZ2)——SCSC~“S*S*~SSC“‘ S*S*sSC‘“‘D‘*d 
[Steaming teatureset@ee423)—SSCSC~—CSC‘ SCC SY 
[Tagged Command Queuing Teatro setweeaZ)——SCSC~iSC“‘ SSCS 
[Trusted Computing eature set(sea@25)——SSSCSC~C~“‘—SSC‘SSCSC~sSC“‘ Y*” 
[Write-Reac-Verify feature set see 426) CT OCT COC*' 


Key: M — Mandatory, O — Optional, P — Prohibited, N — Not defined 


Commands may be delivered in two forms. For devices that implement the General feature set, all commands 
and command parameters are delivered by transmitting a Command Block to the device. 


Devices that implement the PACKET feature set use DEVICE RESET and PACKET commands as well as a 
subset of the General feature set to control the device. 


The content of command packets delivered during execution of the PACKET command are not described in this 
standard. 


If the host issues a command that is indicated as not supported in the IDENTIFY DEVICE data, the device shall 
abort the command. 
4.2 General feature set 


The following General feature set commands are mandatory for all devices that are capable of both reading and 
writing their media and do not implement the PACKET feature set: 


a) EXECUTE DEVICE DIAGNOSTIC 
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joy 
weraowr wa 


FLUSH CACHE 
IDENTIFY DEVICE 

READ DMA 

READ MULTIPLE 

READ SECTOR(S) 

READ VERIFY SECTOR(S) 
SET FEATURES 

SET MULTIPLE MODE 
WRITE DMA 

WRITE MULTIPLE 

|) WRITE SECTOR(S) 


The following General feature set commands are mandatory for all devices that are capable of only reading their 
media and do not implement the PACKET feature set: 


a) EXECUTE DEVICE DIAGNOSTIC 
) IDENTIFY DEVICE 

c) READ DMA 

d) READ MULTIPLE 

e) READ SECTOR(S) 

f) READ VERIFY SECTOR(S) 

g 

h 


ArTrSTsTertoao 


) SET FEATURES 
) SET MULTIPLE MODE 


The following General feature set commands are optional for devices not implementing the PACKET feature set: 


a) DOWNLOAD MICROCODE 
b) NOP 

c) READ BUFFER 

d) WRITE BUFFER 

e) WRITE UNCORRECTABLE 


The following Packet feature set command is prohibited for use by devices not implementing the PACKET 
feature set: 


a) DEVICE RESET 


4.3 The PACKET feature set 
4.3.1 Overview 


The optional PACKET feature set provides for ATAPI devices that require command parameters that are too 
extensive to be expressed in the return data structure. Devices implementing the PACKET feature set exhibit 
responses different from those exhibited by devices not implementing this feature set. 


The following commands are mandatory for all devices implementing the PACKET feature set: 


a) PACKET 
) DEVICE RESET 
c) EXECUTE DEVICE DIAGNOSTIC 
d) IDENTIFY DEVICE 

e) IDENTIFY PACKET DEVICE 

f) NOP 

g) READ SECTOR(S) 

h) SET FEATURES 


The following General feature set commands are optional for all devices implementing the PACKET feature set: 


a) FLUSH CACHE 

) READ LOG EXT 

c) WRITE LOG EXT 

d) READ LOG DMA EXT 
) WRITE LOG DMA EXT 
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The following General feature set commands are prohibited for use by devices implementing the PACKET 
feature set. 


a) DOWNLOAD MICROCODE 
) READ BUFFER 

c) READ DMA 

d) READ MULTIPLE 

e) READ VERIFY 

f) SET MULTIPLE MODE 

g) WRITE BUFFER 

h) WRITE DMA 

i) WRITE MULTIPLE 

j) WRITE SECTOR(S) 

k) WRITE UNCORRECTABLE 


4.3.2 Identification of PACKET feature set devices 


The IDENTIFY DEVICE command shall be command aborted and shall return the signature unique to devices 
implementing the PACKET feature set. The IDENTIFY PACKET DEVICE command is used by the host to get 
identifying parameter information for a device implementing the PACKET feature set (See 7.16.5 and 7.17). 


4.3.3 Processing resets for the PACKET feature set 


ATAPI devices process power-on resets, hardware resets, and software resets as described in this standard for 
ATA devices, except ATAPI devices return a unique signature when the reset is complete (see the appropriate 
transport standard for details). In addition, ATAPI devices implement the DEVICE RESET command (see 7.11) 


4.3.4 The PACKET command 


The PACKET command allows a host to send a command to the device via a command packet. The command 
packet contains the command and command parameters that the device is to execute (See clause 1). 


The protocol for handling the transmission of the PACKET command and associated data is transport specific. 


4.4 48-bit Address feature set 


The optional 48-bit Address feature set allows devices with capacities up to 281,474,976,710,655 logical sectors. 
This allows device capacity up to 144,115,188,075,855,360 bytes for a 512 byte logical block device. In addition, 
the number of logical sectors that may be transferred by a single command are increased to 65,536. 


The commands in the 48-bit Address feature set are prohibited for use by for devices implementing the PACKET 
feature set. 


Commands unique to the 48-bit Address feature set are: 


a) FLUSH CACHE EXT 

READ DMA EXT 

READ DMA QUEUED EXT 
READ MULTIPLE EXT 

READ NATIVE MAX ADDRESS EXT 
READ SECTOR(S) EXT 

READ VERIFY SECTOR(S) EXT 
SET MAX ADDRESS EXT 
WRITE DMA EXT 

WRITE DMA FUA EXT 

WRITE DMA QUEUED EXT 
WRITE DMA QUEUED FUA EXT 
WRITE MULTIPLE EXT 

WRITE MULTIPLE FUA EXT 
WRITE SECTOR(S) EXT 


YS ee wr wm 


— — at 
22.3 Sar = oad 


{e} 
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The 48-bit Address feature set operates in LBA only. Devices implementing the 48-bit Address feature set shall 
also implement commands that use 28-bit addressing. 28-bit and 48-bit commands may be intermixed. Support 
for the 48-bit Address feature set is indicated in the IDENTIFY DEVICE data. 


In a device implementing the 48-bit Address feature set, the Feature field and the Count field are 16 bits long, but 
the LBA field is 48-bits long. 


The device shall indicate support of the 48-bit Address feature set in the IDENTIFY DEVICE data. In addition, 
IDENTIFY DEVICE data words (103:100) contain the maximum user LBA + 1 that is accessible by 48-bit 
addressable commands. 


See 4.11.4 for a description of how to set IDENTIFY DEVICE data words 60-61 and 100-103. 


When the 48-bit Address feature set is implemented, the native maximum address is the highest address 
accepted by the device in the factory default condition using a 48-bit Address feature set command. The native 
maximum address is the value returned by a READ NATIVE MAX ADDRESS EXT command. If the native 
maximum address of a device is equal to or less than 268,435,454, a READ NATIVE MAX ADDRESS shall 
return the native maximum address. If the native maximum address is greater than 268,435,454, a READ 
NATIVE MAX ADDRESS command shall cause the device to return a maximum value of 268,435,454. 


When the 48-bit Address feature set is implemented, the SET MAX ADDRESS command shall execute as 
described in 7.49.2. However, in addition to modifying the content of words (61:60), the new content of (61:60) 
shall also be placed in words (103:100). When a SET MAX ADDRESS EXT command is issued and the address 
requested is greater than 268,435,455, words (103:100) shall be modified to reflect the requested value but 
words 60, and 61 shall not be modified. When a SET MAX ADDRESS EXT command is issued and the address 
requested is equal to or less than 268,435,455, words (103:100) shall be modified to reflect the requested value 
and words 60, and 61 shall be modified as described in 7.49.2.1. 


If a Host Protected Area has been created using the SET MAX ADDRESS command, all SET MAX ADDRESS 
EXT commands shall result in command aborted until the Host Protected Area is eliminated by use of the SET 
MAX ADDRESS command with the address value returned by the READ NATIVE MAX ADDRESS command. If 
a Host Protected Area has been created using the SET MAX ADDRESS EXT command, all SET MAX 
ADDRESS commands shall result in command aborted until the Host Protected Area is eliminated by use of the 
SET MAX ADDRESS EXT command with the address value returned by the READ NATIVE MAX ADDRESS 
EXT command. 


4.5 Advanced Power Management feature set 


The Advanced Power Management feature set is an optional feature set that allows the host to select a power 
management level. The power management level is specified using a scale from the lowest power consumption 
setting of 01h to the maximum performance level of FEh, see table 41 in 7.48.6. Device performance may 
increase with increasing power management levels. Device power consumption may increase as the power 
management setting numerically increases. A device may implement one power management method for two or 
more contiguous power management levels. For example, a device may implement one power management 
method from level 80h to AOh and a higher performance, higher power consumption method from level Ath to 
FEh. Advanced power management levels 80h and higher do not permit the device to spin down to save power. 


The Advanced Power Management feature set uses the following functions: 


a) ASET FEATURES subcommand to enable Advanced Power Management 
b) A SET FEATURES subcommand to disable Advanced Power Management 


Advanced Power Management is independent of the Standby timer setting. If both Advanced Power 
Management and the Standby timer are set, the device shall go to the Standby state when the timer times out or 
the device’s Advanced Power Management algorithm indicates that the Standby state should be entered. 


The IDENTIFY DEVICE command indicates that Advanced Power Management is supported, whether 
Advanced Power Management is enabled, and the current advanced power management level if Advanced 
Power Management is enabled. 
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4.6 Automatic Acoustic Management feature set 


The Automatic Acoustic Management feature set is an optional feature set that allows the host to select an 
acoustic management level. The acoustic management level ranges from the setting of 00h to FFh, although 
many levels are currently retired (see table 43). Device performance and acoustic emanation may increase with 
increasing acoustic management levels. The acoustic management levels may contain discrete bands. For 
example, a device may implement one acoustic management method from level 80h to AOh, and a higher 
performance, higher acoustic emanation method from level A1h to FEh. 


The Automatic Acoustic Management feature set uses the following functions: 


a) ASET FEATURES subcommand to enable the Automatic Acoustic Management feature set 
b) A SET FEATURES subcommand to disable the Automatic Acoustic Management feature set 


The IDENTIFY DEVICE or IDENTIFY PACKET DEVICE data indicates if the Automatic Acoustic Management 
feature set is supported, if the Automatic Acoustic Management feature set is enabled, and the current automatic 
acoustic management level if the Automatic Acoustic Management feature set is enabled. 


4.7 CompactFlash™ Association (CFA) feature set 


The optional CompactFlash™ Association (CFA) feature set provides support for devices that implement the 
CFA specifications. A device that implements the CFA feature set shall implement the following minimum set of 
commands: 


a) CFA REQUEST EXTENDED ERROR CODE 


b) CFA WRITE SECTORS WITHOUT ERASE 

c) CFA ERASE SECTORS 

d) CFA WRITE MULTIPLE WITHOUT ERASE 

e) CFA TRANSLATE SECTOR 

f) SET FEATURES Enable/Disable 8-bit transfer 


Devices reporting the value 848Ah in IDENTIFY DEVICE data word 0 or devices having bit 2 of IDENTIFY 
DEVICE data word 83 set to one shall support the CFA feature Set. If the CFA feature set is implemented, all the 
CFA commands and the Enable/Disable 8-Bit transfers shall be implemented. 


Support of DMA commands is optional for devices that support the CFA feature set. 


The CFA ERASE SECTORS command preconditions the logical sector for a subsequent CFA WRITE 
SECTORS WITHOUT ERASE or CFA WRITE MULTIPLE WITHOUT ERASE command to achieve higher 
performance during the write operation. The CFA TRANSLATE SECTOR command provides information about 
a logical sector such as the number of write cycles performed on that sector and an indication of the logical 
sector’s erased precondition. The CFA REQUEST EXTENDED ERROR CODE command provides more 
detailed error information. 


4.8 Device Configuration Overlay (DCO) feature set 


The optional Device Configuration Overlay feature set allows a utility program to modify some of the optional 
commands, modes, and feature sets that a device reports as supported in the IDENTIFY DEVICE or IDENTIFY 
PACKET DEVICE data as well as the capacity reported. 


Commands unique to the Device Configuration Overlay feature set use a single command code and are 
differentiated from one another by the value placed in the Feature field. These commands are: 


a) DEVICE CONFIGURATION FREEZE LOCK 
b) DEVICE CONFIGURATION IDENTIFY 

c) DEVICE CONFIGURATION RESTORE 

d) DEVICE CONFIGURATION SET 


The Device Configuration Overlay feature set may affect words in IDENTIFY DEVICE data, IDENTIFY PACKET 
DEVICE data, and other commands. Certain bits in these words that indicate that a command, mode, capacity, 
or feature set is supported and enabled may be cleared by a DEVICE CONFIGURATION SET command. For a 
particular command, mode, capacity, or feature set, when a bit is cleared indicating that the device does not 
support the feature, the device shall not provide the feature. 
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The maximum capacity of the device may be reduced. Since a Host Protected Area may be lost if the capacity of 
the device is reduced, when a Host Protected Area is set the DEVICE CONFIGURATION SET command shall 
cause the device to return command aborted. The address value returned by a READ NATIVE MAX ADDRESS 
or READ NATIVE MAX ADDRESS EXT command is modified by the DEVICE CONFIGURATION SET command 
modifying the maximum capacity of the device. 


If a DEVICE CONFIGURATION FREEZE LOCK command has been completed by a device since the last 
power-on reset processed by the device, then the device shall return command aborted for any subsequent 
DEVICE CONFIGURATION SET command. During processing of a power-on reset or hardware reset, a device 
shall not change the settings made by a DEVICE CONFIGURATION SET command. 


A DEVICE CONFIGURATION IDENTIFY command specifies the selectable commands, modes, capacity, and 
feature sets that the device is capable of supporting. After the execution of a DEVICE CONFIGURATION SET 
command this information is no longer available from an IDENTIFY DEVICE or IDENTIFY PACKET DEVICE 
command but the data that DCO IDENTIFY returns is not changed by DCO SET or DCO RESTORE. 


A DEVICE CONFIGURATION RESTORE command enables all capabilities that have been disabled by DEVICE 
CONFIGURATION SET command and returns the IDENTIFY DEVICE or IDENTIFY PACKET DEVICE data to 
that indicated by the DEVICE CONFIGURATION IDENTIFY command. If the value returned in IDENTIFY 
DEVICE data words (103:100) is less than the native max address for a device (i.e., a host protected area has 
been established), then the device shall command abort a DEVICE CONFIGURATION RESTORE command. Ifa 
DEVICE CONFIGURATION FREEZE LOCK command has been completed by a device since the device 
processed a power-on reset, then the device shall abort any DEVICE CONFIGURATION RESTORE commands. 


A DEVICE CONFIGURATION FREEZE LOCK command prevents accidental modification of the state of the 
Device Configuration Overlay feature set. 


If a device has not completed a DEVICE CONFIGURATION SET command without error, then a device shall be 
in the DCO Factory_config state after processing a power-on reset. If a device has completed a DEVICE 
CONFIGURATION SET command without error, then a device shall be in the DCO Reduced_config state after 
processing a power-on reset. 


After completing a DEVICE CONFIGURATION FREEZE LOCK command without error, a device aborts all 
DEVICE CONFIGURATION SET, DEVICE CONFIGURATION IDENTIFY, and DEVICE CONFIGURATION 
RESTORE commands until after completing the subsequent power-on reset. If a device is in the DCO_locked 
state, then processing a hardware reset or software reset does not cause the device to change state. 


Figure 4 and the text following the figure describe the operation of the Device Configuration Overlay feature set. 
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DCOO: Factory_config 


DEVICE CONFIGURATION 


FREEZE LOCK command 
DCO0:DCO1 


DEVICE CONFIGURATION FREEZE LOCK, 
DEVICE CONFIGURATION IDENTIFY 

DEVICE CONFIGURATION RESTORE, or 
DEVICE CONFIGURATION SET command 
DCO1:DCO1 


Power-up with factory 
configuration set 


DEVICE CONFIGURATION 
FREEZE RESTORE or invalid 
DEVICE CONFIGURATION SET 
command (see text) 

DCO0:DCOO: 


DCO2: DCO_reduced_config 


DEVICE CONFIGURATION 
FREEZE LOCK command 
DCO2:DCO1 


Valid 
DEVICE CONFIGURATION SET 


command (see text) 
DCO0:DCO2 


Valid 
DEVICE CONFIGURATION 
RESTORE command (see text) 


DEVICE CONFIGURATION SET or invalid 
DEVICE CONFIGURATION RESTORE 
command (see text) 


Power-up with reduced 
configuration set 


Figure 4 — Device Configuration Overlay state diagram 


DCOO0: Factory_config State: This state is entered when the device powers-up with the factory 
configuration set or a valid DEVICE CONFIGURATION RESTORE command is received. 


When in this state, the device shall support all commands, modes, features sets, and the capacity indicated by 
the response to a DEVICE CONFIGURATION IDENTIFY command. 


Transition DCO0:DCO1: When a DEVICE CONFIGURATION FREEZE LOCK command is received, the device 
shall return successful command completion and make a transition to the DCO1: DCO_locked state. 


Transition DCO0:DCO2: When a valid DEVICE CONFIGURATION SET command is received, the device shall 
return successful command completion and make a transition to the DCO2: Reduced_config state. See 
Transition DCO0:DCOO for the definition of conditions that make a DEVICE CONFIGURATION SET command 
invalid. This transition is made even if the configuration described by the DEVICE SET CONFIGURATION SET 
command is the same as the factory configuration. 


Transition DCO0:DCO0: When a DEVICE CONFIGURATION RESTORE command is received, the device 
shall return command aborted and make a transition to the DCOO: Factory_config state. When an invalid 
DEVICE CONFIGURATION SET command is received, the device shall return command aborted and make a 
transition to the DCOO: Factory_config state. A DEVICE CONFIGURATION SET command is invalid if the 
DEVICE CONFIGURATION SET command requests: 


a) the elimination of support of the Host Protected Area feature set if a Host Protected Area has been 
established. 

b) the elimination of support of a Multiword or Ultra DMA mode if that mode is currently selected or a higher 
numbered mode is currently selected. 

c) the elimination of support of the Power-up in Standby feature set if the feature set has been enabled by a 
jumper. 
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d) the elimination of support of the Security feature set if the feature set has been enabled. 
e) the elimination of support of the SMART feature set if bits (2:1) of word 7 are not cleared to zero or if the 
SMART feature set has been enabled by use of the SMART ENABLE OPERATIONS command. 


DCO1: DCO_locked State: This state is entered when a DEVICE CONFIGURATION RESTORE 
command is received. 


When in this state, all DEVICE CONFIGURATION FREEZE LOCK, DEVICE CONFIGURATION IDENTIFY, 
DEVICE CONFIGURATION SET, or DEVICE CONFIGURATION RESTORE commands shall return command 
abort and shall remain in the locked state. 


Transition DCO1:DCO1: When a DEVICE CONFIGURATION FREEZE LOCK, DEVICE CONFIGURATION 
IDENTIFY, DEVICE CONFIGURATION SET, or DEVICE CONFIGURATION RESTORE command is received, 
the device shall return command aborted and make a transition to the DCO1: DCO_locked state. 


DCO2: Reduced_config State: This state is entered when the device powers-up with a reduced 
configuration set or a valid DEVICE CONFIGURATION SET command is received. 


When in this state, the device shall support all commands, modes, features sets, and the capacity specified by 
the DEVICE CONFIGURATION SET command that caused this state to be entered. 


Transition DCO2:DCO1: When a DEVICE CONFIGURATION FREEZE LOCK command is received, the device 
shall return successful command completion and make a transition to the DCO1: DCO_locked state. 


Transition DCO2:DCO0: When a valid DEVICE CONFIGURATION RESTORE command is received, the 
device shall return successful command completion and make a transition to the DCO0: Factory_config state. 
See Transition DCO2:DCO2 for the definition of conditions that make a DEVICE CONFIGURATION RESTORE 
command invalid. 


Transition DCO2:DCO2: When a DEVICE CONFIGURATION SET command is received, the device shall return 
command aborted and make a transition to the DCO2: Reduced_config state. When an invalid DEVICE 
CONFIGURATION RESTORE command is received, the device shall return command aborted and make a 
transition to the DCO2: Reduced_config state. A DEVICE CONFIGURATION RESTORE command is invalid if a 
Host Protected Area has been established using the SET MAX ADDRESS command. 


4.9 Free-fall Control feature set 


The Freefall Control feature allows the device to protect its data in the event of free-fall detection. When this 
feature is enabled, upon detecting a free-fall event the device should protect its data from the mechanical contact 
that could damage data on the device. The implementation of the Freefall Control feature is vendor specific. 


The Free-fall Control feature set is enabled and disabled using the following SET FEATUREs subcommands: 


a) SET FEATURES subcommand 41h - enable the Freefall Control feature set 
b) SET FEATURES subcommand Cth - disable the Freefall Control feature set 


The Free-fall control enable and disable subcommands shall be non-volatile. After the feature is enabled, the 
device shall keep this feature enable until changed by the SET FEATURE enable/disable Freefall Control 
subcommand. 


IDENTIFY DEVICE data word 120 bit 5 or IDENTIFY PACKET DEVICE data word 120 bit 5 indicates when the 
Free-fall Control feature set is enabled. 
4.10 General Purpose Logging feature set 


The General Purpose Logging feature set provides a mechanism for accessing logs in a device. These logs are 
associated with specific feature sets such as SMART. Support of the individual logs (see table A.1) is 
determined by support of the associated feature set. If the device supports a particular feature set, support for 
any associated log(s) is mandatory. 


Support for the General Purpose Logging feature set shall not be disabled by disabling SMART. If the feature set 
associated with a requested log is disabled, the device shall return command aborted. 


If the General Purpose Logging feature set is implemented, the following commands shall be supported: 
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a) READ LOG EXT 
b) WRITE LOG EXT 


The following commands are optional: 


a) READ LOG DMA EXT 
b) WRITE LOG DMA EXT 


If the General Purpose Logging feature set is supported, all Host Vendor Specific logs shall be supported (see 
A.9). 


4.11 Host Protected Area (HPA) feature set 
4.11.1 HPA overview 


A reserved area for data storage outside the normal operating system file system is required for several 
specialized applications. Systems may wish to store configuration data or save memory to the device ina 
location that the operating systems are unable change. The optional Host Protected Area feature set allows a 
portion of the device to be reserved for such an area when the device is initially configured. Commands in the 
HPA feature set are prohibited from use in devices that implement the PACKET feature set. A device that 
implements the Host Protected Area feature set shall implement the following minimum set of commands: 


a) READ NATIVE MAX ADDRESS 
b) SET MAX ADDRESS 


A device that implements the Host Protected Area feature set and supports the 48-bit Address feature set shall 
implement the following additional set of commands: 


a) READ NATIVE MAX ADDRESS EXT 
b) SET MAX ADDRESS EXT 


Devices supporting this feature set shall set IDENTIFY DEVICE data word 82 bit 10 to one. 
4.11.2 HPA security extensions 


A device supporting the Host Protected Area feature set may optionally include the HPA security extensions. The 
Host Protected Area security commands use a single command code and are differentiated from one another by 
the value placed in the Feature field: 


a) SET MAX SET PASSWORD 
b) SET MAX LOCK 

c) SET MAX FREEZE LOCK 
d) SET MAX UNLOCK 


Devices supporting these extensions shall set IDENTIFY DEVICE data word 82 bit 10 or IDENTIFY PACKET 
DEVICE data word 82 bit 10 to one, and shall set IDENTIFY DEVICE data word 83 bit 8 or IDENTIFY PACKET 
DEVICE data word 83 bit 8 to one. 


Upon successfully execution of the power-on reset, the HPA security extensions are disabled and IDENTIFY 
DEVICE data word 86 bit 8 or IDENTIFY PACKET DEVICE data word 86 bit 8 is cleared to zero. There is no 
valid HPA password after the device processes a power-on reset and IDENTIFY DEVICE data word 86 bit 8 or 
IDENTIFY PACKET DEVICE data word 86 bit 8 is cleared to zero. 


When a SET MAX SET PASSWORD command is executed successfully the HPA security extensions are 
enabled. In addition IDENTIFY DEVICE data word 86 bit 8 or IDENTIFY PACKET DEVICE data word 86 bit 8 
shall be set to one. 


4.11.3 28-bit and 48-bit HPA commands interactions 


The READ NATIVE MAX ADDRESS or READ NATIVE MAX ADDRESS EXT command allows the host to 
determine the maximum native address space of the device even when a protected area has been allocated. 


The SET MAX ADDRESS or SET MAX ADDRESS EXT command allows the host to redefine the maximum LBA 
of the user accessible address space. That is, when the SET MAX ADDRESS or SET MAX ADDRESS EXT 
command is issued with a maximum address less than the native maximum address, the device reduces the 
user accessible address space to the maximum specified by the command, providing a protected area above 
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that maximum address. See 4.11.4 for a description of how to set IDENTIFY DEVICE data after issuing a SET 
MAX ADDRESS or SET MAX ADDRESS EXT command. 


Any read or write command to an address above the maximum address specified by the SET MAX ADDRESS or 
SET MAX ADDRESS EXT command shall cause command completion with the IDNF bit set to one and ERR set 
to one, or command aborted. 


A Volatility bit in the Count field allows the host to specify if the maximum address set is preserved after a 
power-on reset or a hardware reset. During processing a power-on reset or hardware reset, the device sets the 
maximum address to the last non-volatile address setting regardless of subsequent volatile SET MAX ADDRESS 
or SET MAX ADDRESS EXT commands. If the SET MAX ADDRESS or SET MAX ADDRESS EXT command is 
issued with a value that exceeds the native maximum address command aborted shall be returned. 


Software reset does not affect the HPA feature set. Software reset does not change the maximum LBA address 
or the HPA state. 


When the device is in unlocked or unfrozen states multiple SET MAX SET PASSWORD commands may be 
processed. The device only keeps the password set by the last SET MAX SET PASSWORD command; 
previously received passwords are overwritten by the new password. There is no limit to the number of times the 
password may be set. 


Typical use of these commands is: 
After a power-on reset or a hardware reset is processed: 


1) BIOS receives control after the reset; 

2) BIOS issues a READ NATIVE MAX ADDRESS or READ NATIVE MAX ADDRESS EXT command to find 
the max capacity of the device; 

3) BIOS issues a SET MAX ADDRESS or SET MAX ADDRESS EXT command to the values returned by 
READ NATIVE MAX ADDRESS or READ NATIVE MAX ADDRESS EXT; 

4) BIOS reads configuration data from the highest area on the disk; 

5) BIOS issues a READ NATIVE MAX ADDRESS or READ NATIVE MAX ADDRESS EXT command 
followed by a SET MAX ADDRESS or SET MAX ADDRESS EXT command to reset the device to the 
size of the file system. 


On save to disk 


1) BIOS receives control prior to shut down; 

2) BIOS issues a READ NATIVE MAX ADDRESS or READ NATIVE MAX ADDRESS EXT command to find 
the max capacity of the device; 

3) BIOS issues a volatile SET MAX ADDRESS or SET MAX ADDRESS EXT command to the values 
returned by READ NATIVE MAX ADDRESS or READ NATIVE MAX ADDRESS EXT; 

4) Memory is copied to the reserved area; 

5) Shut down completes; 

6) During processing a power-on reset or hardware reset, the device sets the maximum address to the last 
non-volatile address setting regardless of subsequent volatile SET MAX ADDRESS or SET MAX 
ADDRESS EXT commands. 


These commands are intended for use only by system BIOS or other low-level boot time process. Using these 
commands outside BIOS controlled boot or shutdown may result in damage to file systems on the device. 
Devices shall return command aborted if a subsequent non-volatile SET MAX ADDRESS or SET MAX 
ADDRESS EXT command is received after a power-on or hardware reset. 


The SET MAX SET PASSWORD command allows the host to define the password to be used during the current 
power cycle. The password does not persist after a power-on reset has been processed but does persist after a 
hardware reset or a software reset has been processed. This password is not related to the password used for 
the Security feature set. When the password is set the device is in the Set_Max_Unlocked mode. 


The SET MAX LOCK command provides a method for the host to disable the SET MAX commands (except SET 
MAX UNLOCK) until after the device has processed the next power-on reset or command completion of a SET 
MAX UNLOCK command. When the SET MAX LOCK command is completed the device is in the 
Set_Max_Locked mode. 
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The SET MAX UNLOCK command changes the device from the Set_Max_Locked mode to the 
Set_Max_Unlocked mode. 


The SET MAX FREEZE LOCK command provides a method for the host to disable the SET MAX commands 
(including SET MAX UNLOCK) until after the device has processed the next power-on reset. When the SET 
MAX FREEZE LOCK command is completed the device is in the Set_Max_Frozen mode. 


4.11.4 IDENTIFY DEVICE data 


When the host issues a SETMAX ADDRESS or SETMAX ADDRESS EXT, several IDENTIFY DEVICE data 
words may be affected. The following guidelines are used for setting IDENTIFY DEVICE data: 


a) ifthe 48 bit address feature set is not supported then words 61:60 shall contain the total number of user 
addressable sectors and words 103:100 shall be reserved; 

b) if the 48 bit address feature set is supported and the total number of user addressable sectors is less 
than or equal to OFFF_FFFFh then Words 61:60 and 103:100 shall contain the total number of user 
addressable sectors; 

c) ifthe 48 bit address feature set is supported and the total number of user addressable sectors is greater 
than OFFF_FFFFh then words 61:60 shall contain OFFF_FFFFh and words 103:100 shall contain the 
total number of user addressable sectors. 


Editor’s Note 3: Removed the word BIOS from the following 2 headers. | think that Locking SET MAX 
is problematic in the way it is currently worded. 


4.11.5 Determination of SET MAX security extension status 


When the device is locked IDENTIFY DEVICE data word 86 bit 8 or IDENTIFY PACKET DEVICE data word 86 
bit 8 shall be set to one. 


4.11.6 Locking SET MAX 


To allow for multiple BIOSs to gain access to the protected area the host BIOS should only lock the protected 
area immediately prior to booting the operating system. 


4.11.7 HPA State Transition Diagrams 
4.11.7.1 State Transition Figures 


The HPA state transition diagrams are in five parts: figure 5, figure 6, figure 7, figure 8, and figure 9. 
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Figure 5 — HPA Not Set 
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Figure 6 — 28-Bit HPA Set 
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Figure 7 — 48-Bit HPA Set 
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Figure 8 — 28-Bit HPA Locked 
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Figure 9 — 48-Bit HPA Locked 
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4.11.7.2 HPA Not Set 


State HO: No HPA/No Password: This state shall be entered when the device is powered on. In this state the 
device has not established the HPA and the password has not been set. 


Transition H0:H1: When the device has completed a SET MAX SET PASSWORD command without error, the 
device shall make a transition to H1 state. 


Transition H0:HS1: When the device has completed a SET MAX ADDRESS command without error in a volatile 
state (non-volatile bit set to 0), this command shall be executed and the device shall make a transition to the HS1 
state. 


Transition HO:HES1: When the device has completed a SET MAX ADDRESS EXT command without error in a 
volatile state (non-volatile bit set to 0), this command shall be executed and the device shall make a transition to 
the HES1 state. 


Transition HO:HES2: When the device has completed a SET MAX ADDRESS EXT command without error in a 
non-volatile state (non-volatile bit set to 1), this command shall be executed and the device shall make a 
transition to the HES2 state. 


Transition H0a:HS2: When the device has completed a SET MAX ADDRESS command without error in a 
non-volatile state (non-volatile bit set to 1), this command shall be executed and the device shall make a 
transition to the HS2 state. 


Transition H0a:H0: When the device has completed a SET MAX LOCK, SET MAX UNLOCK or SET MAX 
FREEZE LOCK command without error, the device shall abort the commands and the device shall remain in the 
same state. 


Transition HOb:H0: When the device has completed a SET MAX ADDRESS (Native Max) command without 
error, the device shall remain in the same state. 


Transition HOc:H0: When the device processes a hardware reset or a power-on reset, the device shall remain in 
the same state. 


State H1: No HPA/Password Set: When the device has completed a SET MAX SET PASSWORD is received in 
the HO state, the device transitions to the H1 state. In this state the device has not established the HPA and the 
password has been set. 


Transition H1:H0: When device processes a power-on reset, the device shall make a transition to the HO state. 


Transition H1:HS4: When the device has completed a SET MAX ADDRESS command without error in a volatile 
state, the device shall make a transition to the HS4 state. 


Transition H1:HES4: When the device has completed a SET MAX ADDRESS EXT command without error in 
the volatile state, the device shall make a transition to the HES4 state. 


Transition H1:HES5: When the SET MAX ADDRESS EXT command without error in the non-volatile state, the 
device shall make a transition to the HES5 state. 


Transition H1a:H1: When the device has completed a SET MAX LOCK, SET MAX UNLOCK or SET MAX 
FREEZE LOCK command without error, the device shall abort the commands and the device shall remain in the 
same state. 


Transition H1a:HS5: When the device has completed a SET MAX ADDRESS command without error in a 
non-volatile state, the device shall make a transition to the HS5: HPA SET (Non-Volatile 1) Password Set state. 


Transition H1b:H1: When the device has completed a SET MAX ADDRESS (Native Max) command without 
error, the device shall remain in the same state. 


Transition H1ic:H1: When the device has completed a SET MAX PASSWORD command without error, the 
device shall remain in the same state. 


Transition H1d:H1: If the hardware is reset, the device shall remain in the same state. 


State H2: No HPA/Locked: When the device has completed a SET MAX LOCK command without error in the 
H1 state, the device transitions to the H2 state. In this state the device is locked and only the power cycle transits 
the state to HO. 
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Transition H2:H0: When device processes a power-on reset, the device shall make a transition to the HO state. 


Transition H2a:H2: When the SET MAX ADDRESS EXT, SET MAX ADDRESS, SET MAX LOCK, SET MAX 
UNLOCK or SET MAX SET PASSWORD command without error, the device shall abort the command and the 
device shall remain in the same state. 


Transition H2b:H2: If the hardware is reset, the device shall remain in the same state. 
4.11.7.3 28-bit HPA Set 


State HS1: HPA SET (Volatile)/No Password: This state shall be entered when the device completes SET MAX 
ADDRESS (Volatile) command. In this state the volatile HPA address is established and the password is not set. 


Transition HS1:HS2: When the device has completed a SET MAX ADDRESS command without error in 
non-volatile state, the device shall make a transition to HS2 state. 


Transition HS1:HS4: When the device has completed a SET MAX SET PASSWORD command without error, 
the device transitions to the HS4 state. 


Transition HS1a:H0: When the device processes a hardware reset or if device processes a power-on reset, the 
device shall make a transition to the HO state. 


Transition HS1b:HO: When the device has completed a SET MAX ADDRESS (Native Max) command without 
error, the device shall make a transition to HO state. 


Transition HS1c:HS1: When the device has completed a SET MAX ADDRESS EXT, SET MAX LOCK, SET 
MAX UNLOCK or SET MAX FREEZE LOCK command without error, the device shall abort the command and 
the device shall remain in the same state. 


State HS2: HPA SET (Non-Volatile 1)/No Password: This state shall be entered when the device completes 
SET MAX ADDRESS (Non-Volatile) command. In this state the non-volatile HPA address is established and the 
password is not set. 


Transition H0:HS2: When the device has completed a SET MAX ADDRESS command without error in the 
non-volatile state, the device shall make a transition to HS2 state. 


Transition HS2:H0: When SET MAX ADDRESS (Volatile, Native Max) command without error, the device shall 
make a transition to HO state. The Host Protected Area has been established bit in IDENTIFY command word 85 
bit 10 is cleared at this state transition. 


Transition HS2:HS5: When the device has completed a SET MAX PASSWORD command without error, the 
device shall make a transition to HS5 state. 


Transition HS2a:HS2: When the device has completed a SET MAX ADDRESS EXT, SET MAX LOCK, SET 
MAX UNLOCK or SET MAX FREEZE LOCK command without error, the device shall abort the commands and 
the device shall remain in the same state. 


Transition HS2b:HS2: If the hardware is reset, the device shall remain in the same state. 


Transition HS2c:HS2: When the device has completed a SET MAX ADDRESS command without error in 
non-volatile state, the device shall abort the commands and the device shall remain in the same state. 


Transition HS2d:HS2: When the device has completed a SET MAX ADDRESS command without error in 
volatile state, the device shall make a transition to HS2 state. 


Transition HS2e:HS2: When the device has completed a SET MAX ADDRESS command without error in 
non-volatile state with the address equals to the Native Max address, the device shall make a transition to HS2 
state. The Host Protected Area has been established bit in IDENTIFY command word 85 bit 10 is cleared at this 
state transition. 


Transition HS2:HS3: When device processes a power-on reset, the device shall make transition to HS3 state. 


State HS3: HPA SET (Non-Volatile 2)/No Password: Device shall enter this state when the device processes a 
power-on reset from HS2, HS5 or HS6 states. In this state the non-volatile HPA address is established and the 
password is not set. 
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Transition HS3:H0: When the device has completed a SET MAX ADDRESS (Volatile, Native Max) command 
without error, the device shall transition to HO state. The Host Protected Area has been established bit in 
IDENTIFY command word 85 bit 10 is cleared at this state transition. 


Transition HS3:HS2: When the device has completed a SET MAX ADDRESS command without error in a 
non-volatile state, the device shall transition to HS2 state. 


Transition HS3:HS6: When the device has completed a SET MAX SET PASSWORD command without error, 
the device shall make a transition to HS6 state. 


Transition HS3a:HS3: When the device has completed a SET MAX ADDRESS EXT, SET MAX LOCK, SET 
MAX UNLOCK or SET MAX FREEZE LOCK command without error, the device shall abort the commands and 
the device shall remain in the same state. 


Transition HS3b:HS3: When the device processes a hardware reset or when device processes a power-on 
reset, the device shall transition to HS3 state. 


Transition HS3d:HS3: When the device has completed a SET MAX ADDRESS command without error in a 
volatile state, the device shall transition to HS3 state. 


Transition HS3e:HS3: When the device has completed a SET MAX ADDRESS (Non-Volatile, Native Max) 
command without error, the device shall transition to HS3 state. The Host Protected Area has been established 
bit in IDENTIFY command word 85 bit 10 is cleared at this state transition. 


State HS4: HPA SET (Volatile)/Password Set: When the device has completed a SET MAX ADDRESS 
(Volatile), SET MAX UNLOCK, or SET MAX SET PASSWORD command without error, the device shall enter this 
state. In this state the volatile HPA address is established and the password is set. 


Transition H1:HS4: When the device has completed a SET MAX ADDRESS command without error, the device 
shall transition to HS4 state. 


Transition HL1:HS4: When the device has completed a SET MAX UNLOCK command without error, the device 
shall transition to HS4 state. 


Transition HS4:HL1: When the device has completed a SET MAX LOCK command without error, the device 
shall transition to HL1 state. 


Transition HS4:HO: When device processes a power-on reset, the device shall transition to HO state. 


Transition HS4:HS5: When the device has completed a SET MAX ADDRESS command without error in 
non-volatile state, the device shall transition to HS5 state. 


Transition HS4a:H1: When the hardware is reset, the device shall transition to H1 state. 


Transition HS4a:HS4: When the device has completed a SET MAX ADDRESS EXT, SET MAX UNLOCK or 
SET MAX FREEZE LOCK command without error, the device shall abort the commands and the device shall 
remain in the same state. 


Transition HS4b:H1: When the device has completed a SET MAX ADDRESS (Native Max) command without 
error, the device shall transition to H1 state. 


Transition HS4c:HS4: When the device has completed a SET MAX SET PASSWORD command without error, 
the device shall transition to HS4 state. 


Transition HS4d:HS4: When the device has completed a SET MAX ADDRESS command without error in 
volatile state, the device shall transition to HS4 state. 


State HS5: HPA SET (Non-Volatile 1)/Password Set: This state shall be entered when the device completes 
SET MAX ADDRESS (Volatile) command. In this state the non-volatile HPA address is established and the 
password is set. 


Transition H1:HS5: When the device has completed a SET MAX ADDRESS command without error in 
non-volatile state, the device shall transition to HS5 state. 


Transition HL2:HS5: When the device has completed a SET MAX UNLOCK command without error, the device 
shall transition to HS5 state. 
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Transition HS5:H1: When the device has completed a SET MAX ADDRESS (Native Max) command without 
error, the device shall transition to H1 state. 


Transition HS5:HL2: When the device has completed a SET MAX LOCK command without error, the device 
shall transition to HL2 state. 


Transition HS5:HS3: When device processes a power-on reset, the device shall transition to HS3 state. 


Transition HS5d:HS5: When the device has completed a SET MAX PASSWORD command without error, the 
device shall remain in the same state. 


Transition HS5e:HS5: When the device has completed a SET MAX ADDRESS command without error in 
volatile state, the device shall remain in the same state. 


Transition HS5a:HS5: When the device has completed a SET MAX ADDRESS EXT, SET MAX UNLOCK or 
SET MAX FREEZE LOCK command without error, the device shall abort the commands and the device shall 
remain in the same state. 


Transition HS5b:H5: When the hardware is reset, the device shall transition to the HS5 state. 


Transition HS5c:H5: When the device has completed a SET MAX ADDRESS command without error in 
non-volatile state, the device aborts the command and the device shall remain in the same state. 


State HS6: HPA SET (Non-Volatile 2)/Password Set: When the device has completed a SET MAX UNLOCK 
command without error in the HL3 state or when the device has completed a SET MAX SET PASSWORD is 
received in HS3 state, the device enters this state. In this state the non-volatile HPA address is established and 
the password is set. 


Transition HL3:HS6: When the device has completed a SET MAX UNLOCK command without error, the device 
transitions to HS6 state. 


Transition HS6:H5: When the device has completed a SET MAX ADDRESS command without error in 
non-volatile state, the device transitions to HS5 state. 


Transition HS6:H1: When the device has completed a SET MAX ADDRESS (Native Max) command without 
error, the device shall transition to H1 state. 


Transition HS6:HL3: When the device has completed a SET MAX LOCK command without error, the device 
shall transition to HL3 state. 


Transition HS6a:HS6: When the device has completed a SET MAX ADDRESS EXT, SET MAX UNLOCK, or 
SET MAX FREEZE LOCK command without error, the device shall abort the commands and the device shall 
remain in the same state. 


Transition HS6:HS3: When device processes a power-on reset, the device shall transition to HS3 state. 
Transition HS6b:HS6: When the device completes a hardware reset, the device shall remain in the same state. 


Transition HS6d:HS6: When the device has completed a SET MAX ADDRESS command without error in the 
volatile state, the device shall remain in the same state. 


Transition HS6e:HS6: When the device has completed a SET MAX SET PASSWORD command without error, 
the device shall remain in the same state. 


4.11.7.4 48-Bit HPA Set 


State HES1: HPA SET (Volatile)/No Password: This state shall be entered when the device completes SET 
MAX ADDRESS EXT (Volatile) command. In this state the volatile HPA address is established and the password 
is not set. 


Transition HES1:HES2: When the device has completed a SET MAX ADDRESS EXT command without error in 
non-volatile state, the device shall make a transition to HES2 state. 


Transition HES1:HES4: When the device has completed a SET MAX SET PASSWORD command without 
error, the device transitions to the HES4 state. 


Transition HES1a:HO0: When the device processes a hardware reset or if device processes a power-on reset, 
the device shall make a transition to the HO state. 
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Transition HES1b:HO: When the device has completed a SET MAX ADDRESS (Native Max) command without 
error, the device shall make a transition to HO state. 


Transition HES1c:HES1: When the device has completed a SET MAX ADDRESS, SET MAX LOCK, SET MAX 
UNLOCK or SET MAX FREEZE LOCK command without error, the device shall abort the command and the 
device shall remain in the same state. 


State HES2: HPA SET (Non-Volatile 1)/No Password: This state shall be entered when the device completes 
SET MAX ADDRESS EXT (Non-Volatile) command. In this state the non-volatile HPA address is established and 
the password is not set. 


Transition HES2:H0: When SET MAX ADDRESS (Non-Volatile, Native Max) command without error, the device 
shall make a transition to HO state. The Host Protected Area has been established bit in IDENTIFY command 
word 85 bit 10 is cleared at this state transition. 


Editor’s Note 4: Removed “State HES3: When device processes a power-on reset, the device shall 
make transition to HES3 state.” which appeared in the proposal at this location. | believe that this is a 
cut and paste error in the proposal. 


Transition HES2:HES5: When the device has completed a SET MAX PASSWORD command without error, the 
device shall make a transition to HES5 state. 


Transition HES2a:HES2: When the device has completed a SET MAX ADDRESS, SET MAX LOCK, SET MAX 
UNLOCK or SET MAX FREEZE LOCK command without error, the device shall abort the commands and the 
device shall remain in the same state. 


Transition HES2b:HES2: If the hardware is reset, the device shall remain in the same state. 


Transition HES2c:HES2: When the device has completed a SET MAX ADDRESS EXT command without error 
in non-volatile state, the device shall abort the commands and the device shall remain in the same state. 


Transition HES2d:HES2: When the device has completed a SET MAX ADDRESS command without error in 
volatile state, the device shall remain in the same state. 


Transition HES2e:HES2: When the device has completed a SET MAX ADDRESS EXT command without error 
in volatile state with the address equals to the Native Max address, the device shall make a transition to HES2: 
HPA SET (Non-Volatile 1) No Password state. The Host Protected Area has been established bit in IDENTIFY 
command word 85 bit 10 is cleared at this state transition. 


State HES3: HPA SET (Non-Volatile 2)/No Password: Device shall enter this state when the device processes 
a power-on reset from HES2, HES5 or HES6 states. In this state the non-volatile HPA address is established and 
the password is not set. 


Transition HES3:HO0: When the device has completed a SET MAX ADDRESS (Volatile, Native Max) command 
without error, the device shall transition to HO state. The Host Protected Area has been established bit in 
IDENTIFY command word 85 bit 10 is cleared at this state transition. 


Transition HES3:HES2: When the device has completed a SET MAX ADDRESS EXT (Non-Volatile) command 
without error in a non-volatile state, the device shall transition to HES2 state. 


Transition HES3:HES6: When the device has completed a SET MAX SET PASSWORD command without 
error, the device shall make a transition to HES6 state. 


Transition HES3a:HES3: When the device has completed a SET MAX ADDRESS EXT, SET MAX LOCK, SET 
MAX UNLOCK or SET MAX FREEZE LOCK command without error, the device shall abort the commands and 
the device shall remain in the same state. 


Transition HES3b:HES3: When the device processes a hardware reset or when device processes a power-on 
reset, the device shall remain in the same state. 


Transition HES3d:HES3: When the device has completed a SET MAX ADDRESS EXT (Volatile) command 
without error in a volatile state, the device shall remain in the same state. 
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Transition HES3e:HES3: When the device has completed a SET MAX ADDRESS EXT (Non-Volatile, Native 
Max) command without error, the device shall transition to HS3 state. The Host Protected Area has been 
established bit in IDENTIFY command word 85 bit 10 is cleared at this state transition. 


State HES4: HPA SET (Volatile)/Password Set: When the device has completed a SET MAX ADDRESS EXT 
(Volatile), SET MAX UNLOCK, or SET MAX SET PASSWORD command without error, the device shall enter this 
state. In this state the volatile HPA address is established and the password is set. 


Transition HES4:H0: When device processes a power-on reset, the device shall transition to HO: No HPA No 
Password state. 


Transition HES4:HES5: When the device has completed a SET MAX ADDRESS command without error in 
non-volatile state, the device shall transition to HES5 state. 


Transition HEL1:HES4: When the device has completed a SET MAX UNLOCK command without error, the 
device shall transition to HES4 state. 


Transition HES4:HEL1: When the device has completed a SET MAX LOCK command without error, the device 
shall transition to HEL1 state. 


Transition HES4a:H1: When the hardware is reset, the device shall transition to H1 state. 


Transition HES4a:HES4: When the device has completed a SET MAX ADDRESS, SET MAX UNLOCK or SET 
MAX FREEZE LOCK command without error, the device shall abort the commands and the device shall remain 
in the same state. 


Transition HES4b:H1: When the device has completed a SET MAX ADDRESS (Native Max) command without 
error, the device shall transition to H1 state. 


Transition HES4c:HES4: When the device has completed a SET MAX SET PASSWORD command without 
error, the device shall remain in the same state. 


Transition HES4d:HES4: When the device has completed a SET MAX ADDRESS command without error in 
volatile state, the device shall remain in the same state. 


State HES5: HPA SET (Non-Volatile 1)/Password Set: When the device has completed a SET MAX 
ADDRESS EXT (Non-Volatile) or SET PASSWORD command without error, the device shall enter this state. In 
this state the non-volatile HPA address is established and the password is set. 


Transition H1:HES5: When the device has completed a SET MAX ADDRESS command without error in 
non-volatile state, the device shall transition to HS5 state. 


Transition HES5:H1: When the device has completed a SET MAX ADDRESS EXT (Native Max) command 
without error, the device shall transition to H1 state. 


Transition HES5:HEL2: When the device has completed a SET MAX LOCK command without error, the device 
shall transition to HEL2 state. 


Transition HES5:HES3: When device processes a power-on reset, the device shall transition to HES3 state. 


Transition HES5a:HESS5: When the device has completed a SET MAX ADDRESS EXT, SET MAX UNLOCK or 
SET MAX FREEZE LOCK command without error, the device shall abort the commands and the device shall 
remain in the same state. 


Transition HES5b:HES5: When the hardware is reset, the device shall remain in the same state. 


Transition HES5c:HES5: When the device has completed a SET MAX ADDRESS command without error in 
non-volatile state, the device aborts the command and the device shall remain in the same state. 


Transition HES5d:HES5: When the device has completed a SET MAX PASSWORD command without error, 
the device shall remain in the same state. 


Transition HES5e:HES5: When the device has completed a SET MAX ADDRESS command without error in 
volatile state, the device shall remain in the same state. 


State HES6: HPA SET (Non-Volatile 2)/Password Set: When the device has completed a SET MAX UNLOCK 
command without error in the HEL3 state or when the device has completed a SET MAX SET PASSWORD is 
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received in HES3 state, the device enters this state. In this state the non-volatile HPA address is established and 
the password is set. 


Transition HES6:HES5: When the device has completed a SET MAX ADDRESS EXT command without error in 
non-volatile state, the device transitions to HES5 state. 


Transition HES6:H1: When the device has completed a SET MAX ADDRESS EXT (Native Max) command 
without error, the device shall transition to H1 state. 


Transition HES6:HEL3: When the device has completed a SET MAX LOCK command without error, the device 
shall transition to HEL3 state. 


Transition HES6:HES3: When device processes a power-on reset, the device shall transition to HES3 state. 


Transition HES6a:HES6: When the device has completed a SET MAX ADDRESS EXT, SET MAX UNLOCK, or 
SET MAX FREEZE LOCK command without error, the device shall abort the commands and the device shall 
remain in the same state. 


Transition HES6b:HES6: When the hardware is reset, the device shall remain in the same state. 


Transition HES6d:HES6: When the device has completed a SET MAX ADDRESS EXT command without error 
in the volatile state, the device shall remain in the same state. 


Transition HES6e:HES6: When the device has completed a SET MAX SET PASSWORD command without 
error, the device shall remain in the same state. 


4.11.7.5 28-Bit HPA Locked 


State HL1: HPA LOCKED (Volatile): This state shall be entered when the device completes SET MAX LOCK 
(Volatile) command in HS4 state. In this state the volatile HPA address is established, the drive is locked from 
HPA commands except the SET MAX UNLOCK command with a proper password or the SET MAX FREEZE 
LOCK command. 


Transition HL1:H0: When device processes a power-on reset, the device shall transition to HO state. 


Transition HL1:HL4: When the device has completed a SET MAX FREEZE LOCK command without error, the 
device shall transition to HL4 state. 


Transition HL1:HS4: When the SET MAX UNLOCK (correct password) command without error and the number 
of bad attempts is less or equal than MAX_BAD, the device shall transition to HS4 state. 


Transition HL1a:HL1: When the SET MAX ADDRESS EXT, SET MAX ADDRESS, SET MAX LOCK, SET MAX 
UNLOCK (wrong password) or SET MAX SET PASSWORD command without error, the device shall abort the 
command and the device shall remain in the same state. 


Transition HL1b:HL1: When the hardware is reset, the device shall remain in the same state. 


Transition HL1e:HL1: When the device has completed a SET MAX UNLOCK (correct password) and the 
number of bad attempts is greater than MAX_BAD, the device shall abort the command and remain in the same 
state. 


State HL2: HPA LOCKED (Non-volatile 1): This state shall be entered when the device completes SET MAX 
LOCK (Non-Volatile) command in HS5 state. In this state the non-volatile HPA address is established, the drive is 
locked from HPA commands except the SET MAX UNLOCK command with a proper password or the SET MAX 
FREEZE LOCK command. 


Transition HL2:HL5: When the device has completed a SET MAX FREEZE LOCK command without error, the 
device shall transition to HL5 state. 


Transition HL2:HS3: When device processes a power-on reset, the device shall transition to HS3 state. 


Transition HL2:HS5: When the device has completed a SET MAX UNLOCK (correct password) command 
without error and the number of bad attempts is less or equal than MAX_BAD, the device shall transition to HS5 
state. 
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Transition HL2a:HL2: When the device has completed a SET MAX ADDRESS EXT, SET MAX ADDRESS, SET 
MAX LOCK, SET MAX UNLOCK (wrong password) or SET MAX SET PASSWORD command without error, the 
device shall abort the command and the device shall remain in the same state. 


Transition HL2b:HL2: When the hardware is reset, the device shall transition to HL2 state. 


Transition HL2e:HL2: When the device has completed a SET MAX UNLOCK (correct password) command 
without error and the number of bad attempts is greater than MAX_BAD, the device shall remain in the same 
state. 


State HL3: HPA LOCKED (Non-volatile 2): This state shall be entered when the device completes SET MAX 
LOCK (Non-Volatile) command in HS6 state. In this state the non-volatile HPA address is established, the drive is 
locked from HPA commands except the SET MAX UNLOCK command with a proper password or the SET MAX 
FREEZE LOCK command. 


Transition HL3:HL6: When the device has completed a SET MAX FREEZE LOCK command without error, the 
device shall transition to HL6 state. 


Transition HL3:HS3: When the device processes a power-on reset, the device shall transition to HS3 state. 


Transition HL3:HS6: When the device has completed a SET MAX UNLOCK command without error with the 
correct password and the number of bad attempts is less or equal than MAX_BAD, the device shall transition to 
HS6 state. 


Transition HL3a:HL3: When the device has completed a SET MAX ADDRESS EXT, SET MAX ADDRESS, SET 
MAX LOCK, SET MAX UNLOCK (wrong password) or SET MAX SET PASSWORD command without error, the 
device shall abort the command and the device shall remain in the same state. 


Transition HL3b:HL3: When the device completes a hardware reset, the device shall remain in the same state. 


Transition HL3e:HL3: When the device has completed a SET MAX UNLOCK (correct password) command is 
given and the number of bad attempts is greater than MAX_BAD, the device shall remain in the same state. 


State HL4: HPA FROZEN (Volatile): This state shall be entered when the device completes SET MAX FREEZE 
LOCK command in HL1 state. In this state the volatile HPA address is established, the drive is locked from all 
HPA commands. Only a power-cycle shall cause the device to change to other state. 


Transition HL4:H0: When device processes a power-on reset, the device shall transition to HO state. 


Transition HL4a:HL4: When the device has completed a SET MAX ADDRESS EXT, SET MAX ADDRESS, SET 
MAX LOCK, SET MAX UNLOCK, SET MAX FREEZE LOCK or SET MAX SET PASSWORD command without 
error, the device shall abort the command and the device shall remain in the same state. 


Transition HL4b:HL4: When the hardware is reset, the device shall remain in the same state. 


State HL5: HPA FROZEN (Non-Volatile 1): This state shall be entered when the device completes SET MAX 
FREEZE LOCK command in HL2 state. In this state the non-volatile HPA address is established, the drive is 
locked from all HPA commands. Only a power-cycle shall cause the device to change to other state. 


Transition HL5a:HL5: When the device has completed a SET MAX ADDRESS EXT, SET MAX ADDRESS, SET 
MAX LOCK, SET MAX UNLOCK, SET MAX FREEZE LOCK or SET MAX SET PASSWORD command without 
error, the device shall abort the commands and the device shall remain in the same state. 


Transition HL5b:HL5: When the device completes a hardware reset, the device shall remain in the same state. 
Transition HL5:HS3: When device processes a power-on reset, the device shall transition to HS3 state. 


State HL6: HPA FROZEN (Non-Volatile 2): This state shall be entered when the device completes SET MAX 
FREEZE LOCK command in HL3 state. In this state the non-volatile HPA address is established, the drive is 
locked from all HPA commands. Only a power-cycle shall cause the device to change to other state. 


Transition HL6:HS3: When device processes a power-on reset, the device shall transition to HS3 state. 


Transition HL6a:HL6: When the device has completed a SET MAX ADDRESS EXT, SET MAX ADDRESS, SET 
MAX LOCK, SET MAX UNLOCK, SET MAX FREEZE LOCK or SET MAX SET PASSWORD command without 
error, the device shall abort the commands and the device shall remain in the same state. 
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Transition HL6b:HL6: When the hardware is reset, the device shall remain in the same state. 
4.11.7.6 48-Bit HPA Locked 


State HEL1: HPA LOCKED (Volatile): This state shall be entered when the device completes SET MAX LOCK 
command in HES4 state. In this state the volatile HPA address is established, the drive is locked from HPA 
commands except the SET MAX UNLOCK command with a proper password or the SET MAX FREEZE LOCK 
command. 


Transition HEL1:H0: When device processes a power-on reset, the device shall transition to HO state. 


Transition HEL1:HEL4: When the device has completed a SET MAX FREEZE LOCK command without error, 
the device shall transition to HEL4 state. 


Transition HEL1:HES4: When the SET MAX UNLOCK (correct password) command without error and the 
number of bad attempts is less or equal than MAX_BAD; the device shall transition to HES4 state. 


Transition HEL1a:HEL1: When the SET MAX ADDRESS, SET MAX ADDRESS EXT, SET MAX LOCK, SET 
MAX UNLOCK (wrong password) or SET MAX SET PASSWORD command without error, the device shall abort 
the command and the device shall remain in the same state. 


Transition HEL1b:HEL1: When the hardware is reset, the device shall remain in the same state. 


Transition HEL1e:HEL1: When the device has completed a SET MAX UNLOCK (correct password) and the 
number of bad attempts is greater than MAX_BAD, the device shall remain in the same state. 


State HEL2: HPA LOCKED (Non-volatile 1): This state shall be entered when the device completes SET MAX 
LOCK (Non-Volatile) command in HESS state. In this state the non-volatile HPA address is established, the drive 
is locked from HPA commands except the SET MAX UNLOCK command with a proper password or the SET 
MAX FREEZE LOCK command. 


Transition HES5:HEL2: When the device has completed a SET MAX LOCK command without error, the device 
shall transition to HEL2 state. 


Transition HEL2:HEL5: When the device has completed a SET MAX FREEZE LOCK command without error, 
the device shall transition to HEL5 state. 


Transition HEL2:HES3: When device processes a power-on reset, the device shall transition to HES3 state. 


Transition HEL2:HES5: When the device has completed a SET MAX UNLOCK (correct password) command 
without error and the number of bad attempts is less or equal than MAX_BAD, the device shall transition to HES5 
state. 


Transition HEL2a:HEL2: When the device has completed a SET MAX ADDRESS, SET MAX ADDRESS EXT, 
SET MAX LOCK, SET MAX UNLOCK (wrong password) or SET MAX SET PASSWORD command without error, 
the device shall abort the command and the device shall remain in the same state. 


Transition HEL2b:HEL2: When the hardware is reset, the device shall transition to HEL2 state. 


Transition HEL2e:HEL2: When the device has completed a SET MAX UNLOCK (correct password) command 
without error and the number of bad attempts is greater than MAX_BAD, the device shall remain in the same 
state. 


State HEL3: HPA LOCKED (Non-volatile 2): This state shall be entered when the device completes SET MAX 
LOCK (Non-Volatile) command in HES6 state. In this state the non-volatile HPA address is established, the drive 
is locked from HPA commands except the SET MAX UNLOCK command with a proper password or the SET 
MAX FREEZE LOCK command. 


Transition HEL3:HEL6: When the device has completed a SET MAX FREEZE LOCK command without error, 
the device shall transition to HEL6 state. 


Transition HEL3:HES3: When device processes a power-on reset, the device shall transition to HES3 state. 


Transition HEL3:HES6: When the device has completed a SET MAX UNLOCK command without error with the 
correct password and the number of bad attempts is less or equal than MAX_BAD, the device shall transition to 
HES6 state. 
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Transition HEL3a:HEL3: When the device has completed a SET MAX ADDRESS, SET MAX ADDRESS EXT, 
SET MAX LOCK, SET MAX UNLOCK (wrong password) or SET MAX SET PASSWORD command without error, 
the device shall abort the command and the device shall remain in the same state. 


Transition HEL3b:HEL3: When the device completes a Hardware reset, the device shall remain in the same 
state. 


Transition HEL3e:HEL3: When the device has completed a SET MAX UNLOCK (correct password) command 
is given and the number of bad attempts is greater than MAX_BAD, the device shall remain in the same state. 


State HEL4: HPA FROZEN (Volatile): This state shall be entered when the device completes SET MAX 
FREEZE LOCK command in HEL1 state. In this state the volatile HPA address is established, the drive is locked 
from all HPA commands. Only a power-cycle shall cause the device to change to other state. 


Transition HEL4:H0: When device processes a power-on reset, the device shall transition to HO state. 


Transition HEL4a:HEL4: When the device has completed a SET MAX ADDRESS, SET MAX ADDRESS EXT, 
SET MAX LOCK, SET MAX UNLOCK, SET MAX FREEZE LOCK or SET MAX SET PASSWORD command 
without error, the device shall abort the command and the device shall remain in the same state. 


Transition HEL4b:HEL4: When the hardware is reset, the device shall remain in the same state. 


HEL5: HPA FROZEN (Non-Volatile 1): This state shall be entered when the device completes SET MAX 
FREEZE LOCK command in HEL2 state. In this state the non-volatile HPA address is established, the drive is 
locked from all HPA commands. Only a power-cycle shall cause the device to change to other state. 


Transition HEL5a:HEL5: When the device has completed a SET MAX ADDRESS, SET MAX ADDRESS EXT, 
SET MAX LOCK, SET MAX UNLOCK, SET MAX FREEZE LOCK or SET MAX SET PASSWORD command 
without error, the device shall abort the commands and the device shall remain in the same state. 


Transition HEL5b:HEL5: When the hardware is reset, the device shall remain in the same state. 
Transition HEL5:HES3: When device processes a power-on reset, the device shall transition to HES3 state. 


Transition HES6:HEL3: When the device has completed a SET MAX LOCK command without error, the device 
shall transition to HEL3 state. 


State HEL6: HPA FROZEN (Non-Volatile 2): This state shall be entered when the device completes SET MAX 
FREEZE LOCK command in HEL3 state. In this state the non-volatile HPA address is established, the drive is 
locked from all HPA commands. Only a power-cycle shall cause the device to change to other state. 


Transition HEL6:HES3: When device processes a power-on reset, the device shall transition to HES3 state. 


Transition HEL6a:HEL6: When the device has completed a SET MAX ADDRESS, SET MAX ADDRESS EXT, 
SET MAX LOCK, SET MAX UNLOCK, SET MAX FREEZE LOCK or SET MAX SET PASSWORD command 
without error, the device shall abort the commands and the device shall remain in the same state. 


Transition HEL6b:HEL6: When the hardware is reset, the device shall remain in the same state. 


4.12 Long Logical Sector feature set 
4.12.1 Overview 


The purpose of the long logical sector feature set is to specify additional data words per sector. Sectors with 520 
or 528 bytes are typical. Devices with long logical sectors set IDENTIFY DEVICE data word 106 bit 13 to 1. The 
Long Logical Sector length is described by IDENTIFY DEVICE data words (118:117). 


Use of the Long Logical Sector feature set is prohibited for ATAPI devices. 


Devices that implement the Long Logical Sector feature set are not backward compatible with applications that 
use 256 word logical sectors (e.g., desktop and laptop systems). Table 4 lists commands and their block sizes. 


Table 4 describes the command behavior of drives that have been manufactured with the Long Logical Sector 
feature set. Data transfer commands transfer either the long logical sector length or 256 words depending on the 
command. For example, Read and Write Extended commands transfer data in long logical sectors while READ 
LOG EXT and WRITE LOG EXT commands transfer 256 word blocks of data, regardless of the logical sector 
length. Figure 10 example 2 shows a diagram of a device formatted with long logical sectors. 
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4.12.2 Devices Implementing the Long Physical Sector feature set and the Long Logical Feature Sector 


Set 


The long physical sector feature set and the long logical sector feature set are not exclusive. Figure 10 example 


4 ill 


Wo 


ustrates a device implementing both the Long Physical Sector and Long Logical Sector feature sets. 


Table 4 — Block Size By Command (part 1 of 3) 
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Table 4 — Block Size By Command (part 2 of 3) 
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Table 4 — Block Size By Command (part 3 of 3) 


Words Transferred 
IDENTIFY DEVICE data words (118:117 
IDENTIFY DEVICE data words (118:117) 
IDENTIFY DEVICE data words (118:117) 
IDENTIFY DEVICE data words (118:117) 
IDENTIFY DEVICE data words (118:117 
256 
256 
IDENTIFY DEVICE data words (118:117) 
IDENTIFY DEVICE data words (118:117) 
IDENTIFY DEVICE data words (118:117) 
IDENTIFY DEVICE data words (118:117) 
WRITE SECTOR(S) EXT | IDENTIFY DEVICE data words (118:117) 
IDENTIFY DEVICE data words (118:117) 
IDENTIFY DEVICE data words (118:117 


Table 4 describes the command behavior of drives that have been manufactured with the Long Logical Sector 
feature set. Data transfer commands transfer either the long logical sector length or 256 words depending on the 
command. For example, Read and Write Extended commands transfer data in long logical sectors while READ 
LOG EXT and WRITE LOG EXT commands transfer 256 word blocks of data, regardless of the logical sector 
length. Figure 10 example 2 shows a diagram of a device formatted with long logical sectors. 


4.12.2.1 Devices Implementing the Long Physical Sector feature set and the Long Logical Feature Sector 
Set 


The long physical sector feature set and the long logical sector feature set are not exclusive. Figure 10 example 
4 illustrates a device implementing both the Long Physical Sector and Long Logical Sector feature sets. 
4.13 Long Physical Sector feature set 


The purpose of the long physical sector feature set is to allow increased media format efficiency. During write 
operations devices calculate and error correction code, ECC, and write the ECC on the media following the data. 
ECC encoding is more efficient when used over a larger amount of data. 


Use of the Long Physical Sector feature set is prohibited for ATAPI devices. 


The long physical sector feature set allows a device to be formatted so that there are multiple logical sectors per 
physical sector on the media. Each physical sector has an ECC field. This allows, for example, a device to have 
2048 word physical sectors each containing 8 logical sectors, or one ECC field per 8 256 word logical sectors, 
See figure 10 example 3. 


A performance penalty may be incurred when writing to devices that implement long physical sector feature set. 
A physical sector is read or written in a single operation. If a host system does not write all of the logical sectors 
in a physical sector during a single command the device may need to read the logical sectors that are not to be 
changed into memory and then write the entire physical sector, see Annex C. 


If the device reports a long physical sector and a smaller logical sector, the device may report the alignment of 
the first logical sector (LBA 0) within the first physical sector. The following paragraphs give examples of 
logical/physical sector alignments. 


Example 1: 
There are 2 logical sectors within one physical sector, and the first logical sector is in the first half. 


The proposed offset is: 0, and the value in word 209 is 4000h. 
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Example 1: 
physical sector 0 physical sector 1 
logical sector 0 logical sector 1 logical sector 2 logical sector 3 
Example 2: 


There are 2 logical sectors within one physical sector, and the first logical sector is in the second half. The 
proposed offset is: 1, and the value in word 209 is 4001h. 


physical sector 0 physical sector 1 


(inaccessible) logical sector 0 logical sector 1 logical sector 2 


Example 3: 


There are 4 logical sectors within one physical sector, and the first logical sector is in the second half. The 
proposed offset is: 3, and the value in word 209 is 4003h. 


physical sector 0 physical sector 1 


(inaccessible) | (inaccessible) | (inaccessible) | logical 0 logical 1 logical 2 logical 3 logical 4 


1) Conventional logical sector example: 512 bytes per LBA 


<q—512 Bytes 4512 Bytes— > 512 Bytes— 512 Bytes—>leq_512 Bytes 512 Bytes— > 512 Bytes— p> 


LBA 0 LBA 1 LBA 2 LBA 3 LBA 4 LBA 5 LBA 6 


2) Long logical sector example: 524 bytes per LBA 


~at—524 Bytes <t-524 Bytes—>~<t—524 Bytes—><t-524 Bytes—><t-524 bytes fat 524 Bytes—> ~<t—524 Bytes—> 


LBA 0 LBA 1 LBA 2 LBA 3 LBA 4 LBA 5 LBA 6 


3) Long physical sector example: 512 bytes per LBA, 1024 bytes per physical sector 


4-512 Bytes q—512 Bytes q512 Bytes— > 512 Bytes—>eg512 Bytes 512 Bytes q5 12 Bytes— >| 


LBA 0 LBA 1 LBA 2 LBA 3 LBA 4 LBA 5 LBA 6 
Physical Sector 0 Physical Sector 1 Physical Sector 2 


4) Long logical and Long physical sector example: 524 bytes per LBA, 1048 bytes per physical sector 


4-524 Bytes 524 Bytes q524 Bytes— > d524 Bytes—lg524 Bytes 524 Bytes 524 Bytes— >| 


LBA 0 LBA 1 LBA 2 LBA 3 LBA 4 LBA 5 LBA 6 
Physical Sector 0 Physical Sector 1 Physical Sector 2 


Figure 10 — Long Logical and long Physical Sector Example 
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4.14 Media Card Pass Through Command feature set 


The Media Card Pass Through commands are implemented by a Media Pass Through device. A device 
implementing the Media Card Pass Through Command feature set is a bridge to one or more types of media 
card storage devices. The bridge device responds to the same command set as described in 4.2 and to the 
commands included in this feature set. 


Use of the Media Card Pass Through Command feature set is prohibited for PACKET devices. 


The Media Card Pass Through Command feature set uses the command codes D1th, D2h, D3h, and D4h and 
bits in IDENTIFY DEVICE data word 84 and IDENTIFY DEVICE data word 87. The command codes D2h 
through D4h are reserved for the Media Card Pass Through Command feature set if this feature set is enabled 
by the CHECK MEDIA CARD TYPE command (D1h). This feature set embeds small-format flash memory card 
commands inside the ATA commands. The adapter’s firmware passes the embedded memory card’s command 
to the memory card as is from the ATA command. The Media Card Pass Through Command feature set reduces 
the number of commands required for this feature set regardless of the number or type of memory card 
commands. It also reduces the adapter’s firmware overhead in processing them. As new memory cards types 
are defined in the market, they may all be supported within this one feature. 


The commands unique to the Media Card Pass Through Command feature set are: 


a) CHECK MEDIA CARD TYPE 
b) Command codes D2h through D4h 


The CHECK MEDIA CARD TYPE command returns the supporting status of the device to this feature set. It also 
enables and disables the device from running the Media Card Pass Through Command feature set. When the 
Media Card Pass Through Command feature set is disabled, the command codes D2h through D4h shall not be 
interpreted as Media Card Pass Through Command feature set commands and the device shall return command 
aborted. A device shall disable the Media Card Pass Through Command feature set during the processing of a 
power-on reset, a hardware reset, or a software reset. 


The definitions of the commands D2h-D4h are media card type dependent. Table 5 lists the Media card types 
and their associated reference document. 


Table 5 — Media Card type references 


Media Card Type Reference Document 


SD Card | SD Card ATA Command Extension (SDA 3C) 
Smart Media | Smart Media ATA Command Extension (SSFDC Forum) 


4.15 Native Command Queuing (NCQ) feature set 


4.15.1 Overview 


The optional NCQ feature set provides support for devices that implement the Serial Transport, see ATA8-AST. 
The NCQ feature set allows commands within the feature set to be accepted even though one or more previously 
accepted NCQ commands have not reported command completion. NCQ commands indicate command 
completion by returning a transport dependent indicator, see ATA8-AST for more information. The following 
commands are mandatory for devices implementing the NCQ feature set: 


a) READ FPDMA QUEUED 
b) WRITE FPDMA QUEVED 


Devices which report support for the NCQ feature set shall also report support for the General Purpose Logging 
feature set, the General Purpose Log Directory log and the NCQ Command Error log. 


If the device receives a command that is not included in the NCQ feature set while the device is processing 
queued commands, then the device shall return command aborted for the new command and shall return 
command aborted for all the queued commands. 


All the commands in the NCQ feature set shall include a NCQ Tag. If the value of the NCQ Tag exceeds the 
value returned in IDENTIFY DEVICE data word 75 (see 7.16.7.30), then the device shall return command 
aborted for the new command and shall return command aborted for all the queued commands. If a NCQ 
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command is issued with a NCQ Tag value that is identical to the NCQ Tag value for a queued command, then the 
device shall return command aborted for the new command and shall return command aborted for all the queued 
commands. 


NOTE 1 — The NCQ Tag is used to identify return information (i.¢., error status, data transfer and 
command completion). 


If an error occurs while there are queued commands, the device shall abort all queued commands and shall 
complete any new commands (with the exception of READ LOG EXT requesting log address 10h) it receives 
with an error, until the device completes a READ LOG EXT command requesting log address 10h (NCQ 
Command Error log). 


Editor’s Note 5: A proposal for READ LOG DMA EXT needs to be a taken to SATA IO 


4.15.2 Command Phases 
4.15.2.1 Command Acceptance 


The device receives a NCQ command and returns command acceptance. Once the device reports command 
acceptance, it may then accept additional NCQ commands. 


4.15.2.2 Data transmission 
Data transfer should occur after acceptance of the command. 
4.15.2.3 Command completion 


When the transfer of all requested data by one or more queued commands has occurred without error, the device 
returns a transport dependent indicator (see ATA8-AST) that informs the host of completion for one or more 
queued commands. 


If an error occurs then the device shall return command aborted for the command in error and shall return 
command aborted for all other queued commands. The condition of the data for any queued command that 
reports command aborted is indeterminate. 


4.16 NV Cache feature set 
4.16.1 Overview 


The NV Cache is managed as two distinct areas, the NV Cache Pinned Set and the NV Cache Unpinned Set. It 
is not likely that these areas of the NV Cache are contiguous. Each LBA stored in the NV Cache Set has an 
attribute which determines if the device may remove the sector from the NV Cache. This 'pinned' attribute 
represents whether the LBA belongs to the NV Cache Pinned Set or the NV Cache Unpinned Set. 


The host manages the NV Cache Pinned Set, which is the set of logical blocks that the host requires the device 
to keep in the NV Cache. The remaining NV Cache Set is the NV Cache Unpinned Set. 


4.16.2 Pinning 
4.16.2.1 Overview 


Adding or Removing an LBA from the NV Cache Pinned Set is accomplished by setting or clearing the 'pinned' 
attribute on a mapped sector. If a device's NV Cache Unpinned Set is too full to satisfy an Add request, then the 
device must remove some or all of the NV Cache Unpinned Set in order to complete the Add request. 


When an LBA is pinned, the sector data that is placed into the NV Cache may come from one of two sources: the 
device's media or the host in the form of a write. The source is determined by the Add command's Populate 
Immediately (P1) bit. 


a) IfPlis set, the command is not complete until the disk has transferred all of the logical blocks from the 
device's media into the NV Cache. 


44 Working Draft AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 


May 21, 2007 T13/1699-D Revision 4a 


b) If Plis not set, the logical blocks are added to the NV Cache Pinned Set but are marked as containing 
invalid (stale) data. No sector data is transferred to the NV Cache before the Add command completes. 


4.16.2.2 Scenarios (Informative) 


There are two common scenarios where a host may pin an LBA: it wants to pin an LBA for subsequent read 
operations, or it wants to pin an LBA which is about to be written to. 


a) When the host knows that logical blocks are going to be accessed frequently, the host may add them to 
the pinned set with the ADD LBA(S) TO NV CACHE PINNED SET command. 


Example: 


A) Preloading frequent randomly accessed OS files. 
B) Preloading boot files in preparation for a system reboot. 


b) When the host knows that logical blocks are about to be written, the host may add the logical blocks to 
the pinned set first with the PI bit cleared to zero. This causes the device to store the data in its 
non-volatile cache. 


Example: The writing of the hibernate file in preparation for system hibernation. 
4.16.3 NV Cache Management 
4.16.3.1 Overview 


The NV Cache management refers to the use of ATA commands to query or take action on the contents of the 
NV Cache Pinned Set. It involves transmitting lists of logical blocks that need to be used in an NV Cache 
management action. Some NV Cache management actions take lists of logical blocks as inputs and some NV 
Cache management actions give lists of logical blocks as outputs. 


When sending lists of logical blocks between the host and the device, the logical blocks are grouped into ranges. 
LBA ranges consist of an initial LBA and a number which indicates the sequential logical blocks after the initial 
LBA in the range. More than one LBA range may be sent in a single Add or Remove command. A list of LBA 
ranges sent in a single Add or Remove command is referred to as the command's NV Cache Set Data. 


4.16.3.2 LBA Range Entry 


An individual LBA range is called an LBA Range Entry and is represented by 8 bytes. The LBA is expressed by 
the LBA Range Entry's first 6 bytes and the range length is a zero based number (i.e. O=0 , 1=1, etc.) 
represented by the remaining 2 bytes. If the 2 byte range length is 0 then the LBA Range Entry is not valid and 
should be discarded as padding. 


Examples: 


a) If logical blocks 11, 12, 13, 14, 15, 16, 17, and 18 were in the NV Cache Pinned Set and logical blocks 10 
and 19 were not, logical blocks 11 through 18 make one LBA Range Entry which have the LBA 11 as its 
first 48 bits and the value of 8 as its next 16 bits. (Q000_0000_O000B_0008h). 

b) If only the single LBA 20 was represented in an LBA Range Entry the range value is 1. 
(0000_0000_0014_0001h) 


The largest range that may be specified ina LBA Range Entry is 65535. Multiple LBA Range Entries shall be 
used to specify larger range values. 


4.16.3.3 NV Cache Remaining for Pinned logical blocks 


The NV Cache may run out of space to hold any more pinned logical block data. The number of the remaining 
available spaces shall be returned to the host during the completion of NV Cache Commands. This is referred to 
as Logical Blocks Remaining (see 7.20.3.2 and 7.20.3.3 for a description of the return data structure.) 


Logical Blocks Remaining is a 6 byte number that always represents the number of logical blocks in the total NV 
Cache size minus the number of logical blocks currently in the Pinned Cache Set. 
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4.16.4 NV Cache behavior after a power-on event 
4.16.4.1 Query NV Cache Misses 


In order to gather information about the system's BIOS read and write behavior, a query of NV Cache misses is 
necessary (see 7.20.7). 


4.16.4.2 Rotating media state after power-on event 


If the NV Cache Power Mode is set in a device, then the device should not spin up its rotating media after a 
power-on event until the device receives a read or write command that requires media access. 


4.16.5 Preparing to Pin a Large NV Cache Set Data 


Before the pinning of a large number of logical blocks in the NV Cache Pinned Set it is desirable for the host to 
instigate a flush of some or all of the NV Cache Unpinned Set. This ensures that the potentially lengthy flushing 
operation in a large NV Cache is completed as quickly and early as possible. This is accomplished using the 
Flush NV Cache command described in section 7.1.5. 


4.17 NV Cache Power Management feature set 
4.17.1 Overview 


The optional NV Cache Power Management feature set permits a host to modify the behavior of a device in a 
manner that allows the device to improve response times to read and write commands while reducing the 
device's power consumption. 


Commands unique to the NV Cache Power Management feature set use a single command code and are 
differentiated from one another by the value placed in the Features field. A device that implements the NV Cache 
Power Management feature set shall implement the following commands: 


a) SET NV CACHE POWER MODE 
b) RETURN FROM NV CACHE POWER MODE 


When the NV Cache Power Mode is set, the device implements an aggressive policy to remove power from its 
rotational media and satisfy all reads and writes from the device's NV Cache. If a device is not capable of 
satisfying a read or write from its NV Cache it shall service the read or write request through other means. 


Since all |O operations happen in PMO:Active mode, it is the only state that requires attention. The only aspect of 
the NV Cache feature that affects the Power Management feature is the NV Cache Power Mode input. The 
purpose of the NV Cache Power Mode input is to enable and disable the aggressive spinning down of the device 
while it is in the PMO:Active mode. However, the Power Management state diagram does not reflect spindle 
state and the NV Cache Power Mode input does not affect any Power Management state transitions. The 
effects are as follows: 


a) When the device is Powered Up, it should satisfy requests from NV Cache independently from the NV 
Cache Power Mode. This prevents BlIOSes from having to be NV Cache sensitive. 

b) When NV Cache Power Mode is cleared and the device is in PMO:Active it shall spin up. 

c) When NV Cache Power Mode is set and the device is in PMO:Active the device shall enact its aggressive 
policy to remove power from its rotational media. The only requirement of a device's aggressive policy is 
that when the device is spun up, it remains spun up for at least the amount of time specified in the SET 
NV CACHE POWER MODE command. 

d) A Device Configuration Overlay command that disables the NV Cache Power Mode support in the 
device causes the NV Cache Power Mode to be cleared. 


4.18 Power Management feature set 


A General feature set device shall implement power management. A device implementing the PACKET feature 
set may implement the power management as defined by the PACKET command set implemented by the 
device. Otherwise, the device shall implement the Power Management feature set as described in this standard. 


The Power Management feature set permits a host to modify the behavior of a device in a manner that reduces 
the power required to operate. The Power Management feature set provides a set of commands and a timer that 
enable a device to implement low power consumption modes. A device that implements the General feature set 
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and the Power Management feature set shall implement the following minimum set of functions (see also 4.5 and 
4.19): 


) A Standby timer 
) CHECK POWER MODE command 
) IDLE command 
) IDLE IMMEDIATE command 
) SLEEP command 
STANDBY command 
) STANDBY IMMEDIATE command 


A device that implements the PACKET feature set and implements the Power Management feature set shall 
implement the following minimum set of functions: 


a) CHECK POWER MODE command 
b) IDLE IMMEDIATE command 

c) SLEEP command 

d) STANDBY IMMEDIATE command 


4.18.1 Power management commands 


The CHECK POWER MODE command allows a host to determine if a device is currently in, going to or leaving 
Standby or Idle mode. The CHECK POWER MODE command shall not change the power mode or affect the 
operation of the Standby timer. 


The IDLE and IDLE IMMEDIATE commands move a device to Idle mode immediately from the Active or Standby 
modes. The IDLE command also sets the Standby timer count and enables or disables the Standby timer. 


The STANDBY and STANDBY IMMEDIATE commands move a device to Standby mode immediately from the 
Active or Idle modes. The STANDBY command also sets the Standby timer count and enables or disables the 
Standby timer. 


The SLEEP command moves a device to Sleep mode. The device's interface becomes inactive at command 
completion of the SLEEP command. A device only transitions from Sleep mode after processing a hardware 
reset, a software reset, or a DEVICE RESET command. 


4.18.2 Standby timer 


The Standby timer provides a method for the device to automatically enter Standby mode from either Active or 
Idle mode following a host programmed period of inactivity. If the Standby timer is enabled and if the device is in 
the Active or Idle mode, the device waits for the specified time period and if no command is received, the device 
automatically enters the Standby mode. 


If the Standby timer is disabled, the device may automatically enter Standby mode. 
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4.18.3 Power modes 


Figure 11 shows the set of mode transitions that shall be implemented. 
PMO: Active 


Power-up with Power-up in Stand-by 
feature not implemented or not enabled 


SLEEP command 
PM2: Standby PM1: Idle 


STANDBY or STANDBY 
IMMEDIATE command, vendor 
specific implementation, or 


Standby timer expiration 
PMo:PM2 IDLE or IDLE IMMEDIATE command, 


or vendor specific Implementation 
Media access required PMO:PM1 
PM2:PMO Media access required 


Power-up with Power-up PM1:PMO 
in Standby implemented | reset 
and enabled PM2:PM2 


STANDBY or STANDBY IMMEDIATE command, vendor 
specific implementation, or STANDBY timer expiration 


PM1:PM2 


IDLE or IDLE IMMEDIATE command 
PM2:PM1 
PM3: Sleep 
SLEEP command 


PM2:PM3 SLEEP command 
PM1:PM3 


Figure 11 — Power management state diagram 


PMO: Active: This mode shall be entered when the device receives a media access command while in Idle or 
Standby mode. This mode shall also be entered when the device is powered-up with the Power-Up In Standby 
feature not implemented or not enabled (see 4.19). 


In Active mode the device is capable of responding to commands. During the execution of a media access 
command a device shall be in Active mode. Power consumption is greatest in this mode. 


Transition PM0:PMO0: The device shall transition to the PMO:Active mode after processing a hardware reset, 
software reset, or DEVICE RESET command. 


Transition PM0:PM1: When an IDLE or IDLE IMMEDIATE command is received or when a vendor specific 
implementation determines a transition is required, then the device shall make a transition to the PM1:ldle mode. 


Transition PM0:PM2: When a STANDBY or STANDBY IMMEDIATE command is received, the Standby timer 
expires, or a vendor specific implementation determines a transition is required, then the device shall make a 
transition to the PM2:Standby mode. 
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Transition PM0:PM3: When a SLEEP command is received, the device shall make a transition to the 
PM3:Sleep mode. 


PM1: Idle: This mode shall be entered when the device receives an IDLE or IDLE IMMEDIATE command. Some 
devices may perform vendor specific internal power management and make a transition to the Idle mode without 
host intervention. 


In Idle mode the device is capable of responding to commands but the device may take longer to complete 
commands than when in the Active mode. Power consumption may be reduced from that of Active mode. 


Transition PM1:PM0: When a media access is required, the device shall make a transition to the PMO:Active 
mode. 


Transition PM1:PM1: The device shall transition to the PM1:ldle mode after processing a hardware reset, 
software reset, or DEVICE RESET command. 


Transition PM1:PM2: When a STANDBY or STANDBY IMMEDIATE command is received, the Standby timer 
expires, or a vendor specific implementation determines a transition is required, then the device shall make a 
transition to the PM2:Standby mode. 


Transition PM1:PM3: When a SLEEP command is received, the device shall make a transition to the 
PM3:Sleep mode. 


PM2: Standby: This mode shall be entered when the device receives a STANDBY command, the device 
receives a STANDBY IMMEDIATE command, the Standby timer expires, or the NV Cache Power mode timer 
expires. Some devices may perform vendor specific internal power management and make a transition to the 
Standby mode without host intervention. This mode shall also be entered when the device is powered-up with 
the Power-Up In Standby feature implemented and enabled. 


In Standby mode the device is capable of responding to commands but the device may take longer to complete 
commands than in the Idle mode. The time to respond may be as long as 30 s. Power consumption may be 
reduced from that of Idle mode. 


Transition PM2:PMO0: When a media access is required, the device shall make a transition to the PMO:Active 
mode. 


Transition PM2:PM1: When an IDLE or IDLE IMMEDIATE command is received, or a vendor specific 
implementation determines a transition is required, then the device shall make a transition to the PM1:Idle mode. 


Transition PM2:PM2: The device shall transition to the PM2:Standby mode after processing a hardware reset, 
software reset, or DEVICE RESET command. 


Transition PM2:PM3: When a SLEEP command is received, the device shall make a transition to the 
PM3:Sleep mode. 


PM3: Sleep: This mode shall be entered when the device receives a SLEEP command. 


A device transitions from Sleep mode only after processing a hardware reset, a software reset, ora DEVICE 
RESET command. The time to respond may be as long as 30 s. Sleep mode provides the lowest power 
consumption of any mode. 


In Sleep mode, see the applicable transport standard for a description of the device's interface behavior. 


Transition PM3:PM2:, A device shall transition to the PM2:Standby mode after processing a hardware reset, 
software reset, or DEVICE RESET command. 


4.19 Power-Up In Standby feature set 


The optional Power-Up In Standby feature set allows devices to be powered-up into the Standby power 
management state to minimize inrush current at power-up and to allow the host to sequence the spin-up of 
devices. This optional feature set may be enabled or disabled via the SET FEATURES command or may be 
enabled by use of a jumper or similar means, or both. When enabled by a jumper, the feature set shall not be 
disabled via the SET FEATURES command. The IDENTIFY DEVICE or IDENTIFY PACKET DEVICE data 
indicates whether this feature set is implemented and/or enabled. 
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Once this feature is enabled in a device, the device shall not disable the feature as a result of processing a 
power-on reset, a hardware reset, or a software reset. 


A device may implement a SET FEATURES subcommand (see 7.48.8) that notifies the device to spin-up to the 
Active state when the device has powered-up into Standby. If the device implements this SET FEATURES 
subcommand and power-up into Standby is enabled, the device shall remain in Standby until the SET 
FEATURES subcommand is received. If the device implements this SET FEATURES subcommand, the fact that 
the feature is implemented is reported in the IDENTIFY DEVICE or IDENTIFY PACKET DEVICE data. 


If the device: 


a) implements the Enable/disable Power-up in Standby subcommand, 

b) power-up into Standby is enabled, and 

c) anIDENTIFY DEVICE or IDENTIFY PACKET DEVICE is received while the device is in Standby as a 
result of powering up into Standby, 


the device shall respond to the command and remain in Standby without spinning-up. 


If the device has IDENTIFY DEVICE or IDENTIFY PACKET DEVICE data that requires access to the media, the 
device shall set word 0 bit 2 to one to indicate that the response is incomplete. At a minimum, word 0 and word 
2 shall be correctly reported. Those fields that are not be provided shall be filled with zeros. Once a device is 
able to return all data for an IDENTIFY DEVICE command or IDENTIFY PACKET DEVICE command, the device 
shall return all data for those commands until after processing the next power-on reset. 


If the device does not implement the SET FEATURES subcommand to spin-up the device after power-up and 
power-up into Standby is enabled, the device shall spin-up upon receipt of the first command that requires the 
device to access the media. 


4.20 Security feature set 


4.20.1 Overview 


The optional Security feature set is a password system that restricts access to user data stored on a device. In 
addition, access to some configuration capabilities is restricted. 


See also the Master Password Identifier feature (4.20.12) which is an optional enhancement to the Security 
feature set. 


4.20.2 Passwords 

4.20.2.1 Overview 

The system has two types of passwords: User and Master. 
4.20.2.2 User Password 


The User password is used to create a lock to block execution of some commands, including preventing access 
to all user data on the device. The User password may be used to unlock the device to allow access. 


Security is enabled by setting a User password with the SECURITY SET PASSWORD command. When 
Security is Enabled, the device is automatically Locked (i.e., access to user data on the device is denied) after a 
power-on reset is processed until a SECURITY UNLOCK command completes successfully. 


4.20.2.3 Master Password 


The Master password is a password that may be used to unlock the device if the User password is lost or if an 
administrator requires access (e.g. to re-propose a device). 


A factory-installed Master password may be valid before an initial SECURITY SET (master) PASSWORD 
command has been successfully executed. A device may contain both a valid Master and a valid User 
password. Setting the Master password does not enable Security (i.e., does not Lock the device after the next 
power-on reset has been processed). 


4.20.3 Master Password Capability 


A device with Security enabled has two ways of using the Master password. This capability has values of 'High' 
or ‘Maximum’. 
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When the Master Password Capability is set to High, either the User or Master password may be used 
interchangeably. See table 6. 


When the Master Password Capability is set to Maximum, the Master password is not used with the SECURITY 
DISABLE PASSWORD and SECURITY UNLOCK commands. The SECURITY ERASE UNIT command, 
however, does accept either a valid User or Master password. 


Table 6 — Interaction of Master Password Capability and Passwords (when Security is not frozen) 


Actions Taken by Security Commands 


Security Deane d Passwords Password ah ae SECURITY SECURITY 
Enabled Capability Defined Supplied PASSWORD UNLOCK ERASE UNIT 
(eee eee aes) 


Master Only Correct Master 
Master Only | Not Vali 


Master and User | CorrestMaster [P| P| 


Master and User | CorrectUser [P| PP 


Master and User | Correct Master 
Master and User 
Key: 


N - NOP, do nothing and return normal completion 
A - Return command aborted 
P - Process the command (if all validations pass) or return command aborted 


4.20.4 Frozen Mode 


The SECURITY FREEZE LOCK command prevents changes to all Security states until a following power-on 
reset or hardware reset. The purpose of the SECURITY FREEZE LOCK command is to prevent password 
setting attacks on the security system. 


4.20.5 Commands 
A device that implements the Security feature set shall implement the following set of commands: 


a) SECURITY SET PASSWORD 
) SECURITY UNLOCK (requires a password) 
) SECURITY ERASE PREPARE 
) SECURITY ERASE UNIT (requires a password) 
) SECURITY FREEZE LOCK 
SECURITY DISABLE PASSWORD (requires a password) 


4.20.6 IDENTIFY DEVICE data 


Support of the Security feature set is indicated in IDENTIFY DEVICE and IDENTIFY PACKET DEVICE data 
word 82 and data word 128. 


Security information in words 82, 89 and 90 is fixed until the next power-on reset and shall not change unless 
DEVICE CONFIGURATION OVERLAY removes support for the Security feature set. 


Security information in words 85, 92 and 128 are variable and may change. 
If the Security feature set is not supported, then words 89, 90, 92 and 128 are N/A. 
4.20.7 Security initial setting 


When the device is shipped by the manufacturer, Security shall be disabled (e.g. is not Locked). The initial 
Master password value is not defined by this standard. 
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4.20.8 Password Rules 


This section applies to any Security command that accepts a password, and for which there exists a valid 
password. This section does not apply while Security is Frozen. 


The SECURITY ERASE UNIT command ignores the Master Password Capability value when comparing 
passwords, and shall accept either a valid Master or User password. 


If the User password sent to the device does not match the user password previously set with the SECURITY 
SET PASSWORD command, the device shall return command aborted. 


If the Master Password Capability was set to High during the last SECURITY SET (user) PASSWORD 
command, the device shall accept the Master password and complete normally. 


If the Master Password Capability was set to Maximum during the last SECURITY SET (user) PASSWORD 
command, the device shall return command aborted for SECURITY UNLOCK or SECURITY DISABLE 
PASSWORD if the Master password is supplied. . 


4.20.9 Password Attempt Counter 


The device shall have an password attempt counter. The purpose of this counter is to defeat repeated trial 
attacks. The counter shall be decremented while in state SEC4, whenever the SECURITY UNLOCK command 
fails because of an invalid User or Master password. 


Once the counter reaches zero, it shall not be decremented, and the PasswordAttemptCounterExceeded bit 
(IDENTIFY DEVICE (data word 128, bit 4) shall be set to one, and the SECURITY UNLOCK and SECURITY 
ERASE UNIT commands shall be command aborted until after processing the next power-on or hardware reset. 


The PasswordAttemptCounterExceeded bit shall be cleared to zero by processing a power-on or a hardware 
reset. 


The counter shall be set to five (5) after a power-on or hardware reset. 
4.20.10 Security states 


See figure 12 and table 7. When the power is off, the Security characteristics are as in table 7, but are not 
reportable. 


Table 7 — Summary of Security States and Characteristics 


Security Characteristics 
Security State Powe | Enabled? | Locked? | Frozen‘ | Password Attempts Exceeded@ 


N/A 


Varies 
Varies 
Varies 


@ IDENTIFY DEVICE data word 85 bit 1 

b IDENTIFY DEVICE data word 128 bit 2 
° |DENITFY DEVICE data word 128 bit 3 
d |DENTIFY DEVICE data word 128 bit 4 
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Editor’s Note 6: The proposal calls for an Unlocked/disabled column as previously documented, but 
asks for a normative statement regarding download microcode being different. The original proposal 
does not list any differences for download microcode. 


Table 8 — Security Command Actions (part 1 of 3) 


Command 4 Unlocked or 
pty Disabled® 
ADD LBA(S) TO NV CACHE PINNED 
SET 


CFA ERASE SECTORS Command aborted Executable Executable 


ee mae Be ENDED ERROR Executable Executable Executable 


| CFATRANSLATE SECTOR TRANSLATE SECTOR Executable Executable Executable 


-CER WRITE MUCTIPCE WITHOUT MSITE MEEHETE WEHOUT Command aborted Executable Executable 
ERASE 
one SECTORS WITHOUT Command aborted Executable Executable 


Executable 
Executable 
Executable Executable Executable 


NOP Executable Executable Executable 


[NOP CS 
Exeoutable 


4 State SEC4 
b States SEC1 or SEC5 
© States SEC2 or SEC6 


Command aborted Executable Executable 
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Table 8 — Security Command Actions (part 2 of 3) 


Saad = Unlocked or 

Len, seme —— [Geer | ome) ee | 

Executable 

Executable 
READ STREAM EXT Executable 


REMOVE LBA(S) FROM a CACHE 
PINNED SET Command aborted Executable Executable 
ane FROM NV CACHE POWER Coma naanonica aReera te eerie 


SCT READ/WRITE LONG Command aborted Executable Executable 


Exeoutable 


SERVICE Command aborted Executable Executable 


Exeoutable 
Exeoutable 


4 State SEC4 
b States SEC1 or SEC5 
© States SEC2 or SEC6 
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Table 8 — Security Command Actions (part 3 of 3) 


Command Locked? Unlocked or 
eis Disabled” 
SMART DISABLE OPERATIONS Executable Executable [Executable | 


SMART ENABLE/DISABLE 
AUTOSAVE Executable Executable Executable 


SMART ENABLE OPERATIONS Executable Executable Executable 


SMART EXECUTE OFF-LINE 
IMMEDIATE Executable Executable Executable 


Executable 
Exeoutable 


WRITE DMA FUA EXT Command aborted Executable Executable 


Exeoutable 
Exeoutable 
Executable 


4 State SEC4 
> States SEC1 or SEC5 
© States SEC2 or SEC6 
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4.20.11 Security states 


Figure 12 describes security states and state transitions. 


SECO: Powered down/ SEC2: Disabled/Not Locked/ Frozen 
Disabled/ Not Locked/ Not Frozen 
Power-down 


SEC2:SECO 
SEC1: Disabled/ Not 
Locked/ Not Frozen Hardware Reset 


Power-up 
SECO0:SEC1 SEC2:SEC1 


SECURITY FREEZE LOCK command 


Power-down 
SEC1:SEC2 


SEC1:SECO 
SEC5: Enabled/ 


Not Locked/ 
Note: Some SECURITY SET Not Frozen 


events may PASSWORD command 
change Security SEC1:SEC5 
characteristics SECURITY DISABLE 
without changing PASSWORD command 
state in this SEC5a:SEC1 
diagram 
SECURITY ERASE 
UNIT command 


SEC3: Powered SEC5b:SEC1 


down/Enabled/ 


ere SEC4: Enabled/ 
ot Frozen Locked/ Not Frozen 


SECURITY UNLOCK 
command 


SECURITY ERASE SEC4:SEC5 


UNIT command 
Power-up SEC4:SEC1 


SEC3:SEC4 Hardware Reset 


Power-down SeGe cect 


SEC4:SEC3 


SEC6: Enabled/ Not Locked/ Frozen 


Hardware Reset SECURITY FREEZE 
SEC6:SEC4 LOCK command 


SEC5:SEC6 
Power-down 
SEC6:SEC3 
Power-down 
SEC5:SEC3 


Figure 12 — Security state diagram 
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State SECO: Powered down/Security Disabled/Not Locked/ Not Frozen: This state shall be entered when 
the device is powered-down with the Security feature set disabled. 


Transition SEC0:SEC1: When the device is powered-up, the device shall make a transition to state SEC1. 


State SEC1: Security Disabled/Not Locked/ Not Frozen: This state shall be entered when the device is 
powered-up or a hardware reset is received with the Security feature set disabled or when the Security feature 
set is disabled by a SECURITY DISABLE PASSWORD or SECURITY ERASE UNIT command. 


When entering this state after processing a power-on or hardware reset, the device shall initialize the password 
attempt counter and clear the PasswordAttemptCounterExceeded flag 


In this state, the device shall respond to all commands as specified in the “Disabled” column of Table 4. With the 
exception of the SECURITY commands, execution of these commands shall not cause a transition from state 
SEC1. 


In this state, IDENTIFY DEVICE and IDENTIFY PACKET DEVICE shall report values as described in table 9. 


Table 9 — IDENTIFY settings for Security state SEC1 


Bit 
[wet | poets | ve | totes 


se tse 
es] 3 an rer | Se Tea ott capped ——— 
28 | en afar 5 BT Secorty Teste sats Teebied 


a 
a a 


Password Attempt Counter Exceeded 
Varies 1= counter exceeded 
O= counter not exceeded 


a ee ee ee) Master Password Capability is not maximum 


Transition SEC1:SECO: When the device is powered-down, the device shall make a transition to state SECO. 


Transition SEC1:SEC1: When a SECURITY SET (master) PASSWORD command completes successfully, the 
Master password and the optional Master Password Identifier shall be saved, and the device shall remain in state 
SEC1. The Master Password Capability shall remain unchanged.Transition SEC1:SEC2: When a SECURITY 
FREEZE LOCK command completes successfully, the device shall make a transition to state SEC2. 


Transition SEC1:SEC5: When a SECURITY SET (user) PASSWORD command completes successfully, the 
device shall save the User password, update the Master Password Capability and make a transition to state 
SECS. 


State SEC2: Security Disabled/ Not Locked/ Frozen: This state shall be entered when the device receives a 
SECURITY FREEZE LOCK command while in state SEC1. 


In this state, the device shall respond to all commands as specified in the “Frozen” column of table 8. Execution 
of any of these commands shall not cause a transition from state SEC2. 
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The device shall report IDENTIFY DEVICE or IDENTIFY PACKET DEVICE field values in accordance with table 
10. 


Table 10 — IDENTIFY settings for Security state SEC2 


Bit 
[wet | poets | ate ere men 


a a aT BOTT ——— 
a ra pnt ——— 
[28 [0] eapy of wore B2bT_| Securiy Teature sets supported 
[28 [7 [copy of wore 5 ERT] Securiy Teaturo satis Geabled 


a a 
a a 
Password Attempt Counter Exceeded 
128 4 Varies 1= counter exceeded 
0O= counter not exceeded 
Master Password Capability 
128 Varies 0=high/User password disabled 
1=Maximum/User password disabled 


Transition SEC2:SECO: When the device is powered-down, the device shall make a transition to state SECO. 


Transition SEC2:SEC1: When the device receives a hardware reset, the device shall make a transition to state 
SEC1. 


State SEC3: Powered down/Security Enabled/ Locked/ Not Frozen: This state shall be entered when the device 
is powered-down with the Security feature set enabled. 


Transition SEC3:SEC4: When the device is powered-up, the device shall make a transition to state SEC4. 


State SEC4: Security Enabled/ Locked/ Not Frozen: This state shall be entered when the device is powered-up 
or a hardware reset is received with the Security feature set enabled. 


In this state, the device shall respond to all commands as specified in the “Locked” column of table 8. With the 
exception of the SECURITY commands, execution of these commands shall not cause a transition from state 
SEC4. 


When entering this state from power-on or hardware reset, the device shall initialize the password attempt 
counter and clear the PasswordAttemptCounterExceeded flag 
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The device shall report IDENTIFY DEVICE or IDENTIFY PACKET DEVICE field values in accordance with table 
11. 


Table 11 — IDENTIFY settings for Security state SEC4 


Bit 
[wet | poets | ate | re men 


| 1 ~~_—*| Security feature setis supported = feature set is supported 


sa rrr a tia Uoar pest 
| 128 | Of copy of word 82 bit 1 | Security feature set is supported 
| 128 | 1 | copy of word 85 bit 1 | Security feature set is enabled 
device socked 


[a8 ai isnot aan 


Password Attempt Counter Exceeded 
128 4 Varies 1= counter exceeded 
0= counter not exceeded 
Master Password Capability 
128 Varies O=high 
1=Maximum 


Transition SEC4:SEC1: When a SECURITY ERASE UNIT command completed successfully, the device shall 
make a transition to state SEC1. 


Transition SEC4:SEC3: When the device is powered-down, the device shall make a transition to state SEC3. 


Transition SEC4:SEC4: When a SECURITY UNLOCK command is received with an incorrect password, the 
password attempt counter shall be decremented by 1, and remain in state SEC4. 


If password attempt counter reaches 0, the PasswordAttemptCounterExceeded bit (IDENTIFY DEVICE word 
128, bit 4) shall be set to 1. 


After execution of the SECURITY ERASE PREPARE command, the device remains in state SEC4. 


Transition SEC4:SEC5: When a SECURITY UNLOCK command is successful, the device shall make a 
transition to state SEC5. 


State SEC5: Security Enabled/ Not Locked/ Not Frozen: This state shall be entered when either a SECURITY 
SET (user) PASSWORD command or a SECURITY UNLOCK command is successful. 


In this state, the device shall respond to all commands as specified in the “Unlocked” column of table 8. With the 
exception of the SECURITY commands, execution of these commands shall not cause a transition from state 
SECS. 
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The device shall report IDENTIFY DEVICE or IDENTIFY PACKET DEVICE field values in accordance with table 
12. 


Table 12 — IDENTIFY settings for Security state SEC5 


Bit 
Ee ee ee 


| 1 ~~_—*| Security feature setis supported = = feature set is supported 


srr a tia Uoar past 
| 128 | Of copy of word 82 bit 1 | Security feature set is supported 

| 128 | 1 | copy of word 85 bit 1 | Security feature set is enabled 

i 


[a8 ai is not aan 


Password Attempt Counter Exceeded 
128 4 Varies 1= counter exceeded 
0O= counter not exceeded 
Master Password Capability 
128 Varies O=high 
1=Maximum 


Transition SEC5:SEC1: When a SECURITY DISABLE PASSWORD or a SECURITY ERASE UNIT command is 
successful, the device shall make a transition to the SEC1 state. 


Transition SEC5:SEC3: When the device is powered-down, the device shall make a transition to state SEC3. 


Transition SEC5:SEC4: When the device receives a hardware reset, the device shall make a transition to state 
SEC4. 


Transition SEC5:SEC5: When a successful SECURITY SET (master) PASSWORD command is received, the 
Master password and the optional Master Password Identifier shall be saved, the Master Password Capability 
shall remain unchanged, and the device shall remain in state SEC5. 


When a SECURITY SET (user) PASSWORD command is successful, the device shall save the User password, 
update the Master Password Capability and shall remain in state SEC5. 


After execution of the SECURITY ERASE PREPARE command, the device remains in state SEC4. 


Transition SEC5:SEC6: When a SECURITY FREEZE LOCK command is successful, the device shall make a 
transition to state SEC6. 


State SEC6: Security Enabled/ Not Locked/ Frozen: This state shall be entered when the device receives a 
SECURITY FREEZE LOCK command while SEC5 state. 


In this state, the device shall respond to all commands as specified in the “Frozen” column of Table 4. With the 
exception of the SECURITY commands, execution of these commands shall not cause a transition from state 
SEC6. 
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The device shall report IDENTIFY DEVICE or IDENTIFY PACKET DEVICE field values in accordance with table 
12. 


Table 13 — IDENTIFY settings for Security state SEC6 


Bit 
[wet | poets | ate ere men 


| CTC Seurity feature setis supported ipaltre set Is supported 


35 a ria tv Use pears 
| 128 | 8 | copyofword 82 bit1 | Security feature setis supported 
| 128 | 1 | copyofword 85 bit1 | Security feature setisenabled 

728 


os 
Password Attempt Counter Exceeded 
128 Varies 1= counter exceeded 
0= counter not exceeded 
Master Password Capability 
128 Varies O=high 
1=Maximum 


Transition SEC6:SEC4: When the device receives a hardware reset, the device shall make a transition to state 
SEC4. 


Transition SEC6:SEC3: When the device is powered-down, the device shall make a transition to state SEC3. 


4.20.12 Master Password Identifier feature 

4.20.12.1 Overview 

This is an optional enhancement to the Security feature set, which is a prerequisite. 
4.20.12.2 Use Case (Informative) 


The intended purpose of this feature is to assist an administrator that uses several sets of Master passwords (for 
use in different deployments of devices). The administrator may maintain a mapping of actual Master passwords 
and a corresponding Identifier. When an administrator sets a Master password, the corresponding Master 
Password Identifier may be also set. 


When the time comes to redeploy a device for which a User password had been set (and subsequently lost), the 
administrator needs to Know which Master password is actually valid for this individual device. Since the device 
never reveals the Master password but does reveal the Identifier, the administrator may obtain a hint as to which 
Master password was previously set. 


4.20.12.3 Requirements 
The device shall maintain a 2-byte host vendor-specific data value associated with the Master Password. 
The Master Password Identifier does not indicate whether a Master Password exists or is valid. 


Support for this feature is reported in the IDENTIFY DEVICE or IDENTIFY PACKET DEVICE data in word 92. 
Valid identifiers are 0001h through FFFEh. A value of 0000h or FFFFh indicates that this feature is not 
supported. 


If the device supports this feature, 


a) The device shall store a non-volatile identifier field with the stored Master password. The identifier is 
maintained for the benefit of the host. The value is not modified by the device. 
b) Prior to first use, the initial Master Password Identifier shall be set to FFFEh by the manufacturer. 
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4.21 SMART (Self-monitoring, analysis, and reporting technology) feature set 
4.21.1 Overview 


The intent of self-monitoring, analysis, and reporting technology (the SMART feature set) is to protect user data 
and minimize the likelihood of unscheduled system downtime that may be caused by predictable degradation 
and/or fault of the device. By monitoring and storing critical performance and calibration parameters, SMART 
feature set devices attempt to predict the likelinood of near-term degradation or fault condition. Providing the 
host system the knowledge of a negative reliability condition allows the host system to warn the user of the 
impending risk of a data loss and advise the user of appropriate action. Support of this feature set is indicated in 
the IDENTIFY DEVICE data. 


Devices that implement the PACKET feature set shall not implement the SMART feature set. 
4.21.2 Device SMART data structure 


SMART feature set capability and status information for the device are stored in the device SMART data 
structure. The off-line data collection capability and status data stored herein may be useful to the host if the 
SMART EXECUTE OFF-LINE IMMEDIATE command is implemented (see 7.53.5). 


4.21.3 Background data collection 


Collection of SMART data in the background shall have no impact on device performance. The SMART data that 
is collected or the methods by which data is collected in this mode may be different than those in the off-line data 
collection mode for any particular device and may vary from one device to another. 


4.21.4 Off-line/Captive mode data collection 


The device shall use the off-line or captive mode for data collection and self-test routines that have an impact on 
performance if the device is required to respond to commands from the host while performing that data 
collection. This impact on performance may vary from device to device. The data that is collected or the 
methods by which the data is collected in this mode may be different than those in the background data collection 
mode for any particular device and may vary from one device to another. 


4.21.5 Threshold exceeded condition 


This condition occurs when the device’s SMART reliability status indicates an impending degrading or fault 
condition. 


4.21.6 SMART feature set commands 


These commands use a single command code and are differentiated from one another by the value placed in the 
Feature field (see 7.53). 


If the SMART feature set is implemented, the following commands shall be implemented: 


a) SMART DISABLE OPERATIONS 

b) SMART ENABLE/DISABLE ATTRIBUTE AUTOSAVE 
c) SMART ENABLE OPERATIONS 

d) SMART RETURN STATUS 


If the SMART feature set is implemented, the following commands are optional: 


a) SMART EXECUTE OFF-LINE IMMEDIATE 
b) SMART READ DATA 

c) SMART READ LOG 

d) SMART WRITE LOG 


4.21.7 SMART operation with power management modes 


When used with a host that has implemented the Power Management feature set, a SMART enabled device 
should automatically save the device accumulated SMART data upon receipt of an IDLE IMMEDIATE, 
STANDBY IMMEDIATE, or SLEEP command or upon return to an Active or Idle mode from a Standby mode (see 
7.53.6). 
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If a SMART feature set enabled device has been set to use the Standby timer, the device should automatically 
save the device accumulated SMART data prior to going from an Idle mode to the Standby mode or upon return 
to an Active or Idle mode from a Standby mode. 


A device shall not execute any routine to automatically save the device accumulated SMART data while the 
device is in a Standby or Sleep mode. 


4.21.8 SMART device error log reporting 


Logging of reported errors is an optional SMART feature. If error logging is supported by a device, it is indicated 
in byte 370 of the SMART READ DATA command response and IDENTIFY DEVICE DATA word 84 bit 0. If error 
logging is supported, the device shall provide information on the last five errors that the device reported as 
described in the SMART READ LOG command (see 7.53.7). The device may also provide additional vendor 
specific information on these reported errors. 


If error logging is supported, it shall not be disabled when SMART is disabled. Error log information shall be 
gathered when the device is powered-on except that logging of errors when in a reduced power mode is optional. 
If errors are logged when in a reduced power mode, the reduced power mode shall not change. Disabling 
SMART shall disable the delivering of error log information via the SMART READ LOG command. 


The SMART error logs are: the Summary Error Log, the Comprehensive Error Log and the Extended 
Comprehensive Error Log. 


4.22 Software Settings Preservation (SSP) 


When a device is enumerated, software configures the device using SET FEATURES and other commands. 
These software settings are often preserved across software reset but not necessarily across hardware reset. In 
Parallel ATA, only commanded hardware resets occur, thus legacy software only reprograms settings that are 
cleared for the particular type of reset it has issued. In Serial ATA, COMRESET is equivalent to hard reset and a 
non-commanded COMRESET may occur if there is an asynchronous loss of signal. Since COMRESET is 
equivalent to hardware reset, in the case of an asynchronous loss of signal some software settings may be lost 
without legacy software knowledge. In order to avoid losing important software settings without legacy driver 
knowledge, the software settings preservation ensures that the value of important software settings is maintained 
across a COMRESET. Software settings preservation may be enabled or disabled using SET FEATURES with a 
Count field of O6h. If a device supports software settings preservation, the feature shall be enabled by default. 
See SATA 2.6 for more information. 
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The software settings that shall be preserved across COMRESET are listed below. The device is only required to 
preserve the indicated software setting if it supports the particular feature/command the setting is associated 
with. 


Table 14 — Preserved Feature Sets and Settings 


Capability | Preserved Setting 
INITIALIZE DEVICE PARAMETERS | - Obsolete Command - 


Security Mode | Preserved the Current Security State as defined in the security state 
transition diagram 


Standby Timer | Preserved the setting for the standby timer 


Read/Write Stream Error Logs | Preserve the contents of these logs 


Security Unlock Counter | Preserve the contents of the failed attempts counter 


SET MAX ADDRESS (EXT) | Current maximum address 
Write Cache enable/disable | Enabled or Disabled 


EnabledorDiableg 


4.23 Streaming feature set 


4.23.1 Streaming feature set overview 


The Streaming feature set is an optional feature set that allows a host to request delivery of data within an 
allotted time, placing a priority on the time to transfer the data rather than the integrity of the data. This feature 
set is defined to satisfy the requirements for AV type applications. While processing commands in the Streaming 
feature set, devices may execute background tasks so long as the specified command processing time limits for 
the commands are met. The Streaming feature set only defines commands that use 48-bit addressing. 


Commands in the Streaming feature set are prohibited from use in devices that implement the PACKET feature 
set. 


CONFIGURE STREAM 
READ STREAM EXT 
WRITE STREAM EXT 
READ STREAM DMA EXT 
WRITE STREAM DMA EXT 
READ LOG EXT 

WRITE LOG EXT 

READ LOG DMA EXT 
WRITE LOG DMA EXT 
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Editor’s Note 7: The introductory sentence for this list was removed by comment review in 607139. It 
said “A device that implements the streaming feature set shall implement these commands:” | am not 
sure why we removed this... 


Support of the Streaming feature set is indicated in IDENTIFY DEVICE data word 84 bit 4. 
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4.23.2 Streaming commands 
4.23.2.1 Streaming command overview 


The CONFIGURE STREAM command is used by a host to define the properties of a stream to assist the device 
in configuring its caching for best performance. The Stream Identifier (Stream ID) in the CONFIGURE STREAM 
command is used by the host to specify the number of the stream to which the operating parameters in the 
command apply. Up to a total of eight streams may be configured. The Stream ID may be used by the device to 
configure its resources to support the streaming requirements of the AV content. 


A host may use both READ STREAM and WRITE STREAM commands to access any stream. 


The Default Command Completion Time Limit (Default CCTL) provides a method for a host to set the time limit 
for a device to process READ STREAM and WRITE STREAM commands (see 7.9.3.4). If the host does not use 
a CONFIGURE STREAM command to set Default CCTL, the host may specify the time limit for command 
processing by using the Command Completion Time Limit (CCTL) in each READ STREAM or WRITE STREAM 
command, where the time limit is effective for that command only (see 7.37.3.2). Each stream may be 
configured for with different command completion time limits by each CONFIGURE STREAM command. 


The READ STREAM and WRITE STREAM commands may access any user LBA on a device. These 
commands may be interspersed with commands not in the Streaming feature set, but, if commands not in the 
Streaming feature set are interspersed with READ STREAM or WRITE STREAM commands, there may be an 
impact on performance due to the unknown time required to complete the commands not in the Streaming 
feature set. 


READ STREAM or WRITE STREAM commands should be issued using a specified minimum number of logical 
sectors to be transferred per command. This number is the Stream Minimum Request Size indicated in 
IDENTIFY DEVICE data word 95. The transfer length of a request should be a multiple of the minimum number 
of logical sectors per transfer. 


4.23.2.2 Flush bit 


The Flush bit (Flush) in the WRITE STREAM commands (see 7.75.3.3) specifies that the device flushes all 
volatile cache data for the specified stream to the media before command completion. If a host requests flushes 
at times other than the end of each Allocation Unit ((see 7.9.3.5), streaming performance may be degraded. The 
SET FEATURES command to enable and disable caching (see 7.48.4) may affect caching for commands in the 
Streaming feature set. 


4.23.2.3 Not Sequential bit 


The Not Sequential bit (NS) in the READ STREAM commands (see 7.37.3.4) specifies that the next READ 
STREAM command with the same Stream ID may not be sequential in LBA space. This information helps the 
device with pre-fetching decisions. 


4.23.2.4 Read Continuous bit 


The Read Continuous bit (RC) in the READ STREAM commands (see 7.37.3.3) specifies that the device shall 
transfer the requested amount of data to the host within the time specified by Default CCTL or CCTL even if an 
error occurs. The data sent to the host by the device in an error condition is vendor specific. 


4.23.2.5 Write Continuous bit 


The Write Continuous bit (WC) in the WRITE STREAM commands (see 7.75.3.2) specifies that the device shall 
transfer the requested amount of data to the host within the time specified by Default CCTL or CCTL even if an 
error occurs. If the device is unable to resolve an error within the time specified by Default CCTL or CCTL, the 
erroneous section on the media may be unchanged or may contain undefined data. A future read of this area 
may not report as an error, even though the data is erroneous. 


4.23.2.6 Handle Streaming Error 


The Handle Streaming Error feature allows a device to continue its error recovery sequence for a stream from 
where it left off earlier. The Handle Streaming Error feature is vendor-specific and may be always enabled in 
devices conforming to this standard. 
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4.23.2.7 Streaming Logs 


A device implementing the Streaming feature set shall implement a Read Stream Error Log (see A.11) and a 
Write Stream Error Log (see A.16). These logs are accessed by a host via the READ LOG EXT command (see 
7.29). 


The Read Stream and Write Stream Error logs are 512 bytes in length. The Read Stream Error log retains the 
last 31 errors that occurred during any READ STREAM command. The Write Stream Error log retains the last 31 
errors that occurred during any WRITE STREAM command. The information included in the error logs is volatile 
and is not maintained by a device after the device processes a power-on reset or a hard reset, or after the device 
enters the Sleep mode. 


4.24 Tagged Command Queuing (TCQ) feature set 
4.24.1 Overview 


The optional TCQ feature set allows devices that require extended command time to perform a release so that 
the other device on the bus may be used. See the appropriate transport standard for the transport specific 
elements of service and release. 


When the TCQ feature set is supported, the following commands shall be implemented: 


a) NOP 

b) READ DMA QUEUED 
c) SERVICE 

d) WRITE DMA QUEUED 


When the TCQ feature set and the 48-bit feature set are both supported, the following commands shall be 
implemented: 


a) READ DMA QUEUED EXT 
b) WRITE DMA QUEUED EXT 
c) WRITE DMA QUEUED FUA EXT 


For the READ DMA QUEUED, READ DMA QUEUED EXT, WRITE DMA QUEUED, WRITE DMA QUEUED EXT, 
and WRITE DMA QUEUED FUA EXT commands, the device may perform a release. If the device is ready to 
complete execution of one of these commands, the device may complete the command without performing a 
release. If the device is not ready to complete execution of the command, the device may perform a release and 
complete the command via a service request. 


If a device has an outstanding command and has performed a release, the device indicates that service is 
required only when the device is selected. If there is more than one device in a domain that has an outstanding 
command and has performed a release, then the host polls each device to determine if it is requesting service. 
To minimize host processor overhead, an application client may initiate hardware polling in a host adapter that 
supports it by issuing the NOP command with the NOP Auto Poll subcommand (see 7.21). 


An application client may test whether or not the host adapter supports hardware polling by issuing the NOP 
command with the NOP Auto Poll subcommand and checking the response as follows: 


a) Ifthe host adapter does not support hardware polling, it transmits the NOP command with the NOP Auto 
Poll subcommand to the device and returns the response from the device. The device terminates the 
command with the ABRT bit set to one and the ERR bit set to one. (see 7.21); and 


NOTE 2 — This flushes the volatile write cache to the non-volatile media, but does not abort any TCG 
queued commands (see 7.21). 


b) Ifthe host adapter does support hardware polling, the host adapter does not transmit the command to 
the device. Instead, it initiates hardware polling and generates a response with the ABRT bit set to one 
and the ERR bit cleared to zero (see 7.21). 


4.24.2 Queueing 


The queueing allows the host to issue concurrent commands to the same device. The queue contains all 
commands for which command acceptance has occurred but command completion has not occurred. If a queue 
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exists when a non-queued command is received (except NOP Auto Poll), the non-queued command shall be 
command aborted and the commands in the queue shall be discarded. The ending status shall be command 
aborted and the results are indeterminate. 


The maximum queue depth supported by a device shall be indicated in IDENTIFY DEVICE data word 75 or 
IDENTIFY PACKET DEVICE data word 75. 


A queued command shall have a Tag provided by the host in the Count field to uniquely identify the command. 
When the device restores command parameters during the execution of the SERVICE command, this Tag shall 
be restored so that the host may identify the command for which status is being presented. A Tag value may be 
any value between 0 and 31, regardless of the queue depth supported. If a queued command is issued with a 
Tag value that is identical to the Tag value for a command already in the queue, the device shall stop processing 
commands in the queue and remove them from the queue. The ending status shall be command aborted and 
the results are indeterminate. If any error occurs, the device shall stop processing commands in the queue and 
remove them from the queue. 


When the device is ready to continue the processing of a released command, the device requests service by 
setting SERV to one. SERV shall remain set until all commands ready for service have been serviced. When 
the device is ready to continue the processing of a released command the device requests service by setting 
SERV to one. SERV shall remain set until all commands ready for service have been serviced. 


When the device receives a new command while queued commands are ready for service, the device shall 
execute the new command per the protocol for the new command. If the queued commands ready for service 
still exist at command completion of this command, SERV remains set to one. 


When reading status at command completion of a command, the host should check the SERV bit since the 
SERV bit may be set because the device is ready for service associated with another command. 


4.25 Trusted Computing feature set 


The Trusted Computing feature set provides a interface between a horizontal security product embedded in 
devices whose behavior may be authorized via interaction with a trusted host system. 


These commands are prohibited for use by devices that implement the PACKET feature set. 


This feature set defines two data-in commands (TRUSTED RECEIVE and TRUSTED RECEIVE DMA) and two 
data-out commands (TRUSTED SEND and TRUSTED SEND DMA). These commands provide for variable 
length data transfers. 


TRUSTED SEND and TRUSTED SEND DMA may be used interchangeably. They only differ by the type of data 
transport protocol used (PIO vs. DMA). Similarly, TRUSTED RECEIVE and TRUSTED RECEIVE DMA are 
interchangeable. 


The IDENTIFY DEVICE command indicates whether or not this feature set is supported. 


The DEVICE CONFIGURATION OVERLAY (SET) command offers a mechanism to remove support for the 
feature set. 


The data streams and subsequent actions resulting from these commands are defined by the security protocol 
identified in the command parameters. These protocols may be defined by groups outside of T10 and T13. The 
intent is to standardize the data content so it is identical across both ATA and SCSI interfaces. 

4.26 Write-Read-Verify feature set 

The optional Write-Read-Verify feature set allows a host to control Read After Write behavior in a device. 

This feature set is available for all devices. 


To enable or disable the feature of Write/Read/Verify, the host may execute a SET FEATURES command with 
one of two subcommand codes. 


It is possible that the device may experience a performance degradation when the Write-Read-Verify feature is 
enabled. 


These commands are affected by this feature: 
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WRITE DMA 
WRITE DMA EXT 

WRITE DMA FUA EXT 

WRITE DMA QUEUED 

WRITE DMA QUEUED EXT 
WRITE DMA QUEUED FUA EXT 
WRITE MULTIPLE 

WRITE MULITIPLE EXT 

WRITE MULTIPLE FUA EXT 
WRITE SECTOR(S) 

WRITE SECTOR(S) EXT 


See 7.48.10 for a description of device behavior when this feature set is supported and enabled. 


The IDENTIFY DEVICE or IDENTIFY PACKET DEVICE command shall reflect the supported and enabled or 
disabled state of the feature set. 
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If the volatile write cache is enabled, the device may report status to the Host before writing the data to the 
non-volatile media. When the device's volatile write cache is enabled, the device may report “good” status to the 
host even if the data is in the device volatile write cache and not written and verified to the non-volatile media. 
This is important to reduce the performance degradation when the Write-Read-Verify function is enabled. 


If the Write-Read-Verify feature is disabled, or if the device has already verified the maximum number of logical 
sectors configured for this feature set, then no further action shall be taken. 


After the device has written the sectors to the non-volatile media, it shall attempt to read (Verify) those same 
sectors. A read from the non-volatile media shall be performed before verification. The verification of sectors is 
defined as vendor specific. 


If an unrecoverable error condition is encountered by the device during the write, read, or verify operation, the 
device shall set the DF bit. See 6.1.3 for details on the DF bit operation. 
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5 ATA Protocols 


ATA Protocols are fully described in the transport documents. The protocols listed here shall be implemented by 
all transports that use ATA8-ACS commands. The following list of protocols are described in ATA8-AAM and the 
implementation is described in the applicable transport standard. 


Non-data Command Protocol 

PIO data-in Command Protocol 

PIO data-out Command Protocol 

DMA Command Protocol 

Packet Command Protocol 

DMA Queued Command Protocol 

Execute Device Diagnostic Command Protocol 
Device Reset Command Protocol 
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6 Status and Error fields 


6.1 Status field 
6.1.1 Busy (BSY) bit 


Status bit 7. The BSY bit is transport dependent. Refer to the applicable transport standard for the usage of the 
BSY bit. 


6.1.2 Error (ERR) bit 
Status bit 0. The ERR bit shall be set to one if any bit in the Error field (see 6.2) is set to one. 
6.1.3 Device Fault (DF) bit 


Status bit 5. If the device enters a condition where continued operation may affect user data integrity (e.g., failure 
to spin-up properly, or no spares remaining for reallocation.), the device shall set the DF bit to one and no longer 
accept commands. This condition is only cleared by power cycling the drive. Once the DF bit has been cleared 
it may remain clear until a command that affects user data integrity is received by the device. 


6.1.4 Device Ready (DRDY) bit 


Status bit 6. The DRDY bit is transport dependent. Refer to the applicable transport standard for the usage of 
the DRDY bit. 


6.1.5 Data Request (DRQ) bit 


Status bit 4. The DRQ bit is transport dependent. Refer to the appropriate transport standard for the usage of 
the DRQ bit. 


6.1.6 Deferred Write Error (DWE) bit 


Status bit 4. The DWE bit shall be set to one if an error was detected in a deferred write to the media for a 
previous WRITE STREAM DMA EXT or WRITE STREAM EXT command. This error is from a previously issued 
command. If the DWE bit is set to one, the location of the deferred error is only reported in the Write Stream 
error log. 


6.1.7 Service (SERV) bit 


Status bit 4. The SERV bit shall be cleared to zero when no other queued command is ready for service. the 
SERV bit shall be set to one when another queued command is ready for service. The SERV bit shall be set to 
one when the device has prepared this command for service. If TCQ is not supported, the SERV bit is command 
specific. 


6.1.8 Stream Error (SE) bit 


Status bit 5. The SE bit is set to one if an error occurred during the processing of a command in the Streaming 

feature set and either the Read Continuous (RC) bit is set to one ina READ STREAM command (see 7.37.3.3) 
or the Write Continuous (WC) bit is set to one ina WRITE STREAM command (see 7.75.3.2). When the SE bit 
is set to one, the value returned in the LBA bits (47:0) contains the address of the first logical sector in error, and 
the Count field contains the number of consecutive logical sectors that may contain errors. If the RC bit is set to 
one ina READ STREAM command or the WC bit is set to one a WRITE STREAM command, and ICRC, UNC, 

IDNF, ABRT, or CCTO is set to one (see 6.3), then the SE bit is set to one, the ERR bit is cleared to zero, and the 
error information (e.g., bits set in the Error field) is saved in the appropriate Read Stream or Write Stream Error 

log. 

6.1.9 Transport Dependent (TD) 


All bits and fields that are labelled transport dependent are defined in the transport standards. For example, 
ATA/ATAPI-7 defines the status bits BSY, DRDY, and DRQ. These bits are documented in the transport 
standards. Although all of the commands in this standard use BSY=0, DRDY=1 and DRQ=0 to specify that the 
device is ready to accept a command and to specify that a command is complete, they are processed differently 
in the various transport standards. 
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6.2 Error field 
6.2.1 Abort (ABRT) bit 


Error bit 2. An ABRT bit set to one indicates the command was aborted. An ABRT bit cleared to zero indicates 
the command was not aborted. 


Each command description indicates the conditions under which the command is terminated with the ABRT bit 
set to one (e.g., the device is not able to complete the action requested by the command). ABRT is set to one 
when the device chooses not to return IDNF (see 4.10.3 and 6.2.4). ABRT is set to one if an unsupported 
command is received (see 7.new). 


6.2.2 Command Completion Time Out (CCTO) bit 

Error bit 0. The CCTO bit shall be set to one if a Command Completion Time Limit Out error has occurred. 
6.2.3 End of Media (EOM) bit 

Error bit 1. The operation of the EOM bit is specific to the SCSI command set implemented by ATAPI devices. 
6.2.4 ID Not Found (IDNF) bit 


Error bit 4. The IDNF bit shall be set to one if a user-accessible address was not found. The IDNF bit shall be set 
to one if an address outside of the range of user-accessible addresses is requested when command aborted is 
not returned (see 4.11.3 and 6.2.1). 


6.2.5 Illegal Length Indicator (ILI) bit 
Error bit 0. The operation of the ILI bit is specific to the SCSI command set implemented by ATAPI devices. 
6.2.6 Interface CRC (ICRC) bit 


Error bit 7. The ICRC bit shall be set to one if an interface CRC error has occurred during an Ultra DMA data 
transfer. The content of the ICRC bit may be applicable to Multiword DMA and PIO data transfers. 


6.2.7 Media Error (MED) bit 
Error bit 0. The MED bit shall be set to one if a media error is detected. 
6.2.8 Sense Key field 


Error bits (7:4) The operation of this four bit field is specific to the SCSI command set implemented by ATAPI 
devices. 


6.2.9 Uncorrectable Error (UNC) bit 
Error bit 6. The UNC bit shall be set to one if data is uncorrectable. 
6.2.10 Attempted Partial Range Removal (APRRR) bit 


Error bit0. The APRRR bit shall be set to one if the REMOVE LBA(S) FROM NV CACHE PINNED SET 
command (see 7.20.9) attempted to unpin part of a previously defined NV Cache command range. 


6.2.11 Insufficient NV Cache space (INCS) bit 


Error bit 0. The INCS bit shall be set to one of there is not enough NV Cache to satisfy the ADD LBA(S) TO NV 
CACHE PINNED SET command (see 7.20.3) 


6.2.12 Insufficient LBA Range Entries Remaining (ILRER) bit 

Error bit 1. The device has run out of space to store LBA ranges for ADD LBA(S) TO NV CACHE PINNED SET 
command (see 7.20.3). 

6.3 Interrupt Reason field 

6.3.1 Command/Data (C/D) bit 


Count bit 0. The C/D bit shall be cleared to zero if the transfer is data, otherwise the C/D bit shall be set to one. 
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6.3.2 Input/Output (I/O) bit 


Count bit 1. The I/O bit shall be cleared to zero if the transfer is to the device (O). Shall be set to one if the 
transfer is to the host (1). 


6.3.3 NCQ Tag field 


Count bits (7:3). If the device supports NCQ, the NCQ Tag field shall contain the NCQ Tag value for the NCQ 
command. A NCQ Tag value may be any value that does not exceed IDENTIFY DEVICE data word 75 (see 
7.16.7.30). 


6.3.4 Release (REL) bit 


Count bit 2. The REL bit shall be set to one if a command has been accepted but not completed and the device 
is ready to accept another command. 


6.3.5 Tag field 


Count bits (7:3). If the TCQ feature set is enabled then this field contains the Tag value for the command. A Tag 
value may be any value between 0 and 31 regardless of the queue depth supported. 
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7 Command Descriptions 


7.1 Overview 
7.1.1 Introduction 


In ATA/ATAPI-7, commands were described by indicating how Features, Sector Count, LBA Low, LBA Mid, LBA 
High, Device, and Command registers are initialized. The ATA command sets have become popular on many 
transports in addition to the APT (Parallel) transport. ATA8-ACS has abstracted the parameter and return values 
into a data structure for each command. This allows any transport that uses ATA8-ACS to provide a mapping of 
the values in the abstracted data structure to the elements of the transport that accept command parameters and 
return command completion values. 


The basic structure of an ATA8 command has Feature, Count, LBA, Device and Command fields. These fields 
all reside in the Command Structure. Fields length are fixed at either 8, 16, or 48 bits. When a command only 
uses 8 bits of a 16 bit field, or 28 bits of a 48 bit field, the unused bits are marked “shall be cleared to zero”. 


ATA8-ACS describes the ATA command set in a transport independent fashion. Each command is defined by a 
series of subclauses as described in 7.1.2 through 7.1.9. 


7.1.2 Command Name - Command Code [/Feature Code], Command Protocol 


The heading for each command starts with the name of the command. The name is followed by “-” and then the 
command code and protocol used to execute the command. 


An example heading reads: 
READ SECTOR(S) - 20h, PIO data-in 


The name of the command is “READ SECTOR(S)”. The command code is 20h. The protocol used to transfer 
the data is PIO data-out. 


Protocols are generically defined in ATA8-AAM. The transport protocol standards define how they support each 
of the protocols. 


7.1.3 Feature Set 


The feature set subclause for each command lists the feature sets (see clause 4) which list this command as 
optional or mandatory. 


A sample feature set section reads: 

Feature Set 

This command is mandatory for all devices implementing the General feature set. 
7.1.4 Description 


Each command starts with a description. This description contains information regarding the feature set, if the 
command is optional or mandatory, and any prerequisites that may be required before the command is executed. 
A sample description reads: 


Description 


This command reads from 1 to 256 logical sectors as specified in the Count field. A count of 0 requests 256 
logical sectors. The transfer shall begin at the logical sector specified in the LBA field. 


7.1.5 Inputs 
7.1.5.1 Inputs for 28-bit Read/Write Commands 


All commands require inputs. Inputs are specified in the Command Structure. A generic command structure for 
28-bit commands is listed below. The description field shows how the fields mapped to ATA/ATAPI-7 registers. 
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[Word [Name [es ipion 


00h Feature In ATA/VATAPI-7 this was the Feature register. Each transport standard shows how the 
Feature field is mapped for proper functionality. The transport documents also show 
how 28-bit commands are mapped differently from 48-bit commands. 


Count In ATA/ATAPI-7 this was the Sector Count register. Each transport standard shows 
how the Count field is mapped for proper functionality. The transport documents also 


show how 28-bit commands are mapped differently from 48-bit commands. 


LBA In ATA/ATAPI-7 this was the LBA Low, LBA Mid, LBA High, and 
Device (3:0) Registers. For many commands this is the address 
04h of first logical sector to be transferred. Bits 47:28 shall be cleared 
to zero for 28 bit commands. Each transport defines how these 

cain 48-bits are mapped to the appropriate fields or registers. 

05 Device In ATA/ATAPI-7 this was the Device register. This standard includes bits 3:0 of the 
ATA/ATAPI-7 Device register as a part of the LBA field. Each transport standard 
shows how the Device field bits 7:4 are mapped for proper functionality 

Bit 7:0 - The command number goes here. 
The Feature, Count, and Command fields are 16 bit fields where bits 15:8 shall be cleared to zero. The LBA field 


is 48 bits where bits 47:28 shall be cleared to zero. The command field shall always be represented as an 8-bit 
value. 


7.1.5.2 Inputs for 48-bit Read/Write Commands 


All commands require inputs. Inputs are specified in the Command Structure. A generic command structure for 
48-bit commands is listed below. The description field shows how the fields mapped to ATA/ATAPI-7 registers. 


Name — 

Feature In ATA/ATAPI-7 this was the Feature Current and Previous registers. Each transport 
| a [standard stows how te Feature Feld smanoed for proper freon. 
Count In ATA/ATAPI-7 this was the Count Current and Previous registers. Each transport 

[en standard shows how the Count field is mapped for proper functionality. 


LBA (MSB) In ATA/ATAPI-7, this are the LBA Low, LBA Mid, LBA High both 
Current and Previous registers. For many commands this is the 
address of first logical sector to be transferred. Each transport 


defines how these 48-bits are mapped to the appropriate fields or 
registers. 


In ATA/ATAPI-7 this was the Device register. Each transport standard shows how the 


Device field is mapped for proper functionality. 
The command number goes here. 


The Feature, and Count, fields shall be 16 bit values; the LBA field shall be a 48-bit value. The command field 
shall always be represented as an 8-bit value. 


7.1.6 Normal Outputs 


Many of the commands have a Normal Outputs description that looks exactly like the one shown below. A 
command with Normal Outputs has no error, this field is reserved in every command. Count and LBA may be 
reserved. In some commands these fields have return parameters on successful command completion. The 
status field shows the Device Fault bit and the Error bit. Bits 7,6, and 3 are marked Transport Dependent in 
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many of the Normal Outputs. These bits correspond to Busy, Device Ready, and Device Request in 
ATA/ATAPI-7 and are transport specific in their operation. 


[Word Name [Bs ptf 


O5h 


Description 
Reserved 
Transport Dependent - See 6.1.9. 


Device Fault - See 6.1.3 

N/A 

Transport Dependent - See 6.1.9. 
N/A 

N/A 

Error - See 6.1.2 
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7.1.7 Error Outputs 


The Error Outputs subclause shows the Error, Count, LBA and Status fields. An Error Output occurs when a bit 
in the Status field indicates that an error has occurred. Examples of status bits that indicate and error has 
occurred include Error, Device Fault, Stream Error, etc. If the Error bit is set to one, the Error field shall indicate 
the type of Error that occurred. 


Wend Nene Seto 


Error 
Description 

: Reserved 
Interface CRC - See 6.2.6 
Uncorrectable Error - See 6.2.9 
Obsolete 
ID Not Found - See 6.2.4 
Obsolete 
Abort - See 6.2.1 
Obsolete 
Obsolete 


| 02h | LBA Address of first unrecoverable error. 


Bits 47:28 shall be cleared to zero. 


eee 
Status 
Description 
: Reserved 

: Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 
N/A 
Transport Dependent - See 6.1.9. 

: N/A 
Error - See 6.1.2 


7.1.8 Input Data Structure 


Some commands, such as IDENTIFY DEVICE or DEVICE CONFIGURATION SET, return a data structure to the 
host. This data structure is referred to as an input data structure and is documented following the Error Outputs 
subclause. 


7.1.9 Output Data Structure 


Some commands, such as DEVICE CONFIGURATION SET or SECURITY SET PASSWORD, accept a data 
structure from the host. This data structure is referred to as an Output Data Structure and is documented 
following the Error Outputs subclause. 


7.1.10 Unsupported commands 


The host should not issue commands that are indicated as not supported. If the device receives an unsupported 
command, it shall respond with command aborted as described in table 139. 
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7.2 CFA ERASE SECTORS - COh, non-data 
7.2.1 Feature Set 


This command is mandatory for devices implementing the CFA feature set. This command code is Vendor 
Specific for devices not implementing the CFA feature Set. 


7.2.2 Description 


This command pre-erases and conditions from 1 to 256 logical sectors as specified in the Count field. This 
command should be issued in advance of a CFA WRITE SECTORS WITHOUT ERASE or a CFA WRITE 
MULTIPLE WITHOUT ERASE command to increase the execution speed of the write operation. 


7.2.3 — 


— Reserved eee 


ee os Nannie of TOGISST SGGSTS TS ES SGSSE-E-VSIGS GT OOF SESGTIES THAT TES SiG of logical sectors to be erased. A value of 00h specifies that 256 logical 
aaSey are to be erased. 


Address of first logical sector to be erased. 


Hoar Bits 47:28 shall be cleared to zero. 


05h Device 
Bit Description 
15 Obsolete 
14 Shall be set to one 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


702i 


7.2.4 Normal Outputs 
See table 85. 

7.2.5 Error Outputs 
See table 106. 
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7.3 CFA REQUEST EXTENDED ERROR CODE - 03h, non-data 
7.3.1 Feature Set 

This command is mandatory for devices implementing the CFA feature set. 
7.3.2 Description 


This command provides an extended error code which identifies the cause of an error condition in more detail 
than is available with Status and Error field values. The CFA REQUEST EXTENDED ERROR CODE command 
shall return an extended error code (see table 15) if the previous command completed with an error or a no error 
detected extended error code if the previous command completed without error. 


7.3.3 Inputs 


00h N/A 
[oh] 
eR 


Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7.0-OSh 


7.3.4 Normal Outputs 
See table 84. 


Table 15 — Extended error codes 


Extended 
Description 
error code 
| 00h | | No error detected/no additional information = error detected / no additional information 
———ee—e——ese_—e_cee test passed 
03h | Write / Erase failed 
O5h | Self-test or diagnostic failed 


Vendor specific 


OCh | Corrupted media format 
OD-OFh | Vendor specific 


ID Not Found / ID Error 


11h | Uncorrectable ECC error 


14h | ID Not Found 


18h | Corrected ECC error 
1Fh | Data transfer error / command aborted 
20h | Invalid command 
21h | Invalid address 
22-23h | Vendor specific 
27h | Write protect violation 


Address overflow (address too large) 
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Table 15 — Extended error codes 


Extended Description (Continued) 
error code 
30-34h | Self-test or diagnostic failed 


35h, 36h | Supply or generated voltage out of tolerance 
37h, 3Eh | Self-test or diagnostic failed 


38h | Corrupted media format 
39h | Vendor specific 
| SAN | | Sparesectorsexhausted  —ssssi‘“‘isis*” sectors exhausted 


aero 3Ch, ee eee media format 
3Fh 


| = 3Dh | Vendor | Vendor specific eee 
a other See 
values 


7.3.5 Error Outputs 
See table 108. 
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7.4 CFA TRANSLATE SECTOR - 87h, PIO data-in 
7.4.1 Feature Set 


This command is mandatory for devices implementing the CFA feature set. This command code is Vendor 
Specific for devices not implementing the CFA feature Set. 


7.4.2 Description 


This command provides information related to a specific logical sector. The data indicates the erased or not 
erased status of the logical sector, and the number of erase and write cycles performed on that sector. Devices 
may return zero in fields that do not apply or that are not supported by the device. 


7.4.3 Inputs 


[Word [Name ———SSSSSSSS—Srseription SSCS 
NR 
N 
02h 
03h 
04h 
O5h 


| 02h | LBA (MSB ‘ 
Logical sector Address. 
| 93h | Bits 47:28 shall be cleared to zero. 


Device 


Bit Description 


15 Obsolete 

14 Shall be set to one 

13 Obsolete 

12 Transport Dependent - See 6.1.9 
11:8 Reserved 


70-87 


7.4.4 Normal Outputs 
See table 87. 
7.4.5 Output Data Structure 


512 bytes of data are transferred to the host (see table 16). 
Table 16 — CFA TRANSLATE SECTOR data 


Obsolete 
LBA bits (23:16) 
05h | LBA bits (15:8) 
O6h | LBA bits (7:0) 
07h-12h | Reserved 


13h | Logical sector erased flag (FFh = erased; 00h = not erased) 
14h-17h | Reserved 

18h | Logical sector write cycles count bits (23:16) 

19h | Logical sector write cycles count bits (15:8) 

1Ah | Logical sector write cycles count bits (7:0) 


TER-IFFA 


7.4.6 Error Outputs 
See table 108. 


82 Working Draft AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 


May 21, 2007 T13/1699-D Revision 4a 


7.5 CFA WRITE MULTIPLE WITHOUT ERASE - CDh, PIO data-out 
7.5.1 Feature Set 

This command is mandatory for devices implementing the CFA feature set. 

7.5.2 Description 


This command is similar to the WRITE MULTIPLE command. Interrupts are not generated on every logical 
sector, but on the transfer of a block that contains the number of logical sectors defined by the SET MULTIPLE 
MODE. 


Command execution is identical to the WRITE MULTIPLE operation except that the logical sectors are written 
without an implied erase operation. The logical sectors should be pre-erased by a preceding CFA ERASE 
SECTORS command. 


If bit 8 of IDENTIFY DEVICE data word 59 is cleared to zero, and a CFA WRITE MULTIPLE WITHOUT ERASE 
command is received by the device, and no successful SET MULTIPLE MODE command has been processed 
by the device, the device shall return command aborted. A successful SET MULTIPLE MODE command should 
precede a CFA WRITE MULTIPLE WITHOUT ERASE command. 


7.5.3 Inputs 


= 
(aT 


a Count Number of  NUTHDGY GT TOGIGAT SGSSTS To BS VRSGHEE- WAU ST OOK SESHESTACISG GCA sectors to be transferred. A value of 00h specifies that 256 logical 
acEy are to be transferred. 


Starting logical sector address to be written. 


Haar Bits 47:28 shall be cleared to zero. 


05h Device 
Bit Description 
15 Obsolete 
14 Shall be set to one 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7.5.4 Normal Outputs 
See table 87. 
7.5.5 Error Outputs 


An unrecoverable error encountered during execution of this command results in the termination of the 
command. The command returns the address of the logical sector where the first unrecovered error occurred. 
The amount of data transferred is indeterminate. See table 107. 
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7.6 CFA WRITE SECTORS WITHOUT ERASE - 38h, PIO data-out 
7.6.1 Feature Set 

This command is mandatory for device implementing the CFA feature set. 

7.6.2 Description 


This command is similar to the WRITE SECTORS command. Command execution is identical to the WRITE 
SECTORS operation except that the logical sectors are written without an implied erase operation. The logical 
sectors should be pre-erased by a preceding CFA ERASE SECTORS command. 


7.6.3 — 


a 


os Count Number of NTIDGY GT TOGISAT SSGTS TS BS VARSSHSE- I VAIUE ST UOT SESSA ISOC sectors to be transferred. A value of 00h specifies that 256 logical 
ameey are to be transferred. 


Starting logical sector address to be written. 


Hoar Bits 47:28 shall be cleared to zero. 


05h Device 
Bit Description 
15 Obsolete 
14 Shall be set to one 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


703th 


7.6.4 Normal Outputs 
See table 87. 
7.6.5 Error Outputs 


An unrecoverable error encountered during execution of this command results in the termination of the 
command. The command returns the address of the logical sector where the first unrecovered error occurred. 
The amount of data transferred is indeterminate. See table 107. 
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7.7 CHECK MEDIA CARD TYPE - Dth, Non-data 

7.7.1 Feature Set 

This command is mandatory for devices implementing the Media Card Pass Through Command feature set. 
7.7.2 Description 


The CHECK MEDIA CARD TYPE command allows the host to determine if the device supports the Media Card 
Pass Through Command feature set. If the Enable bit in the Feature field is set to one, IDENTIFY DEVICE data 
word 87 bit 3 shall be set to one upon successful command completion. 


If the adapter supports the Media Card Pass Through Command feature set and the Enable bit of the Feature 
field is set to one, the adapter shall process any further Media Card Pass Through Command feature set 
commands. If the Enable bit is cleared to zero, the adapter shall not interpret the command codes D2 through 
D4 as the Media Card Pass Through Command feature set commands. 


If the adapter does not support the Media Card Pass Through Command feature set, or the host has disabled the 
Media Card Pass Through Command feature set mode by clearing the Enable bit to zero, the host should not 
send any further Media Card Pass Through Command feature set commands to the adapter. 


7.7.3 Inputs 


ee 


Feature 
Bit Description 
15:1 N/A 
0 Enable - Shall be set to one to enable the Media Card Pass Through 
Command feature set. Enable shall be cleared to zero to disable the 
Media Card Pass Through Command feature set. 


Pom] 
[oer Fe] R$ mimi$ $+ 


Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


70-Dir 


7.7.4 Normal Outputs 
See table 88. 

7.7.5 Error Outputs 
See table 109. 
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7.8 CHECK POWER MODE - E5h, Non-data 
7.8.1 Feature Set 


This command is mandatory for devices implementing the General feature set. This command is mandatory for 
devices implementing the PACKET feature set when power management is not implemented in the command 
set transmitted via the PACKET command. 


7.8.2 Description 


The CHECK POWER MODE command allows the host to determine the current power mode of the device. The 
CHECK POWER MODE command shall not cause the device to change power or affect the operation of the 
Standby timer. 


NOTE 3 — Elements of the device may be in transition to the reported state. 


7.8.3 Inputs 


[Name es rip 
OO ————— 
Reaec Pe 1 


Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7:0-ESh 


7.8.4 Normal Outputs 
See table 89. 

7.8.5 Error Outputs 
See table 108. 
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7.9 CONFIGURE STREAM - 51h, Non-data 

7.9.1 Feature Set 

This command is Mandatory for devices that implement the Streaming feature set. 
7.9.2 Description 


The CONFIGURE STREAM command specifies the operating parameters for a stream. A CONFIGURE 
STREAM command may be issued for each stream that is to be added or removed from the current operating 
configuration. 


7.9.3 Inputs 
7.9.3.1 Overview 


oe 


Feature 

it Description 
Add/Remove Stream (A/R) — See 7.9.3.2. 
Obsolete 

:11 Reserved 

:8 Stream ID - See 7.9.3.3. 

:0 Default Command Completion Time Limit (Default CCTL) - See 
7.9.3.4. 


| Oth | Allocation Unit — See 7.9.3.5 
[o2h-oah Pera | 8 Resend 


Device 
Bit Description 
15 Obsolete 
14 Shall be set to one 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


708th 


7.9.3.2 Add/Remove Stream (A/R) 


If A/R is set to one, then the device shall set the operating parameters for the stream as specified by this 
command. If A/R is cleared to zero, then the device shall clear the operating characteristics for the Stream ID 
specified by this command. If A/R is cleared to zero, then the other bits in Features are N/A. 


If A/R is set to one, the Stream ID was specified by a previous CONFIGURE STREAM command, and the current 
CONFIGURE STREAM command completes without error, then the operating parameters specified by the 
current CONFIGURE STREAM command shall replace the operating parameters specified by the previous 
CONFIGURE STREAM command for the stream. 


7.9.3.3 Stream Identifier (Stream ID) 


Stream ID specifies the stream to which the operating parameters in the command apply. There are eight 
possible streams total. A host may use both READ STREAM and WRITE STREAM commands to access any 
stream. 


7.9.3.4 Default Command Completion Time Limit (Default CCTL) 


If CCTL is cleared to zero fora READ STREAM or WRITE STREAM command (see 7.37.3.2) with the Stream ID 
specified in this command, then the device shall report command completion within 


(Default CCTL * (IDENTIFY DEVICE data words (99:98)) microseconds 
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The device shall measure the time before reporting command completion from command acceptance. 
7.9.3.5 Allocation Unit 

The Allocation Unit Size specifies the number of logical blocks a device should use for read look-ahead and 
write cache operations for the stream being configured. 


NOTE 4 — Setting the AU Size does not restrict or change command behavior. 


7.9.4 Normal Outputs 

See table 90. 

7.9.5 Error Outputs 

ABRT shall be set to one if any of the following are true: 


a) The device does not support the requested stream configuration; 

b) AJR is cleared to zero and the Feature field contains a Stream ID that has not been sent in a previous 
CONFIGURE STREAM command; 

c) The device does not support the requested Default CCTL; or 

d) The device does not support the Streaming feature set. 


See table 111 for the definition of other Error Outputs. 
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7.10 Device Configuration Overlay (DCO) 
7.10.1 DCO Overview 


Individual Device Configuration Overlay (DCO) feature set commands are identified by the value placed in the 
Feature field. Table 17 shows these Feature field values. 


Table 17 — Device Configuration Overlay Feature field values 


Commands 
COh | DEVICE CONFIGURATION RESTORE 
DEVICE CONFIGURATION FREEZE LOCK 


DEVICE CONFIGURATION IDENTIFY 
DEVICE CONFIGURATION SET 
OOR-BFR, CaR-FFA 
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7.10.2 DEVICE CONFIGURATION FREEZE LOCK - B1h/C1h, Non-data 

7.10.2.1 Feature Set 

This command is mandatory for devices implementing the Device Configuration Overlay feature set. 
7.10.2.2 Description 


The DEVICE CONFIGURATION FREEZE LOCK command prevents accidental modification of the Device 
Configuration Overlay settings. After successful execution of a DEVICE CONFIGURATION FREEZE LOCK 
command, all DEVICE CONFIGURATION SET, DEVICE CONFIGURATION FREEZE LOCK, DEVICE 
CONFIGURATION IDENTIFY, and DEVICE CONFIGURATION RESTORE commands shall be aborted by the 
device. A device shall be in the DCO factory_config state (see 4.14) after processing a power-on reset. A device 
shall not change Device Configuration Overlay states as the result of processing a hardware reset or a software 
reset. 


7.10.2.3 Inputs 


[Word Wame [spf 
[oon Feature [CT OOOO 


| Oth | | Count | N/A 


Pe | BRR 


Device 
Bit Description 
15:13 N/A 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


70_Bih 


7.10.2.4 Normal Outputs 
See table 86. 
7.10.2.5 Error Outputs 


Abort shall be set to one if the device has completed a previous DEVICE CONFIGURATION FREEZE LOCK 
command without error since processing the most recent power-on reset. See table 109. 
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7.10.3 DEVICE CONFIGURATION IDENTIFY - B1h/C2h, PIO Data-in 

7.10.3.1 Feature Set 

This command is mandatory for devices implementing the Device Configuration Overlay feature set. 
7.10.3.2 Description 


The DEVICE CONFIGURATION IDENTIFY command returns a 512 byte data structure. The content of this data 
structure indicates the selectable commands, modes, and feature sets that the device is capable of supporting. If 
a DEVICE CONFIGURATION SET command has been issued reducing the capabilities, the response to an 
IDENTIFY DEVICE, IDENTIFY PACKET DEVICE, and other commands shall reflect the reduced set of 
capabilities, while the DEVICE CONFIGURATION IDENTIFY command shall reflect the entire set of selectable 
capabilities. 


The term ‘is allowed’ indicates that the device may report that a feature is supported. 


If the device is not ‘allowed’ to report support, then the device shall not support and shall report that the selected 
feature is both ‘not supported’ and if appropriate ‘not enabled.’ 


The format of the Device Configuration Overlay data structure is shown in table 18. 

7.10.3.3 Inputs 

[Word [Name SSCSC«éescripion 
[oon [Feature [OR OSOS—SOSSC“CSC“‘“CNNNCC*#®” 


| Oth | Count N/A 
| Oth | Count [NR 
2 cc 


Device 
Bit Description 
15:13 N/A 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


708th 


7.10.3.4 Normal Outputs 
See table 86. 
7.10.3.5 Error Outputs 


Abort shall be set to one if the device has completed a previous DEVICE CONFIGURATION FREEZE LOCK 
command without error since processing the most recent power-on reset. The device may return error status if 
an Interface CRC error has occurred. See table 109. 


NOTE 5 — There is no defined mechanism for a device to return an ICRC error status that may have 
occurred during the last data block of a PIO-in data transfer, there may be other mechanisms in which 
a host may verify that an Interface CRC error occurred in these cases. 
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7.10.3.6 Input Data 


Table 18 — Device Configuration Identify data structure (part 1 of 2) 


FEO as wen Saw = = OS — = = =~ -— | 
| CT Data structure revision 
4 


Multiword DMA modes supported 
15:3 Reserved 

2  1= Reporting support for Multiword DMA mode 2 and below is allowed 

1. 1= Reporting support for Multiword DMA mode 1 and below is allowed 

0 1= Reporting support for Multiword DMA mode 0 is allowed 

2 | Ultra DMA modes supported 

Reserved 
1 = Reporting support for Ultra DMA mode 6 and below is allowed 
1 = Reporting support for Ultra DMA mode 5 and below is allowed 
1 = Reporting support for Ultra DMA mode 4 and below is allowed 
1 = Reporting support for Ultra DMA mode 3 and below is allowed 
1 = Reporting support for Ultra DMA mode 2 and below is allowed 
1 = Reporting support for Ultra DMA mode 1 and below is allowed 
1 = Reporting support for Ultra DMA mode 0 is allowed 


Reserved 

1 = Reporting support for Write-Read-Verify feature set is allowed 

1 = Reporting support for SMART Conveyance self-test is allowed 

1 = Reporting support for SMART Selective self-test is allowed 

1 = Reporting support for Forced Unit Access is allowed 

Reserved for ANSI/INCITS TR37-2004 

1 = Reporting support for Streaming feature set is allowed 

1 = Reporting support for 48-bit Addressing feature set is allowed 

1 = Reporting support for Host Protected Area feature set is allowed 
1 = Reporting support for Automatic acoustic management is allowed 


1 = Reporting support for READ/WRITE DMA QUEUED commands is 
allowed 


1 = Reporting support for Power-up in Standby feature set is allowed 
1 = Reporting support for Security feature set is allowed 

1 = Reporting support for SMART error log is allowed 

1 = Reporting support for SMART self-test is allowed 

1 = Reporting support for SMART feature set is allowed 


Serial ATA Command set/feature set supported part 2 
15:5 Reserved 
1 = Reporting support for software settings preservation is allowed 
1 = Reporting support for asynchronous notification is allowed 
1 = Reporting support for interface power management is allowed 
1 = Reporting support for non-zero buffer offsets is allowed 
ee 


1 = Reporting support for the NCQ feature set is allowed 


Reserved for serial ATA 
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Table 18 — Device Configuration Identify data structure (part 2 of 2) 


Wert rtp 


Command set/feature set supported part 3 
1 = Reporting support for NV Cache feature set is allowed 


1 = Reporting support for NV Cache Power Management feature set is 
allowed 


1= Reporting support for WRITE UNCORRECTABLE is allowed 
1= Reporting of support for the Trusted Computing feature set is allowed 
1 = Reporting support for the Free-fall Control feature set is allowed 


Reserved 


22 | Command set/feature set supported part 3 
15:0 Reserved 


25-207 
208-254 | Vendor Specific 


255 | Integrity word 
15:8 Checksum 
7:0 ~=Signature 


7.10.3.6.1 Word 0: Data structure revision 
Word 0 shall contain the value 0002h. 
7.10.3.6.2 Word 1: Multiword DMA modes supported 


Word 1 bits (2:0) contain the same information as contained in IDENTIFY DEVICE data word 63 or IDENTIFY 
PACKET DEVICE data word 63 (see 7.16.7.23). Bits (15:3) of word 1 are reserved. 


7.10.3.6.3 Word 2: Ultra DMA modes supported 


Word 2 bits (6:0) contain the same information as contained in IDENTIFY DEVICE data word 88 or IDENTIFY 
PACKET DEVICE data word 88 (see 7.16.7.39). Bits (15:7) of word 2 are reserved. 


7.10.3.6.4 Words (6:3): Maximum LBA 


Words (6:3) define the maximum LBA. This is the highest address accepted by the device in the factory default 
condition. If no DEVICE CONFIGURATION SET command has been executed modifying the factory default 
condition, this is the same value as that returned by a READ NATIVE MAX ADDRESS or READ NATIVE MAX 
ADDRESS EXT command. 


7.10.3.6.5 Word 7: Command/features set supported part 1 


Word 7 bit 0 if set to one indicates that the device is allowed to report support for the SMART feature set. 


Word 7 bit 1 if set to one indicates that the device allowed to report support for SMART self-test including the 
self-test log. 


Word 7 bit 2 if set to one indicates that the device is allowed to report support for SMART error logging. 
Word 7 bit 3 if set to one indicates that the device is allowed to report support for the Security feature set. 


Word 7 bit 4 if set to one indicates that the device is allowed to report support for the Power-up in Standby feature 
set. 


Word 7 bit 5 if set to one indicates that the device is allowed to report support for the READ DMA QUEUED and 
WRITE DMA QUEUED commands. 


Word 7 bit 6 if set to one indicates that the device is allowed to report support for the Automatic Acoustic 
Management feature set. 


Word 7 bit 7 if set to one indicates that the device is allowed to report support for the Host Protected Area feature 
set. 
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Word 7 bit 8 if set to one indicates that the device is allowed to report support for the 48-bit Addressing feature 
set. 


Word 7 bit 9 if set to one indicates that the device is allowed to report support for Streaming feature set. 
Word 7 bit 10 is reserved for technical report ANSI/INCITS TR37-2004. 
Word 7 bit 11if set to one indicates that the device is allowed to report support for Force Unit Access commands. 


Word 7 bit 12 if set to one indicates that the device is allowed to report support for SMART Selective self-test, 
see 7.53.6.6 


Word 7 bit 13 if set to one indicates that the device is allowed to report support for SMART Conveyance self-test, 
see 7.53.6.6. 


Word 7 bit 14 if set to one indicates that the device is allowed to report support for the Write-Read-Verify feature 
set. 


7.10.3.6.6 Word 8: Serial ATA Command set/feature set supported part 2 
Bits 15:5 Reserved for Serial ATA 
Bit 4 if set to one indicates that the device is allowed to report support for software settings preservation. 


Bit 3 if set to one indicates that the ATAPI device is allowed to report support for asynchronous notification. See 
SATA 2.6 for more information. 


Bit 2 if set to one indicates that the device is allowed to report support for interface power management requests. 
See SATA 2.6 for more information. 


Bit 1 if set to one indicates that the device is allowed to report support for non-zero buffer offsets for commands 
in the NCQ feature set. 


Bit 0 if set to one indicates that the device is allowed to report support for the NCQ feature set. 
7.10.3.6.7 Word 9: Reserved for serial ATA 

This word is reserved for Serial ATA. 

7.10.3.6.8 Words (20:10) Reserved 

7.10.3.6.9 Word 21: Command/features set supported part 3 

Word 21 bit 15 if set to one indicates that the device is allowed to support the NV Cache feature set 


Word 21 bit 14 if set to one indicates that the device is allowed to support the NV Cache Power Management 
feature set 


Word 21 bit 13 if set to one indicates that the device is allowed to support the WRITE UNCORRECTABLE 
command. 


Word 21, bit 12 if set to one indicates that the device is allowed to report support for the Trusted Computing 
feature set. 


Word 21, bit 11 if set to one indicates that the device is allowed to support the Free-fall Control feature set. 
Word 21 bits 10:0 are reserved. 

7.10.3.6.10 Word 22: Command/features set supported part 3 

Bits 15:0 are reserved. 

7.10.3.6.11 Words (207:23): Reserved 

7.10.3.6.12 Words (254:208): Vendor Specific 

7.10.3.6.13 Word 255: Integrity word 


Bits (7:0) of this word shall contain the value A5h. Bits (15:8) of this word shall contain the data structure 
checksum. The data structure checksum shall be the two’s complement of the sum of all byte in words (154:0) 
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and the byte consisting of bits (7:0) of word 255. Each byte shall be added with unsigned arithmetic, and 
overflow shall be ignored. The sum of all bytes is zero when the checksum is correct. 
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7.10.4 DEVICE CONFIGURATION RESTORE - B1h/COh, Non-data 

7.10.4.1 Feature Set 

This command is mandatory for devices implementing the Device Configuration Overlay feature set. 
7.10.4.2 Description 


The DEVICE CONFIGURATION RESTORE command disables any setting previously made by a DEVICE 
CONFIGURATION SET command and restores the content of the IDENTIFY DEVICE data, IDENTIFY PACKET 
DEVICE data, and other feature settings to their factory default settings. The results of this action are indicated 
by the data returned from the Input Data of an DEVICE CONFIGURATION IDENTIFY command. 


If DCO RESTORE changes reporting of support for the Security feature set from ‘not allowed! to ‘allowed’, and if 
DCO IDENTIFY indicates that reporting of that support is ‘allowed’, then the device shall set the Security state to 
SEC1, setting IDENTIFY DEVICE data to the values described in table 9, and shall restore the saved Master 
password and Master Password Identifier; otherwise, the Security state shall not change. 


7.10.4.3 Inputs 


[Word [Name [Deseripfon—SOSOSCSCSOSCCCSY 
[oon [Feature [COR SSOSOSOSOSOSOSCSCSCSCSCSCSCSCSC*Y 

[oh] 
Pe RR 


Device 
Bit Description 
15:13 N/A 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


708th 


7.10.4.4 Normal Outputs 
See table 86. 
7.10.4.5 Error Outputs 


Abort shall be set to one if a Host Protected Area has been set by a SET MAX ADDRESS or SET MAX 
ADDRESS EXT command, or if DEVICE CONFIGURATION FREEZE LOCK command has been successfully 
executed since a power-on reset has been processed. See table 109. 
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7.10.5 DEVICE CONFIGURATION SET - B1h/C3h, PIO Data Out 

7.10.5.1 Feature Set 

This command is mandatory for devices implementing the Device Configuration Overlay feature set. 
7.10.5.2 Description 


The DEVICE CONFIGURATION SET command allows a device manufacturer or a personal computer system 
manufacturer to reduce the set of optional commands, modes, or feature sets supported by a device as indicated 
by a DEVICE CONFIGURATION IDENTIFY command. The DEVICE CONFIGURATION SET command may 
modify the data returned by IDENTIFY DEVICE or IDENTIFY PACKET DEVICE. When the IDENTIFY DEVICE 
data or IDENTIFY PACKET DEVICE data is changed, the device shall respond in a manner consistent with the 
new data. 


If a bit is set in the DCO data transmitted to the device that is not set in the DCO data received from a DEVICE 
CONFIGURATION IDENTIFY command, no action is taken for that bit. 


Modifying the maximum LBA of the device also modifies the address value returned by a READ NATIVE MAX 
ADDRESS or READ NATIVE MAX ADDRESS EXT command. 


The format of the DCO data transmitted by the device is described in table 19. The restrictions on changing 
these bits are also described in 7.10.5.6. If any of the bit modification restrictions described are violated, the 
device shall return command aborted. 


The term ‘is allowed’ indicates that the device may report that a feature is supported. 


If the device is not ‘allowed’ to report support, then the device shall not support and shall report that the selected 
feature is both ‘not supported’ and if appropriate ‘not enabled’. 


7.10.5.3 Inputs 


[Word [Name [——Cs rip fon 
[oT 
Pa BR 


Device 
Bit Description 
15:13 N/A 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


708th 


7.10.5.4 Normal Outputs 
See table 86. 

7.10.5.5 Error Outputs 
See table 122 


Working Draft AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 97 


T13/1699-D Revision 4a May 21, 2007 


7.10.5.6 Output Data Structure 


Table 19 — Device Configuration Overlay (DCO) data structure (part 1 of 2) 


y Word fi tn 
_—_ Data structure revision 


Multiword DMA modes supported 
15:3 Reserved 

2  1= Reporting support for Multiword DMA mode 2 and below is allowed 

1 1= Reporting support for Multiword DMA mode 1 and below is allowed 

0 1= Reporting support for Multiword DMA mode 0 is allowed 

2 | Ultra DMA modes supported 

Reserved 
1 = Reporting support for Ultra DMA mode 6 and below is allowed 
1 = Reporting support for Ultra DMA mode 5 and below is allowed 
1 = Reporting support for Ultra DMA mode 4 and below is allowed 
1 = Reporting support for Ultra DMA mode 3 and below is allowed 
1 = Reporting support for Ultra DMA mode 2 and below is allowed 
1 = Reporting support for Ultra DMA mode 1 and below is allowed 
1 = Reporting support for Ultra DMA mode 0 is allowed 


Reserved 

1 = Reporting support for Write-Read-Verify feature set is allowed 

1 = Reporting support for SMART Conveyance self-test is allowed 

1 = Reporting support for SMART Selective self-test is allowed 

1 = Reporting support for Forced Unit Access is allowed 

Reserved for ANSI/INCITS TR37-2004 

1 = Reporting support for Streaming feature set is allowed 

1 = Reporting support for 48-bit Addressing feature set is allowed 

1 = Reporting support for Host Protected Area feature set is allowed 
1 = Reporting support for Automatic acoustic management is allowed 


1 = Reporting support for READ/WRITE DMA QUEUED commands is 
allowed 


1 = Reporting support for Power-up in Standby feature set is allowed 
1 = Reporting support for Security feature set is allowed 

1 = Reporting support for SMART error log is allowed 

1 = Reporting support for SMART self-test is allowed 

1 = Reporting support for SMART feature set is allowed 


Serial ATA Command set/feature set supported part 2 
15:5 Reserved 
1 = Reporting support for software settings preservation is allowed 
1 = Reporting support for asynchronous notification is allowed 
1 = Reporting support for interface power management is allowed 
1 = Reporting support for non-zero buffer offsets is allowed 
ee 


1 = Reporting support for the NCQ feature set is allowed 
Reserved for Serial ATA 
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Table 19 — Device Configuration Overlay (DCO) data structure (part 2 of 2) 


21 | Command set/feature set supported part 3 
15 Reporting support for the NV-Cache feature set is allowed 
14 Reporting support for the NV-Cache Power Management feature set is 
allowed 
13. 1= Reporting support for the WRITE UNCORRECTABLE command is 


allowed 
12 1=reporting of support for the Trusted Computing feature set is allowed 
11. 1=Reporting support for the Free-fall Control feature set is allows 
Reserved 


22 | Command set/feature set supported part 3 
pga Reome 


255 | Integrity word 
15:8 Checksum 
7:0 Signature 


7.10.5.6.1 Word 0: Data structure revision 

Word 0 shall contain the value 0002h. 

7.10.5.6.2 Word 1: Multiword DMA modes supported 
Word 1 bits (15:3) are reserved. 


Word 1 bit 2 is cleared to disable support for Multiword DMA mode 2 and has the effect of clearing IDENTIFY 
DEVICE data word 63 bit 2 or IDENTIFY PACKET DEVICE data word 63 bit 2. This bit shall not be cleared to 
zero if Multiword DMA mode 2 is currently selected. 


Word 1 bit 1 is cleared to disable support for Multiword DMA mode 1 and has the effect of clearing bit 1 to zero in 
word 63 of the IDENTIFY DEVICE or IDENTIFY PACKET DEVICE data. This bit shall not be cleared to zero if 
Multiword DMA mode 2 is supported or Multiword DMA mode 1 or 2 is selected. 


Word 1 bit 0 shall not be cleared to Zero. 
7.10.5.6.3 Word 2: Ultra DMA modes supported 
Word 2 bits (15:7) are reserved. 


Word 2 bit 6 is cleared to zero to disable support for Ultra DMA mode 6 and has the effect of clearing IDENTIFY 
DEVICE data word 88 bit 6 or IDENTIFY PACKET DEVICE data word 88 bit 6. This bit shall not be cleared to 
zero if Ultra DMA mode 6 is currently selected. 


Word 2 bit 5 is cleared to zero to disable support for Ultra DMA mode 5 and has the effect of clearing IDENTIFY 
DEVICE data word 88 bit 5 or IDENTIFY PACKET DEVICE data word 88 bit 5. This bit shall not be cleared to 
zero if Ultra DMA mode 5 is currently selected. 


Word 2 bit 4 is cleared to zero to disable support for Ultra DMA mode 4 and has the effect of clearing IDENTIFY 
DEVICE data word 88 bit 4 or IDENTIFY PACKET DEVICE data word 88 bit 4. This bit shall not be cleared to 
zero if Ultra DMA mode 5 is supported or if Ultra DMA mode 5 or 4 is selected. 


Word 2 bit 3 is cleared to zero to disable support for Ultra DMA mode 3 and has the effect of clearing IDENTIFY 
DEVICE data word 88 bit 3 or IDENTIFY PACKET DEVICE data word 88 bit3. This bit shall not be cleared to 
zero if Ultra DMA mode 5 or 4 is supported or if Ultra DMA mode 5, 4, or 3 is selected. 


Word 2 bit 2 is cleared to zero to disable support for Ultra DMA mode 2 and has the effect of clearing IDENTIFY 
DEVICE data word 88 bit 2 or IDENTIFY PACKET DEVICE data word 88 bit 2. This bit shall not be cleared to 
zero if Ultra DMA mode 5, 4, or 3 is supported or if Ultra DMA mode 5, 4, 3, or 2 is selected. 
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Word 2 bit 1 is cleared to zero to disable support for Ultra DMA mode 1 and has the effect of clearing IDENTIFY 
DEVICE data word 88 bit 1 or IDENTIFY PACKET DEVICE data word 88 bit 1. This bit shall not be cleared to 
zero if Ultra DMA mode 5, 4, 3, or 2 is supported or if Ultra DMA mode 5, 4, 3, 2, or 1 is selected. 


Word 2 bit 0 is cleared to zero to disable support for Ultra DMA mode 0 and has the effect of clearing IDENTIFY 
DEVICE data word 88 bit 0 or IDENTIFY PACKET DEVICE data word 88 bit 0 This bit shall not be cleared to 
zero if Ultra DMA mode 5, 4, 3, 2, or 1 is supported or if Ultra DMA mode 5, 4, 3, 2, 1, or 0 is selected. 


7.10.5.6.4 Words (6:3): Maximum LBA 


Words (6:3) define the maximum LBA. This shall be the highest address accepted by the device after execution 
of the command. When this value is changed, the content of IDENTIFY DEVICE data words (61:60) and 
(103:100) shall be changed as described in the SET MAX ADDRESS and SET MAX ADDRESS EXT command 
descriptions to reflect the maximum address set with this command. This value shall not be changed and 
command aborted shall be returned if a Host Protected Area has been established by the execution of a SET 
MAX ADDRESS or SET MAX ADDRESS EXT command with an address value less than that returned by a 
READ NATIVE MAX ADDRESS or READ NATIVE MAX ADDRESS EXT command. Any data contained in the 
Host Protected Area is not affected. 


7.10.5.6.5 Word 7: Command/features set supported part 1 
Word 7 bits (15:14) are reserved. 


Word 7 bit 14 is cleared to zero to disable support for the Write-Read-Verify feature set and has the effect of 
clearing word 119 bit 1 and word 120 bit 1. 


Word 7 bit 13 is cleared to zero to disable support for the SMART Conveyance self-test. Subsequent attempts to 
start this test via the SMART EXECUTE OFF-LINE IMMEDIATE command shall cause that command to abort. 
In addition, the SMART READ DATA command shall clear bit 5 to zero in the “Off-line data collection capabilities” 
field. If this bit is supported by DEVICE CONFIGURATION SET, then this feature shall not be disabled by bit 1 of 
word 7. 


Word 7 bit 12 is cleared to zero to disable support for the SMART Selective self-test. Subsequent attempts to 
start this test via the SMART EXECUTE OFF-LINE IMMEDIATE command shall cause that command to abort. 
In addition, the SMART READ DATA command shall clear bit 6 to zero in the “Off-line data collection capabilities” 
field. If this bit is supported by DEVICE CONFIGURATION SET, then this feature shall not be disabled by bit 1 of 
word 7. 


Word 7 bit 11 is cleared to zero to disable support for the Force Unit Access commands and has the effect of 
clearing IDENTIFY DEVICE data word 84 bits (7:6) or IDENTIFY PACKET DEVICE data word 84 bits (7:6). 


Word 7 bit 10 is -Reserved for ANSI/INCITS TR37-2004 


Word 7 bit 9 is cleared to zero to disable support for the Streaming feature set and has the effect of clearing 
IDENTIFY DEVICE data or IDENTIFY PACKET DEVICE data word 84 bits 4, 9 and 10 and IDENTIFY DEVICE 
data or IDENTIFY PACKET DEVICE data word 87 bits 4, 9 and 10 to zero and clearing IDENTIFY DEVICE data 
or IDENTIFY PACKET DEVICE data words (99:95) and IDENTIFY DEVICE data word 104. 


Word 7 bit 8 is cleared to zero to disable support for the 48-bit Addressing feature set and has the effect of 
clearing IDENTIFY DEVICE or IDENTIFY PACKET DEVICE data word 83 bit 10, word 86 bit 10, and words 
(103:100) to zero. 


Word 7 bit 7 is cleared to zero to disable support for the Host Protected Area feature set and has the effect of 
clearing IDENTIFY DEVICE or IDENTIFY PACKET DEVICE data word 82 bit 10, word 85 bit 10, word 83 bit 8, 
and word 86 bit 8 to zero. If a Host Protected Area has been established by use of the SET MAX ADDRESS or 
SET MAX ADDRESS EXT command, these bits shall not be cleared to zero and the device shall return 
command aborted. 


Word 7 bit 6 is cleared to zero to disable for the Automatic Acoustic Management feature set and has the effect 
of clearing IDENTIFY DEVICE or IDENTIFY PACKET DEVICE data word 83 bit 9 and word 94 to zero. 


Word 7 bit 5 is cleared to zero to disable support for the READ DMA QUEUED and WRITE DMA QUEUED 
commands and has the effect of clearing IDENTIFY DEVICE or IDENTIFY PACKET DEVICE data word 83 bit 
1and word 86 bit 1 to zero. 
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Word 7 bit 4 is cleared to zero to disable support for the Power-up in Standby feature set and has the effect of 
clearing IDENTIFY DEVICE or IDENTIFY PACKET DEVICE data word 83 bits (6:5) and word 86 bits (6:5) to 
zero. If Power-up in Standby has been enabled by a jumper, these bits shall not be cleared. 


When word 7 bit 3 is cleared to zero, if Security is Enabled, then the device shall return command aborted. 
When word 7 bit 3 is cleared to zero, if Security is Disabled then any stored Master Password and Master 
Password Identifier shall be preserved and IDENTIFY DEVICE or IDENTIFY PACKET DEVICE commands shall 
respond as follows: clear word 82 bit 1 to zero, clear word 85 bit 1 to zero, clear words 89, 90, 92 and 128 to 
zero. When word 7 bit 3 is set to one, the Security state shall not change. 


Word 7 bit 2 is cleared to zero to disable support for the SMART error logging and has the effect of clearing 
IDENTIFY DEVICE or IDENTIFY PACKET DEVICE data word 84 bit 0 and 87bit 0 to zero. 


Word 7 bit 1 is cleared to zero to disable support for the SMART self-test and has the effect of clearing IDENTIFY 
DEVICE or IDENTIFY PACKET DEVICE data word 84 bit 1 and word 87 bit 1to zero. Word 7 bit 1 disables 
support for the offline, short, extended self-tests (off-line and captive modes). For backward compatibility, if word 
7 bits 12 or 13 of are not supported, Word 7 bit 1 may also disable support for conveyance self-test and selective 
self-test, see 7.53.6.6. 


Word 7 bit 0 is cleared to zero to disable support for the SMART feature set and has the effect of clearing 
IDENTIFY DEVICE or IDENTIFY PACKET DEVICE data word 82 bit 0 and word 85 bit 0 to zero. If bits (2:1) of 
word 7 are not cleared to zero or if the SMART feature set has been enabled by use of the SMART ENABLE 
OPERATIONS command, these bits shall not be cleared and the device shall return command aborted. 


7.10.5.6.6 Word 8: Serial ATA Command set/feature set supported part 2 
This word enables configuration of command sets and feature sets. 
Bits 15:5 Reserved for Serial ATA 


Bit 4 is cleared to zero to disable support for software settings preservation and has the effect of clearing word 
78 bit 6 and word 79 bit 6 of IDENTIFY DEVICE data or IDENTIFY PACKET DEVICE data to zero. When 
software settings preservation is disabled, the device shall not preserve any software settings that are normally 
cleared when the device processes a hardware reset. 


Bit 3 is cleared to zero to disable support for asynchronous notification and has the effect of clearing word 78 bit 
5 and word 79 bit 5 of IDENTIFY PACKET DEVICE to zero. See SATA 2.6 for more information. 


Bit 2 is cleared to zero to disable support for interface power management requests and has the effect of clearing 
word 76 bit 9, word 78 bit 3, and word 79 bit 3 of IDENTIFY DEVICE or IDENTIFY PACKET DEVICE to zero. 
See SATA 2.6 for more information. 


Bit 1 is cleared to zero to disable support for non-zero buffer offsets for commands in the NCQ feature set and 
has the effect of clearing word 78 bit 1, word 78 bit 4, word 79 bit 1, and word 79 bit 4 of IDENTIFY DEVICE to 
zero. See SATA 2.6 for more information. 


Bit 0 is cleared to zero to disable support for the NCQ feature set and has the effect of clearing word 76 bit 8, 
word 78 bit 1, word 78 bit 2, word 78 bit 4, word 79 bit 1, word 79 bit 2, and word 79 bit 4 of IDENTIFY DEVICE 
data to zero. 


7.10.5.6.7 Words 9: Reserved for serial ATA 

This word is reserved for Serial ATA use. 

7.10.5.6.8 Words (20:10) Reserved 

7.10.5.6.9 Word 21: Command/features set supported part 2 


Word 21 bit 15 if set to one indicates that the device is allowed to support the NV Cache feature set. If bit 15 is 
cleared to 0 the device shall report command aborted if bit 14 is set to one. If bit 15 is cleared to 0 and there is 
pinned data or the nv-cache has not been flushed, then the device shall report command aborted. 


Word 21 bit 14 if set to one indicates that the device is allowed to support the NV Cache Power Management 
feature set. 
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Word 21 bit 13 if set to one indicates that the device is allowed to support the WRITE UNCORRECTABLE 
command. 


Word 21 bit 12 shall be cleared to zero to disable support for the Trusted Computing feature set and has the 
effect of clearing IDENTIFY DEVICE data word 48 bit 0 to zero. This value shall not be changed and command 
aborted shall be returned if the Security feature set is enabled. 


Word 21 bit 11 if set to one indicates that the device is allowed to support the Free-fall Control feature set. 
Word 21 bits 10:0 are reserved. 

7.10.5.6.10 Word 22: Command/features set supported part 3 

Bits 15:0 are reserved. 

7.10.5.6.11 Words (207:23): Reserved 

7.10.5.6.12 Words (254:208): Vendor Specific 

7.10.5.6.13 Word 255: Integrity word 


Bits (7:0) of this word shall contain the value A5h. Bits (15:8) of this word shall contain the data structure 
checksum. The data structure checksum shall be the two’s complement of the sum of all byte in words (254:0) 
and the byte consisting of bits (7:0) of word 255. Each byte shall be added with unsigned arithmetic, and 
overflow shall be ignored. The sum of all bytes is zero when the checksum is correct. 
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7.11 DEVICE RESET - 08h, Device reset 

7.11.1 Feature Set 

This command is mandatory for devices implementing the PACKET feature set. 
7.11.2 Description 

The DEVICE RESET command enables the host to reset the targeted device. 
7.11.3 Inputs 


[Word [Name ——rseriptionC—*d 
—00R [Feature NR 


| Oth | Count | N/A 


Pe | BR 


Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7:0 -Oh 


7.11.4 Normal Outputs 
See table 92. 
7.11.5 Error Outputs 


If DEVICE RESET is supported, it should not complete with an error. If the device is able to complete the 
DEVICE RESET and maintain the device setting then DEVICE RESET shall complete with Check Condition 
cleared to zero. If the device reverts to its default state, the device shall report an exception by setting the Check 
Condition bit in the Status field. 
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7.12 DOWNLOAD MICROCODE - 92h, PIO Data-out 

7.12.1 Feature Set 

This command is optional for devices implementing the General feature set. 
7.12.2 Description 


This command enables the host to alter the device’s microcode. The data transferred using the DOWNLOAD 
MICROCODE command is vendor specific. 


All transfers shall be an integer multiple of 512 byte data blocks. The size of the data transfer is determined by 
the contents of the LBA and Count fields. The LBA field shall be used to extend the Count field to create a 16-bit 
logical sector count value. The low order 8 bits of the LBA field shall be the most significant eight bits and the 
Count field shall be the least significant eight bits. A value of zero in both field shall specify no data is to be 
transferred. This allows transfer sizes from 0 bytes to 33,553,920 bytes, in 512 byte increments. 


The Feature field shall be used to determine the effect of the DOWNLOAD MICROCODE command as 
described in 7.12.3. 


A Features field value of 03h indicates that the microcode shall be transferred in two or more DOWNLOAD 
MICROCODE commands using the offset transfer method. 


The download block count value in the Count and LBA fields shall indicate how many 512 byte blocks of the data 
are being transferred in one command. 


The Buffer Offset value is defined by the value in the LBA (23:8). The buffer offset value is the starting location in 
the data relative to the last successful DOWNLOAD MICROCODE command received by the device with a 
Buffer Offset of zero. The Buffer Offset value shall be between 0 and 65,535. The buffer offset value is the byte 
count divided by 512 (e.g., if a microcode file is to be transferred to the device in 32KB segments the first 
command should be issued with 0 buffer offset value, the second command should be issued with 64 buffer 
offset value, the third command should be issued with 128 buffer offset value and so on until the complete 
microcode is transferred. ) 


All microcode segments shall be sent to the device in sequence. 


The device may abort the DOWNLOAD MICROCODE command and discard all previously downloaded 
microcode if the current buffer offset is not equal to the sum of the previous DOWNLOAD MICROCODE 
command buffer offset and the previous sector count. The first DOWNLOAD MICROCODE command shall have 
a buffer offset of zero. 


The new microcode should become effective immediately after the transfer of the last data segment has 
completed. 


When the device detects the last download microcode command for the firmware download the device shall 
perform any device required verification and save the complete set of downloaded microcode. Device feature 
configuration (e.g. SET FEATURES settings) may be affected by the download microcode command. 


If the device receives a command other than DOWNLOAD MICROCODE prior to the receipt of the last segment, 
then the new command is executed and all previously downloaded microcode may be discarded. 


During the processing of a power-on reset, a hardware reset, or a software reset a device shall discard any 
received microcode segments. 
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7.12.3 Inputs 


[Word [Name [spin 


00h Feature 
Sub Description 
command 
OOh Reserved 
01h Obsolete 
02h Reserved 
03h Optional Download with offsets and save microcode for 
immediate and future use. 

04h-06h Reserved 

07h Download and save microcode for immediate and future use. 
08-FFh Reserved 


01h Count 
it Description 
Reserved 
:0 Block count (7:0) 


02h-04h LBA 

it Description 
Reserved 
Buffer offset (only used for Feature = 03h, otherwise this field 
shall be reserved) 

:0 Block count (15:8) 

05h Device 

it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


709th 


7.12.4 Normal Outputs 


lf IDENTIFY DEVICE data word 234 or IDENTIFY DEVICE data word 235 have a value other than 0000h or 
FFFFh then table 20 describes the indicator returned in the count field. 


Table 20 — DOWNLOAD MICROCODE Mode 3 return options 


Description 
No indication of download microcode status. 
Indicates the device is expecting more download microcode commands to follow. 


Indicates that the drive has applied the new microcode. 


O3h-FFh | Reserved 


For additional returns see table 86. 
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7.12.5 Error Outputs 


The device shall return command aborted if the device did not accept the microcode data. The device shall 
return command aborted if subcommand code is not a supported value. See table 109. 
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7.13 EXECUTE DEVICE DIAGNOSTIC - 90h, Execute Device Diagnostic 
7.13.1 Feature Set 

This command is mandatory for all devices. 

7.13.2 Description 

This command shall cause the devices to perform internal diagnostic tests. 


NOTE 6 — There are transport and Host Bus Adapter implications for this command (i.e., see 
ATA8-APT and HBA2) 


If the host issues an EXECUTE DEVICE DIAGNOSTIC command while a device is in or going to a power 
management mode except Sleep, then the device shall execute the diagnostic sequence. 


7.13.3 Inputs 


[Word [Name [rs eription Cid 
—00R [Feature NR 


| Oth | | Count | N/A 


Pe RA 


Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7:0 90h 


7.13.4 Normal Outputs 


See table 92. The diagnostic code written into the Error field is an 8-bit code. Table 21 defines these values. 


Table 21 — Diagnostic codes 


When this code is in the Device O” Error field 
oTh 
00h, O2R-7Fh 
ath 
80h, B2h-FFh 


When this code is in the Device 1° Error field 


Device T passed” 
00h, 02h-7Fh Device 1° failed” 


Codes other than 01h and 81h may indicate additional information about the failure(s 

> If Device 1 is not present, the host may see the information from Device 0 even mia Device 1 is 
selected. 

° See the appropriate transport standard for the definition of device 0 and device 1 


7.13.5 Error Outputs 


This command shall complete without setting the Error bit in the Status field, see 7.13.4. 
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7.14 FLUSH CACHE - E7h, Non-data 
7.14.1 Feature Set 


This command is mandatory for devices not implementing the PACKET feature set. This command is optional 
for devices implementing the PACKET feature set. 


7.14.2 Description 


This command is used by the host to request the device to flush the volatile write cache. If there is data in the 
volatile write cache, that data shall be written to the non-volatile media. This command shall not indicate 
completion until the data is flushed to the non-volatile media or an error occurs. If the device supports more than 
28 bits of addressing this command shall attempt to flush all the data in the volatile cache. If the volatile write 
cache is disabled or no volatile write cache is present, the device shall indicate command completion without 
error. 


NOTE 7 — This command may take longer than 30 seconds to complete. 


7.14.3 Inputs 


Came iptton 
a 
ae Pe BRR 


Device 
Bit Description 
15 Obsolete 
14 NIA 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


70-E7h 


7.14.4 Normal Outputs 
See table 86. 
7.14.5 Error Outputs 


An unrecoverable error encountered during execution of writing data results in the termination of the command. 
The logical sector address of the sector where the first unrecoverable error occurred. Subsequent FLUSH 
CACHE commands continue the process of flushing the cache starting with the first logical sector after the sector 
in error is returned. LBA bits 47:28 shall be cleared to zero. See table 112. 


If an error occurs during the flush process and the LBA of the data in error is outside the 28 bit address range 
then the LBA of the logical sector in error shall be incorrectly reported. For correct error reporting in a device that 
has more than a 28 bit address range, use FLUSH CACHE EXT (see 7.15). 
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7.15 FLUSH CACHE EXT - EAh, Non-data 

7.15.1 Feature Set 

This command is mandatory for devices implementing the 48-bit Address feature set 
7.15.2 Description 


This command is used by the host to request the device to flush the volatile write cache. If there is data in the 
volatile write cache, that data shall be written to the non-volatile media. This command shall not indicate 
completion until the data is flushed to the non-volatile media or an error occurs. If the volatile write cache is 
disabled or no volatile write cache is present, the device shall indicate command completion without error. 


NOTE 8 — This command may take longer than 30 seconds to complete. 


7.15.3 Inputs 


[Word [Name [is ipo 
[oor [Feature [Resened SSS 

[7h] 
i 


Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7:0_EAR 


7.15.4 Normal Outputs 
See table 99. 
7.15.5 Error Outputs 


An unrecoverable error encountered while writing data results in the termination of the command and the logical 
sector address of the logical sector where the first unrecoverable error occurred is returned. Subsequent FLUSH 
CACHE EXT commands continue the process of flushing the cache starting with the first sector after the sector in 
error. See table 112. 
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7.16 IDENTIFY DEVICE - ECh, PIO Data-in 
7.16.1 Feature Set 

This command is mandatory for all devices. 

7.16.2 Description 


The IDENTIFY DEVICE command enables the host to receive a 512-byte block of data from the device. See 
7.16.7 for a description of the return data. 


Some devices may have to read the media in order for all applicable IDENTIFY DEVICE data fields to be valid. 


The IDENTIFY DEVICE data contains information regarding optional feature or command support. If the host 
issues a command that is indicated as not supported in the IDENTIFY DEVICE data, the device shall abort the 
command. 


Some parameters are defined as a 16-bit value. A word that is defined as a 16-bit value transmits the most 
significant byte of the value the first and the least significant byte second. 


Some parameters are defined as 32-bit values (e.g., words 60-61). Such values are transferred using two word 
transfers. The device shall first transfer the least significant word followed by the most significant value. 


Some parameters are defined as ASCII strings. ASCII strings are a list of values that range from 20h to 7Eh 
which the host should interpret ASCII Characters. Values 00h-1Fh and values 7Fh-FFh shall not appear in 
ASCII strings. 


7.16.3 Inputs 


[Names ription 
EO 
ea Ce 


Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7:0-ECh 


7.16.4 Normal Outputs for devices that do not implement the PACKET feature set 
See table 86. 
7.16.5 Normal Outputs for PACKET feature set devices 


In response to this command, devices that implement the PACKET feature set shall return command aborted 
and place the PACKET feature set signature in the appropriate fields (see 7.11.4). 


7.16.6 Error Outputs 


Devices implementing the General feature set shall not report an error. 
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7.16.7 Input Data 


Table 22 — IDENTIFY DEVICE data (part 1 of 11) 


| woral | [FY scrpfon 


General configuration bit-significant information: 

15 0 =ATA device 

14:8 Retired 

7:6 Obsolete 

5:3 Retired 
2 Response incomplete 
: Retired 

0 Reserved 


Pa oso 
[2 [OT B[V [Specie coniguraton 


Obsolete 


5 
I 


Obsolete 


f= ee SI LS Sa a | 
[78| [|_| Reserved or assignment by the CompaciFlash™ Association 
aT 
[70-78] MLB | F [Serial number (ASCI Stn) CS 
fp moet] PX [Retired 
OO 
MB | F [Firmware revision (ASCMSting) 
iB a 
13:1 Reserved for the Trusted Computing Group 


eee eS 
47 
a ste = Reserved 
01h-FFh = Maximum number of logical sectors that shall be transferred per 
DRQ data block on READ/WRITE MULTIPLE commands 
48 
Bl 0 1=Trusted Computing feature set is supported 
49) M Capabilities 
15:14 Reserved for the IDENTIFY PACKET DEVICE command. 
13 1 = Standby timer values as specified in this standard are supported 
0 = Standby timer values shall be managed by the device 
12 Reserved for the IDENTIFY PACKET DEVICE command. 
11 1 = IORDY supported 


x<KxK KT 


7 


Trusted Computing feature set options 
15 Shall be cleared to zero 
14 Shall be set to one 


0 = lI|ORDY may be supported 
10 1 =IORDY may be disabled 
9 1=LBA supported 
8 1=DMA supported. 
7:0 Retired 
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Table 22 — IDENTIFY DEVICE data (part 2 of 11) 


wel] ering 


Capabilities 
15 Shall be cleared to zero. 
14 Shall be set to one. 
13:2 Reserved. 
1 Obsolete 
0 Shall be set to one to indicate a vendor specific Standby timer value 
minimum. 


Sc 


53 15:8 Free-fall Control Sensitivity 
00h = Vendor’s recommended setting 
O1h-FFh = Sensitivity level. A larger number is a more sensitive setting. 
7:3 Reserved 
2 1 =the fields reported in word 88 are valid 
0 = the fields reported in word 88 are not valid 
1 1 =the fields reported in words (70:64) are valid 
0 = the fields reported in words (70:64) are not valid 
0 Obsolete 


Post 


15:9 Reserved 
B : 8 1 = Multiple sector setting is valid 
Bi V 7:0 Current setting for number of logical sectors that shall be transferred per 
DRQ data block on READ/WRITE Multiple commands 


| 60-61 61 | F | Total number of user addressable logical sectors 


eS 


63 15:11 Reserved 
10 1 =Multiword DMA mode 2 is selected 
0 = Multiword DMA mode 2 is not selected 
9 1=Multiword DMA mode 1 is selected 
0 = Multiword DMA mode 1 is not selected 
8 1=Multiword DMA mode 0 is selected 
0 = Multiword DMA mode 0 is not selected 
F 7:3. Reserved 
F 2 1=Multiword DMA mode 2 and below are supported 
F 1 1 =Multiword DMA mode 1 and below are supported 
F 0 1 =Multiword DMA mode 0 is supported 


F 15:8 Reserved 

lele| "10 pomecessumons 

65 Minimum Murwerd BM transfer cycle time per word 
a epee ——— 

Manutaeturer s recommended Multiword DMA transfer cycle time 

Pele Miso chee me nna 

67| M Minimum PIO transfer cycle time without flow control 
ee le so"reetimeinnarsscows 

M Minimum PIO transfer cycle time with IORDY flow control 

ele | iso cretmemnanseans 
p ee7oy [FR Reseved TT COC—CSSCSC“C*CSN 
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Table 22 — IDENTIFY DEVICE data (part 3 of 11) 


Ey. Description 
eee eserved uh ae eI ore ———_d 
Queue depth 
15:5 Reserved 
4:0 Maximum queue depth - 1 
Serial ATA Capabilities 
15:11 Reserved for Serial ATA 
10 1 = Supports Phy Event Counters 
1 = Supports receipt of host initiated power management requests 
1 = Supports native Command Queuing 
Reserved for future SATA signaling speed grades 
1 = Supports SATA Gen2 Signaling Speed (3.0Gb/s) 
1 = Supports SATA Gen1 Signaling Speed (1.5Gb/s) 
0 Shall be cleared to zero 


D7 Resewed or Seratata 


SATA Features Supported 
15:7 Reserved for Serial ATA 

6 1 = Device supports Software Settings Preservation 

5 Reserved for Serial ATA 
1 = Device supports in-order data delivery 
1 = Device supports initiating power management 
1 = Device supports DMA Setup auto-activation 
1 = Device supports non-zero buffer offsets 
Shall be cleared to zero 


< 


SATA Features Enabled 
15:7 Reserved for Serial ATA 
6 1 = Software Settings Preservation enabled 
5 Reserved for Serial ATA 
1 = In-order data delivery enabled 
1 = Device initiated power management enabled 
1 = DMA Setup auto-activation enabled 
1 = Non-zero buffer offsets enabled 
Shall be cleared to zero 
Major revision number 
0000h or FFFFh = device does not report version 
15:9 Reserved 
1 = supports ATA8-ACS 
1 = supports ATA/ATAPI-7 
1 = supports ATA/ATAPI-6 
1 = supports ATA/ATAPI-5 
1 = supports ATA/ATAPI-4 
Obsolete 
Obsolete 
Obsolete 
Reser? 


a FS $§$@$——~—— 


nm< <<< 


Wuwww 
xx xKx7mnTa.7TAa.TWT TN 
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Table 22 — IDENTIFY DEVICE data (part 4 of 11) 


poral mfr] wernt 


Command set supported. 

15 Obsolete 
1 = NOP command supported 
1 = READ BUFFER command supported 
1 = WRITE BUFFER command supported 
Obsolete 
1 = Host Protected Area feature set supported 
1 = DEVICE RESET command supported 
1 = SERVICE interrupt supported 
1 = release interrupt supported 
1 = read look-ahead supported 

5 1 = volatile write cache supported 


Shall be cleared to zero to indicate that the PACKET feature set is not 
supported. 


1 = mandatory Power Management feature set supported 
Obsolete 
1 = Security feature set supported 
1 = SMART feature set supported 
Command sets supported. 

15 Shall be cleared to zero 
Shall be set to one 
1 = FLUSH CACHE EXT command supported 
1 = mandatory FLUSH CACHE command supported 

11 1 = Device Configuration Overlay feature set supported 
1 = 48-bit Address feature set supported 
1 = Automatic Acoustic Management feature set supported 
1 = SET MAX security extension supported 
Reserved for technical report INCITS TR27-2001 
1 = SET FEATURES subcommand required to spin-up after power-up 
1 = Power-Up In Standby feature set supported 
Obsolete 
1 = Advanced Power Management feature set supported 
1 = CFA feature set supported 
1 = READ/WRITE DMA QUEUED supported 
1 = DOWNLOAD MICROCODE command supported 


x< 


7maAmanaTaaTWxK TT MTN 


F 
X 
F 
E 
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Table 22 — IDENTIFY DEVICE data (part 5 of 11) 


rome [fy] septa 


Command set/feature supported 
15 Shall be cleared to zero 
Shall be set to one 
1 = IDLE IMMEDIATE with UNLOAD FEATURE supported 
Reserved for technical report INCITS TR37-2004 
Reserved for technical report INCITS TR37-2004 
1 = Obsolete 
1 = 64-bit World wide name supported 
1 = WRITE DMA QUEUED FUA EXT command supported 


1 = WRITE DMA FUA EXT and WRITE MULTIPLE FUA EXT commands 
supported 


5 1 = General Purpose Logging feature set supported 

4 1 = Streaming feature set supported 

3 1= Media Card Pass Through Command feature set supported 
2 

1 


WW W 


1 = Media serial number supported 
1 = SMART self-test supported 
1 = SMART error logging supported 
Command set/feature enabled/supported. 
15 Obsolete 
14 1 =NOP command supported 
13 1 = READ BUFFER command supported 
12 1 = WRITE BUFFER command supported 
Obsolete 


10 1=Host Protected Area has been established (i.e., the maximum LBA is less 
than the maximum native LBA) 
1 = DEVICE RESET command supported 
1 = SERVICE interrupt enabled 
1 = release interrupt enabled 
1 = read look-ahead enabled 
1 = volatile write cache enabled 
Shall be cleared to zero to indicate that the PACKET feature set is not 
supported. 
Shall be set to one to indicate that the Mandatory Power Management 
feature set is supported. 
Obsolete 
1 = Security feature set enabled 
1 = SMART feature set enabled 


WDWW2ZW W 


WwW WwW 


Xx 
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Table 22 — IDENTIFY DEVICE data (part 6 of 11) 


[moral m fe [FY] spon 


Command set/feature enabled/supported. 
15 1 = Words 120:119 are valid 
14 Reserved 
13 1 =FLUSH CACHE EXT command supported 
12 1=FLUSH CACHE command supported 
1 = Device Configuration Overlay supported 
1 = 48-bit Address features set supported 
1 = Automatic Acoustic Management feature set enabled 
1 = SET MAX security extension enabled by SET MAX SET PASSWORD 
Reserved for technical report INCITS TR27-2001 
1 = SET FEATURES subcommand required to spin-up after power-up 
1 = Power-Up In Standby feature set enabled 
Obsolete 
1 = Advanced Power Management feature set enabled 
1 = CFA feature set supported 
1 = READ/WRITE DMA QUEUED command supported 
1 = DOWNLOAD MICROCODE command supported 
Command set/feature enabled/supported. 
15 Shall be cleared to zero 
14 Shall be set to one 
13 1 = IDLE IMMEDIATE with UNLOAD FEATURE supported 
Reserved for technical report INCITS TR37-2004 
Reserved for technical report INCITS TR37-2004 
Obsolete 
1 = 64 bit World wide name supported 
1 = WRITE DMA QUEUED FUA EXT command supported 


1 = WRITE DMA FUA EXT and WRITE MULTIPLE FUA EXT commands 
supported 


1 = General Purpose Logging feature set supported 

Obsolete 

1 = Media Card Pass Through Command feature set supported 
1 = Media serial number is valid 

1 = SMART self-test supported 

1 = SMART error logging supported 


<< 777777 
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Table 22 — IDENTIFY DEVICE data (part 7 of 11) 


pos] m fel) wernt 


88 Ultra DMA modes 

15 Reserved 

14 1 = Ultra DMA mode 6 is selected 
0 = Ultra DMA mode 6 is not selected 

13 1 = Ultra DMA mode 5 is selected 
0 = Ultra DMA mode 5 is not selected 

12 1 = Ultra DMA mode 4 is selected 
0 = Ultra DMA mode 4 is not selected 
1 = Ultra DMA mode 3 is selected 
0 = Ultra DMA mode 3 is not selected 
1 = Ultra DMA mode 2 is selected 
0 = Ultra DMA mode 2 is not selected 
1 = Ultra DMA mode 1 is selected 
0 = Ultra DMA mode 1 is not selected 
1 = Ultra DMA mode 0 is selected 
0 = Ultra DMA mode 0 is not selected 
Reserved 
1 = Ultra DMA mode 6 and below are supported 
1 = Ultra DMA mode 5 and below are supported 
1 = Ultra DMA mode 4 and below are supported 
1 = Ultra DMA mode 3 and below are supported 
1 = Ultra DMA mode 2 and below are supported 
1 = Ultra DMA mode 1 and below are supported 
1 = Ultra DMA mode 0 is supported 


vTvVTVUVUVUVUVVVUVUiU:*U 


F 
P|F 
P|F 
P|F 
P|F 
P|F 
P/F 
P| F 
[8 [ F [Time required for security erase unit completion 
[8 [ F [Time requiredTor Enhanced seouriy erase completion 
Eka 
Eska 


e) 
92 


V |Current advanced power management value 
V |Master Password Identifier 
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Table 22 — IDENTIFY DEVICE data (part 8 of 11) 


rome |fy] spon 


Hardware reset result. The contents of bits (12:0) of this word shall change only 
during the execution of a hardware reset. au 7.16.7.44 for more information. 


15 Shall be cleared to zero. 

14 Shall be set to one. 

13 1 = device detected CBLID- above Vj, 
0 = device detected CBLID- below Vi, 


12:8 Device 1 hardware reset result. Device 0 shall clear these bits to zero. 
Device 1 shall set these bits as follows: 


12 Reserved. 

11 0= Device 1 did not assert PDIAG-. 
1 = Device 1 asserted PDIAG-. 

10:9 These bits indicate how Device 1 determined the device number: 

00 = Reserved. 
01 = a jumper was used. 
10 = the CSEL signal was used. 
11 = some other method was used or the method is unknown. 

8 Shall be set to one. 


7:0 Device 0 hardware reset result. Device 1 shall clear these bits to zero. 
Device 0 shall set these bits as follows: 


7 Reserved. 
6 0 = Device 0 does not respond when Device 1 is selected. 
1 = Device 0 responds when Device 1 is selected. 
5 0 = Device 0 did not detect the assertion of DASP-. 
1 = Device 0 detected the assertion of DASP-. 
0 = Device 0 did not detect the assertion of PDIAG-. 
1 = Device 0 detected the assertion of PDIAG-. 
0 = Device 0 failed diagnostics. 
1 = Device 0 passed diagnostics. 
These bits indicate how Device 0 determined the device number: 
00 = Reserved. 
01 = a jumper was used. 
10 = the CSEL signal was used. 
11 = some other method was used or the method is unknown. 
F 0 Shall be set to one. 
F 15:8 Vendor’s recommended acoustic management value. 
“|e |y| “ro carenauonatcscoustemanoganenvaie 
F 
(BV [Streaming Transfer Time DMA 
B[V [Streaming Access Latency DMR and PIO 
| 98-99] O | B | F [Streaming Performance Granularity 
[100-703 | 0 |B | V | Total Number of User Addressable Sectors for the 48-bit Address feature set 
S08 nO Vs Sn Teen Mine OS 


Reserved 
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Table 22 — IDENTIFY DEVICE data (part 9 of 11) 


Physical sector size / Logical Sector Size 
15 Shall be cleared to zero 
14 Shall be set to one 
13 1 = Device has multiple logical sectors per physical sector. 
12 1= Device Logical Sector Longer than 256 Words 
ee 


BF 3:0 2% logical sectors per physical sector 


107 |B] F I Inter-seek delay for ISO-7779 acoustic testing in microseconds 
F ) 


Melee 


106 
11:4 Reserved 


15:12 NAA (3:0 
11:0 IEEE OUI (23:12) 


F 15:4 IEEE OUI (11:0) 
3:0 Unique ID (35:32) 


15:0 Unique ID (31:16) 


F[ 750 UngueD GI) OSCOSCSCSCSCSCSC~*' 
BF [150 rigs OO) 

F2775| |_| F [Reserved for wordwide name extension fo T25BIS 
[7i6[ || [ResewedforINCTSTRE72008 
M 


117-118 | O | BY Words per Logical Sector 


Supported Settings (Continued from words 84:82) 


119 
F 15 Shall be cleared to zero 
F 14 Shall be set to one 
13:6 Reserved 
5 1 = Free-fall Control feature set is supported 

1 = The Segmented feature for DOWNLOAD MICROCODE is supported 
1 = READ and WRITE DMA EXT GPL optional commands are supported 
1 = WRITE UNCORRECTABLE EXT is supported 
1 = Write-Read-Verify feature set is supported 


Reserved for technical report DT1825 


120) M Command set/feature enabled/supported. (Continued from words 87:85) 
15 Shall be cleared to zero 
14 Shall be set to one 
13:6 Reserved 
5 1 = Free-fall Control feature set is enabled 

1 = The Segmented feature for DOWNLOAD MICROCODE is supported 
1 = READ and WRITE DMA EXT GPL optional commands are supported 
1 = WRITE UNCORRECTABLE EXT is supported 
1 = Write-Read-Verify feature set is enabled 
Reserved for technical report DT1825 


121-126 | | UF Reserved for expanded supported and enabled settings 


Ea | 
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Table 22 — IDENTIFY DEVICE data (part 10 of 11) 


[wera] m fee] esetom 


Security status 
15:9 Reserved 
8 Security level 0 = High, 1 = Maximum 
7:6 Reserved 
5 1=Enhanced security erase supported 
1 = Security count expired 
1 = Security frozen 
1 = Security locked 
1 = Security enabled 
in = Sealy, supported 


reiso] [|X WWendorspeciio SSS 


160 CFA power mode 1 
15 Word 160 supported 
14 Reserved 
N 13 CFA power mode 1 is required for one or more commands implemented by 
the device 
N|V 12 CFA power mode 1 disabled 
N | F 11:0 Maximum current in ma 


| 161-175 | 175] he ll Reserved for assignment by the CompactFlash™ Association 
176- = reas ope Current media serial number (ASCII String) 


SCT Command Transport 
15:12 Vendor Specific 
11:6 Reserved 
SCT Command Transport Data Tables supported 
SCT Command Transport Features Control supported 
SCT Command Transport Error Recovery Control supported 
SCT Command Transport Write Same supported 
SCT Command Transport Long Sector Access supported 
SCT Command Transport supported 


ae ae oe Reserved for CE-ATA. 


a a | 
Alignment of logical blocks within a larger physical block 
15 Shall be cleared to zero 
14 Shall be set to one 
13:0 ‘Logical sector’ offset within the first physical sector where the first logical 
sector is placed. 


210-211 |O |B] V | Write-Read-Verify Sector Count Mode 3 Only 
212- | 212-213 | | 212-213] O | B | F | Verify Sector Count Mode 2 Only 


214 NV Cache Capabilities 
15:12 NV Cache feature set version 
11:8 NV Cache Power Mode feature set version 

7:5 Reserved 
4 1=NV Cache feature set enabled 

3:2 Reserved 
i 1 = NV Cache Power Mode feature set enabled 

pe = NY Cathe Power ae feature set supported 


ars oe 0 Rv cache Sin Logie Ble EO) 
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Table 22 — IDENTIFY DEVICE data (part 11 of 11) 


EM —— 


[Fi6| 0 [B[V INV Cache Stein Logeal ods OTT) 
[—2i7[ WBF Nominatmedarotaionrate 
a 


219 NV Cache Options 
15:8 Reserved 
7:0 Device Estimated Time to Spin Up in Seconds 


15:8 Reserved 
7:0 Write-Read-Verify feature set current mode 


ty Reserved 


ar Transport Major revision number. 0000h or FFFFh = device does not report version 
15:12 Transport Type — 0 = Parallel, 1 = Serial, 2-15 = Reserved 

Parallel Serial 

:5 Reserved Reserved 
Reserved SATA Rev 2.6 
Reserved SATA Rev 2.5 
Reserved SATA II: Extensions 
Reserved SATA 1.0a 
ATA8-APT ATA8-AST 


| 223] | M | HA Transport Minor revision number 


ee | 224-233] | | [Reserved for CE-ATA 


eto = Minimum number of 512 byte units per DOWNLOAD MICROCODE command for 
mode 03h 


Seri Maximum number of 512 byte units per DOWNLOAD MICROCODE command for 
mode 03h 


paseasa[ [TF [Resened 


255} M V | Integrity word 
B 15:8 Checksum 
B 7:0 Signature 
: O/M — Mandatory/optional requirement. 


F/V — Fixed/variable content M — Support of the word is mandatory. 
F — The content of the field is fixed and does O — Support of the word is optional. 
not change. The DCO command may S/P — Content applies to Serial or Parallel transport 
change the value of a fixed field. S — Serial Transport 
V — The contents of the field is variable and P — Parallel Transport 
may change depending on the state of the B — Both Serial and Parallel Transports 
device or the commands executed by the N — Belongs to a transport other than Serial or 


device. Parallel 
X — The fixed or variable type of this field is 
not defined in this standard. 


7.16.7.1 Word 0: General configuration 
Devices that conform to this standard shall clear bit 15 to zero. 


Bits 7:6 are obsolete. 
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If bit 2 is set to one it indicates that the content of the IDENTIFY DEVICE data is incomplete. This may occur if 
the device supports the Power-up in Standby feature set and required data is contained on the device media. In 
this case the content of at least word 0 and word 2 shall be valid. 


Devices supporting the CFA feature set shall place the value 848Ah in word 0. In this case, the above definitions 
for the bits in word 0 are not valid. 


7.16.7.2 Word 1: Obsolete 
7.16.7.3 Word 2: Specific configuration 


Word 2 shall be set as follows: 


IDENTIFY DEVICE data is incomplete (see 4.19). 
IDENTIFY DEVICE data is complete (see 4.19). 


C837h | Device does not require SET FEATURES subcommand to spin-up after 
power-up and IDENTIFY DEVICE data is complete (see 4.19) 


Alvother values 


7.16.7.4 Word 3: Obsolete 
7.16.7.5 Words 4-5: Retired 
7.16.7.6 Word 6: Obsolete 


8C73h | Device does not require SET FEATURES subcommand to spin-up after 
power-up and IDENTIFY DEVICE data is incomplete (see 4.19). 


7.16.7.7 Words 7-8: Reserved for assignment by the CompactFlash™ Association 
7.16.7.8 Word 9: Retired 
7.16.7.9 Words 10-19: Serial number 


This field contains the serial number of the device. The contents of this field is an ASCII string of twenty bytes. 
The device shall pad the character string with spaces (20h), if necessary, to ensure that the string is the proper 
length. The combination of Serial number (words 10-19) and Model number (words 27-46) shall be unique for a 
given manufacturer (See 0). 


7.16.7.10 Words 20-21: Retired 
7.16.7.11 Word 22: Obsolete 
7.16.7.12 Words 23-26: Firmware revision 


This field contains the firmware revision number of the device. The contents of this field is an ASCII string of 
eight bytes. The device shall pad the character string with spaces (20h), if necessary, to ensure that the string is 
the proper length (See 0). 


7.16.7.13 Words 27-46: Model number 


This field contains the model number of the device. The contents of this field is an ASCII string of forty bytes. 
The device shall pad the character string with spaces (20h), if necessary, to ensure that the string is the proper 
length. The combination of Serial number (words 10-19) and Model number (words 27-46) shall be unique for a 
given manufacturer. 


7.16.7.14 Word 47: READ/WRITE MULTIPLE support 


For PATA devices Bits (7:0) of this word define the maximum number of logical sectors per DRQ data block that 
the device supports for READ/WRITE MULTIPLE commands. 


For SATA devices this field shall be set to 16 or less. 
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7.16.7.15 Word 48: Trusted Computing feature set options 

Bit 0 of word 48 when set to one, indicates that the Trusted Computing feature set is supported. 
7.16.7.16 Words 49-50: Capabilities 

Bits (15:14) of word 49 are reserved for use in the IDENTIFY PACKET DEVICE data. 


Bit 13 of word 49 is used to determine whether a device uses the Standby timer values as defined in this 
standard. Table 27 specifies the Standby timer values used by the device if bit 13 is set to one. If bit 13 is 
cleared to zero, the timer values shall be vendor specific. 


Bit 12 of word 49 is reserved for use in the IDENTIFY PACKET DEVICE data. 


For PATA devices bit 11 of word 49 indicates whether a device supports IORDY. If this bit is set to one, then the 
device supports IORDY operation. All devices except CFA and PCMCIA devices shall support PIO mode 3 or 
higher, shall support IORDY, and shall set this bit to one. 


For SATA devices bit 11 of word 49 shall be set to one. 


For PATA devices bit 10 of word 49 is used to indicate a device’s ability to enable or disable the use of IORDY. If 
this bit is set to one, then the device supports the disabling of IORDY. Disabling and enabling of IORDY is 
accomplished using the SET FEATURES command. 


For SATA devices bit 10 of word 49 shall be set to one. 
Bit 9 of word 49 shall be set to one to indicate that an LBA transition is supported. 


Bits 8 of word 49 Shall be set to one to indicate that DMA is supported. For devices not implementing the 
CompactFlash feature set this bit shall be set to one. 


Bits (7:0) of word 49 are retired. 

Bit 15 of word 50 shall be cleared to zero to indicate that the contents of word 50 are valid. 

Bit 14 of word 50 shall be set to one to indicate that the contents of word 50 are valid. 

Bits (13:2) of word 50 are reserved. 

Bit 1 of word 50 is obsolete. 

Bit 0 of word 50 set to one indicates that the device has a minimum Standby timer value that is vendor specific. 
7.16.7.17 Words 51-52: Obsolete 

7.16.7.18 Word 53: Field validity 

Bit 0 of word 53 is obsolete. 


For PATA devices when bit 1 of word 53 is set to one, the values reported in words 64-70 are valid. If this bit is 

cleared to zero, the values reported in words 64-70 are not valid. All devices except CFA and PCMCIA devices 
shall support PIO mode 3 or above and shall set bit 1 of word 53 to one and support the fields contained in words 
64-70. 


For SATA devices, bit 1 of word 53 shall be set to one. 


For PATA devices, if the device supports Ultra DMA and the values reported in word 88 are valid, then bit 2 of 
word 53 shall be set to one. If the device does not support Ultra DMA and the values reported in word 88 are not 
valid, then this bit is cleared to zero. 


For SATA devices, bit 2 of word 53 shall be set to one. 
7.16.7.19 Words 54-58: Obsolete 
7.16.7.20 Word 59: Multiple sector setting 


If bit 8 is set to one, bits (7:0) reflect the number of logical sectors currently set to transfer on a READ/WRITE 
MULTIPLE command. This field may default to the preferred value for the device (see 7.51). 
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7.16.7.21 Words 60-61: Total number of user addressable sectors 


This field contains a value that is one greater than the maximum user accessible logical block address. The 
maximum value that shall be placed in this field is OFFF_FFFFh. See 4.11.4 for more information. 


7.16.7.22 Word 62: Obsolete 
7.16.7.23 Word 63: Multiword DMA transfer 


Word 63 identifies the Multiword DMA transfer modes supported by the device and indicates the mode that is 
currently selected. Only one DMA mode shall be selected at any given time. If an Ultra DMA mode is enabled, 
then no Multiword DMA mode shall be enabled. If a Multiword DMA mode is enabled then no Ultra DMA mode 
shall be enabled. 


Bits (15:11) of word 63 are reserved. 


If bit 10 of word 63 is set to one, then Multiword DMA mode 2 is selected. If this bit is cleared to zero, then 
Multiword DMA mode 2 is not selected. If bit 9 is set to one or if bit 8 is set to one, then this bit shall be cleared 
to zero. 


If bit 9 of word 63 is set to one, then Multiword DMA mode 1 is selected. If this bit is cleared to zero then 
Multiword DMA mode 1 is not selected. If bit 10 is set to one or if bit 8 is set to one, then this bit shall be cleared 
to zero. 


If bit 8 of word 63 is set to one, then Multiword DMA mode 0 is selected. If this bit is cleared to zero then 
Multiword DMA mode 0 is not selected. If bit 10 is set to one or if bit 9 is set to one, then this bit shall be cleared 
to zero. 


Bits (7:3) of word 63 are reserved. 


For PATA devices, when bit 2 of word 63 is set to one, Multiword DMA modes 2 and below are supported. If this 
bit is cleared to zero, then Multiword DMA mode 2 is not supported. If Multiword DMA mode 2 is supported, then 
Multiword DMA modes 1 and 0 shall also be supported. If this bit is set to one, bit 0 and bit 1 shall also be set to 
one. 


For SATA devices, bit 2 of word 63 shall be set to one. 


For PATA devices, when bit 1 of word 63 is set to one Multiword DMA modes 1 and below are supported. If this 
bit is cleared to zero, then Multiword DMA mode 1 is not supported. If Multiword DMA mode 1 is supported, then 
Multiword DMA mode 0 shall also be supported. If this bit is set to one, bit 0 shall be set to one. 


For SATA devices, bit 1 of word 63 shall be set to one. 

For PATA devices, when bit 0 of word 63 is set to one Multiword DMA mode 0 is supported. 
For SATA devices, bit 0 of word 63 shall be set to one. 

7.16.7.24 Word 64: PIO transfer modes supported 


For PATA devices bits (7:0) of word 64 is defined as the PIO data and register transfer supported field. If this field 
is supported, bit 1 of word 53 shall be set to one. This field is bit significant. Any number of bits may be set to 
one in this field by the device to indicate the PIO modes the device is capable of supporting. 


Of these bits, bits (7:2) are Reserved for future PIO modes. Bit 0, if set to one, indicates that the device supports 
PIO mode 3. All devices except CFA and PCMCIA devices shall support PIO mode 3 and shall set bit 0 to one. 
Bit 1, if set to one, indicates that the device supports PIO mode 4. See ATA8-APT for more information. 


For SATA devices bits (1:0) shall be set to one. 
7.16.7.25 Word 65: Minimum Multiword DMA transfer cycle time per word 


For PATA devices word 65 is defined as the minimum Multiword DMA transfer cycle time per word. This field 
defines, in nanoseconds, the minimum cycle time that the device supports when performing Multiword DMA 
transfers on a per word basis. 


For SATA devices word 65 shall be set to indicate 120ns. 
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If this field is supported, bit 1 of word 53 shall be set to one. Any device that supports Multiword DMA mode 1 or 
above shall support this field, and the value in word 65 shall not be less than the minimum cycle time for the 
fastest DMA mode supported by the device. 


If bit 1 of word 53 is set to one because a device supports a field in words 64-70 other than this field and the 
device does not support this field, the device shall return a value of zero in this field. 


7.16.7.26 Word 66: Device recommended Multiword DMA cycle time 


For PATA devices word 66 is defined as the device recommended Multiword DMA transfer cycle time. This field 
defines, in nanoseconds, the minimum cycle time per word during a single logical sector host transfer while 
performing a multiple logical sector READ DMA or WRITE DMA command for any location on the media under 
nominal conditions. If a host runs at a faster cycle rate by operating at a cycle time of less than this value, the 
device may negate DMARQ for flow control. The rate at which DMARQ is negated may result in reduced 
throughput despite the faster cycle rate. Transfer at this rate does not ensure that flow control is not be used, but 
implies that higher performance may result. See ATA8-APT for more information. 


If this field is supported, bit 1 of word 53 shall be set to one. Any device that supports Multiword DMA mode 1 or 
above shall support this field, and the value in word 66 shall not be less than the value in word 65. 


If bit 1 of word 53 is set to one because a device supports a field in words 64-70 other than this field and the 
device does not support this field, the device shall return a value of zero in this field. 


For SATA devices word 66 shall be set to indicate 120ns. 
7.16.7.27 Word 67: Minimum PIO transfer cycle time without IORDY flow control 


For PATA devices word 67 is defined as the minimum PIO transfer without IORDY flow control cycle time. This 
field defines, in nanoseconds, the minimum cycle time that, if used by the host, the device guarantees data 
integrity during the transfer without utilization of IORDY flow control. 


For SATA devices word 67 shall be set to indicate 120ns. 
If this field is supported, Bit 1 of word 53 shall be set to one. 


Any device that supports PIO mode 3 or above shall support this field, and the value in word 67 shall not be less 
than the value reported in word 68. 


If bit 1 of word 53 is set to one because a device supports a field in words 64-70 other than this field and the 
device does not support this field, the device shall return a value of zero in this field. 


7.16.7.28 Word 68: Minimum PIO transfer cycle time with IORDY flow control 


For PATA devices word 68 is defined as the minimum PIO transfer with IORDY flow control cycle time. This field 
defines, in nanoseconds, the minimum cycle time that the device supports while performing data transfers while 
utilizing IORDY flow control. 


For SATA devices word 68 shall be set to indicate 120ns. 
If this field is supported, Bit 1 of word 53 shall be set to one. 


All devices except CFA and PCMCIA devices shall support PIO mode 3 and shall support this field, and the value 
in word 68 shall be the fastest defined PIO mode supported by the device. The maximum value reported in this 
field shall be 180 to indicate support for PIO mode 3 or above. 


If bit 1 of word 53 is set to one because a device supports a field in words 64-70 other than this field and the 
device does not support this field, the device shall return a value of zero in this field. 


7.16.7.29 Words 69-74: Reserved 
7.16.7.30 Word 75: Queue depth 


Bits (4:0) of word 75 indicate the maximum queue depth supported by the device. The queue depth includes all 
commands for which command acceptance has occurred and command completion has not occurred. The 
value in this field equals (maximum queue depth - 1), e.g., a value of zero indicates a queue depth of one, a 
value of 31 indicates a queue depth of 32. If bit 1 of word 83 is cleared to zero indicating that the device does not 
support READ/WRITE DMA QUEUED commands, or if bit 6 of word 76 is cleared to zero indicating that the 
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device does not support READ/WRITE FPDMA commands, the value in this field shall be zero. Support of this 
word is mandatory if the TCQ feature set is supported. 


7.16.7.31 Word 76: Serial ATA Capabilities 


If not OO00h or FFFFh, the device claims compliance with the Serial ATA specification. If this field is not O000h or 
FFFFh, words 77 through 79 shall be valid. If this field is O000h or FFFFh the device does not claim compliance 
with the Serial ATA specification and Words 76 through 79 are not valid and shall be ignored. 


Bits 15:11 Reserved for Serial ATA 


If bit 10 is set to one the device supports Phy event counters. If the device supports Phy event counters, it shall 
support the Phy event counter READ LOG EXT address 11h. See SATA 2.6 for more information. 


If bit 9 is set to one the device supports Partial and Slumber interface power management states when initiated 
by the host. See SATA 2.6 for more information. 


If bit 8 is set to one the device supports the Native Command Queuing feature set. 

Bits 7:3 Reserved for Serial ATA. 

If bit 2 is set to one the device supports the Gen2 signaling rate of 3.0 Gb/s. See SATA 2.6 for more information. 
If bit 1 is set to one the device supports the Gen1 signaling rate of 1.5 Gb/s. See SATA 2.6 for more information. 
Bit 0 shall be cleared to zero. 

7.16.7.32 Words 77: Reserved for Serial ATA 

Word 77 is reserved for future Serial ATA definition and shall be cleared to zero. 

7.16.7.33 Word 78: Serial ATA Features/command sets supported 


If Word 76 is not O000h or FFFFh, Word 78 reports the optional features supported by the device. Support for 
this word is optional and if not supported the word shall be zero indicating the device has no support for new 
Serial ATA capabilities. 


Bits 15:7 Reserved for Serial ATA 


If bit 6 is set to one the device supports software settings preservation across COMRESET. See 4.22 for more 
information. 


Editor’s Note 8: “When bit 6 is cleared to zero the device clears all software settings when a 
COMRESET occurs.” was in the original. This is a concern because it could be specifying more 
functionality. 


Bit 5 Reserved 


If bit 4 is set to one the device supports guaranteed in-order data delivery when non-zero buffer offsets are used 
for commands in the NCQ feature set. See SATA 2.6 for more information. 


If bit 3 is set to one the device supports initiating power management requests to the host. If bit 3 is cleared to 
zero the device does not support initiating power management requests. A device may support reception of 
power management requests initiated by the host as described in the definition of bit 9 of Word 76 without 
supporting initiating such power management requests as indicated by this bit. (bit 3) 


If bit 2 is set to one the device supports the use of the DMA Setup FIS Auto-Activate optimization. See SATA 2.6 
for more information. 


If bit 1 is set to one the device supports the use of non-zero buffer offsets for commands in the NCQ feature set. 
See SATA 2.6 for more information. 


Bit O shall be cleared to zero. 
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7.16.7.34 Word 79: Serial ATA Features/command sets supported 


If Word 76 is not 0O000h or FFFFh, Word 79 reports which optional features supported by the device are enabled. 
This word shall be supported if optional Word 78 is supported and shall not be supported if optional Word 78 is 
not supported. 


Bits 15:7 Reserved for Serial ATA. 


If bit 6 is set to one then software settings preservation is enabled. If the device supports software settings 
preservation this field shall be one by default. If the device does not support software settings preservation this 
field shall be zero by default. 


Bit 5 Reserved. 


If bit 4 is set to one then device support for guaranteed in-order data delivery when non-zero buffer offsets are 
used for commands in the NCQ feature set is enabled. See SATA 2.6 for more information. 


If bit 3 is set to one then device support for initiating power management requests to the host is enabled. When 
set to one the device may initiate power management transition requests. When cleared to zero the device shall 
not initiate interface power management requests to the host. This field shall be zero by default. 


If bit 2 is set to one then the device support for use of the DMA Setup FIS Auto-Activate optimization is enabled. 
See SATA 2.6 for more information. 


If bit 1 is set to one then device support the use of non-zero buffer offsets for commands in the NCQ feature set 
is enabled. See SATA 2.6 for more information. 


Bit 0 shall be cleared to zero. 
7.16.7.35 Word 80: Major revision number 


If not O000h or FFFFh, the device claims compliance with the major version(s) as indicated by bits (6:3) being set 
to one. Values other than 0000h and FFFFh are bit significant. Since ATA standards maintain downward 
compatibility, a device may set more than one bit. 
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7.16.7.36 Word 81: Minor revision number 


Table 23 defines the value that shall be reported in word 81 to indicate the revision of the standard that guided 


the implementation. 
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Table 23 — Minor revision number (part 1 of 2) 


Value | Minor Revision 


0000h | Minor revision is not reported 

0002h | Obsolete 

0003h | Obsolete 

0004h | Obsolete 

0005h | Obsolete 

0006h | Obsolete 

0007h | Obsolete 

0008h | Obsolete 

0009h | Obsolete 

OO0Ah | Obsolete 

OOOBh | Obsolete 

000Ch | Obsolete 

000Dh | ATA/ATAPI-4 X3T13 1153D revision 6 
OOOEh | ATA/ATAPI-4 T13 1153D revision 13 
OOOFh | ATA/ATAPI-4 X3T13 1153D revision 7 
0010h | ATA/ATAPI-4 T13 1153D revision 18 
0011h | ATA/ATAPI-4 113 1153D revision 15 
0012h | ATA/ATAPI-4 published, ANSI INCITS 317-1998 
0013h | ATA/ATAPI-5 T13 1321D revision 3 
0014h | ATA/ATAPI-4 T13 1153D revision 14 
0015h | ATA/ATAPI-5 T13 1321D revision 1 
0016h | ATA/ATAPI-5 published, ANSI INCITS 340-2000 
0017h | ATA/ATAPI-4 T13 1153D revision 17 
0018h | ATA/ATAPI-6 T1713 1410D revision 0 
0019h | ATA/ATAPI-6 T13 1410D revision 3a 
001Ah | ATA/ATAPI-7 T13 1532D revision 1 
001Bh | ATA/ATAPI-6 T1713 1410D revision 2 
001Ch | ATA/ATAPI-6 T13 1410D revision 1 


= 
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Table 23 — Minor revision number (part 2 of 2) 


O020h 
0021h | ATA/ATAPI-7 T13 1532D revision 4a 
0022h | ATA/ATAPI-6 published, ANSI INCITS 361-2002 


SOR-B2h 
OT0BR-FFFER 


7.16.7.37 Words 82-84, 119: Features/command sets supported 


Words 82-84 and 119 shall indicate features/command sets supported. If a defined bit is cleared to zero, the 
indicated features/command set is not supported. If bit 14 of word 83 is set to one and bit 15 of word 83 is 
cleared to zero, the contents of words 82-83 contain valid support information. If not, support information is not 
valid in these words. If bit 14 of word 84 is set to one and bit 15 of word 84 is cleared to zero, the contents of 
word 84 contains valid support information. If not, support information is not valid in this word. If bit 14 of word 
119 is set to one and bit 15 of word 119 is cleared to zero, the contents of word 119 contains valid support 
information. If not, support information is not valid in word 119. 


Editor’s Note 9: instead of “is supported”, should these all read “shall be supported”? 


If bit O of word 82 is set to one, the SMART feature set is supported. 

If bit 1 of word 82 is set to one, then the Security feature set is supported. 

bit 2 of word 82 is obsolete. 

If bit 3 of word 82 is set to one, then the Power Management feature set is supported. 
If bit 4 of word 82 is set to one, then the PACKET feature set is supported. 

If bit 5 of word 82 is set to one, then volatile write cache is supported. 

If bit 6 of word 82 is set to one, then read look-ahead is supported. 

If bit 7 of word 82 is set to one, then the release interrupt is supported. 


If bit 8 of word 82 is set to one, then the SERVICE interrupt is supported. See 7.48.15 for more information 
regarding the SERVICE interrupt. 


If bit 9 of word 82 is set to one, then the DEVICE RESET command is supported. 
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If bit 10 of word 82 is set to one, then the Host Protected Area feature set is supported. 

Bit 11 of word 82 is obsolete. 

If bit 12 of word 82 is set to one, then the WRITE BUFFER command is supported. 

If bit 13 of word 82 is set to one, then the READ BUFFER command is supported. 

If bit 14 of word 82 is set to one, then the NOP command (see 7.21) is supported. 

Bit 15 of word 82 is obsolete. 

If bit 0 of word 83 is set to one, then the DOWNLOAD MICROCODE command is supported. 
If bit 1 of word 83 is set to one, then the TCQ feature set is supported. 

If bit 2 of word 83 is set to one, then the CFA feature set is supported. 

If bit 3 of word 83 is set to one, then the Advanced Power Management feature set is supported. 
bit 4 of word 83 is obsolete. 

If bit 5 of word 83 is set to one, then the Power-Up In Standby feature set is supported. 


If bit 6 of word 83 is set to one, then the device requires the SET FEATURES subcommand to spin-up after 
power-up if the Power-Up In Standby feature set is enabled (see 7.48.8). This bit is valid when the bit 5 of word 
83 and bit 5 of word 86 are one, indicating the Power-Up in Standby feature set is supported. 


Bit 7 is defined in Address Offset Reserved Area Boot, INCITS TR27-2001. 

If bit 8 of word 83 is set to one, then the HPA Security Extensions (see 4.11.2) are supported. 

If bit 9 of word 83 is set to one, then the Automatic Acoustic Management feature set is supported. 

If bit 10 of word 83 is set to one, then the 48-bit Address feature set is supported. 

If bit 11 of word 83 is set to one, then the DCO feature set is supported. 

Bit 12 of word 83 shall be set to one indicating the device supports the mandatory FLUSH CACHE command. 
If bit 13 of word 83 is set to one, then the FLUSH CACHE EXT command is supported. 


If bit O of word 84 is set to one, SMART error logging is supported. This bit is valid if the bit 0 of word 82 is set to 
1 indicating SMART feature set is supported. 


If bit 1 of word 84 is set to one, SMART self-test is supported. This bit is valid if the bit 0 of word 82 is set to 1 
indicating SMART feature set is supported. 


If bit 2 of word 84 is set to one, then media serial number field words 176-205 are supported. 

If bit 3 of word 84 is set to one, then the Media Card Pass Through Command feature set is supported. 
If bit 4 of word 84 is set to one, then the Streaming feature set is supported. 

If bit 5 of word 84 is set to one, then the General Purpose Logging feature set is supported. 


If bit 6 of word 84 is set to one, then the WRITE DMA FUA EXT command and WRITE MULTIPLE FUA EXT 
command is supported. 


If bit 7 of word 84 is set to one, then the WRITE DMA QUEUED FUA EXT command is supported. 

Bit 8 of word 84 shall be set to one indicating the mandatory World Wide Name in words 108-111 is supported. 
Bit 11 of word 84 is reserved for INCITS TR37-2004. 

Bit 12 of word 84 is reserved for INCITS TR37-2004. 

If bit 13 of word 84 is set to one, then the IDLE IMMEDIATE with UNLOAD FEATURE is supported. 

Bit O of word 119 is reserved for technical report DT1825. 
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Editor’s Note 10: is it still DT1825? Also need to make an entry in the references subclause. 


If bit 1 of word 119 is set to one, then the Write-Read-Verify feature set is supported. 
If bit 2 of word 119 is set to one, then the WRITE UNCORRECTAB LE EXT command is supported. 


If bit 3 of word 119 is set to one, then the optional READ DMA EXT command and the optional WRITE DMA EXT 
command commands are supported. This bit shall only be set to one if word 84 bit 5 is set to one. 


if bit 4 of word 119 is set to one, then DOWNLOAD MICROCODE mode 03h is supported 
if bit 5 of word 119 is set to one, then the Free-fall Control feature set is supported 
7.16.7.38 Words 85-87, 120: Features/command sets enabled 


Words 85-87 and 120 shall indicate features/command sets enabled. If a defined bit is cleared to zero, the 
indicated features/command set is not enabled. If a supported feature or feature set is supported and there is no 
defined method to disable the feature or feature set, it is defined as supported and the bit shall be set to one. If 
bit 14 of word 87 is set to one and bit 15 of word 87 is cleared to zero, the contents of words 85-87 contain valid 
information. If bit 14 of word 120 is set to one and bit 15 of word 120 is cleared to zero, the contents of word 120 
contain valid information. If not, information is not valid in these words. 


NOTE 9 — Some features do not have a method to be disabled. These features are marked as 
supported in this subclause for symmetry. 


If bit 0 of word 85 is set to one, then the SMART feature set is enabled (see 7.53.4). If bit 0 of word 85 is cleared 
to zero, then the SMART feature set is disabled (see 7.53.2). This bit is valid if the bit 0 of word 82 is set to 1 
indicating SMART feature set is supported. 


If bit 1 of word 85 is set to one, then Security has been enabled by setting a User password via the SECURITY 

SET PASSWORD command. If bit 1 of word 85 is cleared to zero, then there is no valid User password. If the 
Security feature set is not supported, this bit shall be cleared to zero. This bit is valid if the bit 1 of word 82 is set 
to 1 indicating Security Mode feature set is supported. See 7.53.2 and See 7.53.4 for more information. 


Bit 2 of word 85 is obsolete. 


Bit 3 of word 85 shall be set to one to indicate that the Mandatory Power Management feature set is supported. 
This bit is a copy of bit 3 of word 82. 


Bit 4 of word 85 shall be cleared to zero to indicate that the PACKET feature set is not supported. 


If bit 5 of word 85 is set to one, then volatile write cache is enabled (see 7.48.4). If bit 5 of word 85 is cleared to 
zero, then volatile write cache is disabled. This bit is valid if the bit 5 of word 82 is set to 1 indicating write cache 
is Supported. 


If bit 6 of word 85 is set to one, then read look-ahead is enabled (see 7.48.13). If bit 6 of word 85 is cleared to 
zero, then read look-ahead is disabled. This bit is valid if the bit 6 of word 82 is set to 1 indicating read 
look-ahead is supported. 


If bit 7 of word 85 is set to one, then the release interrupt is enabled (see 7.48.14). If bit 7 of word 85 is cleared 
to zero, then the release interrupt is disabled. 


If bit 8 of word 85 is set to one, then the SERVICE interrupt is enabled (see 7.48.15). If bit 8 of word 85 is cleared 
to zero, then the SERVICE interrupt is disabled. 


Bit 9 of word 85 shall be cleared to zero to indicate that the DEVICE RESET command is not supported. 


If the device is not indicating its full size as defined by READ NATIVE MAX or READ NATIVE MAX EXT 
command because a SET MAX ADDESS or SET MAX ADDRESS EXT command has been issued to resize the 
device, then bit 10 of word 85 shall be set to one indicating that a Host Protected Area has been established (i.e., 
HPA enabled). If the device is indicating its full size as defined by READ NATIVE MAX or READ NATIVE MAX 
EXT command then bit 10 of word 85 shall be cleared to zero indicating that a Host Protected Area has not been 
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established (i.e., HPA disabled). This bit is valid if the bit 10 of word 82 is set to 1 indicating Host Protected Area 
feature set is supported. 


Bit 11 of word 85 is obsolete. 

If bit 12 of word 85 is set to one, then the WRITE BUFFER command is supported. 

If bit 13 of word 85 is set to one, then the READ BUFFER command is supported. 

If bit 14 of word 85 is set to one, then the NOP command is supported. 

Bit 15 of word 85 is obsolete. 

If bit O of word 86 is set to one, then the DOWNLOAD MICROCODE command is supported. 
If bit 1 of word 86 is set to one, then the TCQ feature set is supported. 

If bit 2 of word 86 is set to one, then the CFA feature set is supported. 


If bit 3 of word 86 is set to one, then the Advanced Power Management feature set is enabled (see 7.48.6). If bit 
3 of word 86 is cleared to zero, the Advanced Power Management feature set is disabled. 


Bit 4 of word 86 is obsolete. 


If bit 5 of word 86 is set to one, then the Power-Up In Standby feature set is enabled (see 7.48.7). If bit 5 of word 
86 is cleared to zero, then the Power-Up In Standby feature set is disabled. This bit is valid if the bit 3 of word 83 
is set to 1 indicating Advanced Power Management feature set is supported. 


If bit 6 of word 86 is set to one, then the device requires the SET FEATURES subcommand to spin-up after 
power-up (see 7.48.8). This bit is valid if the bit 5 of word 83 and bit 5 of word 86 are set to 1 indicating 
Power-Up In Standby feature set is supported. 


Bit 7 of word 86 is defined in Address Offset Reserved Area Boot, INCITS TR27-2001. 


If bit 8 of word 86 is set to one, then the HPA Security Extensions are enabled (see 7.49.5). This bit is valid if the 
bit 8 of word 83 is set to 1 indicating the HPA Security Extensions are supported. 


If bit 9 of word 86 is set to one, then the Automatic Acoustic Management feature set is enabled (see 7.48.11) 
and the value in word 94 is valid. This bit is valid if the bit 9 of word 83 is set to 1 indicating that the Automatic 
Acoustic Management feature set is supported. 


If bit 10 of word 86 is set to one, then the 48-bit Address feature set is supported. 

If bit 11 of word 86 is set to one, then the DCO feature set is supported. 

Bit 12 of word 86 shall be set to one indicating the mandatory FLUSH CACHE command is supported. 
If bit 13 of word 86 is set to one, then the FLUSH CACHE EXT command is supported. 


If bit 0 of word 87 is set to one, then the device supports SMART error logging. This bit is valid if the bit 0 of word 
82 is set to 1 indicating SMART feature set is supported. 


Editor’s Note 11: | think this bit is a copy of word 82 bit 0. 


If bit 1 of word 87 is set to one, the device supports SMART self-test. This bit is valid if the bit 0 of word 82 is set 
to 1 indicating SMART feature set is supported. 


Editor’s Note 12: | think this bit is a copy of word 82 bit 1. 


If bit 2 of word 87 is set to one, then the media serial number field in words 176-205 is valid. This bit shall be 
cleared to zero if the media does not contain a valid serial number or if no media is present. This bit is valid if the 
bit 2 of word 84 is set to 1 indicating Media serial number is supported. 
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If bit 3 of word 87 is set to one, then the Media Card Pass Through feature set is enabled. 
If bit 5 of word 87 is set to one, then the General Purpose Logging feature se is supported. 


If bit 6 of word 87 is set to one, then the WRITE DMA FUA EXT command and WRITE MULTIPLE FUA EXT 
command is supported. 


If bit 7 of word 87 is set to one, then the WRITE DMA QUEUED FUA EXT command is supported. 

bit 8 of word 84 shall be set to one indicating the mandatory World Wide Name in words 108-111 is supported. 
Bit 11 of word 87 is reserved for NCITS TR37-2004. 

Bit 12 of word 87 is reserved for NCITS TR37-2004. 

If bit 13 of word 87 is set to one, then the IDLE IMMEDIATE with UNLOAD FEATURE is supported. 

Bit O of word 120 is reserved for technical report DT1825. 


Editor’s Note 13: Need to fill in real name. 


If bit 1 of word 120 is set to one then the Write-Read-Verify feature set is enabled. 
If bit 2 of word 120 is set to one then the WRITE UNCORRECTABLE EXT command is supported. 


If bit 3 of word 120 is set to one, then the READ LOG DMA EXT and WRITE LOG DMA EXT commands are 
supported. This bit is valid if the bit 4 of word 85 is set to 1 indicating General Purpose Logging feature set is 
supported. 


if bit 4 of word 120 is set to one, then DOWNLOAD MICROCODE mode O3h is supported. This bit is valid if the 
bit 0 of word 83 and bit 0 of word 86 are set to 1 indicating DOWNLOAD MICROCODE command is supported. 


If bit 5 of word 120 is set to one, then the Free-fall Control feature set is enabled. 
7.16.7.39 Word 88: Ultra DMA modes 


Word 88 identifies the Ultra DMA transfer modes supported by the device and indicates the mode that is 
currently selected. Only one DMA mode shall be selected at any given time. If an Ultra DMA mode is selected, 
then no Multiword DMA mode shall be selected. If a Multiword DMA mode is selected, then no Ultra DMA mode 
shall be selected. Support of this word is mandatory if any Ultra DMA mode is supported. 


Bit 15 of word 88 is reserved. 


If bit 14 of word 88 is set to one, then Ultra DMA mode 6 is selected. If this bit is cleared to zero, then Ultra DMA 
mode 6 is not selected. If bit 13 or bit 12 or bit 11 or bit 10 or bit 9 or bit 8 is set to one, then this bit shall be 
cleared to zero. 


If bit 13 of word 88 is set to one, then Ultra DMA mode 5 is selected. If this bit is cleared to zero, then Ultra DMA 
mode 5 is not selected. If bit 12 or bit 11 or bit 10 or bit 9 or bit 8 is set to one, then this bit shall be cleared to 
zero. 


If bit 12 of word 88 is set to one, then Ultra DMA mode 4 is selected. If this bit is cleared to zero, then Ultra DMA 
mode 4 is not selected. If bit 13 or 11 or bit 10 or bit 9 or bit 8 is set to one, then this bit shall be cleared to zero. 


If bit 11 of word 88 is set to one, then Ultra DMA mode 3 is selected. If this bit is cleared to zero, then Ultra DMA 
mode 3 is not selected. If bit 13 or 12 or bit 10 or bit 9 or bit 8 is set to one, then this bit shall be cleared to zero. 


If bit 10 of word 88 is set to one, then Ultra DMA mode 2 is selected. If this bit is cleared to zero, then Ultra DMA 
mode 2 is not selected. If bit 13 or 12 or bit 11 or bit 9 or bit 8 is set to one, then this bit shall be cleared to zero. 


If bit 9 of word 88 is set to one, then Ultra DMA mode 1 is selected. If this bit is cleared to zero then Ultra DMA 
mode 1 is not selected. If bit 13 or 12 or bit 11 or bit 10 or bit 8 is set to one, then this bit shall be cleared to zero. 


If bit 8 of word 88 is set to one, then Ultra DMA mode 0 is selected. If this bit is cleared to zero then Ultra DMA 
mode 0 is not selected. If bit 13 or 12 or bit 11 or bit 10 or bit 9 is set to one, then this bit shall be cleared to zero. 
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Bit (7) of word 88 are reserved. 


For PATA devices when bit 6 of word 88 is set to one Ultra DMA modes 6 and below are supported. If this bit is 
cleared to zero, then Ultra DMA mode 6 is not supported. If Ultra DMA mode 6 is supported, then Ultra DMA 
modes 5, 4, 3, 2, 1 and 0 shall also be supported. If this bit is set to one, then bits (5:0) shall be set to one. 


For SATA devices bit 6 of word 88 shall be set to one. 


For PATA devices when bit 5 of word 88 is set to one Ultra DMA modes 5 and below are supported. If this bit is 
cleared to zero, then Ultra DMA mode 5 is not supported. If Ultra DMA mode 5 is supported, then Ultra DMA 
modes 4, 3, 2, 1 and 0 shall also be supported. If this bit is set to one, then bits (4:0) shall be set to one. 


For SATA devices bit 5 of word 88 shall be set to one. 


For PATA devices when bit 4 of word 88 is set to one Ultra DMA modes 4 and below are supported. If this bit is 
cleared to zero, then Ultra DMA mode 4 is not supported. If Ultra DMA mode 4 is supported, then Ultra DMA 
modes 3, 2, 1 and 0 shall also be supported. If this bit is set to one, then bits (3:0) shall be set to one. 


For SATA devices bit 4 of word 88 shall be set to one. 


For PATA devices when bit 3 of word 88 is set to one Ultra DMA modes 3 and below are supported. If this bit is 
cleared to zero, then Ultra DMA mode 3 is not supported. If Ultra DMA mode 3 is supported, then Ultra DMA 
modes 2, 1 and 0 shall also be supported. If this bit is set to one, then bits (2:0) shall be set to one. 


For SATA devices bit 3 of word 88 shall be set to one. 


For PATA devices when bit 2 of word 88 is set to one Ultra DMA modes 2 and below are supported. If this bit is 
cleared to zero, then Ultra DMA mode 2 is not supported. If Ultra DMA mode 2 is supported, then Ultra DMA 
modes 1 and 0 shall also be supported. If this bit is set to one, bits (1:0) shall be set to one. 


For SATA devices bit 2 of word 88 shall be set to one. 


For PATA devices when bit 1 of word 88 is set to one Ultra DMA modes 1 and below are supported. If this bit is 
cleared to zero, then Ultra DMA mode 1 is not supported. If Ultra DMA mode 1 is supported, then Ultra DMA 
mode 0 shall also be supported. If this bit is set to one, bit 0 shall be set to one. 


For SATA devices bit 1 of word 88 shall be set to one. 


For PATA devices when bit 0 of word 88 is set to one Ultra DMA mode 0 is supported. If this bit is cleared to zero, 
then Ultra DMA is not supported. 


For SATA devices bit 0 of word 88 shall be set to one. 
7.16.7.40 Word 89: Time required for Security erase unit completion 


Word 89 specifies the estimated time required for the SECURITY ERASE UNIT command to complete its normal 
mode erasure. Support of this word is mandatory if the Security feature set is supported. If the Security feature 
set is not supported, this word shall be cleared to zero. 


| 0 Value not specified 


1-254 | (Value*2) minutes 


>508 minutes 


7.16.7.41 Word 90: Time required for Enhanced security erase unit completion 


Word 90 specifies the estimated time required for the SECURITY ERASE UNIT command to complete its 
enhanced mode erasure. Support of this word is mandatory if support of the Security feature set is supported. If 
the Security feature set is not supported, this word shall be cleared to zero. 


mr) Value not specified 


1-254 | (Value*2) minutes 
255 | >508 minutes 
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7.16.7.42 Word 91: Advanced power management level value 


Bits (7:0) of word 91 contain the current Advanced Power Management level setting. Support of this word is 
mandatory if the Advanced Power Management feature set is supported. This word is valid if the bit 3 of word 83 
and bit 3 of word 86 are set to 1 indicating the Advanced Power Management feature set is supported. 


7.16.7.43 Word 92: Master Password Identifier 


If the Security feature set is not supported (bit 1 of word 82) or the Master Password Identifier feature is not 
supported, word 92 shall contain the value O000h or FFFFh. 


If the Security feature set and the Master Password Identifier feature are supported, word 92 contains the value 
of the Master Password Identifier set when the Master Password was last changed. 


7.16.7.44 Word 93: Hardware configuration test results 


For PATA devices when bit 14 of word 93 is set to one and bit 15 of word 93 is cleared to zero the content of word 
93 contains valid information. During processing of a hardware reset, Device 0 shall set bits (12:8) of this word to 
zero and shall set bits (7:0) of this word as indicated to show the result of the hardware reset. During processing 
of a hardware reset, Device 1 shall clear bits (7:0) of this word to zero and shall set bits (12:8) of the word as 
indicated to show the result of the hardware reset. Support of bits (15:13) is mandatory. Support of bits (12:0) is 
optional. 


Bit 13 shall be set or cleared by the selected device to indicate whether the device detected CBLID- above V),, or 
below Vj, at any time during execution of each IDENTIFY DEVICE command after receiving the command from 
the host but before returning data to the host. This test may be repeated as desired by the device during 
command execution (See ATA8-APT). 


For SATA devices word 93 shall be set to the value 0000h. 
7.16.7.45 Word 94: Current automatic acoustic management value 


Bits (15:8) contain the device vendor’s recommended acoustic management level (see table 43 for an 
enumeration of all of the possible acoustic management levels). If the host desires the drive to perform with 
highest performance, it should set the automatic acoustic management level to FEh. If the OEM host desires the 
vendor’s recommended acoustic management level as defined by the device’s vendor, the host should set the 
automatic acoustic management level to the value returned to the host in these 8 bits. The use of this setting 
may not provide the lowest acoustics, or the best trade-off of acoustics and performance, in all configurations. 
Support of this word is mandatory if the Acoustic Management feature set is supported. 


Bits (7:0) contain the current automatic acoustic management level. If the Automatic Acoustic Management 
feature set is supported by the device, but the level has not been set by the host, this byte shall contain the 
drive’s default setting. If the Automatic Acoustic Management feature set is not supported by the device, the 
value of this byte shall be zero. 


This word is valid if the bit 9 of word 83 is set to 1 indicating that the Automatic Acoustic Management feature set 
is supported. 


7.16.7.46 Word 95: Stream Minimum Request Size 


Number of logical sectors that provides optimum performance in a streaming environment. This number shall be 
a power of two, with a minimum of eight logical sectors (4096 bytes). The starting LBA value for each streaming 
command should be evenly divisible by this request size. This word is valid if the bit 4 of word 84 is set to 1 
indicating Streaming feature set is supported. 


7.16.7.47 Word 96: Streaming Transfer Time - DMA 


Word 96 defines the Streaming Transfer Time for DMA mode. The worst-case sustainable transfer time per 
logical sector for the device is calculated as follows: 


Streaming Transfer Time = (word 96) * (Streaming Performance Granularity / 65536) 


The content of word 96 may be affected by the host issuing a SET FEATURES subcommand 43h (Typical Host 
Interface Sector Time for DMA mode). Because of this effect, an IDENTIFY DEVICE command shall be issued 
after a SET FEATURES command that may affect these words. If the Streaming feature set is not supported by 
the device, the content of word 96 shall be zero. 
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This bit is valid if the bit 4 of word 84 is set to 1 indicating Streaming feature set is supported. 
7.16.7.48 Word 97: Streaming Access Latency - DMA and PIO 


Word 97 defines the Streaming Access Latency for DMA and PIO mode. The worst-case access latency of the 
device for a streaming command is calculated as follows: 


Access Latency = (word 97) * (Streaming Performance Granularity / 256) 


The content of word 97 may be affected by the host issuing a SET FEATURES subcommand 42h or C2h 
(Automatic Acoustic Management). Because of this effect, an IDENTIFY DEVICE command shall be issued 
after a SET FEATURES command that may affect these words. If the Streaming feature set is not supported by 
the device, the content of word 97 shall be zero. 


This bit is valid if the bit 4 of word 84 is set to 1 indicating Streaming feature set is supported. 
7.16.7.49 Words 98-99: Streaming Performance Granularity 


These words define the fixed unit of time that is used in IDENTIFY DEVICE data words 96-97 and 104, SET 
FEATURES subcommand Set Maximum Host Interface Sector Times (see 7.48.12), and in the Command 
Completion Time Limit that is passed in streaming commands. The unit of time for this parameter shall be in 
microseconds, e.g., a value of 10000 indicates 10 milliseconds. If yy was returned by the drive for this 
parameter, then 


a) the Command Completion Time Limit in the Feature field for a streaming command shall be yy 
microseconds. 

b) the Streaming Transfer Time shall be ( (word 96) * (yy/65536) ) microseconds, 
( (word 104) * (yy / 5536) ) microseconds. 

c) The Streaming Access Latency shall be ( (word 97) * (yy/256) ) microseconds. 

d) taking these units into account, the host may calculate the estimated time for a streaming command of 
size S logical sectors as ( (word 96 * S / 65536) + (word 97 / 256) ) * yy microseconds for DMA mode. 

e) taking these units into account, the host may calculate the estimated time for a streaming command of 
size S logical sectors as ( (word 104 * S / 65536) + (word 97 / 256) ) * yy microseconds for PIO mode. 


The value of the Streaming Performance Granularity is vendor specific and fixed for a device. 
This bit is valid if the bit 4 of word 84 is set to 1 indicating Streaming feature set is supported. 
7.16.7.50 Words 100-103: Total Number of User Addressable Sectors for the 48-bit Address feature set 


Words 100-103 contain a value that is one greater than the maximum LBA in user accessible space when the 
48-bit Addressing feature set is supported. The maximum value that shall be placed in this field is 
0000_FFFF_FFFF_FFFFh. Support of these words is mandatory if the 48-bit Address feature set is supported. 


7.16.7.51 Word 104: Streaming Transfer Time - PIO 


Word 104 defines the Streaming Transfer Time for PIO mode. The worst-case sustainable transfer time per 
logical sector for the device is calculated as follows: 


Streaming Transfer Time = (word 104) * (Streaming Performance Granularity / 65536) 


The content of word 104 may be affected by the host issuing a SET FEATURES subcommand 43h (Typical Host 
Interface Sector Time for PIO mode). Because of this effect, an IDENTIFY DEVICE command shall be issued 
after a SET FEATURES command that may affect these words. If the Streaming feature set is not supported by 
the device, the content of word 104 shall be zero. 


This bit is valid if the bit 4 of word 84 is set to 1 indicating Streaming feature set is supported. 
7.16.7.52 Word 106: Physical sector size / Logical Sector Size 


If bit 14 of word 106 is set to one and bit 15 of word 106 is cleared to zero, the contents of word 106 contain valid 
information. If not, information is not valid in this word. 


Bit 13 of word 106 shall be set to one to indicate that the device has more than one logical sector per physical 
sector. 
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Bit 12 of word 106 shall be set to 1 to indicate that the device has been formatted with a logical sector size larger 
than 256 words. Bit 12 of word 106 shall be cleared to 0 to indicate that words 117-118 are invalid and that the 
logical sector size is 256 words. 


Bits (11:4) of word 106 are reserved. 


Bits (3:0) of word 106 indicate the size of the device physical sectors in power of two logical sectors. 


Examples: 
Bits (3:0): 0 = ohea4 logical sector per physical sector 
Bits (3:0): 1 = 2) a0 logical sector per physical sector 
Bits (3:0): 2 = 2254 logical sector per physical sector 


Bits (3:0): 3 = Pie es! logical sector per physical sector 
7.16.7.53 Word 107: Inter-seek delay for ISO 7779 standard acoustic testing 


Word 107 is defined as the manufacturer’s recommended time delay between seeks during ISO-7779 standard 
acoustic testing in microseconds (ISO 7779 value tp. See ISO 7779:1999 (E), subclause C.9 Equipment 
Category: Disk units and storage subsystems). 


7.16.7.54 Words 108-111: World wide name 
Words 111-108 shall contain the mandatory value of the world wide name (WWN) for the device. 
Word 108 bits 15-12 shall contain 5h, indicating that the naming authority is IEEE. All other values are reserved. 


Words 108 bits 11-0 and word 109 bits (15:4) shall contain the Organization Unique Identifier (OUI) for the device 
manufacturer. The OUI shall be assigned by the IEEE/RAC as specified by ISO/IEC 13213:1994. 


The identifier may be obtained from: 


Institute of Electrical and Electronic Engineers, Inc. 
Registration Authority Committee 

445 Hoes Lane 

Piscataway, NJ 08855-1331 


Word 109 bits (3:0), word 110, and word 111 shall contain a value assigned by the vendor that is unique for the 
device in the OUI domain. 


This field is valid if the bit 8 of word 84 is set to 1 indicating 64-bit World wide name is supported. 
7.16.7.55 Words 112-115: Reserved for a 128-bit world wide name 

7.16.7.56 Word 116: Reserved for TLC technical report 

This field is described in Time-Limited Commands (TLC) INCITS TR37-2004 

7.16.7.57 Words 117-118: Logical Sector Size 


Words 117-118 indicate the size of device logical sectors in words. The value of words (117-118) shall be equal 
to or greater than 256. The value in words (117-118) shall be valid when word 106 bit 12 is set to 1. All logical 
sectors on a device shall be this length. When word 106, bit 12 is cleared to zero this field shall be cleared to 
Zero. 


7.16.7.58 Words 121-126: Reserved 
7.16.7.59 Word 127: Obsolete 
7.16.7.60 Word 128: Security status 


Support of this word is mandatory if the Security feature set is supported. If the Security feature set is not 
supported, this word shall be cleared to zero. 


Bit 8 of word 128 indicates the Master Password Capability. If security is enabled and the Master Password 
Capability is high, bit 8 shall be cleared to zero. If security is enabled and the Master Password Capability is 
maximum, bit 8 shall be set to one. When security is disabled, bit 8 shall be cleared to zero. 
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Bit 5 of word 128 set to one indicates that the enhanced mode of the SECURITY ERASE UNIT command is 
supported. 


Bit 4 of word 128 set to one indicates that the password attempt counter has decremented to zero. This is also 
known as the “Password Attempt Counter Exceeded” bit. 


Bit 3 of word 128 set to one indicates that security is frozen. 

Bit 2 of word 128 set to one indicates that security is locked. 

Bit 1 of word 128 set to one indicates that security is enabled. This is a copy of word 85, bit 1. 

Bit 0 of word 128 set to one indicates that the Security feature set is supported. This is a copy of word 82, bit 1. 
7.16.7.61 Words 129-159: Vendor specific 

7.16.7.62 Word 160: CFA power mode 


Word 160 indicates the presence and status of a CFA feature set device that supports CFA Power Mode 1. 
Support of this word is mandatory if CFA Power Mode 1 is supported. 


If bit 13 of word 160 is set to one then the device shall be in CFA Power Mode 1 to perform one or more 
commands implemented by the device. 


If bit 12 of word 160 is set to one the device is in CFA Power Mode 0 (see 7.48.9). 


Bits (11:0) indicate the maximum average RMS current in Milliamperes required during 3.3V or 5V device 
operation in CFA Power Mode 1. 


7.16.7.63 Words 161-175: Reserved for assignment by the CompactFlash™ Association 
7.16.7.64 Words 176-205: Current media serial number 


Words (205:176) contain the current media serial number. Serial numbers shall consist of 60 bytes. The first 40 
bytes shall indicate the media serial number and the remaining 20 bytes shall indicate the media manufacturer. 


7.16.7.65 Word 206: SCT Command Transport 

Bits 15:12 indicate support for vendor specific action codes. 

Bits 11:6 of word 206 are reserved 

If bit 5 of word 206 is set to one, then SCT Data Tables (see 8.3.6) are supported. 

If bit 4 of word 206 is set to one the device supports SCT Features Control (see 8.3.5). 

If bit 3 of word 206 is set to one the device supports SCT Error Recovery Control (see 8.3.4). 
If bit 2 of word 206 is set to one the device supports SCT Write Same (see 8.3.3). 

If bit 1 of word 206 is set to one the device supports SCT Long Sector Access (see 8.3.2). 


If bit 0 of word 206 is set to one the device supports the SCT Command Transport including SCT Read Status 
(see clause 8). 


7.16.7.66 Word 209: Alignment of logical blocks within a physical block 


Word 209 shall report the location of LBAO within the first physical sector of the media. See Annex C for more 
information. This bit is valid if the bit 13 of word 106 is set to 1 indicating Device has multiple sector per physical 
sector. 


7.16.7.67 Words 210-211: Write-Read-Verify Sector Count Mode 3 


Words 210-211 shall indicate the number of logical sectors to be verified after every spin-up, as set by the SET 
FEATURES command for the Enable Write-Read-Verify subcommand. This count only applies to mode 3. 


7.16.7.68 Words 212-213:Write-Read-Verify Sector Count Mode 2 


Words 212-213 shall indicate the number of logical sectors to be verified after every spin-up, as set by the SET 
FEATURES command for the Enable Write-Read-Verify subcommand. This count only applies to mode 2. 
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7.16.7.69 Word 214: NV Cache Capabilities 


Both the NV Cache Power Mode feature set version (word 214 bits 8-11) and the NV Cache feature set version 
(word 214 bits 12-15) shall be set to 0. 


If bit 4 of word 214 is set to 1, the NV Cache feature set is both supported and enabled. 


if bit 1 of word 214 is set to 1, the NV Cache Power Management feature is enabled. This capability is enabled 
by issuing a SET NV CACHE POWER MODE and disabled by issuing a RETURN FROM NV CACHE POWER 
MODE. 


if bit O of word 214 is set to 1, the NV Cache Power Management feature set is supported. 
7.16.7.70 Words 215-216: NV Cache Size in Logical Blocks (MSW) 


Words 215 and 216 specify the maximum number of logical sectors that the device's NV Cache Set contains for 
the host to pin. This field is valid if the bit 5 of word 214 is set to 1 indicating NV Cache feature set is supported. 


7.16.7.71 Word 217: Nominal Media Rotation Rate 


Word 217 indicates the nominal media rotation rate of the device and is defined in table 24. 


Table 24 — Nominal Media Rotation Rate 


0000h Rate not reported 


0001h Non-rotating media (e.g., solid state device) 


0002h-0400h | Reserved 
0401h-FFFEh | Nominal media rotation rate in rotations per minute (rpm) (e.g., 7200 rpm = 1C20h) 


aaa 


7.16.7.72 Word 218: Reserved 
7.16.7.73 Word 219: NV Cache Options 


Word 219 bits 0-7 specify a value which is the device's estimate of the amount of time it takes to be able to 
satisfy a read or write request from its rotational media when the read or write request is received while the 
rotational media is not spinning. This field is valid if the bit 5 of word 214 is set to 1 indicating NV Cache feature 
set is supported. 


7.16.7.74 Word 220: Write-Read-Verify Mode 


Word 220 contains the current mode of the Write-Read-Verify feature set, as set by the SET FEATURES 
Enable/Disable Write-Read-Verify subcommand. See 7.48.10 for more information on setting Write-Read-Verify 
mode. 


Bits 15:8 reserved 

Bits 7:0 current mode of the Write-Read-Verify feature set 
7.16.7.75 Word 221: Reserved 

7.16.7.76 Word 222: Transport major revision number 


If not FFFFh, the device claims compliance with the Transport Standard major version(s) as indicated by bits 
(6:3) being set to one. Values other than 0000h and FFFFh are bit significant. Since ATA standards maintain 
downward compatibility, a device may set more than one bit. 
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7.16.7.77 Word 223: Transport minor revision number 
Table 25 defines the value that shall be reported in word 223 to indicate the revision of the standard that guided 
the implementation. 


Table 25 — Transport minor version number 


0000h Minor revision not reported 


0001h-0020h | Reserved 


0021h ATA8-AST T13 Project D1697 Revision 0b 
O022h-FFFER 
FFFFh Minor version not reported 


7.16.7.78 Words 224-233: Reserved for CE-ATA 


7.16.7.79 Word 234: Minimum number of 512 byte data blocks per DOWNLOAD MICROCODE command 
mode 3 


This is the minimum number of 512 byte data blocks per DOWNLOAD MICROCODE command mode 3 the 
device shall accept. This bit is valid if the bit 0 of word 83, bit 0 of word 86, and bit 4 of word 120 are set to one 
indicating DOWNLOAD MICROCODE Mode 3 command is supported. 


7.16.7.80 Word 235: Maximum number of 512 byte data blocks per DOWNLOAD MICROCODE command 
mode 3 


This is the maximum number of 512 byte data blocks per DOWNLOAD MICROCODE command mode 3 the 
drive shall accept. This bit is valid if the bit 0 of word 83, bit O of word 86, and bit 4 of word 120 are set to one 
indicating DOWNLOAD MICROCODE Mode 3 command is supported. 


7.16.7.81 Words 236-254: Reserved 
7.16.7.82 Word 255: Integrity word 


The use of this word is optional. If bits (7:0) of this word contain the signature A5dh, bits (15:8) contain the data 
structure checksum. The data structure checksum is the two’s complement of the sum of all bytes in words 
0-254 and the byte consisting of bits (7:0) in word 255. Each byte shall be added with unsigned arithmetic, and 
overflow shall be ignored. The sum of all 512 bytes is zero when the checksum is correct. 
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7.17 IDENTIFY PACKET DEVICE - Ath, PIO Data-in 

7.17.1 Feature Set 

This command is mandatory for devices implementing the PACKET feature set. 
7.17.2 Description 


The IDENTIFY PACKET DEVICE command enables the host to receive parameter information from a device that 
implements the PACKET feature set. Table 26 for a description of the return data. 


Some devices may have to read the media in order to complete this command. 


The IDENTIFY PACKET DEVICE data contains information regarding optional feature or command support. If 
the host issues a command that is indicated as not supported in the IDENTIFY PACKET DEVICE data, the 
device shall abort the command 


See 7.16.2 for the description of the data types found in Table 26. 
7.17.3 Inputs 


[Word [Name [es riptfon 
-—00R —[Feature 

[oT 
Pe RA 


Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7:0_ATh 


7.17.4 Normal Outputs 
See table 86. 
7.17.5 Error Outputs 


The device shall return command aborted if the device does not implement this command, otherwise, the device 
shall not report an error. See table 109. The device may return error status if an Interface CRC error has 
occurred. 


NOTE 10 — There is no defined mechanism for a device to return an ICRC error status that may 


have occurred during the last data block of a PIO-in data transfer; there may be other mechanisms in 
which a host may verify that an Interface CRC error occurred in these cases. 
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7.17.6 Input Data 
7.17.6.1 Overview 


Table 26 — IDENTIFY PACKET DEVICE data (part 1 of 7) 


[wort |u| |v | bescinton 


General configuration bit-significant information: 
15:14 10 =ATAPI device 
11 = Reserved 
13 Reserved 
: Field indicates command packet set used by device 
Obsolete 
: 00 = Device shall set DRQ to one within 3 ms of receiving PACKET 
command. 
01 = Obsolete. 
10 = Device shall set DRQ to one within 50 us of receiving PACKET 
command. 
11 = Reserved 
: Reserved 
Incomplete response 
: 00 = 12 byte command packet 
01 = 16 byte command packet 
1x = Reserved 


SE —————————— 
[2 {BY [ Specie configuration 


epics 
15:12 Obsolete 
11. 1=IORDY supported 
10 1=IORDY may be disabled 
Shall be set to one. 


1 = DMA supported. Devices which require the DMADIR bit in the Packet 
command shall clear this bit to 0 


Vendor specific 
Capabilities 
15 Shall be cleared to zero. 
Shall be set to one. 
Reserved 
Obsolete 


Shall be set to one to indicate a device specific Standby timer value 
minimum. 


Px [ops 


17 47mMm77717 TN 


F 


a 
xX 
F 
E 
F 
F 
xX 
F 
E 
F 
xX 
F 


142 Working Draft AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 


May 21, 2007 T13/1699-D Revision 4a 


Table 26 — IDENTIFY PACKET DEVICE data (part 2 of 7) 


15:3. Reserved 
2  1=the fields reported in word 88 are valid 
1 1=the fields reported in words (70:64) are valid 
0 Obsolete 


1 = DMADIR bit in the Packet command is required for DMA transfers 
0 = DMADIR bit in Packet command is not required for DMA transfers. 


Reserved 

1 = DMA is supported 

1 = Multiword DMA mode 2 is supported 

1 = Multiword DMA mode 1 is supported 

1 = Multiword DMA mode 0 is supported 

1 = Ultra DMA mode 6 and below are supported 
1 = Ultra DMA mode 5 and below are supported 
1 = Ultra DMA mode 4 and below are supported 
1 = Ultra DMA mode 3 and below are supported 
1 = Ultra DMA mode 2 and below are supported 
1 = Ultra DMA mode 1 and below are supported 
1 = Ultra DMA mode 0 is supported 


F 

F 

F 

F 

F 

F 

F 

F 

F 

F 

F 

F 

F 

F Reserved 

V 1 = Multiword DMA mode 2 is selected 

V 1 = Multiword DMA mode 1 is selected 

V 1 = Multiword DMA mode 0 is selected 

F Reserved 

E 1 = Multiword DMA mode 2 and below are supported. Devices which 
require the DMADIR bit in the Packet command shall clear this bit to 0. 

F 

F 

F 


1 = Multiword DMA mode 1 and below are supported. Devices which 
require the DMADIR bit in the Packet command shall clear this bit to 0. 


0 1 = Multiword DMA mode 0 is supported Multiword DMA mode selected 
Devices which require the DMADIR bit in the Packet command shall clear 
this bit to 0. 


15:8 Reserved 
Minimum Multiword DMA transfer cycle time per word 
Manufacturer’s recommended Multiword DMA transfer cycle time 
15:0 Cycle time in nanoseconds 
15:0 Cycle time in nanoseconds 
Minimum PIO transfer cycle time with IORDY flow control 
15:0 Cycle time in nanoseconds 


Reserved 


Obsolete 
F 
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Table 26 — IDENTIFY PACKET DEVICE data (part 3 of 7) 


| wortfm|®]v | oescinion 


Major version number 
0000h or FFFFh = device does not report version 


Reserved 
1 = supports ATA8-ACS 
1 = Supports ATA/ATAPI-7 
1 = supports ATA/ATAPI-6 
1 = supports ATA/ATAPI-5 
1 = supports ATA/ATAPI-4 
Obsolete 
Obsolete 
Obsolete 
Reserved 
Minor version number 
0000h or FFFFh = device does not report version 
0001h-FFFEh=See 7.16.7.36 
Feature sets/commands supported. If words (83:82) = 0000h or FFFFh feature 
set/command support notification not supported. 
15 Obsolete 
14 Shall be set to one to indicate that the NOP command is supported 


13 Shall be cleared to zero to indicate that the READ BUFFER command is 
not supported 


12 Shall be cleared to zero to indicate that the WRITE BUFFER command is 
not supported 


11 Obsolete 


Shall be cleared to zero to indicate that the Host Protected Area feature set 
is not supported 


Shall be set to one to indicate that the DEVICE RESET command is 
supported 


Obsolete 

Obsolete 

1 = read look-ahead supported 

1 = volatile write cache supported 

Shall be set to one indicating the PACKET feature set is supported. 
1 = Power Management feature set supported 

Obsolete 

1 = Security feature set supported 


Shall be cleared to zero to indicate that the SMART feature set is not 
supported 


OANWAAD N CO 
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Table 26 — IDENTIFY PACKET DEVICE data (part 4 of 7) 


| wort fm |e |v | pescinion 


T1r4|maITWa.aATWTHW Tn TN 


nn 7x 717 


Feature sets/commands supported. 
15 
14 
13 
12 = 
11 = 
10 
command is not supported 


Shall be cleared to zero 

Shall be set to one 

Reserved 

1 = FLUSH CACHE command supported 

1 = Device Configuration Overlay feature set supported 

Reserved 

1 = AUTOMATIC Acoustic Management feature set supported 

1 = SET MAX security extension supported 

Reserved for INCITS TR27-2001 

1 = SET FEATURES subcommand required to spin-up after power-up 
1 = Power-Up In Standby feature set supported 

Obsolete 

Reserved 

Shall be cleared to zero to indicate that the DOWNLOAD MICROCODE 


Feature set/commands supported extension. 


15 


Shall be cleared to zero 
Shall be set to one 


Reserved 
General Purpose Logging feature set 


Reserved 


Feature sets/commands enabled. 


15 
14 
13 


< <x7m71<< xk XK 
OA NWA AAN © 


Obsolete 
Shall be set to one to indicate that the NOP command is supported 


Shall be cleared to zero to indicate that the READ BUFFER command is 
not supported 


Shall be cleared to zero to indicate that the WRITE BUFFER command is 
not supported 


Obsolete 


Shall be cleared to zero to indicate that the Host Protected Area feature set 
is not supported 


Shall be set to one to indicate that the DEVICE RESET command is 
supported 


Obsolete 

Obsolete 

1 = read look-ahead enabled 

1 = volatile write cache enabled 

Shall be set to one indicating the PACKET feature set is supported. 
1 = Power Management feature set enabled 

Obsolete 

1 = Security feature set enabled 


Shall be cleared to zero to indicate that the SMART feature set is not 
supported 
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Table 26 — IDENTIFY PACKET DEVICE data (part 5 of 7) 


| wort fm|®]v | pescinion 


Reserved 

1 = FLUSH CACHE command supported 

1 = Device Configuration Overlay feature set supported 

Reserved 

1 = Automatic Acoustic Management feature set enabled 

1 = SET MAX security extension enabled by a SET MAX SET PASSWORD 
Reserved for INCITS TR27-2001 

1 = SET FEATURES subcommand required to spin-up after power-up 
1 = Power-Up In Standby feature set enabled 

Obsolete 

Reserved 


Shall be cleared to zero to indicate that the DOWNLOAD MICROCODE 
command is not supported 


Feature sets/commands enabled. 
Shall be cleared to zero 
Shall be set to one 
Reserved 
General Purpose Logging feature set 
Reserved 


Ls 


88 | M Reserved 
1 = Ultra DMA mode 6 is selected 
1 = Ultra DMA mode 5 is selected 
1 = Ultra DMA mode 4 is selected 
1 = Ultra DMA mode 3 is selected 
1 = Ultra DMA mode 2 is selected 
0 = Ultra DMA mode 2 is not selected 
1 = Ultra DMA mode 1 is selected 
0 = Ultra DMA mode 1 is not selected 
1 = Ultra DMA mode 0 is selected 
0 = Ultra DMA mode 0 is not selected 
Reserved 
1 = Ultra DMA mode 6 and below are supported. Devices which require 
the DMADIR bit in the Packet command shall clear this bit to 0. 
1 = Ultra DMA mode 5 and below are supported. Devices which require 
the DMADIR bit in the Packet command shall clear this bit to 0. 
1 = Ultra DMA mode 4 and below are supported. Devices which require 
the DMADIR bit in the Packet command shall clear this bit to 0. 
1 = Ultra DMA mode 3 and below are supported. Devices which require 
the DMADIR bit in the Packet command shall clear this bit to 0. 
1 = Ultra DMA mode 2 and below are supported. Devices which require 
the DMADIR bit in the Packet command shall clear this bit to 0. 
1 = Ultra DMA mode 1 and below are supported. Devices which require 
the DMADIR bit in the Packet command shall clear this bit to 0. 
1 = Ultra DMA mode 0 is supported. Devices which require the DMADIR 
bit in the Packet command shall clear this bit to 0. 


pe 89: OB oF | Time required for security erase unit completion 
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Table 26 — IDENTIFY PACKET DEVICE data (part 6 of 7) 


Hardware reset result. The contents of bits (12:0) of this word shall change only 
during the execution of a hardware reset. 


15 Shall be cleared to zero. 

14 Shall be set to one. 

13 1=device detected CBLID- above Vj, 
0 = device detected CBLID- below Vi, 


12:8 Device 1 hardware reset result. Device 0 shall clear these bits to zero. 
Device 1 shall set these bits as follows: 


12 Reserved. 

11 0O= Device 1 did not assert PDIAG-. 
1 = Device 1 asserted PDIAG-. 

10:9 These bits indicate how Device 1 determined the device number: 
00 = Reserved. 
01 = a jumper was used. 
10 = the CSEL signal was used. 
11 = some other method was used or the method is unknown. 
8 Shall be set to one. 


7:0 Device 0 hardware reset result. Device 1 shall clear these bits to zero. 
Device 0 shall set these bits as follows: 


7 Reserved. 
6 0= Device 0 does not respond when Device 1 is selected. 
1 = Device 0 responds when Device 1 is selected. 
0 = Device 0 did not detect the assertion of DASP-. 
1 = Device 0 detected the assertion of DASP-. 
0 = Device 0 did not detect the assertion of PDIAG-. 
1 = Device 0 detected the assertion of PDIAG-. 
0 = Device 0 failed diagnostics. 
1 = Device 0 passed diagnostics. 
These bits indicate how Device 0 determined the device number: 
00 = Reserved. 
01 = a jumper was used. 
10 = the CSEL signal was used. 
11 = some other method was used or the method is unknown. 
0 Shall be set to one. 


75:12 NAA (3:0) 
11:0 IEEE OUI (23:12) 
75:4 IEEE OUI (11:0) 


3:0 Unique ID (35:32) 
15:0 Unique ID (31:16) 


Pre 150 rigue SY 
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Table 26 — IDENTIFY PACKET DEVICE data (part 7 of 7) 


F 
| wort] |e |v | pescinton 


112-115 F | Reserved for world wide name extension to 128 bits 
6-124 


ATAPI byte count = 0 behavior 
128 Security status 
Reserved 
Security level 0 = High, 1 = Maximum 
Reserved 
1 = Enhanced security erase supported 
1 = Security count expired 
1 = Security frozen 
1 = Security locked 
129-759 || 
255 
15:8 Checksum 
7:0 Signature 
Key: O/M — Mandatory/optional requirement. 
F/V — Fixed/variable content M — Support of the word is mandatory. 
F — The content of the field is fixed and O — Support of the word is optional. 
does not change. The DCO command S/P — Content applies to Serial or Parallel transport 
may change the value of a fixed field. S — Serial Transport 
V — The contents of the field is variable and P — Parallel Transport 


1 = Security enabled 

1 = Security supported 
may change depending on the state of the B - Both Serial and Parallel Transports 
device or the commands executed by the N — Belongs to a transport other than Serial or 


X 
-N'[| Reserved for assignment by the CompaciFlash™ Associaton 
F 
device. Parallel 
X — The fixed or variable type of this field is 
not defined in this standard. 


= 
a 


a re eeerne (25) 


7 


pae<<eanes Plas 


V | Integrity word 
B 
B 


7.17.6.2 Word 0: General configuration 


Bits (15:14) of word 0 indicate the type of device. Bit 15 shall be set to one and bit 14 shall be cleared to zero to 
indicate the device implements the PACKET feature set. 


Bits (12:8) of word 0 indicate the command packet set implemented by the device. This value follows the 
peripheral device type value as defined in SPC-3. 


Bit 7 of word 0 is Obsolete. 


If the Parallel interface is implemented, bits (6:5) of word 0 indicate the DRQ response time when a PACKET 
command is received. A value of 00b indicates a maximum time of 3 ms from receipt of PACKET to the setting of 
DRQ to one. A value of 10b indicates a maximum time of 50 us from the receipt of PACKET to the setting of 
DRQ to one. The value 11b is reserved. 


If bit 2 is set to one it indicates that the content of the IDENTIFY PACKET DEVICE data is incomplete. This may 
occur if the device supports the Power-up in Standby feature set and required data is contained on the device 
media. In this case the content of at least word 0 and word 2 shall be valid. 


Bits (1:0) of word 0 indicate the packet size the device supports. A value of 00b indicates that a 12-byte packet is 
supported; a value of 01b indicates a 16 byte packet. The values 10b and 11b are reserved. 
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7.17.6.3 Word 1: Reserved 

7.17.6.4 Word 2: Specific configuration 

Word 2 shall have the same content described for IDENTIFY DEVICE data word 2. 
7.17.6.5 Words 3-9: Reserved 

7.17.6.6 Words 10-19: Serial number 


The use of these words is optional. If not implemented, the content shall be zeros. If implemented, the content 
shall be as described in IDENTIFY DEVICE data words 10-19. See 7.16.7. 


7.17.6.7 Words 20-22: Reserved 

7.17.6.8 Words 23-26: Firmware revision 

Words 23-26 shall have the content described for IDENTIFY DEVICE data words 23-26. 
7.17.6.9 Words 27-46: Model number 

Words 27-46 shall have the content described for IDENTIFY DEVICE data words 27-46. 
7.17.6.10 Words 47-48: Reserved 

7.17.6.11 Word 49: Capabilities 

Bit 15:12 of word 49 are obsolete. 


Bit 11 of word 49 is used to determine whether a device supports IORDY. If this bit is set to one, then the device 
supports IORDY operation. If this bit is zero, the device may support IORDY. This ensures backward 
compatibility. If a device supports PIO mode 3 or higher, then this bit shall be set to one. If the serial interface is 
implemented, this bit shall be set to one. 


Bit 10 of word 49 is used to indicate a device’s ability to enable or disable the use of IORDY. If this bit is set to 
one, then the device supports the disabling of IORDY. Disabling and enabling of IORDY is accomplished using 
the SET FEATURES command. If the serial interface is implemented, this bit shall be set to one. 


Bit 9 of word 49 shall be set to one. 


Bit 8 of word 49 indicates that DMA is supported. Devices which require the DMADIR bit in the Packet command 
shall clear this bit to 0 


7.17.6.12 Word 50: Capabilities 


Word 50 shall have the content described for IDENTIFY DEVICE data word 50. Support of this word is 
mandatory if the STANDBY command is supported. 


7.17.6.13 Word 51: Obsolete 

7.17.6.14 Word 52: Reserved 

7.17.6.15 Word 53: Field validity 

Word 53 shall have the content described for IDENTIFY DEVICE data word 53. 
7.17.6.16 Words 54-61: Reserved 

7.17.6.17 Word 62: DMADIR 


ATAPI devices that use a serial ATA bridge chip for connection to a serial ATA host may require use of the 
DMADIR bit to indicate transfer direction for Packet DMA commands. Word 62 is used to indicate if such support 
is required. 


If bit 15 of word 62 is set to one, then DMADIR bit in the Packet Command is required by the device for Packet 
DMA and Bits 2:0 of word 63, bits 15 and 8 in word 49, and bits 6:0 of word 88 shall be cleared to 0O,. 


If bit 15 of word 62 is cleared to 0, DMADIR bit in the PACKET command is not required. If bit 15 of word 62 is 
cleared to zero, then all bits of word 62 shall be cleared to zero. 


Bits (14:11)of word 62 are reserved. 
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Bits (10:1)of word 62 indicate DMA mode support. Since the DMADIR bit is only used for a Serial ATAPI device, 
all of these bits are set to 1. 


7.17.6.18 Word 63: Multiword DMA transfer 


Word 63 identifies the Multiword DMA transfer modes supported by the device and indicates the mode that is 
currently selected. Only one DMA mode shall be selected at any given time. If an Ultra DMA mode is enabled, 
then no Multiword DMA mode shall be enabled. If a Multiword DMA mode is enabled then no Ultra DMA mode 
shall be enabled. 


Bits (15:11) of word 63are reserved. 
Bits (10:8) of word 63 shall have the content described for IDENTIFY DEVICE data word 63. 
Bits (7:3) of word 63 are reserved 


If bit 2 of Word 63 is set to one, then Multiword DMA modes 2 and below are supported. If this bit is cleared to 
zero, then Multiword DMA mode 2 is not supported. If Multiword DMA mode 2 is supported, then Multiword DMA 
modes 1 and 0 shall also be supported. 


If bit 2 of Word 63 is set to one, bits (1:0) shall be set to one. If the serial interface is implemented, this bit shall 
be set to one except this bit shall be cleared 0 for Serial ATAPI devices requiring the DMADIR bit in the PACKET 
command. 


If bit 1 of Word 63 is set to one, then Multiword DMA modes 1 and below are supported. If this bit is cleared to 
zero, then Multiword DMA mode 1 is not supported. If Multiword DMA mode 1 is supported, then Multiword DMA 
mode 0 shall also be supported. 


If bit 1 of Word 63 is set to one, bit 0 shall be set to one. If the serial interface is implemented, this bit shall be set 
to one except this bit shall be cleared to 0 for Serial ATAPI devices which require the DMADIR bit in the PACKET 
command. 


If bit 0 of word 63 is set to one, then Multiword DMA mode 0 is supported. If the serial interface is implemented, 
this bit shall be set to one except this bit shall be cleared to 0 for Serial ATAPI devices which require the DMADIR 
bit in the PACKET command. 


7.17.6.19 Word 64: PIO transfer mode supported 

Word 64 shall have the content described for IDENTIFY DEVICE data word 64. 
7.17.6.20 Word 65: Minimum multiword DMA transfer cycle time per word 
Word 65 shall have the content described for IDENTIFY DEVICE data word 65. 
7.17.6.21 Word 66: Device recommended multiword DMA cycle time 

Word 66 shall have the content described for IDENTIFY DEVICE data word 66. 
7.17.6.22 Word 67: Minimum PIO transfer cycle time without flow control 
Word 67 shall have the content described for IDENTIFY DEVICE data word 67. 
7.17.6.23 Word 68: Minimum PIO transfer cycle time with IORDY 

Word 68 shall have the content described for IDENTIFY DEVICE data word 68. 
7.17.6.24 Words 69-70: Reserved 

7.17.6.25 Words 71-72: Obsolete 

7.17.6.26 Words 73-74: Reserved 

7.17.6.27 Word 75: Obsolete 

7.17.6.28 Words 76-79: Reserved for Serial ATA 

7.17.6.29 Word 80: Major revision number 

Word 80 shall have the content described for IDENTIFY DEVICE data word 80. 
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7.17.6.30 Word 81: Minor revision number 
Word 81 shall have the content described for IDENTIFY DEVICE data word 81. 
7.17.6.31 Words 82-84: Feature sets/commands supported 


Words 82-84 shall have the content described for words IDENTIFY DEVICE data words 82-84 except that bit 4 of 
word 82 shall be set to one to indicate that the PACKET feature set is supported. 


7.17.6.32 Words 85-87: Feature sets/commands enabled 


Words 85-87 shall have the content described for words IDENTIFY DEVICE data words 85-87 except that bit 4 of 
word 85 shall be set to one to indicate that the PACKET feature set is supported. 


7.17.6.33 Word 88:Ultra DMA modes 


Word 88 shall have the content described for IDENTIFY DEVICE data words 88, except bits 6:0 shall be cleared 
to 0 for Serial ATAPI devices which require the DMADIR bit in the Packet command. 


7.17.6.34 Word 89: Time required for Security erase unit completion 

Word 89 shall have the content described for IDENTIFY DEVICE data words 89. 
7.17.6.35 Word 90: Time required for Enhanced security erase unit completion 
Word 90 shall have the content described for IDENTIFY DEVICE data words 90. 
7.17.6.36 Word 91: Reserved 

7.17.6.37 Word 92 

Word 92 shall have the content described for IDENTIFY DEVICE data words 92. 
7.17.6.38 Word 93: Hardware reset results 


Word 93 shall have the content described for IDENTIFY DEVICE data words 93. Support of bits (15:13) is 
mandatory. Support of bits (12:0) is optional. 


7.17.6.39 Word 94: Current automatic acoustic management value 

Word 94 shall have the content described for IDENTIFY DEVICE data words 94. 

7.17.6.40 Word 95-107: Reserved 

7.17.6.41 Words 108-111: World wide name 

Words 111-108 shall contain the mandatory value of the world wide name (WWN) for the device. 

Word 108 bits 15-12 shall contain 5h, indicating that the naming authority is IEEE. All other values are reserved. 


Words 108 bits 11-0 and word 109 bits (15:4) shall contain the Organization Unique Identifier (OUI) for the device 
manufacturer. The OUI shall be assigned by the IEEE/RAC as specified by ISO/IEC 13213:1994. 


The identifier may be obtained from: 


Institute of Electrical and Electronic Engineers, Inc. 
Registration Authority Committee 

445 Hoes Lane 

Piscataway, NJ 08855-1331 


Word 109 bits (3:0), word 110, and word 111 shall contain a value assigned by the vendor that is unique for the 
device in the OUI domain. 


7.17.6.42 Words 112-115: Reserved for a 128-bit world wide name 
7.17.6.43 Words 116-124: Reserved 
7.17.6.44 Word 125 ATAPI byte count=0 behavior 


If the contents of word 125 are 0000h and the value of the byte count limit is zero, the device shall return 
command aborted. 


Working Draft AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 151 


T13/1699-D Revision 4a May 21, 2007 


If the contents of word 125 are non-zero and the value of the byte count limit is zero, the device shall use the 
contents of word 125 as the actual byte count limit for the current command and shall not abort. 


The device may be reconfigured to report a new value. However, after the device is reconfigured, the content of 
word 125 reported shall not change until after the next power-on reset or hardware reset. 


7.17.6.45 Word 126-127: Obsolete 
7.17.6.46 Word 128: Security status 


Word 128 shall have the content described for IDENTIFY DEVICE data word 128. Support of this word is 
mandatory if the Security feature set is supported. 


7.17.6.47 Words 129-160: Reserved 
7.17.6.48 Words 161-175: Reserved for assignment by the CompactFlash™ Association 
7.17.6.49 Words 176-254: Reserved 
7.17.6.50 Word 255: Integrity Word 


Word 255 shall have the content described for IDENTIFY DEVICE data words 255. Word 255 should be 
implemented. 
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7.18 IDLE - E3h, Non-data 

7.18.1 Feature Set 

This command is mandatory for devices implementing the Power Management feature set. 

7.18.2 Description 

The IDLE command allows the host to place the device in the Idle mode and also set the Standby timer. 


If the Count field is non-zero then the Standby timer shall be enabled. The value in the Count field shall be used 
to determine the time programmed into the Standby timer (see 4.18). If the Count field is zero then the Standby 
timer is disabled. 


7.18.3 Inputs 


et a 


Feature Reserved eee 


a Count Ter VANS TTP TRE TEV SST GSFSTRIRG FG WHS GETS ROGET TA period value (TPV) -The TPV shall determine the time period programmed into 
the Standby timer. Table 27 defines these values. 


ara ad | LBA [Reserved eee 


— 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7.0 -ESh 


Table 27 — Automatic Standby timer periods 


Count field or Corresponding time-out period 
0 Toon) Timne-cut disabled 


1-240 (O1h- oh (value * 5) seconds 


241-251 (Fih-FBh) | ((value - 240) *30) minutes 
“om 


252 . minutes 


| 253 | (FDA) Period between 8 hours and 12 hours 
FER 
(FFh) 21 min. 15 seconds 


Note 1 - Times are approximate. 


7.18.4 Normal Outputs 
See table 86. 

7.18.5 Error Outputs 
See table 109. 
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7.19 IDLE IMMEDIATE - Eth, Non-data 

7.19.1 Feature Set 

This command is mandatory for devices implementing the Power Management feature set. 
7.19.2 Description 

7.19.2.1 Default Function 


The IDLE IMMEDIATE command allows the host to immediately place the device in the Idle mode. Command 
completion may occur even though the device has not fully transitioned into the Idle mode. 


7.19.2.2 Unload feature 


The optional UNLOAD feature of the IDLE IMMEDIATE command provides a method for the host to cause a 
device that is a hard disk drive to move its read/write heads to a safe position as soon as possible. 


Upon receiving an IDLE IMMEDIATE command with the UNLOAD feature, a device shall: 


a) stop read look-ahead if that operation is in process; 

b) stop writing cached data to the media if that operation is in process; 

c) if a device implements unloading its head(s) onto a ramp, then the device shall retract the head(s) onto 
the ramp; 

d) if a device implements parking its head(s) in a landing zone on the media, then the device shall park its 
head(s) in the landing zone; and 

e) transition to the Idle mode. 


The device shall retain data in the write cache and resume writing the cached data onto the media after receiving 
a Software Reset, a Hardware Reset, or any new command except IDLE IMMEDIATE with UNLOAD feature. 


A device shall report command completion after the head(s) have been unloaded or parked. 
NOTE 11 — The time required by a device to complete an unload or park operation is vendor 


specific. However, a typical time for a drive to unload heads on to a ramp is 500 ms, and a typical 
time for a drive to park heads in a landing zone is 300 ms. 
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7.19.3 Inputs (Default Function) 


| Word {| Name | Description 

[don | “Feature [NIK except when The unload features requested, seo 7704 
[OTR 

na Peaeaan{— Tak — [RR ice wha Wad ese Tose, S764 —————— 


Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


TO ET 


7.19.4 Inputs (Unload Feature) 


[Word [Nae ito 
[—00R [Feature [00s 
68 $$$ 


| Oth | h | Count | Reserved 


aa mail ee 000000554E4Ch 


Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


70-Eth 


7.19.5 Normal Outputs (Default Function) 
See table 86. 

7.19.6 Normal Outputs (Unload Feature) 
See table 93. 

7.19.7 Error Outputs 

See table 109. 
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7.20 Non-Volatile Cache 
7.20.1 NV Cache Overview 


The optional NV Cache Commands feature set permits a host to modify the NV Cache Pinned Set of a device in 
a manner that allows the device to improve response times to read and write commands while reducing the 
device's power consumption. 


The NV Cache Commands feature set provides a set of commands that guide a device's management of the 
contents of its NV Cache. 


Commands unique to the NV Cache Commands feature set use a single command code and are differentiated 
from one another by the value placed in the Features field. A device that implements the NV Cache Commands 
feature set shall implement the following commands: 


A) ADD LBA(S) TO NV CACHE PINNED SET 

) REMOVE LBA(S) FROM NV CACHE PINNED SET 
) QUERY NV CACHE PINNED SET 

D) QUERY NV CACHE MISSES 

) FLUSH NV CACHE 

F) NV CACHE ENABLE/DISABLE 


Individual NV Cache Commands are identified by the value placed in the Feature field as shown in table 28. 


Table 28 — NV Cache Commands 


Value Command Name 
10h | ADD LBA(S) TO NV CACHE PINNED SET 
1ih | REMOVE LBA(S) FROM NV CACHE PINNED SET 
12h | QUERY NV CACHE PINNED SET 
13h | QUERY NV CACHE MISSES 
14h | FLUSH NV CACHE 


15h | NV CACHE ENABLE 


16h | NV CACHE DISABLE 
17h-2Fh | Reserved for the NV Cache feature set 


50h-CFF 


DOh-EFh | Vendor Specific 


FOFFA 


7.20.2 NV Cache Power Management Overview 


The optional NV Cache Power Management feature set permits a host to modify the behavior of a device in a 
manner that allows the device to improve response times to read and write commands while reducing the 
device's power consumption. 


Commands unique to the NV Cache Power Management feature set use a single command code and are 
differentiated from one another by the value placed in the Features field. A device that implements the NV Cache 
Power Management feature set shall implement the following commands: 


A) SET NV CACHE POWER MODE 
B) RETURN FROM NV CACHE POWER MODE 
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Individual NV Cache Power Management commands are identified by the value placed in the Feature field as 
shown in table 29. 


Table 29 — NV Cache Power Managements Commands 


Value Command Name 
00h | SET NV CACHE POWER MODE 


RETURN FROM NV CACHE POWER MODE 
02h-OFh | Reserved for the NV Cache Power Management feature set 


10h-2Fh | Reserved for the NV Cache feature set 
30n-CFh 


DOh-EFh | Vendor Specific 


FOFFA 
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7.20.3 ADD LBA(S) TO NV CACHE PINNED SET - B6h/10h, DMA 
7.20.3.1 Description 


This command adds the logical blocks specified in the NV Cache Set Data to the NV Cache Pinned Set if they 
are not already so. 


If the PI bit is set to one the command shall not complete until the NV Cache population is complete. If the PI bit 
is set to zero, the command shall complete immediately and the population of the sector data shall be completed 
on subsequent Write operations to that LBA. If a Read operation occurs to this LBA before the sector data is 
populated in the NV Cache then this data should be sourced from the valid data located on the magnetic media 
and may require a disk spin up. 


If an LBA Range Entry (see 7.20.3.5) specified in the NV Cache Set Data does exist but is beyond the range of 
user-accessible logical blocks, the device shall add the logical blocks to the NV Cache Pinned Set, but continue 
to fail all reads and writes to the LBA as before. 


The response to this command shall be the number of sectors that may be added to the NV Cache's pinned set. 
7.20.3.2 Inputs 
7.20.3.2.1 Overview 


| Feature | }9010H Oh 


a : ce SRS SP TSE WOT TSG HOCK To BGT BOOT SSIES TEESE of 256 word data blocks to be transferred. 0000h specifies that 65,536 
blocks shall be transferred. 


Ra! 04h 
it Description 
: Reserved 
Populate Immediately (Pl) - See 7.20.3.2.2 


Device 
it Description 
15:13 N/A 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


70_ Boh 


7.20.3.2.2 Populate Immediately 


PI (Populate Immediately) shall be set to one to specify that the logical blocks specified in the Pin Request Data 
(see table 30) are to be added to the device's NV Pinned Cache Set and populated immediately from the disk 
before the command completion. PI shall be set to zero to specify that the logical blocks specified in the Pin 
Request Data are to be added to the device's NV Pinned Cache Set and populated upon subsequent Write 
operation to that LBA. 


7.20.3.3 Normal Outputs 
See table 102. 
7.20.3.4 Error Outputs 


If this command fails, none of the requested logical blocks are added to the Pinned Set. See table 133 for more 
information. 


7.20.3.5 Output Data 


Pin Request Data is a list of individual LBA ranges. Each entry in Pin Request Data is called a LBA Range Entry 
and is represented by 8 bytes. The LBA is expressed by the LBA Range Entry's first 6 bytes and the range 
length is a zero based number (i.e. O=0, 1=1, etc.) represented by the remaining 2 bytes. If the 2 byte range 
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length is 0 then the LBA Range Entry is not valid. The range entries shall be non-overlapping and sorted with the 
LBA Values in ascending order. 


Table 30 — Request Pin Data 


0-7 
; LBA Value 
: Range Length 


LBA Value 
Range Length 


496-511 
: LBA Value 
: Range Length 
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7.20.4 FLUSH NV CACHE - B6h/14h, Non-data 
7.20.4.1 Description 


The device ensures that it has at least as many logical blocks as specified in the 'Minimum Number of logical 
blocks to Flush Make Available’ available to be pinned without requiring a future spin up. If the device must spin 
up in order to make the required number of logical blocks available it must do so. The command completes 
immediately and if necessary the device performs the task of removing logical blocks from the NV Cache 
Unpinned Set to provide the capacity requested in a prudent fashion. If the device determines it is unable to 
complete the operation, it shall report an error. 


The output of this command is the number of logical blocks which have yet to be removed from the NV Cache 
Unpinned Set to satisfy the ‘Minimum Number of logical blocks to Make Available ' or completely empty the NV 
Cache Unpinned Set, whichever is lesser. 


7.20.4.2 Inputs 


O07 
oF 


oe 04h 
it Description 
: Reserved 
: Minimum number of logical blocks to flush 
Device 
Bit Description 
15:13 N/A 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


70 Bh 


7.20.4.3 Normal Outputs 


The number of unflushed logical blocks is the number of logical blocks which have not yet to be flushed from the 
NV Cache Unpinned Set to satisfy the Minimum Number of logical blocks to flush or to completely empty the NV 
Cache Unpinned Set, whichever is lesser. See table 103. 


7.20.4.4 Error Outputs 
See table 135. 
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7.20.5 NV CACHE DISABLE- B6h/16h, Non-data 
7.20.5.1 Description 
In response to receiving an NV Cache disable, the device shall perform the following actions: 


flush all non-volatile cached data (both pinned and unpinned data) to other non-volatile media, 
erase the pinned sectors list, 

disable the NV Cache Power Mode feature set and 

no longer read from or write user data to the non-volatile cache. 


20 0 ® 
were a 


Once the device has reported successful command completion, the device shall abort all commands in the NV 
Cache feature set except for NV Cache enable. 


This setting is non-volatile. 
7.20.5.2 Inputs 


Poon Feature [OORT OSOSOSOSOSOSCSCSCSCSCSC“CSC“‘“‘(CSC*dr 
[oR 
a 


Device 
Bit Description 
15:13 N/A 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7.0_BOh 


7.20.5.3 Normal Outputs 
See table 99. 

7.20.5.4 Error Outputs 
See table 135. 
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7.20.6 NV CACHE ENABLE - B6h/15h, Non-data 

7.20.6.1 Description 

In response to receiving an NV Cache enable, the device may read or write data to the non-volatile cache. 
This setting is non-volatile. 

7.20.6.2 Inputs 


OTh 
ORO 


Device 
Bit Description 
15:13 N/A 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


05h 
7.0 Bh 


7.20.6.3 Normal Outputs 
See table 99. 

7.20.6.4 Error Outputs 
See table 135. 
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7.20.7 QUERY NV CACHE MISSES - B6h/13h, DMA 
7.20.7.1 Description 


This command requests the device to report NV Cache Misses in LBA Ranges in a single 512 byte block. The 
first 64 cache misses are returned as LBA Ranges and shall be listed in accessed order. If the device does not 
have as many LBA ranges as are requested in the transfer, the unused LBA ranges shall be filled with zero. 


Any of the following conditions shall cause the NV-CACHE misses table to be cleared: 


a) the device processes a power-on reset 
b) completion of the QUERY NV CACHE MISSES command 
c) completion of a STANDBY IMMEDIATE command 


7.20.7.2 Inputs 


Poon Feature [00h OSOSOSOSOSOSCSCSCSCSCSC“CSC‘“(C(SS*'r 
[oT | Count 
Pea | RR 


Device 
Bit Description 
15:13 N/A 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7.0_BOh 


7.20.7.3 Normal Outputs 
See table 102. 

7.20.7.4 Error Outputs 
See table 135. 

7.20.7.5 Input Data 


Cache Miss Data is a list of individual LBA ranges. Each entry in Cache Miss Data is called a LBA Range Entry 
and is represented by 8 bytes. The LBA is expressed by the LBA Range Entry's first 6 bytes and the range 
length is a zero based number (i.e. 0=0, 1=1, etc.) represented by the remaining 2 bytes. If the 2 byte range 
length is 0 then the LBA Range Entry is not valid. 


Table 31 — Cache Miss Data 


LBA Value 
Range Length 


LBA Value 


Range Length 


LBA Value 
Range Length 
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7.20.8 QUERY NV CACHE PINNED SET - B6h/12h, DMA 
7.20.8.1 Description 


This command requests the device to send the LBA Ranges currently in the NV Cache pinned set in 512 bytes 
block equal to the number in Block Count. The LBA Ranges sent must be in numerical order. If a device does not 
have as many LBA Ranges as are requested in the transfer, the unused LBA Ranges shall be filled with zero. 


7.20.8.2 Inputs 


00h OOTaR 


[pee acne Number of 256 word data blocks to be transferred. O000h specifies that 65,536 
ee eae shall be transferred. 


— ual Renee Starting LBA - The first LBA to be Queried 


Device 
Bit Description 
15:13 N/A 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7.0_BOh 


7.20.8.3 Normal Outputs 
See table 102. 

7.20.8.4 Error Outputs 
See table 135. 

7.20.8.5 Input Data 


Pin Set Data is a list of individual LBA ranges. Each entry in Pin Set Data is called a LBA Range Entry and is 
represented by 8 bytes. The LBA is expressed by the LBA Range Entry's first 6 bytes and the range length is a 
zero based number (i.e. O=0, 1=1, etc.) represented by the remaining 2 bytes. Ifthe 2 byte range length is 0 then 
the LBA Range Entry is not valid. The range entries shall be non-overlapping and sorted with the LBA Values in 
access order. 


Table 32 — Pin Set Data 


LBA Value 
Range Length 


LBA Value 


Range Length 


LBA Value 
Range Length 
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7.20.9 REMOVE LBA(S) FROM NV CACHE PINNED SET - B6h/11h, DMA 
7.20.9.1 Description 


This command removes the logical blocks specified in the NV Cache Set Data from the NV Cache's pinned set, 
no longer including them in the set of logical blocks that must always be mapped in the NV Cache. 


If the NV Cache Set Data specifies an LBA not in the NV Cache Pinned Set, the LBA shall be ignored without 
causing an error. 


The response to this command shall be the number of additional logical blocks that the host may add to the NV 
Cache's pinned working set as specified in the Count and LBA fields. 


7.20.9.2 Inputs 
7.20.9.2.1 Overview 


| Feature | re POONA th 


a ee Number of SY ST TSE Word GSES GS To GS TESTS SE DOO SSS HAE SIE word data blocks to be transferred. 0000h specifies that 65,536 
blocks shall be transferred. 


es 04h 
it Description 
: Reserved 
Unpin All (UA) - See 7.20.9.2.2 
Device 
it Description 
15:13 N/A 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


70_ Boh 


7.20.9.2.2 Unpin All 


UA (Unpin All) indicates that the Value in the Count field should be ignored, and the NV Cache Pinned Set shall 
have no logical blocks mapped 


7.20.9.3 Normal Outputs 
See table 102. 
7.20.9.4 Error Outputs 


If this command fails, none of the requested logical blocks are removed from the Pinned Set. See table 134 for 
more information. 


7.20.9.5 Output Data 


Remove Pin Data is a list of individual LBA ranges. Each entry in Remove Pin Data is called a LBA Range Entry 
and is represented by 8 bytes. The LBA is expressed by the LBA Range Entry's first 6 bytes and the range 
length is a zero based number (i.e. O=0, 1=1, etc.) represented by the remaining 2 bytes. If the 2 byte range 
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length is 0 then the LBA Range Entry is not valid. The range entries shall be non-overlapping and sorted with the 
LBA Values in ascending order 


Table 33 — Remove Pin Data 


0-7 
: LBA Value 
: Range Length 


LBA Value 
Range Length 


496-511 
: LBA Value 
: Range Length 
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7.20.10 RETURN FROM NV CACHE POWER MODE - B6h/01h, Non-data 
7.20.10.1 Description 


This command shall cause the device to disable the NV Cache Power Mode and clear IDENTIFY DEVICE word 
214 bit 1. Upon completion of this command the device shall disable the NV Cache Power Mode timer. 


This command shall not enable or disable the non-volatile cache or the NV Cache feature set. 


7.20.10.2 Inputs 


dor Feature [000 
[oT 
Pee | — RR 


Device 
Bit Description 
15:13 N/A 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7:0 Bh 


7.20.10.3 Normal Outputs 
See table 86. 

7.20.10.4 Error Outputs 
See table 110 
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7.20.11 SET NV CACHE POWER MODE - B6h/00h, Non-data 
7.20.11.1 Description 


This command shall cause the device to set the NV Cache Power Mode timer and set IDENTIFY DEVICE data 
word 214 bit 1 to one. The device should minimize power consumption and use the NV Cache to satisfy read 
and write requests whenever possible. 


If the device is unable to satisfy a read or write request from its NV Cache it shall access the media and the 
media shall remain available for at least as many seconds as the value in the Count field. 


If the standby timer expires before the NV Cache Power Mode timer, the device shall not transition to standby 
mode until the NV Cache Power Mode timer expires. Advanced Power Management shall not cause the device 
to transition to a lower power state until the NV Cache Power Mode timer expires. 


7.20.11.2 Inputs 
7.20.11.2.1 Overview 


[oh 
poaraar| am | Rasoned 


Device 
Bit Description 
15:13 N/A 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7:0 Bh 


7.20.11.2.2 Minimum High-Power Time 


Contains minimum value, in seconds, that the device shall stay in a high power state in the case that the device 
needs to enter the high power state to access it's media while NV CACHE Power Mode is set. The high power 
state may include any PM Power Management state in which the media is spun up and readily available. 


The maximum amount of time the device shall keep the media spun up is vendor specific. 
7.20.11.3 Normal Outputs 

See table 86. 

7.20.11.4 Error Outputs 

See table 110 
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7.21 NOP - 00h, Non-data 
7.21.1 Feature Set 


This command is mandatory for devices implementing the PACKET feature set. This command is mandatory for 
devices implementing the TCQ feature set. 


7.21.2 Description 
The subcommand determines the effect on TCQ queued commands (see table 34 in 7.21.3). 
7.21.3 Inputs 


Description 


00h Subcommand Code (see table 34) 


| Oth Count N/A 
| Oth | Count (NA 
2 rr 


| Command | 7:0 OOh 


Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


Table 34 — NOP Subcommand Code 


Subcommand Pe : 
asl Le al Return command aborted and abort any outstanding queued 
Lhe lemme 


Ce Auto Poll | When processed by a device, write all data in the write cache to 
the media, return command aborted and do not abort any 
outstanding TCQ queued commands (see 4.24.2). 
When processed by a host adapter that supports hardware 
polling, initiate hardware polling, do not transmit the command to 
the device, and return ABRT set to one and ERR set to zero (see 
4.24.1). 
02h-FFh Reserved Return command aborted and do not abort any outstanding TCQ 
P| ent Leeiesconmenss | 


7.21.4 Normal Outputs 


This command always fails with an error (see 7.21.5) for: 


a) subcommand code 00h; 
b) subcommand 01h when processed by a device; 
c) and subcommands 02h-FFh. 


When subcommand code 01h is processed by a host adapter as a host adapter function (see 4.24), see table 86. 
The Count and LBA fields retain the values that were present when the NOP command was accepted. 

7.21.5 Error Outputs 

See table 123 
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7.22 PACKET - A0Oh, Packet 

7.22.1 Feature Set 

This command is mandatory for devices implementing the PACKET feature set. 
7.22.2 Description 


The PACKET command is used to transfer a SCSI Command Descriptor Block (CDB) via a command packet. If 
the native form of the encapsulated command is shorter than the packet size reported in bits (1:0) of word 0 of 
the IDENTIFY PACKET DEVICE data, the encapsulated command shall begin at byte 0 of the packet. Packet 
bytes beyond the end of the encapsulated command are reserved. 


7.22.3 Inputs 


00h Feature 

it Description 

:3 Reserved 
DMADIR - See 7.22.4 
Obsolete. 
DMA - This bit is set to one to inform the device that the data transfer 
(not the command packet transfer) associated with this command is 
via Multiword DMA or Ultra DMA mode. 


Oth Count 
it Description 
:3 Obsolete 
(0 N/A 


02h-04h LBA 

it Description 
Reserved 
Byte Count - See 7.22.5 

:0 Reserved 

05h Device 

it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


7:0 -AOh 


7.22.4 DMADIR 


This bit indicates Packet DMA direction and is used only for devices that implement the Packet feature set with a 
Serial ATA bridge that require direction indication from the host. Support for this bit is determined by reading bit 
15 of word 62 in the IDENTIFY PACKET DEVICE data. If bit 15 of word 62 is set to 1, the device requires the use 
of the DMADIR bit for Packet DMA commands. 


If the device requires the DMADIR bit to be set for Packet DMA operations and the current operations is DMA 
(i.e. bit 0, the DMA bit, is set), this bit indicates the direction of data transfer (0 = transfer to the device; 1 = 


170 Working Draft AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 


May 21, 2007 T13/1699-D Revision 4a 


transfer to the host). If the device requires the DMADIR bit to be set for Packet DMA operations but the current 
operations is PIO (i.e. bit 0, the DMA bit, is cleared), this bit is ignored. 


Since the data transfer direction is set by the host as the command is constructed, the DMADIR bit should not 
conflict with the data transfer direction of the command. If a conflict between the command transfer direction and 
the DMADIR bit occurs, the device should return with an ABORTED command, and the sense key set to 
ILLEGAL REQUEST. 


If the device does not require the DMADIR bit for Packet DMA operations, this bit should be cleared to 0. 
A device that does not support the DMADIR feature may abort a command if the DMADIR bit is set to 1. 
7.22.5 Byte Count Limit 


This is the maximum byte count that is to be transferred in any single DRQ data block for PIO transfers. The 
Byte Count Limit does not apply to the command packet transfer. If the PACKET command does not transfer 
data, the Byte Count Limit is ignored. 


NOTE 12 — The amount of data transferred by this command is specified in the CDB. 


If the PACKET command results in a data transfer: 


a) the host should not set the byte count limit to zero. If the host sets the byte count limit to zero, the 
contents of IDENTIFY PACKET DEVICE data word 125 determines the expected behavior; 

b) the value set into the byte count limit shall be even if the total requested data transfer length is greater 
than the byte count limit; 

c) the value set into the byte count limit may be odd if the total requested data transfer length is equal to or 
less than the byte count limit; 


The value FFFFh is interpreted by the device as though the value were FFFEh. 
7.22.6 Normal Outputs 
7.22.6.1 Awaiting command 


When the device is ready to accept the command packet from the host the return structure shall be set according 
to table 94. Input/Output shall be cleared to zero, and Command/Data shall be set to one. The Byte Count Limit 
shall reflect the value set by the host when the command was issued. 


7.22.6.2 Data transmission 


Data transfer shall occur after the receipt of the command packet. See table 94 for the return structure when the 
device is ready to transfer data requested by a data transfer command. Input/Output is ignored, and 
Command/Data shall be set to zero. 


If the transfer is to be in PIO mode, the byte count of the data to be transferred for this DRQ data block shall be 
presented. 


Valid byte count values are as follows: 


a) the byte count shall be less than or equal to the byte count limit value from the host; 
) the byte count shall not be zero; 
c) the byte count shall be less than or equal to FFFEh; 
d) the byte count shall be even except for the last transfer of a command; 
) if the byte count is odd, the last valid byte transferred is on DD(7:0) and the data on DD(15:8) is a pad 
byte of undefined value; 


If the last transfer of a command has a pad byte, the byte count shall be odd. 
7.22.6.3 Successful command completion 


When the device has command completion without error, the device returns the data structure found in table 94. 
Input/Output shall be set to one, Command/Data shall be set to one. Byte Count is reserved at command 
completion. 
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7.22.7 Error Outputs 


The device shall not terminate the PACKET command with an error before the last byte of the command packet 
has been written. See table 124 
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7.23 READ BUFFER - E4, PIO data-in 

7.23.1 Feature Set 

This command is optional for devices not implementing the PACKET feature set. 
7.23.2 Description 

The READ BUFFER command enables the host to read a 512-byte block of data. 


The READ BUFFER and WRITE BUFFER commands shall be synchronized such that sequential WRITE 
BUFFER and READ BUFFER commands access the same data. 


The command prior to a READ BUFFER command should be a WRITE BUFFER command. If the READ 
BUFFER command is not preceded by a WRITE BUFFER command, the data returned by READ BUFFER may 
be indeterminate. 


7.23.3 Inputs 


[Word [Name [es eription isd 
—00R [Feature NR 


| Oth | | Count | N/A 


Pe 


Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7:0-Eah 


7.23.4 Normal Outputs 
See table 86. 
7.23.5 Error Outputs 


The device may return error status if an Interface CRC error has occurred. See table 109. 
NOTE 13 — There is no defined mechanism for a device to return an ICRC error status that may 


have occurred during the last data block of a PIO-in data transfer, there may be other mechanisms in 
which a host may verify that an Interface CRC error occurred in these cases. 
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7.24 READ DMA - C8h, DMA 

7.24.1 Feature Set 

This command is mandatory for devices not implementing the PACKET feature set. 

7.24.2 Description 

The READ DMA command allows the host to read data using the DMA data transfer protocol. 
7.24.3 Inputs 


aed a 
UD Ss eed 


a Count TTS HUTTSY GT TGGIGST SSCTGTST6 GET SRST FAIS OOF HARES TAISE number of logical sectors to be transferred. A value of 00h indicates that 256 
55 fs sectors are to be transferred. Bits 15:8 shall be cleared to zero. 


Address of first logical sector to be transferred. 


a Bits 47:28 shall be cleared to zero. 


05h tod 
Bit Description 
15 Obsolete 
14 Shall be set to one 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


70GB 


7.24.4 Normal Outputs 
See table 86. 
7.24.5 Error Outputs 


An unrecoverable error encountered during the execution of this command results in the termination of the 
command. The LBA field contains the address of the logical sector where the first unrecoverable error occurred. 
The amount of data transferred is indeterminate. LBA bits 47:28 shall be cleared to zero. See table 113. 
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7.25 READ DMA EXT - 25h, DMA 

7.25.1 Feature Set 

This command is mandatory for devices implementing the 48-bit Address feature set. 

7.25.2 Description 

The READ DMA EXT command allows the host to read data using the DMA data transfer protocol. 
7.25.3 Inputs 


ee 
[SC a a a Pe ES 


i Count re A ABSY GTTGGIGAT SSCTGIS TS G6-FSASTESA- FSIS OOOO HES TE number of logical sectors to be transferred. A value of 0000h indicates that 
axa a logical sectors are to be transferred. 


— Address of first logical sector to be transferred. 


05h tod 
Bit Description 
15 Obsolete 
14 Shall be set to one 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7:0 25h 


7.25.4 Normal Outputs 
See table 99. 
7.25.5 Error Outputs 


An unrecoverable error encountered during the execution of this command results in the termination of the 
command. The address of the logical sector where the first unrecoverable error occurred is returned. The 
amount of data transferred is indeterminate. See table 113. 
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7.26 READ DMA QUEUED - C7h, DMA Queued 

7.26.1 Feature Set 

This command is mandatory for devices implementing the TCQ feature set 
7.26.2 Description 


This command executes in a similar manner to a READ DMA command. The device may perform a release or 
may execute the data transfer without performing a release if the data is ready to transfer. 


7.26.3 a 
logical sectors are to be transferred. Bits 15:8 shall be cleared to zero 
Count 
Bit Description 
15:8 Reserved 


Tag - See 6.3.5 
N/A 


Address of first logical sector to be transferred. 
Bits 47:28 shall be cleared to zero. 


Description 

Obsolete 

Shall be set to one 

Obsolete 

Transport Dependent - See 6.1.9 
Reserved 


| 02h | 
| 03h | 
| 04h 
i Device 


70-7 


7.26.4 Normal Outputs 
7.26.4.1 Data transmission 


Data transfer may occur after receipt of the command or may occur after the receipt of a SERVICE command. 
When the device is ready to transfer data requested by a data transfer command, the device returns the data 
structure described in table 95. Release shall be cleared to zero, Input/Output shall be set to one, and 
Command/Data shall be cleared to zero. 


7.26.4.2 Release 


If the device performs a release before transferring data for this command, the device returns the data structure 
described in table 95. Release shall be set to one, Input/Output shall be cleared to zero, and Command/Data 
shall be cleared to zero. 


7.26.4.3 Service request 


When the device is ready to transfer data or complete a command after the command has performed a release, 
the device shall set the SERV bit and not change the state of any other status bit. When the SERVICE command 
is received, the device shall set outputs as described in data transfer, command completion, or Error Outputs 
depending on the service the device requires. 
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7.26.4.4 Command completion 


When the transfer of all requested data has occurred without error, the device returns the data structure 
described in table 95. Release shall be cleared to zero, Input/Output shall be set to one, and Command/Data 
shall be set to one. 


7.26.5 Error Outputs 


The Count field contains the Tag for this command if the device supports the TCQ feature set. The device shall 
return command aborted if the device supports the TCQ feature set and the Tag is invalid. An unrecoverable 
error encountered during the execution of this command results in the termination of the command and the 
logical sector where the first unrecoverable error occurred is returned. If write cache is enabled, unrecoverable 
errors may not be reliably reported because they may occur after the completion of the command. If a queue 
existed, the unrecoverable error shall cause the queue to abort. See table 125 for more information. 
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7.27 READ DMA QUEUED EXT- 26h, DMA Queued 

7.27.1 Feature Set 

This command is mandatory for devices implementing both the TCQ and 48-bit feature sets 
7.27.2 Description 


This command executes in a similar manner to a READ DMA command. The device may perform a release or 
may execute the data transfer without performing a release if the data is ready to transfer. 


7.27.3 = 


Description 


ts Name =|) ception 
logical sectors are to be transferred. 
Count 
Bit Description 
15:8 Reserved 
Tag - See 6.3.5 
Reserved 


Address of first logical sector to be transferred. 


Description 

Obsolete 

Shall be set to one 

Obsolete 

Transport Dependent - See 6.1.9 
Reserved 


| 02h | 
| 03h | 
| 04h 
i Device 


7:026h 


7.27.4 Normal Outputs 
7.27.4.1 Data transmission 


Data transfer may occur after receipt of the command or may occur after the receipt of a SERVICE command. 
When the device is ready to transfer data requested by a data transfer command, the device returns the data 
structure described in table 101. Release shall be cleared to zero, Input/Output shall be set to one, and 
Command/Data shall be cleared to zero. 


7.27.4.2 Release 


If the device performs a release before transferring data for this command, the device returns the data structure 
described in table 101. Release shall be set to one, Input/Output shall be cleared to zero, and Command/Data 
shall be cleared to zero. 


7.27.4.3 Service request 


When the device is ready to transfer data or complete a command after the command has performed a release, 
the device shall set the SERV bit and not change the state of any other status bit. When the SERVICE command 
is received, the device shall set outputs as described in data transfer, command completion, or Error Outputs 
depending on the service the device requires. 
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7.27.4.4 Command completion 


When the transfer of all requested data has occurred without error, the device returns the data structure 
described in table 101. Release shall be cleared to zero, Input/Output shall be set to one, and Command/Data 
shall be set to one. 


7.27.5 Error Outputs 


The Count field contains the Tag for this command if the device supports the TCQ feature set. The device shall 
return command aborted if the device supports the TCQ feature set and the Tag is invalid. An unrecoverable 
error encountered during the execution of this command results in the termination of the command and the 
logical sector where the first unrecoverable error occurred is returned. If write cache is enabled, unrecoverable 
errors may not be reliably reported as they may occur after the completion of the command. If a queue existed, 
the unrecoverable error shall cause the queue to abort. See table 126. 
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7.28 READ FPDMA QUEUED - 60h, DMA Queued 

7.28.1 Feature Set 

This command is mandatory for devices implementing the NCQ feature set (see feature set reference). 
7.28.2 Description 

This command requests that data to be transferred from the device to the host. 

7.28.3 Inputs 

7.28.3.1 Overview 


[Word [Names iptign 


00h Feature |The number of logical sectors to be transferred. A value of 0000h indicates that 
65,536 logical sectors are to be transferred. 


01h Count 
it Description 
Reserved 
:3 NCQ Tag - See 6.3.3 
:0 Reserved 
CBA 


Address of the first logical sector to be transferred. 


O5h Device 
it Description 
FUA - See 7.28.3.2 
Shall be set to one 
Reserved 
Shall be set to zero 
Reserved 


7:0 60h 


7.28.3.2 Forced Unit Access (FUA) 


When the FUA bit is set to one the device shall retrieve the data from the non-volatile media regardless of 
whether the device holds the requested information in its volatile cache. If the device holds a modified copy of 
the requested data as a result of having volatile cached writes, the modified data shall be written to the 
non-volatile media before being retrieved from the non-volatile media as part of this operation. When the FUA bit 
is cleared to zero the data shall be retrieved either from the device's non-volatile media or cache. 


7.28.4 Command Acceptance Outputs 
See table 104 

7.28.5 Normal Outputs 

See table 105. 

7.28.6 Error Outputs 


This return indicates that the command was aborted due to LBA out of range, a duplicate tag number, an invalid 
tag number, or an ICRC error, see table 136 for more information. 


Errors which occur during the processing of this command are reported by returning a transport dependent 
indicator with additional information available in the NCQ Command Error log, see table 138 for more 
information. 


180 Working Draft AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 


May 21, 2007 T13/1699-D Revision 4a 


7.29 READ LOG EXT - 2Fh, PIO data-in 

7.29.1 Feature Set 

This command is mandatory for devices implementing the General Purpose Logging feature set 
7.29.2 Description 

7.29.2.1 Overview 

This command returns the specified log to the host. See table A.1 for the list of logs. 

7.29.3 Inputs 

7.29.3.1 Overview 


All the logs in this standard reserve the Feature field unless otherwise specified. 


= ee 
[og Speatio 
— Block Count - See 7.29.3.2 for the definition of Block Count 


i 04h 
Bit Description 
47:32 Reserved 
31:16 Page # - Specifies the first 512-byte block of data of the log to be 
read. 
15:8 Reserved 
7:0 Log Address - Specifies the log to be read as described in table A.1. 
See 7.29.3.3 for more information. 
Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7:0_2Fh 


7.29.3.2 Block Count 


Specifies the number of 512-byte blocks of data to be read from the specified log. The log transferred by the 
drive shall start at the block of data in the specified log at the specified offset, regardless of the block count 
requested. A value of Zero is illegal and shall result in command aborted. 


7.29.3.3 Log Address 


A device may support a subset of the available logs. Support for individual logs is determined by support for the 
associated feature set. Support of the associated log(s) is mandatory for devices implementing the associated 
feature. 


7.29.4 Normal Outputs 
See table 99. 
7.29.5 Error Outputs 


If the feature set associated with the log specified in the LBA field (7:0) is not supported or enabled, or if the 
values in the Features, Count, or LBA (47:8) fields are invalid, the device shall return command aborted. Abort 
shall be set to one if the feature associated with the log specified in the LBA bits 7:0 is not supported, if the count 
field is cleared to zero, or if other field values are invalid. Abort may be set to one if the device is not able to 
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complete the action requested by the command. Abort shall be set to one if the Page # plus the Count is larger 
than the log size reported in the General Purpose Log Directory. The device may return error status if an 
Interface CRC error has occurred. See table 114. 


Editor’s Note 14: Why do we say Abort may be set to one if the device is not able to complete the 
action by the command? This should either be a shall or deleted. 


NOTE 14 — There is no defined mechanism for a device to return an ICRC error status that may 
have occurred during the last data block of a PIO-in data transfer; there may be other mechanisms in 
which a host may verify that an Interface CRC error occurred in these cases. 
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7.30 READ LOG DMA EXT - 47h, DMA 
7.30.1 Feature Set 

This command is optional for devices implementing the General Purpose Logging feature set 
7.30.2 Description 

See 7.29.2. 

7.30.3 Inputs 

See 7.29.3. 

7.30.4 Normal Outputs 

See 7.29.4. 

7.30.5 Error Outputs 

See 7.29.5. 
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7.31 READ MULTIPLE - C4h, PIO data-in 

7.31.1 Feature Set 

This command is mandatory for devices implementing the General feature set. 
7.31.2 Description 

This command reads the number of logical sectors specified in the Count field. 


The number of logical sectors per DRQ data block is defined by the content of IDENTIFY DEVICE data word 59. 
The device shall interrupt for each DRQ data block transferred. 


When the READ MULTIPLE command is issued, the Count field contains the number of logical sectors (not the 
number of blocks) requested. 


If the number of requested logical sectors is not evenly divisible by the DRQ data block count, as many full DRQ 
data blocks as possible are transferred, followed by a final, partial DRQ data block transfer. The partial DRQ 
data block transfer shall be for n logical sectors, where n = remainder (Count / DRQ data block count). 


Device errors encountered during READ MULTIPLE commands are posted at the beginning of the block or 
partial block transfer The contents of the Command Structure following the transfer of a data block that had a 
logical sector in error are undefined. 


Subsequent DRQ data blocks or partial DRQ data blocks are transferred only if the error was a correctable data 
error. All other errors cause the command to stop after transfer of the DRQ data block that contained the error. 


If bit 8 of IDENTIFY DEVICE data word 59 is cleared to zero, and a READ MULTIPLE command is received by 
the device, and no successful SET MULTIPLE MODE command has been processed by the device, the device 
shall return command aborted. A successful SET MULTIPLE MODE command should precede a READ 
MULTIPLE command. 


7.31.3 a 


eH re 


a os TTS HUTTSY GT TGGIGAT SSCTGTST6 GESTS SAF TANS OOF RTE THAISE number of logical sectors to be transferred. A value of 00h indicates that 256 
tax fs sectors are to be transferred. Bits 15:8 shall be cleared to zero. 


Address of first logical sector to be transferred. 


oe Bits 47:28 shall be cleared to zero. 


05h toad 
Bit Description 
15 Obsolete 
14 Shall be set to one 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


70_Cah 


7.31.4 Normal Outputs 
See table 86. 
7.31.5 Error Outputs 


An unrecoverable error encountered during the execution of this command results in the termination of the 
command. The LBA field contains the address of the logical sector where the first unrecoverable error occurred. 
The amount of data transferred is indeterminate. LBA bits 47:28 shall be cleared to zero. The device may return 
error status if an Interface CRC error has occurred. See table 115. 
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NOTE 15 — There is no defined mechanism for a device to return an ICRC error status that may 
have occurred during the last data block of a PIO-in data transfer; there may be other mechanisms in 
which a host may verify that an Interface CRC error occurred in these cases. 
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7.32 READ MULTIPLE EXT - 29h, PIO data-in 

7.32.1 Feature Set 

This command is mandatory for all devices implementing the 48-bit Address feature set. 
7.32.2 Description 

This command reads the number of logical sectors specified in the Count field. 


The number of logical sectors per DRQ data block is defined by the content of word 59 in the IDENTIFY DEVICE 
data. The device shall interrupt for each DRQ data block transferred. 


When the READ MULTIPLE EXT command is issued, the Count field contains the number of logical sectors (not 
the number of blocks) requested. 


If the number of requested logical sectors is not evenly divisible by the DRQ data block count, as many full DRQ 
data blocks as possible are transferred, followed by a final, partial DRQ data block transfer. The partial DRQ 
data block transfer shall be for n logical sectors, where n = remainder (Count/ DRQ data block count). 


Device errors encountered during READ MULTIPLE EXT commands are posted at the beginning of the block or 
partial block transfer The contents of the Command Structure following the transfer of a data block that had a 
logical sector in error are undefined. 


Subsequent DRQ data blocks or partial DRQ data blocks are transferred only if the error was a correctable data 
error. All other errors cause the command to stop after transfer of the DRQ data block that contained the error. 


If bit 8 of IDENTIFY DEVICE data word 59 is cleared to zero, and a READ MULTIPLE EXT command is received 
by the device, and no successful SET MULTIPLE MODE command has been processed by the device, the 
device shall return command aborted. A successful SET MULTIPLE MODE command should precede a READ 
MULTIPLE EXT command. 


7.32.3 a 


eH re Reserved eee 
a os RS ABST GTTGGIGAT SSCTGIS TS G6-FSASTE SA I TaINS OOOOH HES TE number of logical sectors to be transferred. A value of 0000h indicates that 
aah — logical sectors are to be transferred. 


a Address of first logical sector to be transferred. 


05h toad 
Bit Description 
15 Obsolete 
14 Shall be set to one 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7.0-29h 


7.32.4 Normal Outputs 
See table 99. 
7.32.5 Error Outputs 


An unrecoverable error encountered during the execution of this command results in the termination of the 
command. The LBA field contains the address of the logical sector where the first unrecoverable error occurred. 
The amount of data transferred is indeterminate. The device may return error status if an Interface CRC error 
has occurred. See table 128. 
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NOTE 16 — There is no defined mechanism for a device to return an ICRC error status that may 
have occurred during the last data block of a PIO-in data transfer; there may be other mechanisms in 
which a host may verify that an Interface CRC error occurred in these cases. 
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7.33 READ NATIVE MAX ADDRESS - F8h, Non-data 

7.33.1 Feature Set 

This command is mandatory for devices implementing the HPA feature set. 
7.33.2 Description 


This command returns the native maximum address. The native maximum address is the highest address 
accepted by the device in the factory default condition. The native maximum address is the maximum address 
that is valid when using the SET MAX ADDRESS command. 


If the 48-bit Address feature set is supported and the 48-bit native max address is greater than 268,435,455, the 
READ NATIVE MAX ADDRESS command shall return a maximum value of 268,435,454. 


7.33.3 Inputs 


[Names ription 
EO — 
os Pe BR 


Device 
Bit Description 
15 Obsolete 
14 Shall be set to one 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7.0-FBh 


7.33.4 Normal Outputs 

See table 96. LBA contains the Native Max Address. Bits 47:28 of LBA shall be cleared to zero. 
7.33.5 Error Outputs 

See table 110. 
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7.34 READ NATIVE MAX ADDRESS EXT - 27h, Non-data 
7.34.1 Feature Set 


This command is mandatory for devices implementing both the HPA feature set and the 48-bit Address feature 
set. 


7.34.2 Description 


This command returns the native maximum address. The native maximum address is the highest address 
accepted by the device in the factory default condition (see 7.33). The native maximum address is the maximum 
address that is valid when using the SET MAX ADDRESS EXT command. 


7.34.3 Inputs 


00h N/A 
[oT] 
Pe | RA 


Device 
Bit Description 
15 Obsolete 
14 Shall be set to one 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


702TH 


7.34.4 Normal Outputs 

See table 100. LBA contains the Native Max Address. 
7.34.5 Error Outputs 

See table 129. 
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7.35 READ SECTOR(S) - 20h, PIO data-in 

7.35.1 Feature Set 

This command is mandatory for all devices implementing the General and PACKET feature sets. 
7.35.2 Description 


This command reads from 1 to 256 logical sectors as specified in the Count field. The transfer shall begin at the 
logical sector specified in the LBA field. 


7.35.3 a 


4 re 


oe se THe HUNTSY GTTGGIGST SSCTGIST6 GESTS I TANS OOF RES TAISE number of logical sectors to be transferred. A value of 00h indicates that 256 
tax fs sectors are to be transferred. Bits 15:8 shall be cleared to zero. 


Address of first logical sector to be transferred. 


oe Bits 47:28 shall be cleared to zero. 


05h a 
Bit Description 
15 Obsolete 
14 Shall be set to one 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


70_20h 


7.35.4 Outputs 

7.35.5 Normal Outputs 

See table 86. 

7.35.6 Outputs for PACKET feature set devices 


In response to this command, devices that implement the PACKET feature set shall post command aborted and 
place the PACKET feature set signature in the LBA field (23:8), see table 92 for a list of the possible signatures. 


7.35.7 Error Outputs 
LBA bits 47:28 shall be cleared to zero. The device may return error status if an Interface CRC error has 
occurred. See table 115. 


NOTE 17 — There is no defined mechanism for a device to return an ICRC error status that may 
have occurred during the last data block of a PIO-in data transfer; there may be other mechanisms in 
which a host may verify that an Interface CRC error occurred in these cases. 
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7.36 READ SECTOR(S) EXT - 24h, PIO data-in 

7.36.1 Feature Set 

This command is mandatory for devices implementing the 48-bit Address feature set 
7.36.2 Description 


This command reads from 1 to 65,536 logical sectors as specified in the Count field. The transfer shall begin at 
the logical sector specified in the LBA field. 


7.36.3 —— 


4 re Reserved eee 
a se The number of RS nBSY GTTGGIGAT SSCTGTS TS BEF SASTESA- I VaIS OOOOH HAGE TE sectors to be transferred. A value of 0000h indicates that 
aha a logical sectors are to be transferred. 


— Address of first logical sector to be transferred. 


05h a 
Bit Description 
15 Obsolete 
14 Shall be set to one 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7.0-2ah 


7.36.4 Normal Outputs 
See table 99. 
7.36.5 Error Outputs 


The device may return error status if an Interface CRC error has occurred. See table 128. 


NOTE 18 — There is no defined mechanism for a device to return an ICRC error status that may 
have occurred during the last data block of a PIO-in data transfer, there may be other mechanisms in 
which a host may verify that an Interface CRC error occurred in these cases. 
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7.37 READ STREAM DMA EXT - 2Ah, DMA 

7.37.1 Feature Set 

This command is mandatory for devices that implement the Streaming feature set. 
7.37.2 Description 


The READ STREAM DMA EXT command provides a method for a host to read data within an allotted time using 
the DMA data transfer protocol. This command allows the host to specify that additional actions are to be 
performed by the device prior to the completion of the command. 


7.37.3 Inputs 
7.37.3.1 Inputs Overview 


[Word [Name [Description CCC 


Feature 

it Description 

:8 Command Completion Time Limit (CCTL) - See 7.37.3.2 
Obsolete 
Read Continuous (RC) - See 7.37.3.3 
Not Sequential (NS) — See 7.37.3.4 
Obsolete 
Reserved 

:0 Stream ID — See 7.37.3.5 


Count The number of logical sectors to be transferred. A value of 0000h indicates that 
TSB logical sectors are to be transferred. 


isn Address of first logical sector to be transferred. 


05h Device 
Bit Description 
15 Obsolete 
14 Shall be set to one 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7:02 


7.37.3.2 Command Completion Time Limit (CCTL) 


CCTL specifies the time allowed for the device to process the command before reporting command completion. 


If CCTL is not cleared to zero, then the device shall report command completion within (CCTL * (IDENTIFY 
DEVICE data words (99:98)) microseconds. The device shall measure the time before reporting command 
completion from command acceptance. 


If CCTL is cleared to zero, and Default CCTL was not cleared to zero in the most recent CONFIGURE STREAM 
command (see 7.9) for the Stream ID, then the device shall report command completion within the time specified 
by Default CCTL (see 7.9.3.4). 


If CCTL is cleared to zero, and Default CCTL was cleared to zero in the most recent CONFIGURE STREAM 
command (see 7.9) for the Stream ID, or CCTL is cleared to zero and no previous CONFIGURE STREAM 
command was used to specify a Default CCTL for this Stream ID, then the result is vendor specific. 
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After reporting command completion, a device may continue to write data for the command from device cache to 
the media. 


7.37.3.3 Read Continuous 
If RC is set to one, then: 


a) the device shall not stop processing the command due to errors; 

b) if an error occurs during data transfer or while reading data from the media before command completion 
or before the amount of time allowed for command completion based on the setting of CCTL (see 
7.37.3.2) or Default CCTL (see 7.9.3) is reached, then the device: 

1) shall continue to transfer the amount of data requested; 

2) may continue reading data from the media; 

3) shall report command completion after all data for the command has been transferred; and 
4) shall save the error information in the Read Streaming Error log; 

or 

c) if the amount of time allowed for command completion based on the setting of CCTL (see 7.37.3.2) or 

Default CCTL (see 7.9.3) is reached, then the device: 

1) shall stop processing the command; 

2) shall report command completion; and 

3) shall set CCTO in the Read Streaming Error log to one. 


If RC is cleared to zero and an error occurs, then the device: 


a) may continue transferring data; and 
b) shall report command completion after the data transfer has been completed. 


7.37.3.4 Not Sequential (NS) 


If NS is set to one, then the next READ STREAM command with the same Stream ID may not be sequential in 
the LBA space. Any read of the device media or internal device buffer management as a result of the state of the 
NS bit is vendor specific. 


7.37.3.5 Stream ID 


Stream ID specifies the stream to be read. The device shall operate according to the parameters specified by 
the most recent successful CONFIGURE STREAM command specifying this Stream ID. 


7.37.4 Normal Outputs 

See table 91 for the definition of Normal Outputs. 
7.37.5 Error Outputs 

If: 


a) RC was set to one in the command, and 
b) the device is able to return the amount of data requested for the command (e.g., an error occurred while 
reading from the media); 


then the device shall set SE to one and clear ERR to zero. 
If: 


a) RC was set to one in the command, and 
b) the device is not able to return the amount of data requested for the command (e.g., an ICRC error is 
reported at command completion); 


then the device shall clear SE to zero and set ERR to one. 
If: 


a) RC was cleared to zero in the command; 

b) CCTL was not cleared to zero in the command, or CCTL was cleared to zero in the command and 
Default CCTL specified in the most recent CONFIGURE STREAM command for the Stream ID (see 7.9) 
was not cleared to zero; and 
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c) the time specified for command completion by CCTL (see 7.37.3.2) or Default CCTL (see 7.9.3) has 
been reached; 


then the device shall clear SE to zero, set ERR to one, and set ABRT to one. 


a) RC was cleared to zero in the command; 

b) CCTL was cleared to zero in the command; and 

c) Default CCTL was cleared to zero in the most recent CONFIGURE STREAM command for the Stream 
ID (see 7.9); 


then the device shall clear SE to zero, set ERR to one, and set ICRC, IDNF, and/or ABRT to one (i.e., indicating 
the error type). 


See table 116 for the definition of other Error Outputs. 
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7.38 READ STREAM EXT - 2Bh, PIO data-in 
7.38.1 Feature Set 


This command is mandatory for devices that implement the Streaming feature set. 


7.38.2 Description 

See 7.37.2 for the description of this command. 

7.38.3 Inputs 

See 7.37.3 for a description of the inputs for this command. 
7.38.4 Normal Outputs 

See 7.37.4 for a description of the Normal Outputs. 

7.38.5 Error Outputs 

See 7.37.5 for the description of Error Outputs. 
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7.39 READ VERIFY SECTOR(S) - 40h, Non-data 

7.39.1 Feature Set 

This command is mandatory for all devices that implement the General feature set 
7.39.2 Description 


This command is identical to READ SECTOR(S) command, except that data in the volatile cache is flushed to 
the non-volatile media. No data is transferred from the device to the host. The device shall read the data from 
the non-volatile media and verify that there are no errors. 


7.39.3 Inputs 


aoe ere 
RS ayes oor eee 
55 fs sectors are to be transferred. Bits 15:8 shall be cleared to zero. 


a Address of first logical sector to be transferred. 
Bits 47:28 shall be cleared to zero. 


05h toed 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


70-40 


7.39.4 Normal Outputs 

See table 86. 

7.39.5 Error Outputs 

LBA bits 47:28 shall be cleared to zero. See table 115. 
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7.40 READ VERIFY SECTOR(S) EXT - 42h, Non-data 

7.40.1 Feature Set 

This command is mandatory for devices implementing the 48-bit Address feature set 
7.40.2 Description 


This command is identical to READ SECTOR(S) EXT command, except that data in the volatile cache is flushed 
to the non-volatile media. No data is transferred from the device to the host. The device shall read the data from 
the non-volatile media and verify that there are no errors. 


7.40.3 Inputs 


et ee 
ResenedOCOCOCOC*CS 


oe Count The number of re BSY GTTGGICAT SSCTGIS TS G6 SASTE SA FAIS OOOO HES TG sectors to be transferred. A value of 0000h indicates that 
afar a logical sectors are to be transferred. 


= Address of first logical sector to be transferred. 


05h Load 
Bit Description 
15 Obsolete 
14 Shall be set to one 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


70a 


7.40.4 Normal Outputs 
See table 99. 

7.40.5 Error Outputs 
See table 128. 
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7.41 SECURITY DISABLE PASSWORD - F6h, PIO data-out 
7.41.1 Feature Set 

This command is mandatory for devices that implement the Security feature set. 
7.41.2 Description 


The SECURITY DISABLE PASSWORD command transfers 512 bytes of data from the host. Table 35 defines 
the content of this information. 


If the password selected by word 0 matches the password previously saved by the device, the device shall 
disable the User password, and return the drive to the SEC1 state. 


This command shall not change the Master password or the Master Password Identifier. 


This command shall return command aborted if the Security feature set is not supported, if Security is Locked 
(SEC4) oris Frozen (states SEC2 or SEC6). 


When Security is Disabled and the Identifier bit is set to User, then the device shall return command aborted. 
When Security is Enabled, and the Master Password Capability is ‘High’: 


a) Ifthe Identifier bit is set to Master, then the password supplied shall be compared with the stored Master 
password. 

b) Ifthe Identifier bit is set to User, then the password supplied shall be compared with the stored User 
password. 


When Security is Enabled, and the Master Password Capability is 'Maximum' 


a) Ifthe Identifier bit is set to Master, then the device shall return command aborted, even if the supplied 
Master password is valid. 

b) Ifthe Identifier bit is set to User, then the password supplied shall be compared with the stored User 
password. 


Upon successful completion, these fields of IDENTIFY DEVICE or IDENTIFY PACKET DEVICE shall be 
updated: 


a) word 85, bit 1 shall be cleared to zero (no active User password) 
b) word 128, bit 1 is a copy of word 85, bit 1 
c) word 128, bit 8 shall be cleared to zero (Master Password Capability is not Maximum) 


7.41.3 Inputs 


00h N/A 
05h Device 
Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


7.41.4 Normal Outputs 
See table 86. 
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7.41.5 Error Outputs 


The device shall return command aborted if the device is in Locked mode or the device is in Frozen mode. The 
device may return error status if an Interface CRC error has occurred. See table 109. 


7.41.6 Output Data Structure 


Table 35 — SECURITY DISABLE PASSWORD data content 


Fe ae (eS, | 


Control word 


Bit FieldName Description 
0 Identifier 0=compare User password 


1=compare Master password 
15:1 Reserved 
1-16 | Password (32 bytes) 


T7255 
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7.42 SECURITY ERASE PREPARE - F3h, Non-data 

7.42.1 Feature Set 

This command is mandatory for devices that implement the Security feature set. 
7.42.2 Description 


The SECURITY ERASE PREPARE command shall be issued immediately before the SECURITY ERASE UNIT 
command. 


7.42.3 Inputs 


00h N/A 
[oh] 
eR 


Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


TOFS 


7.42.4 Normal Outputs 
See table 86. 
7.42.5 Error Outputs 


Abort shall be set to one if the device is in Frozen mode. See table 109. 
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7.43 SECURITY ERASE UNIT - F4h, PIO data-out 

7.43.1 Feature Set 

This command is mandatory for devices that implement the Security feature set. 

7.43.2 Description 

This command transfers 512 bytes of data from the host. Table 11 defines the content of this information. 


If the password does not match the password previously saved by the device, the device shall return command 
aborted. 


The SECURITY ERASE PREPARE command shall be completed immediately prior to the SECURITY ERASE 
UNIT command. If the device receives a SECURITY ERASE UNIT command and the previous command was 
not a successful SECURITY ERASE PREPARE command, the device shall return command aborted for the 
SECURITY ERASE UNIT command. 


When Security is Disabled and the Identifier bit is set to User, then the device shall return command aborted. 
When Security is Enabled, and the Master Password Capability is 'High’: 


a) If the Identifier bit is set to Master, then the password supplied shall be compared with the stored Master 
password. 

b) Ifthe Identifier bit is set to User, then the password supplied shall be compared with the stored User 
password. 


When Security is Enabled, and the Master Password Capability is 'Maximum': 


a) Ifthe Identifier bit is set to Master, then the password supplied shall be compared with the stored Master 
password. 

b) Ifthe Identifier bit is set to User, then the password supplied shall be compared with the stored User 
password. 


When Normal Erase mode is specified, the SECURITY ERASE UNIT command shall write binary zeroes to all 
user data areas (as determined by READ NATIVE MAX or READ NATIVE MAX EXT). IDENTIFY DEVICE or 
IDENTIFY PACKET DEVICE word 89 gives an estimate of the time required to complete the erasure. 


The Enhanced Erase mode is optional. IDENTIFY DEVICE or IDENTIFY PACKET DEVICE word 128, bit 5 
indicates whether it is supported. When Enhanced Erase mode is specified, the device shall write predetermined 
data patterns to all user data areas. In Enhanced Erase mode, all previously written user data shall be 
overwritten, including sectors that are no longer in use due to reallocation. IDENTIFY DEVICE or IDENTIFY 
PACKET DEVICE word 90 gives an estimate of the time required to complete the erasure. 


On successful completion, this command shall disable Security (e.g. returns the device to Security state SEC), 
and invalidate any existing User password. Any previously valid Master password and Master Password 
Identifier remains valid. 


Upon successful completion, these fields of IDENTIFY DEVICE or IDENTIFY PACKET DEVICE shall be 
updated: 


a) word 85, bit 1shall be cleared to zero (no active user password) 
b) word 128, bit 1shall be cleared to zero (no active user password) 
c) word 128, bit 8shall be cleared to zero (Master Password Capability is not Maximum) 
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7.43.3 Inputs 


[Word [Name spt 
OT 


05h Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


70 FaR 


7.43.4 Normal Outputs 
See table 86. 
7.43.5 Error Outputs 


The device shall return command aborted if the not immediately preceded by a SECURITY ERASE PREPARE 
command, or if Enhanced mode was requested but the device does not support it, or of an invalid password was 
specified, or if the data area is not successfully overwritten. The device may return error status if an Interface 
CRC error has occurred. See table 109. 


7.43.6 Output Data Structure 


Table 36 — SECURITY ERASE UNIT data content 


Fa er 


Control word 
Bit FieldName Description 
0 Identifier 0=Compare User password 
1=Compare Master password 


1 Erase mode O=Normal Erase 
1=Enhanced Erase 


15:2 Reserved 
Password (32 bytes) 


T7255 
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7.44 SECURITY FREEZE LOCK - F5h, Non-data 

7.44.1 Feature Set 

This command is mandatory for devices that implement Security feature set. 
7.44.2 Description 


The SECURITY FREEZE LOCK command shall set the device to Frozen mode. After command completion any 
other commands that update the device Lock mode shall be command aborted. Frozen mode shall be disabled 
by power-off or hardware reset. If SECURITY FREEZE LOCK is issued when the device is in Frozen mode, the 
command executes and the device shall remain in Frozen mode. 


See table 8 for a list of commands disabled by SECURITY FREEZE LOCK. 


Upon successful completion, IDENTIFY DEVICE data or IDENTIFY PACKET DEVICE data word 128, bit 3 shall 
be set to one. 


7.44.3 Inputs 


00h N/A 
[oR 
Pe RA 


Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7.0-FSh 


7.44.4 Normal Outputs 
See table 86. 
7.44.5 Error Outputs 


Abort shall be set to one if the device is in Frozen mode. See table 109. 
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7.45 SECURITY SET PASSWORD - F 1h, PIO data-out 

7.45.1 Feature Set 

This command is mandatory for devices that implement the Security feature set. 
7.45.2 Description 

7.45.2.1 Overview 


This command transfers 512 bytes of data from the host. Table 37 defines the content of this information. The 
command sets only one password at a time. 


7.45.2.2 Setting the Master Password 


If a Master password is specified, the device shall save the supplied Master password in a non-volatile location. 
The Master Password Capability shall remain unchanged. This does not cause any changes to IDENTIFY 
DEVICE or IDENTIFY PACKET DEVICE words 85 or 128. 


If the device supports the Master Password Identifier feature and a valid identifier is supplied (See 4.20.12), the 
device shall save the identifier in a non-volatile location. This new value shall be returned in word 92 of 
IDENTIFY DEVICE or IDENTIFY PACKET DEVICE result data. If the host attempts to set the Master Password 
Identifier to O0O00h or FFFFh, the device shall preserve the existing Master Password Identifier and return 
successful command completion. 


If the device does not support the Master Password Identifier feature, the device shall not validate the identifier 
field, and shall not change word 92 of IDENTIFY DEVICE or IDENTIFY PACKET DEVICE. This shall not be 
cause to return command aborted. 


7.45.2.3 Setting the User Password 


If a User password is specified, the device shall save the User password in a non-volatile location and update the 
Master Password Capability. The Master Password Identifier shall not be changed. These fields of IDENTIFY 
DEVICE or IDENTIFY PACKET DEVICE shall be updated: 


a) word 85, bit 1 shall be set to one (Security enabled) 
b) word 128, bit 1 shall be set to one (Security enabled) 
c) word 128, bit 8 shall indicate the Master Password Capability 


7.45.3 Inputs 


00h N/A 
Th 
Pe RR 


Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


70_Fih 


7.45.4 Normal Outputs 
See table 86. 
7.45.5 Error Outputs 


Abort shall be set to one if the device is in Frozen mode. The device may return error status if an Interface CRC 
error has occurred. See table 109. 
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7.45.6 Output Data Structure 


Table 37 — SECURITY SET PASSWORD data content 


a 


Control word 
Field Name Description 
Identifier O=set User password 
1=set Master password 
Reserved 


Security level O=High 
1=Maximum 


Reserved 
1-16 | Password (32 bytes) 
1/7 | Master Password Identifier (valid if word 0 bit 0 = 1) 


78-255 


206 Working Draft AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 


May 21, 2007 T13/1699-D Revision 4a 


7.46 SECURITY UNLOCK - F2h, PIO data-out 

7.46.1 Feature Set 

This command is mandatory for devices that implement the Security feature set. 

7.46.2 Description 

This command transfers 512 bytes of data from the host. Table 38 defines the content of this information. 
When Security is Disabled and the Identifier bit is set to User, then the device shall return command aborted. 
When Security is Enabled, and the Master Password Capability is 'High’: 


a) If the Identifier bit is set to Master, then the password supplied shall be compared with the stored Master 
password. 

b) Ifthe Identifier bit is set to User, then the password supplied shall be compared with the stored User 
password. 


When Security is Enabled, and the Master Password Capability is 'Maximum' 


a) Ifthe Identifier bit is set to Master, then the device shall return command aborted. 
b) Ifthe Identifier bit is set to User, then the password supplied shall be compared with the stored User 
password. 


If the password compare fails then the device shall return command aborted to the host and decrements the 
password attempt counter. When this counter reaches zero, IDENTIFY DEVICE or IDENTIFY PACKET 
DEVICE word 128 bit 4 shall be set to one, and SECURITY UNLOCK and SECURITY ERASE UNIT commands 
shall return command aborted until a power-on reset or a hardware reset. SECURITY UNLOCK commands 
issued when the device is unlocked have no effect on the unlock counter. 


Upon successful completion of this command, IDENTIFY DEVICE data or IDENTIFY PACKET DEVICE data 
word 128, bit 2 shall be set to cleared to zero (not locked). 


7.46.3 Inputs 


[Names ription 
OT 
aa Ce 


Device 
Bit Description 
15 Obsolete 
14 NIA 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7.0_F2h 


7.46.4 Normal Outputs 
See table 86. 
7.46.5 Error Outputs 


If the device is in Frozen mode or an invalid password is supplied or the password attempt counter has 
decremented to zero, the device shall return command aborted. 


The device may return error status if an Interface CRC error has occurred. See table 109. 
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7.46.6 Output Data Structure 


Table 38 — SECURITY UNLOCK data content 


OR aioe oe = OE 2 ee 


Control word 
Bit FieldName Description 
0 Identifier 0=compare User password 


1=compare Master password 


15:1 Reserved 
1-16 | Password (32 bytes) 


T7255 
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7.47 SERVICE - A2h, Packet or DMA Queued 

7.47.1 Feature Set 

This command is mandatory for devices that implement the TCQ Feature set. 
7.47.2 Description 


The SERVICE command is used to provide data transfer and/or status of a command that was previously 
released. 


The device shall have performed a release for a previous READ DMA QUEUED, READ DMA QUEUED EXT, 
WRITE DMA QUEUED, WRITE DMA QUEUED EXT. or WRITE DMA QUEUED FUA EXT command and shall 
have set the SERV (see 6.1.7) bit to one to request the SERVICE command be issued to continue data transfer 
and/or provide command status (see 7.48.15). 


7.47.3 Inputs 


[Word [Name [es riptfon 
008 [Features 

[OTR 
Pe RR 


Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7:0 -AZh 


7.47.4 Outputs 


Outputs as a result of a SERVICE command are described in the command description for the command for 
which SERVICE is being requested. 
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7.48 SET FEATURES - EFh, Non-data 
7.48.1 Feature Set 

This command is mandatory for all devices. 
7.48.2 Description 


The set transfer mode subcommand is mandatory. Enable/disable write cache subcommands are mandatory 
when a write cache is implemented. 


This command is used by the host to establish parameters that affect the execution of certain device features. 
Table 39 defines these features. 


After a power-on reset or a hardware reset, the settings of the functions specified by the subcommands are 
vendor specific unless otherwise specified in this standard. 


Table 39 — SET FEATURES Feature field definitions (part 1 of 2) 


OOh | Reserved 


01h | Enable 8-bit PIO transfer mode (CFA feature set only) (see 7.48.3) 
02h | Enable write cache (see 7.48.4) 
03h | Set transfer mode based on value in Count field (see 7.48.5) 


Of 
06h | Enable Power-Up In Standby feature set (see 7.48.7) 
07h | Power-Up In Standby feature set device spin-up (see 7.48.8) 


CFA. Otherwise, this subcommand is reserved for ANSI INCITS TR27-2001. 
Om 
OBh | Enable Write-Read-Verify feature set (see 7.48.10) 
OCh-OFh | Reserved 
10h | Enable use of SATA feature (see 7.48.18) 
11h-1Fh | Reserved 
20h | Reserved for technical report INCITS TR37-2004 
21h | Reserved for technical report INCITS TR37-2004 
22h-30h | Reserved 
31h | Obsolete 
3 
34h-40h | Reserved 
41h | Enable Free-fall Control 
42h | Enable Automatic Acoustic Management feature set (see 7.48.11) 
43h | Set Maximum Host Interface Sector Times (see 7.48.12) 


Obsclete 
RBG 


54h | Obsolete 

55h | Disable read look-ahead feature (see 7.48.13) 
56h-5Ch | Vendor Specific 

5Dh | Enable release interrupt (see 7.48.14) 

5Eh | Enable service interrupt (see 7.48.15) 


Reserved for DT 1825 
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Table 39 — SET FEATURES Feature field definitions (part 2 of 2) 


EOR-BEh 


66h | Disable reverting to power-on defaults (see 7.48.16) 
67h-68h | Reserved 


If the device implements the CFA feature set, then this subcommand is reserved for 
CFA. 


SANTA 


77h | Obsolete 
78h-80h | Reserved 
81h | Disable 8-bit PIO transfer mode (CFA feature set only) (see 7.48.3) 
82h | Disable write cache (see 7.48.4) 
83h | Reserved for e€06162 
Bah 
86h | Disable Power-Up In Standby feature set (see 7.48.7) 
CFA. Otherwise, this subcommand is reserved for ANSI INCITS TR27-2001. 
BA 
8Bh | Disable Write-Read-Verify feature set (see 7.48.10) 
8Ch-8Fh | Reserved 
90h | Disable use of SATA feature (see 7.48.18) 


TOA 


95h | Obsolete 
ai 
9Ah | Obsolete 
9Bh-A9h | Reserved 
AAh | Enable read look-ahead feature (see 7.48.13) 
ABh | Obsolete 
ACh-BAh | Reserved 
BBh | Obsolete 
BCh-COh | Reserved 
Cih | Disable Free-fall Control 
C2h | Disable Automatic Acoustic Management feature set (see 7.48.11) 
C3h-CBh | Reserved 
CCh | Enable reverting to power-on defaults 
Reserved 
Vendor Specific 
DDh | Disable release interrupt (see 7.48.14) 
DEh | Disable SERVICE interrupt (see 7.48.15) 
DFh | Reserved for DT1825 
EOh | Vendor Specific 
E1h-EFh | Reserved 
FOh-FFh | Reserved for assignment by the CompactFlash™ Association 
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7.48.3 Enable/disable 8-bit PIO data transfer 


Devices implementing the CFA feature set shall support 8-bit PIO data transfers. Devices not implementing the 
CFA feature set shall not support 8-bit PIO data transfers. See the CFA specification for more information. 


7.48.4 Enable/disable write cache 


Subcommand codes 02h and 82h allow the host to enable or disable volatile write cache in devices that 
implement volatile write cache. When the subcommand disable volatile write cache is issued, the device shall 
initiate the sequence to flush volatile cache to non-volatile media before command completion (see 7.14). These 
subcommands may affect caching for commands in the Streaming feature set. 


7.48.5 Set transfer mode 


A host selects the transfer mechanism by Set Transfer Mode, subcommand code 03h, and specifying a value in 
the Count field. The upper 5 bits define the type of transfer and the low order 3 bits encode the mode value. The 
host may change the selected modes by the SET FEATURES command. 


Table 40 — Transfer mode values 
Bits (7-3) | Bits (20) | 
PIO default mode 00000b O000b 
PIO default mode, disable IORDY 00000b 001b 


PIO flow control transfer mode 00001b 


Retired 00010b N/A 


Rated] 


If a device supports this standard, and receives a SET FEATURES command with a Set Transfer Mode 
parameter and a Count field value of “OO000000b’, the device shall set the default PIO mode. If the value is 
“00000001b” and the device supports disabling of IORDY, then the device shall set the default PIO mode and 
disable IORDY. A device shall support all PIO modes below the highest mode supported, e.g., if PIO mode 1 is 
supported PIO mode 0 shall be supported. 


Support of IORDY is mandatory when PIO mode 3 or above is the current mode of operation. 


A device shall support all Multiword DMA modes below the highest mode supported, e.g., if Multiword DMA 
mode 1 is supported Multiword DMA mode 0 shall be supported. 


A device shall support all Ultra DMA modes below the highest mode supported, e.g., if Ultra DMA mode 1 is 
supported Ultra DMA mode 0 shall be supported. 


If an Ultra DMA mode is enabled any previously enabled Multiword DMA mode shall be disabled by the device. If 
a Multiword DMA mode is enabled any previously enabled Ultra DMA mode shall be disabled by the device. 


For PATA systems using a cable assembly, the host should determine that an 80-conductor cable assembly is 
connecting the host with the device(s) before enabling any Ultra DMA mode greater than 2 in the device(s). 


7.48.6 Enable/disable advanced power management 


Subcommand code 05h allows the host to enable Advanced Power Management. To enable Advanced Power 
Management, the host writes the Count field with the desired advanced power management level and then 
executes a SET FEATURES command with subcommand code 05h. The power management level is a scale 
from the lowest power consumption setting of 01h to the maximum performance level of FEh. Table 41 shows 
these values. 
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Table 41 — Advanced power management levels 


Count Field 


FEh | Maximum performance 


81h-FDh | Intermediate power management levels without Standby 
Minimum power consumption without Standby 


Device performance may increase with increasing power management levels. Device power consumption may 
increase with increasing power management levels. The power management levels may contain discrete bands. 
For example, a device may implement one power management method from 80h to AOh and a higher 
performance, higher power consumption method from level A1h to FEh. Advanced power management levels 
80h and higher do not permit the device to spin down to save power. 


Subcommand code 85h disables Advanced Power Management. Subcommand 85h may not be implemented 
on all devices that implement SET FEATURES subcommand 05h. 


7.48.7 Enable/disable Power-Up In Standby feature set 


Subcommand code 06h enables the Power-Up In Standby feature set. When this feature set is enabled, the 
device shall power-up into Standby mode, i.e., the device shall be ready to receive commands but shall not 
spin-up (see 4.19). Once this feature set is enabled, it shall only be disabled by a subsequent SET FEATURES 
command disabling the feature set (i.e., the feature set shall not be disabled after a power-on reset, a hardware 
reset, or a software reset). 


Subcommand code 86h disables the Power-Up In Standby feature set. When this feature set is disabled, the 
device shall power-up into Active mode. The factory default for this feature set shall be disabled. 


7.48.8 Power-Up In Standby feature set device spin-up 


Subcommand code 07h shall cause a device that has powered-up into Standby to go to the Active state (see 
4.19 and figure 11). 


7.48.9 Enable/disable CFA power mode 1 


Subcommand code OAh causes a CFA device to transition to CFA Power Mode 1. CFA devices may consume 
up to 500 mA maximum average RMS current for either 3.3 V or 5 V operation in Power Mode 1. 


Subcommand 8Ah causes a CFA device to transition to CFA Power Mode 0. CFA devices may consume up to 
75 mA maximum average RMS current for 3.3 V or 100 mA maximum average RMS current for 5 V operation in 
Power Mode 0. 


If a CFA device is in CFA Power Mode 0, then the device shall transition to CFA Power Mode 1 during processing 
of a power-on reset or a hardware reset. 


If a CFA device is in CFA Power Mode 0 and in the Reverting to defaults enabled mode (see 7.51.17), then the 
device shall transition to CFA Power Mode 1 during processing of a software reset. 


If a CFA device is in CFA Power Mode 0 and in the Reverting to defaults disabled mode (see 7.51.17), then the 
device shall not transition to CFA Power Mode 1 during processing of a software reset. 


Enabling CFA Power Mode 1 does not cause a spin-up. 
A device in Power Mode 0 the device shall accept the following commands: 


a) IDENTIFY DEVICE 

b) SET FEATURES (function codes 0Ah and 8Ah) 
c) STANDBY 

d) STANDBY IMMEDIATE 
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e) SLEEP 

f) CHECK POWER MODE 

g) EXECUTE DEVICE DIAGNOSTICS 
h) CFA REQUEST EXTENDED ERROR 


A device in Power Mode 0 may accept any command that the device is capable of executing within the Power 
Mode 0 current restrictions. Commands that require more current than specified for Power Mode 0 shall be 
rejected with an abort error. 


7.48.10 Enable/Disable Write-Read-Verify feature set 
Subcommand code OBh enables the Write-Read-Verify feature set. 


Bits (7:0) of the LBA field in the SET FEATURES command specify the Write-Read-Verify mode. Table 42 
defines the Write-Read-Verify modes. 


Table 42 — Write-Read-Verify Sector Counts 


Description 


UE YS ce ee ee el 
00h | Always enabled (i.e., the device shall perform a Write-Read-Verify for all 
[| seco tora we commands) 
01h | The device shall perform a Write-Read-Verify on the first 65,536 logical 

sectors written by the host after: 
a) spin-up; or 
b) the device completes a SET FEATURES command setting the 
Write-Read-Verify mode without error. 


02h | The number of logical sectors on which a device performs a 
| | ite Reaovey'svenor spec 
03h | The device shall perform a Write-Read-Verify on the first (number specified by 
the Count field in the SET FEATURES command x 1024) logical sectors 
written by the host after: 
a) spin-up; or 
b) the device completes a SET FEATURES command setting the 
Write-Read-Verify mode without error. 


O04h-FFh | Reserved 


Note 1 - When Mode O3h is not selected, the Count field is ignored 


Subcommand code 8Bh disables the Write-Read-Verify feature set. 


A device shall set the Write-Read-Verify feature set to its factory default setting during processing of a power-on 
reset or a hardware reset. 


If a device is in the reverting to defaults enabled mode (see 7.48.16), then the device shall set the 
Write-Read-Verify feature set to its factory default setting during processing of a software reset. 


If a device is in the reverting to defaults disabled mode (see 7.48.16), then the device shall not change the 
settings of the Write-Read-Verify feature set during processing of a software reset. 


7.48.11 Enable/disable Automatic Acoustic Management 


Subcommand code 42h allows the host to enable the Automatic Acoustic Management feature set. To enable 
the Automatic Acoustic Management feature set, the host writes the Count field with the requested automatic 
acoustic management level and executes a SET FEATURES command with subcommand code 42h. The 
acoustic management level is selected on a scale from 01h to FEh. Table 43 shows the acoustic management 
level values. 
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Enabling or disabling of the Automatic Acoustic Management feature set, and the current automatic acoustic 
management level setting shall be preserved by the device across all forms of reset, i.e. power-on, hardware, 
and software resets. 


Table 43 — Automatic acoustic management levels 


Count Feld 


81h-FDh | Intermediate acoustic management levels 


80h | Minimum acoustic emanation level 


O1h-7Fh | Retired 


Vendor Specific 


Device performance may increase with increasing acoustic management levels. Device power consumption 
may decrease with decreasing acoustic management levels. The acoustic management levels may contain 
discrete bands. For example, a device may implement one acoustic management method from 80h to BFh and 
a higher performance, higher acoustic management method from level COh to FEh. 


Upon successful completion of this SET FEATURES subcommand, IDENTIFY DEVICE or IDENTIFY PACKET 
DEVICE data word 94, bits (7:0) shall be updated by the device. If the command is aborted by the device, the 
previous automatic acoustic management state shall be retained. 


Subcommand code C2h disables the Automatic Acoustic Management feature set. Devices that implement SET 
FEATURES subcommand 42h are not required to implement subcommand C2h. If device successfully 
completes execution of this subcommand, then the acoustic behavior of the device shall be vendor-specific, and 
the device shall return zeros in bits (7:0) of word 94 and bit 9 of word 86 of the IDENTIFY DEVICE or IDENTIFY 
PACKET DEVICE data. 


Upon completion of SET FEATURES subcommands 42h and C2h, the device may update words (97:96) and 
word 104 in IDENTIFY DEVICE or IDENTIFY PACKET DEVICE data. 


7.48.12 Set Maximum Host Interface Sector Times 


Subcommand code 43h allows the host to inform the device of a host interface rate limitation. This information 
shall be used by the device to meet the Command Completion Time Limits of the commands of the streaming 
feature set. To inform the device of a host interface rate limitation, the host writes the value of its Typical PIO 
Host Interface Sector Time to the Count field (7:0) and LBA (7:0) field and writes the value of its Typical DMA 
Host Interface Sector Time to the LBA (23:8) field. The Typical Host Interface Sector Times have the same units 
as IDENTITY DEVICE data word 96 for DMA and word 104 for PIO. A value of zero indicates that the host 
interface shall be capable of transferring data at the maximum rate allowed by the selected transfer mode. The 
Typical PIO Mode Host Interface Sector Time includes the host's interrupt service time. 


Upon completion of SET FEATURES subcommand 43h, the device may adjust IDENTIFY DEVICE data words 
(97:96) to allow for the specified host interface sector time. 


Count Reserved 


Typical PIO Mode Host Interface Sector Time (7:0) 


LBA 47:24 |Reserved 
Typical DMA Mode Host Interface Sector Time 
Typical PIO Mode Host Interface Sector Time (15:8) 


7.48.13 Enable/disable read look-ahead 


Subcommand codes AAh and 55h allow the host to request the device to enable or disable read look-ahead. 
Error recovery performed by the device is vendor specific. 
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7.48.14 Enable/disable release interrupt 


Subcommand codes 5Dh and DDh allow a host to enable or disable the asserting of Interrupt Pending when a 
device releases the bus for a TCQ command. 


7.48.15 Enable/disable SERVICE interrupt 


Subcommand codes 5Eh and DEh allow a host to enable or disable the asserting of an Interrupt Pending when 
DRQ is set to one in response to a SERVICE command. 


7.48.16 Enable/disable reverting to defaults 
Subcommand codes CCh and 66h allow the host to enable or disable the reverting to defaults mode. 


A device is in the reverting to defaults disabled mode after completing a SET FEATURES command with 
subcommand code 66h without error. In this mode a device shall not reset parameters to their default power-on 
values during the processing of a software reset. 


A device is in the Reverting to defaults enabled mode after the device: 


a) processes a power-on reset or hardware reset; or 
b) completes a SET FEATURES command with subcommand CCh without error. 


A device in the reverting to defaults enabled mode may reset parameters to their default power-on values during 
the processing of a software reset 


7.48.17 Enable/Disable Free-fall Control 


Subcommand code 41h allows the host to enable the Free-fall Control feature set. To enable the Free-fall 
Control feature set, the host writes the Count field with the requested free-fall control sensitivity setting and 
executes a SET FEATURES command with subcommand code 41h. 


The sensitivity is selected on a scale from 00h to FFh. A value of zero selects the device vendor's recommended 
setting. Other values set the sensitivity from host and the meanings are vendor specific. The higher the 
sensitivity value, the more sensitive the device is to changes in acceleration. 


Enabling or disabling of the Free-fall Control feature set, and the current free-fall sensitivity setting shall be 
preserved by the device across all forms of reset, i.e. power-on, hardware, and software resets. 


7.48.18 Enable/Disable SATA feature 
7.48.18.1 Overview 


The Count field contains the specific Serial ATA feature to enable or disable. The specific Serial ATA features are 
defined as defined in table 44. 


Table 44 — SATA Features 


Non-zero Buffer Offsets 


7.48.18.2 Enable/Disable Non-Zero Buffer Offsets 


DMA Setup FIS Auto-Activate optimization 


A Count field value of 01h is used to enable or disable non-zero buffer offsets for commands in the NCQ feature 
set. By default, non-zero buffer offsets are disabled. The enable/disable state for non-zero offsets shall be 
preserved across software reset. The enable/disable state for non-zero offsets shall be reset to its default state 
upon COMRESET. See SATA 2.6 for more information. 
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7.48.18.3 Enable/Disable DMA Setup FIS Auto-Activate Optimization 


A Count field value of 02h is used to enable or disable DMA Setup FIS Auto-Activate optimization. See SATA 2.6 
details. The enable/disable state for the auto-activate optimization shall be preserved across software reset. The 
enable/disable state for the auto-activate optimization shall be reset to its default state upon COMRESET. 


7.48.18.4 Enable/Disable Device-Initiated Interface Power State Transitions 


A Count field value of 03h is used to enable or disable device initiation of interface power state transitions. By 
default, the device is not permitted to initiate interface power state transitions. See SATA 2.6 for more 
information. The enable/disable state for device initiated power management shall persist across software reset. 
The enable/disable state shall be reset to its default disabled state upon COMRESET. 


If device initiated interface power management is enabled, the device shall not attempt to initiate an interface 
power state transition between reset and the delivery of the device reset signature. 


7.48.18.5 Enable/Disable Guaranteed in-Order Data Delivery 


A Count field value of 04h is used to enable or disable guaranteed in-order data delivery for commands in the 
NCQ feature set. This setting is only valid when non-zero buffer offsets are enabled. By default, guaranteed 
in-order data delivery is disabled. See SATA 2.6 for more information. The enable/disable state for guaranteed 
in-order data delivery shall be preserved across software reset. The enable/disable state for guaranteed in-order 
data delivery shall be reset to its default state upon COMRESET. 


7.48.18.6 Enable/Disable Asynchronous Notification 


For devices implementing the PACKET feature set, a Count field value of 05h is used to enable or disable 
asynchronous notification. By default, asynchronous notification is disabled. See SATA 2.6 for more information. 
The enable/disable state for asynchronous notification shall be preserved across software reset. The 
enable/disable state for asynchronous notification shall be reset to its default state upon COMRESET. 


7.48.18.7 Enable/Disable Software Settings Preservation 


A Count field value of O6h is used to enable or disable software settings preservation. By default, if the device 
supports software settings preservation the feature is enabled when it processes a power-on reset. The 
enable/disable state for software settings preservation shall persist across software reset. The enable/disable 
state for software settings preservation shall be reset to its default state upon COMRESET. The host may 
disable software settings preservation in order to not preserve software settings across COMRESET. 


Editor’s Note 15: Need to remove the double negative. 
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7.48.19 Inputs 


| Word {| Name | Description 
OTR 


05h Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


70-EFA 


7.48.20 Normal Outputs 
See table 86. 
7.48.21 Error Outputs 


Abort shall be set to one if any subcommand input value is not supported or is invalid. See table 109. 


218 Working Draft AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 


May 21, 2007 T13/1699-D Revision 4a 


7.49 SET MAX 
7.49.1 SET MAX Overview 


Individual SET MAX commands are identified by the value placed in the Feature field. Table 45 shows these 
Feature field values. 


Table 45 — SET MAX Feature field values 


00h | SET MAX ADDRESS 
O1h | SET MAX SET PASSWORD 
02h | SET MAX LOCK 


SET MAX UNLOCK 
SET MAX FREEZE LOCK 
OSR-FFR 


Working Draft AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 219 


T13/1699-D Revision 4a May 21, 2007 


7.49.2 SET MAX ADDRESS - F9h 

7.49.2.1 Feature Set 

This command is mandatory for devices that implement the Host Protected Area feature set. 
7.49.2.2 Description 


After successful command completion, all read and write access attempts to addresses greater than specified by 
the successful SET MAX ADDRESS command shall be rejected with an ID Not Found error (see 6.2.4). 
IDENTIFY DEVICE data words (61:60) shall reflect the maximum address set with this command. 


If the 48-bit Address feature set is supported, the value placed in IDENTIFY DEVICE data words (103:100) shall 
be the same as the value placed in IDENTIFY DEVICE data words (61:60). 


A host should not issue more than one non-volatile SET MAX ADDRESS or SET MAX ADDRESS EXT 
command after a power-on or hardware reset. Devices should report an IDNF error upon receiving a second 
non-volatile SET MAX ADDRESS command after a power-on or hardware reset. 


The contents of IDENTIFY DEVICE data words and the max address shall not be changed if a SET MAX 
ADDRESS command fails. 


After a successful SET MAX ADDRESS command using a new maximum LBA the content of all IDENTIFY 
DEVICE data words shall comply with 4.11.4 and the content of IDENTIFY DEVICE data words (61:60) shall be 
equal to the new Maximum LBA + 1. 


A successful READ NATIVE MAX ADDRESS command should immediately precede a SET MAX ADDRESS 
command. If the SET MAX ADDRESS command is not preceded by a successful READ NATIVE MAX 
ADDRESS command, the device may abort the SET MAX ADDRESS command or execute one of the following 
commands: SET MAX SET PASSWORD, SET MAX LOCK, SET MAX UNLOCK, SET MAX FREEZE LOCK. 
The result depends on the value of the Feature field. 


Issuing a SET MAX ADDRESS to the value returned by READ NATIVE MAX ADDRESS shall clear the HPA 
regardless of the maximum logical block address. 
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7.49.2.3 Inputs 
7.49.2.3.1 Overview 


[Word [Name [Description SSOSCSCSCSOCC~C~SY 


Count 
it Description 
N/A 
Volatile_Value (V_V) - See 7.49.2.3.2. 


LBA 
SET MAX LBA 
Bits 47:28 shall be cleared to zero. 


Device 
Description 
Obsolete 
Shall be set to one 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


7.49.2.3.2 Volatile_Value (V_V) 


If V_V is set to one, then, during processing of a power-on reset or a hardware reset, a device shall not change 
the content in words 60-61 (see 7.16.7.21) or 100-103 (see 7.16.7.50) in the IDENTIFY DEVICE data. 


If V_V is cleared to zero, then, during processing of a power-on reset or a hardware reset, a device shall change 
the content in words 60-61 and words 100-103 in the IDENTIFY DEVICE data to be a value one greater than the 
value of either: 


a) the value in the SET MAX LBA field in the most recent SET MAX ADDRESS or SET MAX ADDRESS 
EXT command that completed without error in which V_V was set to one; or 

b) ifno SET MAX ADDRESS or SET MAX ADDRESS EXT command has completed without error, then the 
native max address. 


Regardless of the setting of V_V, a device shall not change the content in words 60-61 or 100-103 in IDENTIFY 
DEVICE data during processing of a software reset. 


7.49.2.4 Normal Outputs 
See Table 96. LBA bits 47:28 shall be cleared to zero. 
7.49.2.5 Error Outputs 


If the maximum value to be set exceeds the capacity of the device, a host protected area has been established 
by a SET MAX ADDRESS EXT command, or the device is in the Set_Max_Locked or Set_Max_Frozen state, 
then the device shall return command aborted. ID Not Found shall be set to one if the command was the second 
non-volatile SET MAX ADDRESS command after power-on or hardware reset. Abort shall be set to one if the 
maximum value requested exceeds the device capacity, a host protected area has been established by a SET 
MAX ADDRESS EXT command, the device is in the Set_Max_Locked or Set_Max_Frozen state, or the 
command is not immediately preceded by a READ NATIVE MAX ADDRESS command. See table 117. 
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7.49.3 SET MAX FREEZE LOCK — F9h/04h, Non-data 

7.49.3.1 Feature Set 

This command is mandatory for devices that implement the HPA Security Extensions. 
7.49.3.2 Description 


The SET MAX FREEZE LOCK command sets the device to Set_Max_Frozen state. After successful command 
completion, any subsequent SET MAX commands shall be command aborted until a power-on reset has been 
processed by the device. 


Commands disabled by SET MAX FREEZE LOCK are: 


a) SET MAX ADDRESS 

b) SET MAX SET PASSWORD 
c) SET MAXLOCK 

d) SET MAX UNLOCK 


This command should not be immediately preceded by a READ NATIVE MAX ADDRESS command. If this 
command is immediately preceded by a READ NATIVE MAX ADDRESS command, it shall be interpreted as a 
SET MAX ADDRESS command. 


7.49.3.3 Inputs 


Description 


[Word] Name 
[00h | “Feature |0R= SETWAXFREEZELOGK 

[oT 
Pa | BRR 


Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


70-FOR 


7.49.3.4 Normal Outputs 
See table 86. 
7.49.3.5 Error Outputs 


Abort shall be set to one if the device is not in the Set_Max_Unlocked state. Seetable 110. 
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7.49.4 SET MAX LOCK - F9h/02h, Non-data 

7.49.4.1 Feature Set 

This command is mandatory for devices that implement the HPA Security Extensions. 
7.49.4.2 Description 


The SET MAX LOCK command sets the device into Set_Max_Locked state. After this command is completed 
any other SET MAX commands except SET MAX UNLOCK and SET MAX FREEZE LOCK shall be command 
aborted. The device shall remain in this state until a power-on reset has been processed or command 
completion without error of a SET MAX UNLOCK or SET MAX FREEZE LOCK command. 


This command should not be immediately preceded by a READ NATIVE MAX ADDRESS command. If this 
command is immediately preceded by a READ NATIVE MAX ADDRESS comman4, it shall be interpreted as a 
SET MAX ADDRESS command. 


7.49.4.3 Inputs 


[Word [Name [is rpg 
[Ooh [Feature [2R=SETWAXTOOK SSCS 

[oT] 
Pe | BR 


Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


70 FoR 


7.49.4.4 Normal Outputs 
See table 86. 
7.49.4.5 Error Outputs 


Abort shall be set to one if the device is in the Set_Max_Locked or Set_Max_Frozen state. See table 110. 
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7.49.5 SET MAX SET PASSWORD - F9h/01h, PIO data-out 

7.49.5.1 Feature Set 

This command is mandatory for devices that implement the HPA Security Extensions. 
7.49.5.2 Description 


This command requests a transfer of a single 512-byte block of data from the host. Table 46 defines the content 
of this 512-byte block of data. The password is not retained by the device after the device has processed a 
power-on reset. When the device accepts this command the device is in Set_Max_Unlocked state. 


NOTE 19 — This password is not related to the passwords that are part of the Security feature set 
(see 4.20). 


This command should not be immediately preceded by a READ NATIVE MAX ADDRESS command. If this 
command is immediately preceded by a READ NATIVE MAX ADDRESS commana, it shall be interpreted as a 
SET MAX ADDRESS command. 


7.49.5.3 Inputs 


Description 


__ Name] 
Pa | BRR 


Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


70FOR 


7.49.5.4 Normal Outputs 
See table 86. 
7.49.5.5 Error Outputs 


Abort shall be set to one if the device is in the Set_Max_Locked or Set_Max_Frozen state. The device may 
return error status if an Interface CRC error has occurred. See table 117. 


7.49.5.6 Output Data Structure 


Table 46 — SET MAX SET PASSWORD data content 


ie nl 


Reserved 


1-16 | Password (32 bytes) 


T7255 
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7.49.6 SET MAX UNLOCK - F9h/03h, PIO data-out 

7.49.6.1 Feature Set 

This command is mandatory for devices that implement the HPA Security Extensions. 
7.49.6.2 Description 


This command requests a transfer of a single 512-byte block of data from the host. Table 46 defines the content 
of this data. 


The password supplied in the data transferred shall be compared with the password set by the SET MAX SET 
PASSWORD command. 


If the password compare fails, then the device shall return command aborted and decrement the unlock counter. 
On the acceptance of the SET MAX LOCK comman4d, this counter is set to a value of five and shall be 
decremented for each password mismatch when SET MAX UNLOCK is issued and the device is locked. When 
this counter reaches zero in a device, then the device shall return command aborted for all subsequent SET MAX 
UNLOCK commands until after the device has processed a power-on reset. 


If the password compare matches, then the device shall make a transition to the Set_Max_Unlocked state and all 
SET MAX commands shall be accepted. 


This command should not be immediately preceded by a READ NATIVE MAX ADDRESS command. If this 
command is immediately preceded by a READ NATIVE MAX ADDRESS command, it shall be interpreted as a 
SET MAX ADDRESS command. 


7.49.6.3 Inputs 


Description 


[Word] Name 
[oT 
Pa BR 


Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7OFOR 


7.49.6.4 Normal Outputs 
See table 86. 
7.49.6.5 Error Outputs 


Abort shall be set to one if the device is not in the Set_Max_Locked state. The device may return error status if 
an Interface CRC error has occurred. See table 110. 


Working Draft AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 225 


T13/1699-D Revision 4a May 21, 2007 


7.50 SET MAX ADDRESS EXT - 37h, Non-data 


7.50.1 Feature Set 


This command is mandatory for devices that implement both the HPA feature set and the 48-bit Address feature 
set. 


7.50.2 Description 


After successful command completion, all read and write access attempts to addresses greater than specified by 
the successful SET MAX ADDRESS EXT command shall be rejected with an IDNF error. 


A hosts should not issue more than one non-volatile SET MAX ADDRESS or SET MAX ADDRESS EXT 
command after a power-on or hardware reset. Devices shall report an IDNF error upon receiving a second 
non-volatile SET MAX ADDRESS EXT command after a power-on or hardware reset. 


The contents of IDENTIFY DEVICE data words and the max address shall not be changed if a SET MAX 
ADDRESS EXT command fails. 


After a successful SET MAX ADDRESS EXT command using a new maximum LBA the content of all IDENTIFY 
DEVICE data words shall comply with 4.11.4. 


A successful READ NATIVE MAX EXT command should immediately precede SETMAX ADDRESS EXT. If the 
device receives a SET MAX ADDRESS EXT that is not immediately preceded by READ NATIVE MAX EXT, the 
device shall report command aborted. 


7.50.3 Inputs 
7.50.3.1 Overview 


= ‘ Count 
Bit Description 
16:1 Reserved 
0 Volatile_Value (V_V) - See 7.50.3.2 


a SET MAX LBA 


ee 
eS 
Device 
Description 
Obsolete 
Shall be set to one 
Obsolete 
Transport Dependent - See 6.1.9 
:8 Reserved 
[Command | 


7.50.3.2 Volatile_Value (V_V) 


If V_V is set to one, then, during processing of a power-on reset or a hardware reset, a device shall not change 
the content in words 60-61 (see 7.17.7.22) or 100-103 (see 7.17.7.22) in the IDENTIFY DEVICE data. 


If V_V is cleared to zero, then, during processing of a power-on or hardware reset, a device shall: 


a) change the content in words 100-103 in the IDENTIFY DEVICE data to be a value one greater than the 


value of either: 
A)_ the value in the SET MAX LBA field in the most recent SET MAX ADDRESS or SET MAX 
ADDRESS EXT command that completed without error in which V_V was set to one; or 
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B) ifno SET MAX ADDRESS or SET MAX ADDRESS EXT command has completed without error, 
then the native max address; 
and 
b) change the content in words 60-61 in the IDENTIFY DEVICE data to be the value in words 100-103 in 
IDENTIFY DEVICE data or OFFF_FFFFh, whichever is less. 


Regardless of the setting of V_V, a device shall not change the content in words 60-61 or 100-103 in the 
IDENTIFY DEVICE data during processing of a software reset. 


7.50.4 Normal Outputs 
See table 100. 
7.50.5 Error Outputs 


If the maximum value to be set exceeds the capacity of the device, a host protected area has been established 
by a SET MAX ADDRESS command, the command is not immediately preceded by a READ NATIVE MAX 
ADDRESS EXT command, or the device is in the Set_Max_Locked or Set_Max_Frozen state, then the device 
shall return command aborted. ID Not Found shall be set to one if the command was the second non-volatile 
SET MAX ADDRESS EXT command after power-on or hardware reset. See table 130. 
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7.51 SET MULTIPLE MODE - C6h, Non-data 

7.51.1 Feature Set 

This command is mandatory for devices implementing the General feature set 
7.51.2 Description 


This command establishes the number of logical sectors in the DRQ data block count for READ MULTIPLE, 
READ MULTIPLE EXT, WRITE MULTIPLE, and WRITE MULTIPLE EXT commands. 


Devices shall support the DRQ data block size specified in the IDENTIFY DEVICE data word 47, bits (7:0), and 
may also support smaller values. 


Upon receipt of the command, the device checks the Count field. If the content of the Count field is not zero, the 
Count field contains a valid value, and the DRQ data block count is supported, then the value in the Count field is 
used for all subsequent READ MULTIPLE, READ MULTIPLE EXT, WRITE MULTIPLE, and WRITE MULTIPLE 
EXT commands and their execution is enabled. If the content of the Count field is zero, the device may: 


a) disable multiple mode and respond with command aborted to all subsequent READ MULTIPLE, READ 
MULTIPLE EXT, WRITE MULTIPLE, and WRITE MULTIPLE EXT commands; 

b) respond with command aborted to the SET MULTIPLE MODE command; 

c) retain the previous multiple mode settings. 


After a successful SET MULTIPLE command the device shall report the valid value set by that command in 
IDENTIFY DEVICE data word 59. 


After a power-on or hardware reset, if bit 8 is set to one and bits (7:0) are cleared to zero in IDENTIFY DEVICE 
data word 59, a SET MULTIPLE command is required before issuing a READ MULTIPLE, READ MULTIPLE 
EXT, WRITE MULTIPLE, or WRITE MULTIPLE EXT command. If bit 8 is set to one and bits (7:0) are not cleared 
to zero, a SET MULTIPLE command may be issue to change the multiple value required before issuing a READ 
MULTIPLE, READ MULTIPLE EXT, WRITE MULTIPLE, or WRITE MULTIPLE EXT command. 


7.51.3 Inputs 


The content of the Count field shall be less than or equal to the value in IDENTIFY DEVICE data word 47 bits 
(7:0). The host should set the content of the Count field to 1, 2, 4, 8, 16, 32, 64 or 128. 


If the content of the Count field is zero and the SET MULTIPLE command completes without error, then the 
device shall respond to any subsequent read multiple or write multiple command with command aborted until a 
subsequent successful SET MULTIPLE command completion where the Count field is not set to zero. 


[Ward [Name [as pi 
05h 


Device 

Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 

7.51.4 Normal Outputs 

See table 86. 


7.51.5 Error Outputs 


Abort shall be set to one if the block count is not supported. See table 109. 
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7.52 SLEEP - E6h, Non-data 

7.52.1 Feature Set 

This command is mandatory for devices implementing the Power Management feature set. 
7.52.2 Description 


This command is the only way to cause the device to enter Sleep mode. The device shall exit the Sleep state 
(PM3) only after processing a hardware reset, a software reset, or a DEVICE RESET command. 


A device shall not power-on in Sleep state. 
7.52.3 Inputs 


[Name sription 
ar 
eas Ce 


Device 
Bit Description 
15 Obsolete 
14 Shall be set to one 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7:0-E6h 


7.52.4 Normal Outputs 
See table 86. 

7.52.5 Error Outputs 
See table 109. 
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7.53 SMART 
7.53.1 Overview 


Individual SMART commands are identified by the value placed in the Feature field. Table 47 shows these 
values. 


Table 47 — SMART Feature field values 


OOR-CFA 


SMART READ DATA 
Dith Obsolete 


PopSet 
[ban | SWART ENABLE/DISABLE ATTRIBUTE AUTOSAVE 


EORTFA 
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7.53.2 SMART DISABLE OPERATIONS - BOh/D9h, Non-data 

7.53.2.1 Feature Set 

This command is mandatory for devices that implement the SMART feature set. 
7.53.2.2 Description 


This command disables all SMART capabilities within the device including any and all timer and event count 
functions related exclusively to this feature. After command acceptance the device shall disable all SMART 
operations. SMART data shall no longer be monitored or saved by the device. The state of SMART, either 

enabled or disabled, shall be preserved by the device during all power reset events. 


After receipt of this command by the device, with the exception of SMART ENABLE OPERATIONS and the SCT 
Command Transport commands, all other SMART commands including SMART DISABLE OPERATIONS 
commands are disabled and shall be command aborted by the device. 


7.53.2.3 Inputs 


em Description 
D9h - SMART DISABLE OPERATIONS 
om 


Ro 04h 
Bit Description 
47:28 Reserved 
27:24 N/A 
23:8 C24Fh 
7:0 N/A 


Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7.53.2.4 Normal Outputs 
See table 86. 
7.53.2.5 Error Outputs 


Abort shall be set to one if SMART is not enabled, or if an input value is invalid. See table 109. 
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7.53.3 SMART ENABLE/DISABLE ATTRIBUTE AUTOSAVE - BOh/D2h, Non-data 
7.53.3.1 Feature Set 

This command is mandatory for devices that implement the SMART feature set. 
7.53.3.2 Description 


This command enables and disables the optional attribute autosave feature of the device. This command may 
either allow the device, after some vendor specified event, to save the device updated attributes to non-volatile 
memory; or this command may cause the autosave feature to be disabled. The state of the attribute autosave 
feature (either enabled or disabled) shall be preserved by the device during all power and reset events. 


A value of zero written by the host into the device’s Count field before issuing this command shall cause this 
feature to be disabled. Disabling this feature does not preclude the device from saving SMART data to 
non-volatile memory during some other normal operation such as during a power-on or power-off sequence or 
during an error recovery sequence. 


A value of F1h written by the host into the device’s Count field before issuing this command shall cause this 
feature to be enabled. Any other meaning of this value or any other non-zero value written by the host into this 
field before issuing this command is vendor specific. The meaning of any non-zero value written to this field at 
this time shall be preserved by the device during all power and reset events. 


If the device receives a command from the host while executing the autosave routine the device shall begin 
processing the command within two seconds. 


7.53.3.3 Inputs 


[Word [Name sscription 


D2h - SMART ENABLE/DISABLE ATTRIBUTE AUTOSAVE 


Value Description 


00h 
01h-FOh 
Fth 
F2h-FFh 


. 
02h-04h LBA 

Bit 

47:28 

27:24 

23:8 

7:0 


O5h Device 
Bit 
15 
14 
13 
12 
11:8 


700A 


7.53.3.4 Normal Outputs 
See table 86. 


232 


Disable attribute autosave 
Vendor specific 
Enable attribute autosave 
Vendor specific 


Description 
Reserved 
N/A 

C24Fh 

N/A 


Description 

Obsolete 

N/A 

Obsolete 

Transport Dependent - See 6.1.9 
Reserved 
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7.53.3.5 Error Outputs 


Abort shall be set to one if SMART is not enabled, or if an input value is invalid. See table 109. 


Working Draft AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 233 


T13/1699-D Revision 4a May 21, 2007 


7.53.4 SMART ENABLE OPERATIONS - BOh/D8h, Non-data 

7.53.4.1 Feature Set 

This command is mandatory for devices that implement the SMART feature set. 
7.53.4.2 Description 


This command enables access to all available SMART capabilities within the device. Prior to receipt of this 
command SMART data are neither monitored nor saved by the device. The state of SMART (either enabled or 
disabled) shall be preserved by the device during all power and reset events. Once enabled, the receipt of 
subsequent SMART ENABLE OPERATIONS commands shall not affect any SMART data or functions. 


7.53.4.3 Inputs 


Description 


| 00h | Feature | D8h - SMART ENABLE OPERATIONS 
on 


oe 04h 
it Description 
; Reserved 
:24 N/A 
‘8 C24Fh 
(0 N/A 


Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
:8 Reserved 


7.0 BOF 


7.53.4.4 Normal Outputs 
See table 86. 

7.53.4.5 Error Outputs 
See table 109. 
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7.53.5 SMART EXECUTE OFF-LINE IMMEDIATE - BOh/D4h, Non-data 
7.53.5.1 Feature Set 

This command is optional for devices that implement the SMART feature set. 
7.53.5.2 Description 


This command causes the device to immediately initiate the optional set of activities that collect SMART data in 
an off-line mode and then preserve this data across power and reset events, or execute a vendor specific 
self-diagnostic test routine in either captive or off-line mode. 


Table 48 — SMART EXECUTE OFF-LINE IMMEDIATE Subcommands 


[0 exenrts SMART offing routine immediately in Tine mode 
[7 | Exeaute SMART Shor seitest routine immediately im ofine mode 
[2 [ Exeoute SMART Extended sefFiest routine immediately n of-Inemods 
[3 [ Exesite SMART Conveyance softest routine immediately ofFTne mods 
[4 | Exeoute SMART Selective selFtest routine immedatelyin ofFine mode 
[8s 


1 
2 
3 
4 
12 
12 
12 


5-63 
64-126 Vendor specific 
Abort off-line mode self-test routine 


192-256 


7.53.5.3 Off-line mode 


The following describes the protocol for executing a SMART EXECUTE OFF-LINE IMMEDIATE subcommand 
routine (including a self-test routine) in the off-line mode. 


1) The device shall execute command completion before executing the subcommand routine. 

2) The device shall remain ready to receive a new command during execution of the subcommand routine. 

3) If the device is in the process of performing the subcommand routine and is interrupted by any new 
command from the host except a SLEEP, SMART DISABLE OPERATIONS, SMART EXECUTE 
OFF-LINE IMMEDIATE, or STANDBY IMMEDIATE command, the device shall suspend or abort the 
subcommand routine and begin processing the new command within two seconds after receipt of the 
new command. After servicing the interrupting command from the host the device may immediately 
re-initiate or resume the subcommand routine without any additional commands from the host (see 
7.53.6.6). 

4) Ifthe device is in the process of performing a subcommand routine and is interrupted by a SLEEP 
command from the host, the device may abort the subcommand routine and execute the SLEEP 
command. If the device is in the process of performing any self-test routine and is interrupted by a 
SLEEP command from the host, the device shall abort the subcommand routine and execute the SLEEP 
command. 

5) If the device is in the process of performing the subcommand routine and is interrupted by a SMART 
DISABLE OPERATIONS command from the host, the device shall suspend or abort the subcommand 
routine and begin processing the new command within two seconds after receipt of the command. Upon 
receipt of the next SMART ENABLE OPERATIONS command the device may, either re-initiate the 
subcommand routine or resume the subcommand routine from where it had been previously suspended. 

6) If the device is in the process of performing the subcommand routine and is interrupted by a SMART 
EXECUTE OFF-LINE IMMEDIATE command from the host, the device shall abort the subcommand 
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routine and begin processing the new command within two seconds after receipt of the command. The 
device shall then service the new SMART EXECUTE OFF-LINE IMMEDIATE subcommand. 

7) If the device is in the process of performing the subcommand routine and is interrupted by a STANDBY 
IMMEDIATE or IDLE IMMEDIATE command from the host, the device shall suspend or abort the 
subcommand routine, and begin processing the new command within two seconds after receipt of the 
command. After receiving a new command that causes the device to exit a power saving mode, the 
device shall initiate or resume the subcommand routine without any additional commands from the host 
unless these activities were aborted by the host (see 7.53.6.2). 

8) While the device is performing the subcommand routine it shall not automatically change power states 
(e.g., as a result of its Standby timer expiring). 

9) Ifa test failure occurs while a device is performing a self-test routine the device may discontinue the 
testing and place the test results in the Self-test execution status byte (see table 49). 


7.53.5.4 Captive mode 


When executing a self-test in captive mode, the device executes the self-test routine after receipt of the 
command. At the end of the routine the device places the results of this routine in the Self-test execution status 
byte (See table 49) and reports command completion. If an error occurs while a device is performing the routine 
the device may discontinue its testing, place the results of this routine in the Self-test execution status byte, and 
complete the command. 


7.53.5.5 SMART off-line routine 


This routine shall only be performed in the off-line mode. The results of this routine are placed in the Off-line data 
collection status byte (see table 50). 


7.53.5.6 SMART Short self-test routine 


Depending on the value in the LBA field (7:0), this self-test routine may be performed in either the captive or the 
off-line mode. This self-test routine should take on the order of ones of minutes to complete (see 7.53.6.2). 


7.53.5.7 SMART Extended self-test routine 


Depending on the value in the LBA field (7:0), this self-test routine may be performed in either the captive or the 
off-line mode. This self-test routine should take on the order of tens of minutes to complete (see 7.53.6.2). 


7.53.5.8 SMART Conveyance self-test routine 


Depending on the value in the LBA field (7:0), this self-test routine may be performed in either the captive or the 
off-line mode. This self-test routine is intended to identify damage incurred during transporting of the device. 
This self-test routine should take on the order of minutes to complete (see 7.53.6.2). 


7.53.5.9 SMART Selective self-test routine 


The SMART Selective self-test routine is an optional self-test routine. If the routine is implemented, all features 
of the routine shall be implemented. Support for the routine is indicated in off-line data collection capabilities 
(see 7.53.6.6). When the value in the LBA field (7:0) is 4 or 132, the Selective self-test routine shall be 
performed. This self-test routine shall include the initial tests performed by the Extended self-test routine plus a 
selectable read scan. The host should not write the Selective self-test log while the execution of a Selective 
self-test command is in progress. 


The user may choose to do read scan only on specific areas of the media. To do this, user shall set the test 
spans desired in the Selective self-test log and set the flags in the Feature flags field of the Selective self-test log 
to indicate do not perform off-line scan. In this case, the test spans defined shall be read scanned in their 
entirety. The Selective self-test log is updated as the self-test proceeds indicating test progress. When all 
specified test spans have been completed, the test is terminated and the appropriate self-test execution status is 
reported in the SMART READ DATA response depending on the occurrence of errors. Figure 13 shows an 
example of a Selective self-test definition with three test spans defined. In this example, the test terminates 
when all three test spans have been scanned. 
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- User LBA Space | 
| A | 
Test Span 1 Test Span 2 Test Span 3 
Starting LBA Starting LBA Starting LBA 
for test span 1 for test span 2 for test span 3 
Ending LBA Ending LBA Ending LBA 
for test span 1 for test span 2 for test span 3 


Figure 13 — Selective self-test span example 


After the scan of the selected spans described above, a user may wish to have the rest of media read scanned 
as an off-line scan. In this case, the user shall set the flag to enable off-line scan in addition to the other settings. 
If an error occurs during the scanning of the test spans, the error is reported in the self-test execution status in 
the SMART READ DATA response and the off-line scan is not executed. When the test spans defined have 
been scanned, the device shall then set the off-line scan pending and active flags in the Selective self-test log to 
one, the span under test to a value greater than five, the self-test execution status in the SMART READ DATA 
response to OOh, set a value of 03h in the off-line data collection status in the SMART READ DATA response and 
shall proceed to do an off-line read scan through all areas not included in the test spans. This off-line read scan 
shall completed as rapidly as possible, no pauses between block reads, and any errors encountered shall not be 
reported to the host. Instead error locations may be logged for future reallocation. If the device is powered-down 
before the off-line scan is completed, the off-line scan shall resume when the device is again powered up. From 
power-up, the resumption of the scan shall be delayed the time indicated in the Selective self-test pending time 
field in the Selective self-test log. During this delay time the pending flag shall be set to one and the active flag 
shall be set to zero in the Selective self-test log. Once the time expires, the active flag shall be set to one, and 
the off-line scan shall resume. When the entire media has been scanned, the off-line scan shall terminate, both 
the pending and active flags shall be cleared to zero, and the off-line data collection status in the SMART READ 
DATA response shall be set to 02h indicating completion. 


During execution of the Selective self-test, the self-test executions time byte in the Device SMART Data 
Structure may be updated but the accuracy may not be exact because of the nature of the test span segments. 
For this reason, the time to complete off-line testing and the self-test polling times are not valid. Progress 
through the test spans is indicated in the selective self-test log. 


When bit 3 in the Selective self-test feature flags field is set to one (see A.13), a device shall continue processing 
the Selective self-test after processing a hardware reset or a software reset. When bit 3 in the Selective self-test 
feature flags field is cleared to zero, a device shall abort the Selective self-test during processing a hardware 
reset or a software reset. 


If a device receives a SMART EXECUTE OFF-LINE IMMEDIATE command with the Abort off-line test routine 
subcomman4d, then the device shall abort the Selective self-test. 


If a device receives a SMART EXECUTE OFF-LINE IMMEDIATE command specifying that the device perform a 
self-test while a selective self-test is in progress, the device shall abort the selective self-test and process the 
specified self-test. 
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7.53.5.10 Inputs 


[Ward [Name —[Deseripfn 
D4h - SMART EXECUTE OFF-LINE IMMEDIATE 


02h-04h LBA 
it Description 
Reserved 
N/A 
C24Fh 
:0 Table 48 defines the subcommand that shall be executed 


05h Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


7:0 BOF 


7.53.5.11 Normal Outputs 
See table 97. 
7.53.5.12 Error Outputs 


ID Not Found shall be set to one if the SMART data is not available. Abort shall be set to one if SMART is not 
enabled or if a self-test fails while executing a sequence in captive mode. See table 119. 
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7.53.6 SMART READ DATA - BOh/DOh, PIO data-in 

7.53.6.1 Feature Set 

This command is optional for devices that implement the SMART feature set. 
7.53.6.2 Description 

This command returns the Device SMART data structure to the host. 


Table 49 defines the 512 bytes that make up the Device SMART data structure. All multi-byte fields shown in this 
structure follow the byte ordering described in 3.2.8. 


Table 49 — Device SMART data structure 


Byte 


368-369 SMART capability 
370 Error logging capability 
7-1 Reserved 
paar s Per 0 1=Device error logging supported 
Vendor specific 
372 Short self-test routine recommended polling time (in minutes) 
E Extended self-test routine recommended polling time (7:0) in minutes. If FFh, 
use bytes 375 and 376 for the polling time. 
374 Conveyance self-test routine recommended polling time (in minutes) 
5 Extended self-test routine recommended polling time (7:0) in minutes 


376 
a7r-ses | R [Resend 
386-510 

an 

egg ge | 
Key: 


F = the content of the byte is fixed and does not change. 

V = the content of the byte is variable and may change depending on the state of the device 
or the commands executed by the device. 

X = the content of the byte is vendor specific and may be fixed or variable. 

R = the content of the byte is reserved and shall be zero. 


EC 
Le ee 


wo 
N“N 
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7.53.6.3 Off-line collection status byte 


The value of the off-line data collection status byte defines the current status of the off-line activities of the 
device. Table 50 lists the values and their respective definitions. 


Table 50 — Off-line data collection status byte values 


Value Definition 


OOh or 80h | Off-line data collection activity was never started. 


Oih | Reserved 


02h or 82h | Off-line data collection activity was completed without error. 


03h | Off-line activity in progress. 


04h or 84h | Off-line data collection activity was suspended by an interrupting command from host. 
O5h or 85h | Off-line data collection activity was aborted by an interrupting command from host. 


O6h or 86h | Off-line data collection activity was aborted by the device with a fatal error. 


07h-3Fh | Reserved 


Reeves CS 
BT 


7.53.6.4 Self-test execution status byte 


The self-test execution status byte reports the execution status of the self-test routine. 


a) Bits (3:0) (Percent Self-Test Remaining) The value in these bits indicates an approximation of the 
percent of the self-test routine remaining until completion in ten percent increments. Valid values are 9 
through 0. A value of 0 indicates the self-test routine is complete. A value of 9 indicates 90% of total test 
time remaining. 

b) Bits (7:4) (Self-test Execution Status) The value in these bits indicates the current Self-test Execution 
Status (see table 51). 


Table 51 — Self-test execution status values 


Description 
[0 | The previous sel test routine completed without error orno selFtesthas everbeen run 
and the device was unable to complete the self-test routine. 

4 The previous self-test completed having a test element that failed and the test element that failed 
is not Known. 
5) 


5 | The previous self-test completed having the electrical element of the test failed 


The previous self-test completed having the servo (and/or seek) test element of the test failed. 


The previous self-test completed having the read element of the test failed. 


The previous self-test completed having a test element that failed and the device is suspected of 
having handling damage. 


Self-test routine in progress. 


7.53.6.5 Total time to complete off-line data collection 


The total time in seconds to complete off-line data collection activity word specifies how many seconds the 
device requires to complete the sequence of off-line data collection activity. Valid values for this word are from 
0001h to FFFFh. 
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7.53.6.6 Off-line data collection capabilities 


The following describes the definition for the off-line data collection capability bits. If the value of all of these bits 
is cleared to zero, then no off-line data collection is implemented by this device. 


Table 52 — Offline Data Collection Capabilities 


TSN ee eee eee 


Selective self-test implemented - If this bit is cleared to zero, the device does not implement the 
Selective self-test routine. If this bit is set to one, the device implements the Selective self-test routine. 


Conveyance self-test implemented - If this bit is cleared to zero, the device does not implement the 
Conveyance self-test routines. If this bit is set to one, the device implements the Conveyance self-test 
routines. 

4 | Self-test implemented - If this bit is cleared to zero, the device does not implement the Short and 
Extended self-test routines. If this bit is set to one, the device implements the Short and Extended 
self-test routines. 

Off-line read scanning implemented - If this bit is cleared to zero, the device does not support off-line 
read scanning. If this bit is set to one, the device supports off-line read scanning. 


Abort/restart off-line by host - If this bit is set to one, then the device shall abort all off-line data 
collection activity initiated by an SMART EXECUTE OFF-LINE IMMEDIATE command upon receipt of 
a new command within 2 seconds of receiving the new command. If this bit is cleared to zero, the 
device shall suspend off-line data collection activity after an interrupting command and resume off-line 
data collection activity after some vendor-specified event. 

EXECUTE OFF-LINE IMMEDIATE implemented - If this bit is set to one, then the SMART EXECUTE 
OFF-LINE IMMEDIATE command is implemented by this device. If this bit is cleared to zero, then the 
SMART EXECUTE OFF-LINE IMMEDIATE command is not implemented by this device. 


1 


Bam 
La 
Se 


7.53.6.7 SMART capabilities 
The following describes the definition for the SMART capabilities bits. 


a) Bit0 - If this bit is set to one, the device saves SMART data prior to going into a power saving mode (Idle, 
Standby, or Sleep) or immediately upon return to Active or Idle mode from a Standby mode. If this bit is 
cleared to zero, the device does not save SMART data prior to going into a power saving mode (Idle, 
Standby, or Sleep) or immediately upon return to Active or Idle mode from a Standby mode. 

b) Bit 1 - This bit shall be set to one to indicate that the device supports the SMART ENABLE/DISABLE 
ATTRIBUTE AUTOSAVE command. 

c) Bits (15:2) (Reserved). 


7.53.6.8 Self-test routine recommended polling time 


The self-test routine recommended polling time shall be equal to the estimated number of minutes that is the 
minimum recommended time before which the host should first poll check for test completion status. Actual test 
time may be several times this value. The host should wait at least this long before sending the first SMART 
READ DATA command to check for test completion status. Polling Checking before this time may extend the 
self-test execution time or abort the test depending on the state of bit 2 of the offline data capability bits. 
Subsequent checking by the host should be at a vendor specific interval. 


7.53.6.9 Data structure checksum 


The data structure checksum is the two's complement of the sum of the first 511 bytes in the data structure. 
Each byte shall be added with unsigned arithmetic, and overflow shall be ignored. The sum of all 512 bytes shall 
be zero when the checksum is correct. The checksum is placed in byte 511. 
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7.53.6.10 Inputs 


[Word [Name [Description OSOSOSOSCSCC*”r 


02h-04h LBA 
it Description 
Reserved 
N/A 
C24Fh 
(0 N/A 
05h Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


7:0 BOF 


7.53.6.11 Normal Outputs 
See table 86. 
7.53.6.12 Error Outputs 


Uncorrectable Error shall be set to one if SMART data is uncorrectable. ID Not Found shall be set to one if the 

SMART data is not available or the data structure checksum is invalid. Abort shall be set to one if SMART is not 
enabled, or if field values are invalid. The device may return error status if an Interface CRC error has occurred. 
See table 127. 


NOTE 20 — There is no defined mechanism for a device to return an ICRC error status that may 
have occurred during the last data block of a PIO-in data transfer; there may be other mechanisms in 
which a host may verify that an Interface CRC error occurred in these cases. 
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7.53.7 SMART READ LOG - BOh/D5h 

7.53.7.1 Feature Set 

This command is optional for devices that implement the SMART feature set. 
7.53.7.2 Description 

This command returns the specified log to the host. See table A.1 for the list of logs. 
7.53.7.3 We 


| Name [Description 


oo —| Fetes Si- SVART RERDTOG 


Specifies the number of 512-byte blocks of data to be read from the specified log. 
Count The log transferred by the drive shall start at the first block in the specified log, 
regardless of the Count requested. Bits 15:8 shall be cleared to zero. 


02h-04h 
Description 
: Reserved 
; N/A 
: C24Fh 
: Log Address - Specifies the log to be read as described in table A.1. 
See 7.29.3.3 for more information. 
05h Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
:8 Reserved 


700A 


7.53.7.4 Normal Outputs 
See table 86. 
7.53.7.5 Error Outputs 


Uncorrectable Error shall be set to one if SMART data is uncorrectable. ID Not Found shall be set to one if the 
data is not available or the data structure checksum is invalid. Abort shall be set to one if SMART is not enabled, 
if the Count field is cleared to zero, or if field values are invalid. Abort shall be set to one if the Count is larger 
than the log size reported in the Log Directory. See table 127. 
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7.53.8 SMART RETURN STATUS - BOh/DAh, Non-data 

7.53.8.1 Feature Set 

This command is mandatory for devices that implement the SMART feature set. 
7.53.8.2 Description 


This command causes the device to communicate the reliability status of the device to the host. If a threshold 
exceeded condition is not detected by the device, the device shall set the LBA field (15:8) to 4Fh and the LBA 
field (23:16) to C2h. If a threshold exceeded condition is detected by the device, the device shall set the LBA 
field (15:8) to F4h and the LBA field (23:16) to 2Ch. 


7.53.8.3 Inputs 


[Word [Name 
NA 


02h-04h LBA 
i Description 
Reserved 
N/A 
C24Fh 
: N/A 


05h Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


700A 


7.53.8.4 Normal Outputs 

See table 98. 

7.53.8.5 Error Outputs 

Abort shall be set to one if SMART is not enabled. See table 109. 
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7.53.9 SMART WRITE LOG - D6h, PIO data-out 

7.53.9.1 Feature Set 

This command is optional for devices that implement the SMART feature set. 
7.53.9.2 Description 


This command writes the specified number of 512-byte block of data to the specified log. See table A.1 for the 
list of logs. 


7.53.9.3 Inputs 


7. Tea 9.3.1 Overview. 
| Name |Description 


ee SMART WRITE LOG 


a Count Specifies the number of 512-byte blocks of data that shall be written to the specified 
log. The log transferred to the drive shall be stored by the drive starting at the first 
block in the specified log. A value of zero is illegal and shall result in command 
aborted. Bits 15:8 shall be cleared to zero 


02h-04h 
i Description 
: Reserved 
: N/A 
; C24Fh 
: Log Address - Specifies the log to be written as described in table A.1. 
See 7.53.9.3.2 for more information. 
05h Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
‘8 Reserved 


7:0 BOh 


7.53.9.3.2 Log Address 


A device may support a subset of the available logs. Support for individual logs is determined by support for the 
associated feature set. Support of the associated log(s) is mandatory for devices implementing the associated 
feature set. If this command is implemented, all address values defined as host vendor specific shall be 
implemented, see A.9 for more information on Host Vendor Specific logs. See A.6 for information regarding 
Device Vendor Specific logs. If the host attempts to write to a read only (RO) log address, the device shall return 
command aborted. 


7.53.9.4 Normal Outputs 
See table 86. 
7.53.9.5 Error Outputs 


ID Not Found shall be set to one if the SMART data is not available. Abort shall be set to one if SMART is not 
enabled, if the log is not implemented, or if the count field is cleared to zero. The device may return error status 
if an Interface CRC error has occurred. See table 118. 
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7.54 STANDBY - E2h, Non-data 

7.54.1 Feature Set 

This commands is mandatory for devices that implement the Power Management feature set 
7.54.2 Description 

This command causes the device to enter the Standby mode. 


If the Count field is non-zero then the Standby timer shall be enabled. The value in the Count field shall be used 
to determine the time programmed into the Standby timer (see table 27). 


If the Count field is zero then the Standby timer is disabled. 
7.54.3 Inputs 


[Word [Name [Ds eription 
[oon [Feature [WA 


ie | aces This value shall determine the time period programmed into the Standby timer. Table 
ae defines these values. 


Oe 


Device 
Bit Description 
15 Obsolete 
14 NA 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7.54.4 Normal Outputs 
See table 86. 

7.54.5 Error Outputs 
See table 109. 
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7.55 STANDBY IMMEDIATE - E0h, Non-data 

7.55.1 Feature Set 

This commands is mandatory for devices that implement the Power Management feature set 
7.55.2 Description 

This command causes the device to immediately enter the Standby mode. 

7.55.3 Inputs 


[Word [Name [rs eriptionC—*d 
—00R [Feature [WR 


| Oth | | Count | N/A 


Pe BR PA 


Device 
Bit Description 
15 Obsolete 
14 NA 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7.55.4 Normal Outputs 
See table 86. 

7.55.5 Error Outputs 
See table 109. 
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7.56 TRUSTED RECEIVE — 5Ch 

7.56.1 Feature Set 

This command is mandatory for devices implementing the Trusted Computing feature set. 
7.56.2 Description 


The TRUSTED RECEIVE command is used to retrieve security protocol information (see 7.56.6) or the results 
from one or more TRUSTED SEND commands. 


Any association between a previous TRUSTED SEND command and the data transferred by a TRUSTED 
RECEIVE command depends on the protocol specified by the Security_Protocol field (see table 53). If the device 
has no data to transfer (e.g., the results for any previous TRUSTED SEND commands are not yet available), the 
device may transfer data indicating it has no other data to transfer. 


Indications of data overrun or underrun and the mechanism, if any, for processing retries depend on the protocol 
specified by the Security_Protocol field (see table 53). 


For Security_Protocol field set to 00h, the format of the data is described in 7.56.6.2. The format of the data for 
other Security_Protocol values is documented by the group that owns the associated Security_Protocol value. 


The device shall retain data resulting from a TRUSTED SEND command awaiting retrieval by a TRUSTED 
RECEIVE command until one of the following events is processed: 


a) the data is delivered according to the Security_Protocol field (see table 53) specific rules for the 
TRUSTED RECEIVE command; 

b) any reset; or 

c) loss of communication with the host that sent the TRUSTED SEND command. 
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7.56.3 Inputs 
7.56.3.1 Overview 


[Word [Name [es ription 


00h Feature 
Bit Description 
15:8 Reserved 
7:0 Security_Protocol (see 7.56.3.2) 
01h Count 
Bit Description 
15:8 Reserved 
7:0 Transfer_Length (7:0) 


02h-04h LBA 
Bit Description 
47:24 Reserved 

23:8 Sp Specific - Security Protocol Specific (see 7.56.6) 

7:0 Transfer_Length (15:8) 
05h Device 

Bit Description 
15 Obsolete 
14 NA 
13. Obsolete 
12 Transport Dependent - See 6.1.9 

11:8 Reserved 


7.56.3.2 Security_Protocol 


The Security_Protocol field identifies which security protocol is being used. This determines the format of the 
command block parameters and of the data that is transferred (see table 53). If the Security_Protocol field is set 
to a reserved value, the device shall return command aborted. 


Table 53 — TRUSTED RECEIVE Security_Protocol field description 


Description 
Return security protocol information (see 7.56.6) 


01h— 06h | Defined by TCG, see 7.56.6 
07h —1Fh | Reserved. 
20h | Reserved for T10 


21h-EDh | Reserved 


EEh | Defined by IEEE 1667 


Reserved for T10 
FOh —FFh | Vendor Specific. 


The meaning of the security protocol-specific fields are defined by each security protocol. 


7.56.4 Normal outputs 
See table 86 
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7.56.5 Error outputs 


The device shall return command aborted if an unrecoverable error occurred during the execution of the 
command. The amount of data transferred is indeterminate. See table 109. 


7.56.6 Command Block Parameters for Security_Protocol 00h - 06h 
7.56.6.1 Overview 


The SP_Specific field provides Security_Protocol field specific information. The meaning of these fields are 
defined by each security protocol. For Security_Protocol field set to 00h, see 7.56.6.2. 


The Transfer_Length field contains the number of 512-byte blocks of data to be transferred. (One means 512 
bytes, two means 1024 bytes, etc.) A Transfer_Length value of zero specifies that no data shall be transferred. 
This condition shall not be considered an error. 


The total data length shall conform to the Transfer_Length field requirements (e.g. the total data length shall be 
a multiple of 512). Pad bytes shall be added as needed to meet this requirement. Pad bytes shall have a value of 
00h. 


If the length of the TRUSTED RECEIVE parameter data is greater than the Transfer_Length, then the device 
shall return the TRUSTED RECEIVE parameter data truncated to the requested Transfer_Length. 


7.56.6.2 Security_Protocol 00h Description 


The purpose of Security_Protocol OOh is to return basic information about the device. A TRUSTED RECEIVE 
using Security_Protocol field set to 00h is not linked to an earlier TRUSTED SEND command. 


When the Security_Protocol field is set to 00h, the SP_Specific field is shown in table 54. 


Table 54 — Security_Protocol 00h - SP_Specific field descriptions for Protocol 00h 


SP_Specifc Support 
0000h | Return supported security protocol list fs Mandatory 


0001h | Return a certificate ——ees) Mandatory 
OUOIR-FFFFH [Reseed SSC SC 


If the SP_Specific field is set to a reserved value, the command shall be aborted. 


Each time a TRUSTED RECEIVE command with Security_Protocol field set to 00h is received, the device shall 
transfer the data starting with byte 0. 
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7.56.6.3 Supported security protocols list description 


When the Security_Protocol field is set to 00h, and SP_Specific is set to O000h ina TRUSTED RECEIVE 
command, the parameter data shall have the format shown in table 55. 


Table 55 — TRUSTED RECEIVE parameter data for SP_Specific=0000h 


Pree eee ee ee ee 


Reserved 
Reserved 
Reserved 
Reserved 
Reserved 


Reserved 


List Length 


Supported Security_Protocol List 


Pad bytes (if any) 


The List Length field indicates the total length, in bytes, of the supported security protocol list. 


The Supported Security_Protocol List field shall contain a list of all supported Security_Protocol field values. 
Each byte indicates a supported Security_Protocol field value. The values shall be in ascending order starting 
with OOh. 


The total data length shall be 512 bytes. Pad bytes are appended as needed to meet this requirement. Pad bytes 
shall have a value of 00h. 


7.56.6.4 Certificate data description 
7.56.6.4.1 Certificate overview 


A certificate is either an X.509 Attribute Certificate or an X.509 Public Key Certificate depending on the 
capabilities of the device. 


When the Security_Protocol field of the TRUSTED RECEIVE command is set to 00h, and SP_Specific is 0001h, 
the parameter data shall have the format shown in table 56. 


Table 56 — TRUSTED RECEIVE parameter data for SP_Specific=0001h 


Bit 
Pee eae eee 


Reserved 
Reserved 


CERTIFICATE LENGTH (M - 3) (LSB) 


X.509 certificate bytes 


Pad bytes (if any) 


eae 
mesa 
aes y 
nomMets 
pacer 3 
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The CERTIFICATE LENGTH indicates the total length, in bytes, of the certificate(s). This length includes one or 
more certificates. If the device doesn't have a certificate to return, the certificate length is set to 0000h and only 
the 4 byte header and 508 pad bytes are returned. 


The contents of the certificate fields are defined in table 7.56.6.4.2 and table 7.56.6.4.3. 
The total data length shall conform to the Transfer_Length field requirements. 
7.56.6.4.2 Public Key certificate description 


RFC 3280 defines the certificate syntax for certificates consistent with X.509v3 Public Key Certificate 
Specification. 


7.56.6.4.3 Attribute certificate description 
RFC 3281 defines the certificate syntax for certificates consistent with X.509v2 Attribute Certificate Specification. 
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7.57 TRUSTED RECEIVE DMA - 5Dh 

7.57.1 Feature Set 

This command is mandatory for devices implementing the Trusted Computing feature set. 
7.57.2 Description 

See 7.56.2 for the description of TRUSTED RECEIVE DMA 

7.57.3 Inputs 


[Word [Name [Des eription 


00h Feature 
Bit Description 
15:8 Reserved 
7:0  Security_Protocol (see 7.56.3.2) 
01h Count 
Bit Description 
15:8 Reserved 
7:0 Transfer_Length (7:0) 


02h-04h LBA 
Bit Description 
47:24 Reserved 

23:8 Sp_Specific - Security Protocol Specific (see 7.56.6) 

7:0 Transfer_Length (15:8) 
05h Device 

Bit Description 
15 Obsolete 
14 NA 
13 Obsolete 
12 Transport Dependent - See 6.1.9 

11:8 Reserved 


See 7.56.3 for a description of the inputs to this command 
7.57.4 Normal Outputs 


See 7.56.4 for the normal outputs of this command 
7.57.5 Error Outputs 


See 7.56.5 for the error outputs of this command. 
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7.58 TRUSTED SEND — 5Eh 

7.58.1 Feature Set 

This command is mandatory for devices implementing the Trusted Computing feature set. 
7.58.2 Description 


The TRUSTED SEND command is used to send data to the device. The data sent contains one or more 
Security_Protocol specific instructions to be performed by the device. The host uses TRUSTED RECEIVE 
commands to retrieve any data resulting from these instructions. 


Any association between a TRUSTED SEND command and a subsequent TRUSTED RECEIVE command 
depends on the protocol specified by the Security_Protocol field (see table 57). Each protocol shall specify 
whether: 


a) the device shall complete the command with normal status as soon as it determines the data has been 
correctly received. An indication that the data has been processed is obtained by sending a TRUSTED 
RECEIVE command and receiving the results in the associated data transfer; or 

b) the device shall complete the command with normal status only after the data has been successfully 
processed and an associated TRUSTED RECEIVE command is not required. 


There may be intentional side effects, depending on the trusted operation requested. Most trusted operations 
have no side effects, but there may be some allowable exceptions. For example, a request to lock the device is 
expected to cause subsequent reads or writes to fail. 


The completion of background activity resulting from a trusted command shall not abort any outstanding queued 
commands. 


The format of the data and some of the command block parameters depends on the protocol specified by the 
Security_Protocol field (see table 57). 


254 Working Draft AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 


May 21, 2007 T13/1699-D Revision 4a 


7.58.3 Inputs 
7.58.3.1 Overview 


[Word [Name [es ription 


00h Feature 
Bit Description 
15:8 Reserved 
7:0 Security_Protocol (see 7.58.3.2) 
01h Count 
Bit Description 
15:8 Reserved 
7:0 Transfer_Length (7:0) 


02h-04h LBA 
Bit Description 
47:24 Reserved 

23:8 Sp Specific - Security Protocol Specific (see 7.58.6) 

7:0 Transfer_Length (15:8) 
05h Device 

Bit Description 
15 Obsolete 
14 NA 
13. Obsolete 
12 Transport Dependent - See 6.1.9 

11:8 Reserved 


7.58.3.2 Security_Protocol 


The Security_Protocol field identifies which security protocol is being used. This determines the format of the 
command block parameters and of the data that is transferred. (see table 57). If the Security_Protocol field is set 
to a reserved value, the device shall return command aborted. 


Table 57 — TRUSTED SEND - Security_Protocol field description 


OOh | Reserved 
01h — 06h | Defined by TCG 
07h-1Fh | Reserved 
20h | Reserved for T10 


21h—EDh | Reserved 


EEh | Defined by IEEE 1667 


Reserved for T10 
FOh —FFh | Vendor Specific 


The meaning of the security protocol-specific fields are defined by each security protocol. 


For Security_Protocol values 01h-06h, see 7.58.6. 
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7.58.4 Normal outputs 
See table 86 
7.58.5 Error outputs 


The device shall return command aborted if an unrecoverable error occurred during the execution of the 
command. The amount of data transferred is indeterminate. See table 109. 


7.58.6 Command Block Parameters for Security_Protocol 01h - 06h 
7.58.6.1 Overview 


The Transfer_Length Field contains the number of 512-byte blocks of data to be transferred. (One means 512 
bytes, two means 1024 bytes, etc.). Pad bytes are appended to the valid data as needed to meet this 
requirement. Pad bytes shall have a value of OOh. A value of zero specifies that no data transfer shall take place, 
and shall not be considered to be an error. 


The SP_Specific field provides Security_Protocol field specific information. The meaning of this field is defined 
by each security protocol. 


256 Working Draft AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 


May 21, 2007 T13/1699-D Revision 4a 


7.59 TRUSTED SEND DMA —- 5Fh 

7.59.1 Feature Set 

This command is mandatory for devices implementing the Trusted Computing feature set. 
7.59.2 Description 

See 7.58.2 for the description of TRUSTED SEND DMA 

7.59.3 Inputs 


[Word [Name [Dis eription 


00h Feature 
Bit Description 
15:8 Reserved 
7:0  Security_Protocol (see 7.58.3.2) 
01h Count 
Bit Description 
15:8 Reserved 
7:0 Transfer_Length (7:0) 


02h-04h LBA 
Bit Description 
47:24 Reserved 

23:8 Sp_Specific - Security Protocol Specific (see 7.58.6) 

7:0 Transfer_Length (15:8) 
05h Device 

Bit Description 
15 Obsolete 
14 NA 
13 Obsolete 
12 Transport Dependent - See 6.1.9 

11:8 Reserved 


See 7.58.3 for a description of the inputs to this command 
7.59.4 Normal Outputs 


See 7.58.4 for the normal outputs of this command 
7.59.5 Error Outputs 


See 7.58.5 for the error outputs of this command. 
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7.60 WRITE BUFFER - E8h, PIO data-out 

7.60.1 Feature Set 

This command is optional for devices that implement the General feature set 

7.60.2 Description 

This command enables the host to write the contents of one 512-byte block of data in the device’s buffer. 


The READ BUFFER and WRITE BUFFER commands shall be synchronized within the device such that 
sequential WRITE BUFFER and READ BUFFER commands access the same bytes within the buffer. 


7.60.3 Inputs 


[Name [es ription 
a 
os Pe 


Device 
Bit Description 
15 Obsolete 
14. NA 
13. Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7.60.4 Normal Outputs 
See table 86. 
7.60.5 Error Outputs 


The device may return error status if an Interface CRC error has occurred. See table 109. 
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7.61 WRITE DMA - CAh, DMA 

7.61.1 Feature Set 

This command is mandatory for devices that implement the General feature set 

7.61.2 Description 

The WRITE DMA command allows the host to write data using the DMA data transfer protocol. 
7.61.3 Inputs 


i 


| Feature | re IES oo ee ee oe ee See ee 


i os Tre RAIDS GF TOG SSSSTS TS FS TASTES F-VSIGS OOK HAGGESISE number of logical sectors to be transferred. A value of 00h indicates that 256 
tax — FSB} sectors are to be transferred. Bits 15:8 shall be cleared to zero. 


Address of first logical sector to be transferred. 


a Bits 47:28 shall be cleared to zero. 


05h Lae! 
it Description 
15 Obsolete 
Shall be set to one 
Obsolete 
Transport Dependent - See 6.1.9 
11:8 Reserved 


7.61.4 Normal Outputs 

See table 86. 

7.61.5 Error Outputs 

LBA bits 47:28 shall be cleared to zero. See table 131. 
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7.62 WRITE DMA EXT - 35h, DMA 

7.62.1 Feature Set 

This command is mandatory for devices that implement the 48-bit Address feature set 

7.62.2 Description 

The WRITE DMA EXT command allows the host to write data using the DMA data transfer protocol. 
7.62.3 Inputs 


a 


| Feature | }Reserved eee 
a — TR SST GT TOGA SSSTS TS ES TESTEHGE- EVENS OOO RAGSIES EE number of logical sectors to be transferred. A value of 0000h indicates that 
exh — logical sectors are to be transferred. 


= Address of first logical sector to be transferred. 


05h Lee! 
it Description 
15 Obsolete 
Shall be set to one 
Obsolete 
Transport Dependent - See 6.1.9 
11:8 Reserved 


7.62.4 Normal Outputs 
See table 99. 

7.62.5 Error Outputs 
See table 120. 
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7.63 WRITE DMA FUA EXT - 3Dh, DMA 

7.63.1 Feature Set 

This command is mandatory for devices that implement the 48-bit Address feature set 
7.63.2 Description 


The WRITE DMA FUA EXT command provides the same function as the WRITE DMA EXT command except 
that regardless of whether volatile and/or non-volatile write caching in the device is enabled or not, the user data 
shall be written to non-volatile media before command completion is reported. 


7.63.3 Inputs 


a 


| Feature | }Reserved eee 
a os The number of TR SSG TOGA SSGTS To FS WRSTGHEE- EVES OOOH RAGGES GE sectors to be transferred. A value of 0000h indicates that 
exh sy logical sectors are to be transferred. 


— Address of first logical sector to be transferred. 


05h Lo 
it Description 
15 Obsolete 
Shall be set to one 
Obsolete 
Transport Dependent - See 6.1.9 
11:8 Reserved 


7.63.4 Normal Outputs 
See table 99. 

7.63.5 Error Outputs 
See table 120. 
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7.64 WRITE DMA QUEUED - CCh, DMA Queued 

7.64.1 Feature Set 

This command is mandatory for devices that implement the TCQ feature set 
7.64.2 Description 


This command executes in a similar manner to a WRITE DMA command. The device may perform a release or 
may execute the data transfer without performing a release if the data is ready to transfer. 


If the device performs a release, the host should reselect the device using the SERVICE command. 


Once the data transfer is begun, the device shall not perform a release until the entire data transfer has been 
completed. 


7.64.3 a 
logical sectors are to be transferred. Bits 15:8 shall be cleared to zero 
Count 
Description 
Reserved 


Tag - See 6.3.5 
N/A 


Address of first logical sector to be transferred. 
Bits 47:28 shall be cleared to zero. 


Description 
15 Obsolete 
14 Shall be set to one 
13. Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


| 02h | 
| 03h 
| 4h 
i Device 


70_CCh 


7.64.4 Normal Outputs 
7.64.4.1 Data transmission 


Data transfer may occur after receipt of the command or may occur after the receipt of a SERVICE command. 
When the device is ready to transfer data requested by a data transfer command, the device sets the following 
field content to initiate the data transfer. See table 95 for the layout of the Normal Outputs data structure. 
Release shall be cleared to zero, Input/Output Shall be cleared to zero, Command/Data shall be cleared to zero. 


7.64.4.2 Release 


If the device performs a release before transferring data for this command, the field content upon performing a 
release shall be as shown in table 95. Release shall be set to one, Input/Output Shall be cleared to zero, 
Command/Data shall be cleared to zero. 


7.64.4.3 Service request 


When the device is ready to transfer data or complete a command after the command has performed a release, 
the device shall set the SERV bit and not change the state of any other status field bit. When the SERVICE 
command is received, the device shall set outputs as described in data transfer, command completion, or Error 
Outputs depending on the service the device requires. 
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7.64.4.4 Command completion 


When the transfer of all requested data has occurred without error, the field content shall be as shown below. 
See table 95 for the layout of the Normal Outputs data structure. Release shall be cleared to zero, Input/Output 
Shall be set to one, Command/Data shall be set to one. 


7.64.5 Error Outputs 


The Count field contains the Tag for this command if the device supports the TCQ feature set. The device shall 
return command aborted if the device supports the TCQ feature set and the Tag is invalid. An unrecoverable 
error encountered during the execution of this command results in the termination of the command and the 
logical sector where the first unrecoverable error occurred is returned. Bits 47:48 of logical sector where the first 
unrecoverable error occurred shall be cleared to zero. If write cache is enabled unrecoverable errors may not be 
reliably reported as they may occur after the completion of the command. If a queue existed, the unrecoverable 
error shall cause the queue to abort. See table 132. 
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7.65 WRITE DMA QUEUED EXT - 36h, DMA Queued 

7.65.1 Feature Set 

This command is mandatory for devices that implement both the TCQ feature set and 48-bit Address feature set 
7.65.2 Description 


This command executes in a similar manner to a WRITE DMA EXT command. The device may perform a 
release the bus or may execute the data transfer without performing a release if the data is ready to transfer. 


If the device performs a release, the host should reselect the device using the SERVICE command. 


Once the data transfer is begun, the device shall not perform a release until the entire data transfer has been 
completed. 


7.65.3 a 
65,536 logical sectors are to be transferred. 
Count 
Description 
Reserved 


Tag - See 6.3.5 
Reserved 


Address of first logical sector to be transferred. 


Description 
15 Obsolete 
14 Shall be set to one 
13. Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


| 02h | 
| 03h 
| 4h 
i Device 


7:0 36h 


7.65.4 Normal Outputs 
7.65.4.1 Data transmission 


Data transfer may occur after receipt of the command or may occur after the receipt of a SERVICE command. 
When the device is ready to transfer data requested by a data transfer command, the device sets the following 
field content to initiate the data transfer. See table 101 for the layout of the Normal Outputs data structure. 
Release shall be cleared to zero, Input/Output Shall be cleared to zero, Command/Data shall be cleared to zero. 


7.65.4.2 Release 


If the device performs a release before transferring data for this command, the field content upon performing a 
release shall be as shown in table 101. Release shall be set to one, Input/Output Shall be cleared to zero, 
Command/Data shall be cleared to zero. 


7.65.4.3 Service request 


When the device is ready to transfer data or complete a command after the command has performed a release, 
the device shall set the SERV bit and not change the state of any other status field bit. When the SERVICE 
command is received, the device shall set outputs as described in data transfer, command completion, or Error 
Outputs depending on the service the device requires. 
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7.65.4.4 Command completion 


When the transfer of all requested data has occurred without error, the field content shall be as shown below. 
See table 101 for the layout of the Normal Outputs data structure. Release shall be cleared to zero, Input/Output 
Shall be set to one, Command/Data shall be set to one. 


7.65.5 Error Outputs 


The Interrupt Reason field contains the Tag for this command if the device supports the TCQ feature set. The 
device shall return command aborted if the device supports the TCQ feature set and the Tag is invalid. An 
unrecoverable error encountered during the execution of this command results in the termination of the 
command and the logical sector where the first unrecoverable error occurred is returned. If write cache is 
enabled unrecoverable errors may not be reliably reported as they may occur after the completion of the 
command. If a queue existed, the unrecoverable error shall cause the queue to abort. Abort shall be set to one 
if the LBA plus Count is larger than the value reported in IDENTIFY DEVICE data words 100-103. See table 132. 
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7.66 WRITE DMA QUEUED FUA EXT - 3Eh, DMA Queued 

7.66.1 Feature Set 

This command is mandatory for devices that implement both the TCQ feature set and 48-bit Address feature set. 
7.66.2 Description 


This command executes in a similar manner to a WRITE DMA EXT command. The device may perform a 
release or may execute the data transfer without performing a release if the data is ready to transfer. 


If the device performs a release, the host should reselect the device using the SERVICE command. 


Once the data transfer is begun, the device shall not perform a release until the entire data transfer has been 
completed. 


The WRITE DMA QUEUED FUA EXT command provides the same function as the WRITE DMA EXT command. 
It is a TCQ feature set command and when issued it shall not cause an existing queue to be aborted. However, 
regardless of whether volatile and/or non-volatile write caching in the device is enabled or not, the user data shall 
be written to non-volatile media before command completion is reported. 


7.66.3 Inputs 
[Word [Name [SSCS scription 
65,536 logical sectors are to be transferred. 
Count 
Description 
Reserved 


Tag - See 6.3.5 
Reserved 


Address of first logical sector to be transferred. 


04h 
05h Device 
Description 
15 Obsolete 
14 Shall be set to one 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


70_3ER 


7.66.4 Normal Outputs 
See 7.65.4. 

7.66.5 Error Outputs 
See 7.65.5. 
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7.67 WRITE FPDMA QUEUED - 61h, DMA Queued 

7.67.1 Feature Set 

This command is mandatory for devices implementing the NCQ feature set 
7.67.2 Description 

This command causes data to be transferred from the host to the device. 
7.67.3 Inputs 

7.67.3.1 Overview 


[Word [Names riptign 


00h Feature |The number of logical sectors to be transferred. A value of 0000h indicates that 
65,536 logical sectors are to be transferred. 


01h Count 
it Description 
Reserved 
:3 NCQ Tag - See 6.3.3 
:0 Reserved 
CBA 


Address of the first logical sector to be transferred. 


70 67h 


7.67.3.2 Forced Unit Access (FUA) 


When the FUA bit is set to one regardless of whether volatile and/or non-volatile write caching in the device is 
enabled or not, the user data shall be written to non-volatile media before command completion is reported. 
When the FUA bit is cleared to zero the device may return command completion before the data is written to the 
media. 


O5h Device 
it Description 
FUA - See 7.67.3.2 
Shall be set to one 
Reserved 
Shall be set to zero 
Reserved 


7.67.4 Command Acceptance Outputs 
See table 104. 

7.67.5 Normal Outputs 

See table 105. 

7.67.6 Error Outputs 


This return indicates that the command was aborted due to LBA out of range, a duplicate tag number, an invalid 
tag number, or an ICRC error, see table 136 for more information. 


Errors which occur during the processing of this command are reported by returning a transport dependent 
indicator with additional information available in the NCQ Command Error log, see table 137 for more 
information. 
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7.68 WRITE LOG EXT - 3Fh, PIO data-out 

7.68.1 Feature Set 

This command is mandatory for devices that implement the General Purpose Logging feature set. 
7.68.2 Description 


This command writes a specified number of 512 byte blocks of data to the specified log. See table A.1 for the list 
of logs. 


7.68.3 Inputs 
7.68.3.1 Overview 
Pwr [Rare —[pescreron 


or : Data Block Count - See 7.68.3.2 for the definition of Data Block Count 


RU 04h 
it Description 
: Reserved 
:16 Page # - Specifies the first 512-byte block of data of the log to be 
written. 
‘8 Reserved 
:0 Log Address - Specifies the log to be written as described in table 
A.1. See 7.53.9.3.2 for more information. 
Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
‘8 Reserved 


7:0_3Fh 


7.68.3.2 Data Block Count 


Specifies the number of 512-byte blocks of data that shall be written to the specified log. If the number zero, or 
the number is greater than the number indicated in the General Purpose Log Directory (see table A.2), the device 
shall return command aborted. 


7.68.4 Normal Outputs 
See table 99. 
7.68.5 Error Outputs 


If the count field is cleared to zero, if the feature set associated with the log specified in the LBA field (7:0) is not 
supported or enabled, or if the values in the Features, Count, or LBA (47:8) are invalid, the device shall return 
command aborted. If the host attempts to write to a read only (RO) log address, the device shall return 
command aborted. ID Not Found shall be set to one if the log data is not available or a data structure checksum 
error occurred. Abort shall be set to one if the feature associated with the log specified in bit 7:0 of the LBA field 
is not supported or not enabled. Abort shall be set to one if the Page # plus the Data Block Count is larger than 
the log size reported in the General Purpose Log Directory. The device may return error status if an Interface 
CRC error has occurred. See table 118. 
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7.69 WRITE LOG DMA EXT - 57h, DMA 
7.69.1 Feature Set 

This command is optional for devices implementing the General Purpose Logging feature set 
7.69.2 Description 

See 7.68.2. 

7.69.3 Inputs 

See 7.68.3. 

7.69.4 Normal Outputs 

See 7.68.4. 

7.69.5 Error Outputs 

See 7.68.5. 
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7.70 WRITE MULTIPLE - C3h, PIO data-out 

7.70.1 Feature Set 

This command is mandatory for devices that implement the General feature set 

7.70.2 Description 

This command writes the number of logical sectors specified in the Count field. 

The number of logical sectors per DRQ data block is defined by the content of IDENTIFY DEVICE data word 59. 


When the WRITE MULTIPLE command is issued, the Count field contains the number of logical sectors (not the 
number of DRQ data blocks) requested. 


If the number of requested logical sectors is not evenly divisible by the DRQ data block count, as many full blocks 
as possible are transferred, followed by a final, partial block transfer. The partial block transfer is for n logical 
sectors, where: 


n = Remainder (Count / DRQ data block count). 


Device errors encountered during WRITE MULTIPLE commands are posted after the attempted device write of 
the DRQ data block or partial DRQ data block transferred. The command ends with the logical sector in error, 
even if the error was in the middle of a DRQ data block. Subsequent DRQ data blocks are not transferred in the 
event of an error. 


The contents of the Command Structure following the transfer of a DRQ data block that had a logical sector in 
error are undefined. The host should retry the transfer as individual requests to obtain valid error information. 


If bit 8 of IDENTIFY DEVICE data word 59 is cleared to zero, and a WRITE MULTIPLE command is received by 
the device, and no successful SET MULTIPLE MODE command has been processed by the device, the device 
shall return command aborted. A successful SET MULTIPLE MODE command should precede a WRITE 
MULTIPLE command. 


7.70.3 Inputs 


$$ 


| Feature | re os See ee ee a ee ag eae | 


i os The number of THe RIAD GF TOG SESGTS TS FS TEASTSHEE-F-VSIGS OOK HUGE sectors to be transferred. A value of 00h indicates that 256 
rx — FSB} sectors are to be transferred. Bits 15:8 shall be cleared to zero. 


Address of first logical sector to be transferred. 


— Bits 47:28 shall be cleared to zero. 


a, 
it Description 
15 Obsolete 
Shall be set to one 
Obsolete 
Transport Dependent - See 6.1.9 
11:8 Reserved 


7.70.4 Normal Outputs 
See table 86. 
7.70.5 Error Outputs 


An unrecoverable error encountered during the execution of this command results in the termination of the 
command. The return fields contain the address of the logical sector where the first unrecoverable error 
occurred. The amount of data transferred is indeterminate. LBA field Bits 47:28 shall be cleared to zero. The 
device may return error status if an Interface CRC error has occurred. See table 131. 
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7.71 WRITE MULTIPLE EXT - 39h, PIO data-out 

7.71.1 Feature Set 

This command is mandatory for devices that implement the 48-bit Address feature set 

7.71.2 Description 

This command writes the number of logical sectors specified in the Count field. 

The number of logical sectors per DRQ data block is defined by the content of IDENTIFY DEVICE data word 59. 


When the WRITE MULTIPLE EXT command is issued, the Count field contains the number of logical sectors (not 
the number of DRQ data blocks) requested. 


If the number of requested logical sectors is not evenly divisible by the DRQ data block count, as many full blocks 
as possible are transferred, followed by a final, partial block transfer. The partial block transfer is for n logical 
sectors, where: 


n = Remainder (Count / DRQ data block count). 


Device errors encountered during WRITE MULTIPLE EXT commands are posted after the attempted device 
write of the DRQ data block or partial DRQ data block transferred. The command ends with the logical sector in 
error, even if the error was in the middle of a DRQ data block. Subsequent DRQ data blocks are not transferred 
in the event of an error. 


The contents of the Command Structure following the transfer of a data block that had a logical sector in error are 
undefined. The host should retry the transfer as individual requests to obtain valid error information. 


If bit 8 of IDENTIFY DEVICE data word 59 is cleared to zero, and a WRITE MULTIPLE EXT command is 
received by the device, and no successful SET MULTIPLE MODE command has been processed by the device, 
the device shall return command aborted. A successful SET MULTIPLE MODE command should precede a 
WRITE MULTIPLE EXT command. 


7.71.3 Inputs 


$$$ 


| Feature | re }Reserved eee 
a os The number of SSG TOGA SSGTS TS ES WRSTGHEE- VSG OOOH HAGGIES aE sectors to be transferred. A value of 0000h indicates that 
ah sy logical sectors are to be transferred. 


— Address of first logical sector to be transferred. 


a, 
it Description 
15 Obsolete 
Shall be set to one 
Obsolete 
Transport Dependent - See 6.1.9 
11:8 Reserved 


7.71.4 Normal Outputs 
See table 99. 
7.71.5 Error Outputs 


An unrecoverable error encountered during the execution of this command results in the termination of the 
command. The return fields contain the address of the logical sector where the first unrecoverable error 
occurred. The amount of data transferred is indeterminate. The device may return error status if an Interface 
CRC error has occurred. See table 120. 
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7.72 WRITE MULTIPLE FUA EXT - CEh, PIO data-out 

7.72.1 Feature Set 

This command is mandatory for devices that implement the 48-bit Address feature set 
7.72.2 Description 


The WRITE MULTIPLE FUA EXT command provides the same functionality as the WRITE MULTIPLE EXT 
command except that regardless of whether volatile and/or non-volatile write caching in the device is enabled or 
not, the user data shall be written to non-volatile media before command completion is reported. 


If bit 8 of IDENTIFY DEVICE data word 59 is cleared to zero, and a WRITE MULTIPLE FUA EXT command is 
received by the device, and no successful SET MULTIPLE MODE command has been processed by the device, 
the device shall return command aborted. A successful SET MULTIPLE MODE command should precede a 
WRITE MULTIPLE FUA EXT command. 


7.72.3 Inputs 


SS ———— 


| Feature | re |Reserved eee 
i — SSG TOGIGST SSSGTS TS ES FRSTGHEE- VSG OOO HAGGIES EE number of logical sectors to be transferred. A value of 0000h indicates that 
aah = logical sectors are to be transferred. 


— Address of first logical sector to be transferred. 


05h fod 
Bit Description 
15 Obsolete 
14 Shall be set to one 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7.72.4 Normal Outputs 
See table 99. 
7.72.5 Error Outputs 


An unrecoverable error encountered during the execution of this command results in the termination of the 
command. The return fields contain the address of the logical sector where the first unrecoverable error 
occurred. The amount of data transferred is indeterminate. The device may return error status if an Interface 
CRC error has occurred. See table 120. 
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7.73 WRITE SECTOR(S) - 30h, PIO data-out 

7.73.1 Feature Set 

This command is mandatory for devices that implement the General feature set 
7.73.2 Description 

This command writes from 1 to 256 logical sectors as specified in the Count field. 
7.73.3 Inputs 


i 


| Feature | re IES oo ee ee oe ee See ee 


a os Tre RAIDS GF TOG SSSSTS TS FS TASTES F-VSIGS OOK HAGGESISE number of logical sectors to be transferred. A value of 00h indicates that 256 
tax — FSB} sectors are to be transferred. Bits 15:8 shall be cleared to zero. 


Address of first logical sector to be transferred. 
Bits 47:28 shall be cleared to zero. 


05h Lee! 
it Description 
15 Obsolete 
Shall be set to one 
Obsolete 
Transport Dependent - See 6.1.9 
11:8 Reserved 


7.73.4 Normal Outputs 
See table 86. 
7.73.5 Error Outputs 


An unrecoverable error encountered during the execution of this command results in the termination of the 
command. The return fields contain the address of the logical sector where the first unrecoverable error 
occurred. The amount of data transferred is indeterminate. LBA field Bits 47:28 shall be cleared to zero. The 
device may return error status if an Interface CRC error has occurred. See table 131. 


= 
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7.74 WRITE SECTOR(S) EXT - 34h, PIO data-out 

7.74.1 Feature Set 

This command is mandatory for devices that implement the 48-bit Address feature set 
7.74.2 Description 

This command writes from 1 to 65,536 logical sectors as specified in the Count field. 
7.74.3 Inputs 


er 


| Feature | }Reserved eee 
a — TR SST GT TOGA SESSTS To ES FERSTGHEE- EVES OOO RAGSIES FE number of logical sectors to be transferred. A value of 0000h indicates that 
exh — logical sectors are to be transferred. 


= Address of first logical sector to be transferred. 


05h Lee! 
it Description 
15 Obsolete 
Shall be set to one 
Obsolete 
Transport Dependent - See 6.1.9 
11:8 Reserved 


7.74.4 Normal Outputs 
See table 99. 
7.74.5 Error Outputs 


An unrecoverable error encountered during the execution of this command results in the termination of the 
command. The return fields contain the address of the logical sector where the first unrecoverable error 
occurred. The amount of data transferred is indeterminate. The device may return error status if an Interface 
CRC error has occurred. See table 120. 
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7.75 WRITE STREAM DMA EXT - 3Ah, DMA 

7.75.1 Feature Set 

This command is mandatory for devices that implement the Streaming feature set. 
7.75.2 Description 


The WRITE STREAM DMA EXT command provides a method for a host to write data within an allotted time 
using the DMA data transfer protocol. This command allows for the host to specify that additional actions are to 
be performed by the device prior to the completion of the command. 


7.75.3 Inputs 
7.75.3.1 Inputs overview 


[Word [Name [Description CCC 


Feature 

it Description 

:8 Command Completion Time Limit (CCTL) - See 7.37.3.2. 
Obsolete 
Write Continuous - See 7.75.3.2 
Flush - See 7.75.3.3 
Obsolete 
Reserved 

:0 Stream ID — See 7.75.3.4 


Count The number of logical sectors to be transferred. A value of 0000h indicates that 
WS) logical sectors are to be transferred. 


a Address of first logical sector to be transferred. 


05h Device 
Bit Description 
15 Obsolete 
14 Shall be set to one 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


7:03BR 


7.75.3.2 Write Continuous (WC) 
WC specifies whether the Write Continuous mode is enabled or disabled. 
If WC is set to one, then: 


a) the device shall not stop processing the command due to errors; 

b) if an error occurs during data transfer or while writing data to media before command completion or 
before the amount of time allowed for command completion based on the setting of CCTL (see 7.37.3.2) 
or Default CCTL (see 7.9.3) is reached, then the device: 

1) shall continue to transfer the amount of data requested; 
) may continue writing data to the media; 

3) shall report command completion after all data for the command has been transferred; and 
) shall save the error information in the Write Streaming Error log; or 

c) if the amount of time allowed for command completion based on the setting of CCTL (see 7.37.3.2) or 
Default CCTL (see 7.9.3) is reached, then the device: 
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) shall stop processing the command; 

) shall report command completion; 

) shall set CCTO in the Write Streaming Error log to one; and 
) may continue writing data to the media. 


lf WC is cleared to zero and an error occurs, then the device: 


a) shall stop processing the command and report command completion; and 
b) may continue writing data to the media. 


7.75.3.3 Flush 


If Flush is set to one, Default CCTL is cleared to zero, and CCTL is cleared to zero, then the device shall write all 
data for the specified stream to the media before command completion is reported. 


If Flush is set to one and Default CCTL was not cleared to zero in the most recent CONFIGURE STREAM 
command (see 7.9) for the Stream ID, then the device shall report command completion within the time specified 
by Default CCTL (see 7.9.3.4). 


If Flush is set to one and CCTL is not cleared to zero, then the device shall report command completion within 
(CCTL * (IDENTIFY DEVICE data words (99:98)) microseconds. 


If Flush is set to one and either Default CCTL was not cleared to zero in the most recent CONFIGURE STREAM 
command (see 7.9) for the Stream ID, or CCTL is not cleared to zero, then device: 


a) shall measure the time before reporting command completion from command acceptance; 

b) shall set CCTO to one if all of the data for the command has been received by the device, but the device 
has not yet written all of the data to its media; and 

c) should continue writing data to its media after reporting command completion. 


7.75.3.4 Stream ID 


Stream ID specifies the stream to be written. The device shall operate according to the parameters specified by 
the most recent successful CONFIGURE STREAM command specifying this Stream ID. Any write to the device 
media or internal device buffer management as a result of the Stream ID is vendor specific. 


7.75.4 Normal Outputs 

See table 90 for the definition of Normal Outputs. 
7.75.5 Error Outputs 

If 


a) WC was set to one in the command, and 
b) the device is able to accept the amount of data requested for the command (e.g., an error occurred while 
writing to the media); 


then the device shall set SE to one and clear ERR to zero. 
If: 


a) WC was set to one in the command, and 
b) the device is not able to return the amount of data requested for the command (e.g., an ICRC error shall 
be reported at command completion); 


then the device shall clear SE to zero and set ERR to one; 
If: 


a) WC was cleared to zero in the command; 

b) CCTL was not cleared to zero in the command, or CCTL was cleared to zero in the command and 
Default CCTL specified in the most recent CONFIGURE STREAM command (see 7.9) for the Stream ID 
was not cleared to zero; and 

c) the time specified for command completion by CCTL (see 7.37.3.2) or Default CCTL (see 7.9.3) has 
been reached; 


276 Working Draft AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 


May 21, 2007 T13/1699-D Revision 4a 


then the device shall clear SE to zero, set ERR to one, and set ABRT to one whether or not all data has been 
flushed to media. 


a) WC was cleared to zero in the command; 

b) CCTL was cleared to zero in the command; and 

c) Default CCTL specified in the most recent CONFIGURE STREAM command (see 7.9) for the Stream ID 
was Cleared to zero; 


then the device shall clear SE to zero, set ERR to one, and set ICRC, IDNF, and/or ABRT to one (i.e., indicating 
the error type). 


See table 121 for the definition of other Error Outputs. 
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7.76 WRITE STREAM EXT - 3Bh, PIO data-out 
7.76.1 Feature Set 

This command is mandatory for devices that implement the Streaming feature set. 
7.76.2 Description 

See 7.75.2 for the description of this command. 

7.76.3 Inputs 

See 7.75.3 for the inputs to this command 

7.76.4 Normal Outputs 

See 7.75.4 for Normal Outputs. 

7.76.5 Error Outputs 

See 7.75.5 for Error Outputs. 
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7.77 WRITE UNCORRECTABLE EXT - 45h, Non-data 

7.77.1 Feature Set 

This command is optional for devices implementing the General feature set. 
7.77.2 Description 


The Write Uncorrectable EXT command is used to cause the device to report an uncorrectable error when the 
target sector is subsequently read. 


When the Feature field contains a value of 55h the Write Uncorrectable EXT command shall cause the device to 
indicate a failure when reads to any of the sectors that are contained in physical block of the specified sector are 
performed. These sectors are referred to as 'pseudo uncorrectable' sectors. In this case whenever a pseudo 
uncorrectable sector is accessed via a read command the drive shall perform normal error recovery to the fullest 
extent and then set the UNC and ERR bits to indicate the sector is bad. Sectors that have been made pseudo 
uncorrectable when read back shall be treated in the same manner as an UNC, including error logging and 
SMART 


When the Features field (7:0) contains a value of AAh the Write Uncorrectable EXT command shall cause the 
device to flag the specified sector as ‘flagged uncorrectable’. Flagging a logical sector as uncorrectable shall 
cause the device to indicate a failure when reads to the specified sector are performed. These sectors are 
referred to as ‘flagged uncorrectable' sectors. In this case whenever a ‘flagged uncorrectable' sector is accessed 
via a read command the drive shall set the UNC and ERR bits to indicate the sector is bad If this command is 
sent to the device with the content of the Features field (7:0) set to anything other than what is defined above the 
device shall abort the command. Reading of flagged sectors should not be logged as an error or by SMART. 


Commands that return UNC and ERR when a pseudo uncorrectable or flagged uncorrectable sector is read 
include: READ DMA, READ DMA EXT, READ DMA QUEUED, READ DMA QUEUED EXT, READ MULTIPLE, 
READ MULTIPLE EXT, READ SECTOR(S), READ SECTOR(S) EXT, READ VERIFY SECTOR(S), READ 
VERIFY SECTOR(S) EXT, READ STREAM EXT, READ STREAM DMA EXT. If the host writes to a 'pseudo 
uncorrectable' or ‘flagged uncorrectable' sector, the drive shall attempt to write the data to the sector. The write 
shall clear the uncorrectable status of the sector and make the sector good if possible and the device shall verify 
that the sector may now be read without error. It is possible that an 'uncorrectable' sector location has actual 
physical errors. In this case read commands and/or write commands shall return ERR status information that is 
consistent with the error. 


The pseudo uncorrectable or flagged uncorrectable status of a sector shall remain set during the processing of 
all power and reset events. If the drive is unable to process a WRITE UNCORRECTABLE EXT command for any 
reason the device shall abort the command. 
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7.77.3 Inputs 


eT 


Feature 
Bit Description 
15:8 Reserved 
7:0 Uncorrectable options 
Value Description 
0Oh-54h Reserved 
55h Create a pseudo-uncorrectable error with logging 
56h-A9h Reserved 
AAh Create a flagged error without logging 
ABh-FFh Reserved 


Count The number of sectors to be marked. A value of 0000h indicates that 65,536 sectors 
are nS) be marked. 


car Address of first sector to be marked. 


O5h Device 
it Description 
Obsolete 
Shall be set to one 
Obsolete 
Transport Dependent - See 6.1.9 
:8 Reserved 


7.0a6h 


7.77.4 Normal Outputs 
See table 86. 

7.77.5 Error Outputs 
See table 109. 
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8 SCT Command Transport 


8.1 Introduction 
8.1.1 Overview 


The SCT Command Transport feature set provides a method for a host to send commands and data to a device 
and for a device to send data and status to a host using logs. Log Address EOh (SCT Command/Status) is used 
to issue commands and return status. Log Address E1h (SCT Data Transfer) is used to transport data. 


There are two methods to access the logs defined for the SCT Command Transport feature set: 


a) using SMART READ LOG and SMART WRITE LOG commands; and 
b) using READ LOG (DMA) EXT and WRITE LOG (DMA) EXT commands. 


Both sets of commands access the same logs and provide the same capabilities. The two methods are also 
used in the same way: a command is issued, data is transferred (if necessary), and status may be retrieved 
multiple times if desired. 


If the SMART feature set is supported but not enabled, then a device that implements this feature set shall 
support SMART READ LOG and SMART WRITE LOG commands to the SCT Command/Status log and the SCT 
Data Transfer log. 


Sending a key 512-byte block of data (key data block) to the SCT Command/Status log starts the command 
process. The key data block specifies Action and Function Codes along with the parameters that are required to 
perform the action. The SCT command response (either error or command) is the same for both methods of 
issuing commands. 


SCT commands are executed like other ATA commands, therefore they take precedence over any background 

function the device may be performing when the SCT command is issued (i.e., a function initiated by a SMART 
EXECUTE OFFLINE IMMEDIATE command). Some SCT commands indicate command completion and return 
status while the SCT command is still executing. 


The commands that are defined in the SCT Command Transport feature set are subject to all other feature set 
requirements (i.e., if the Security feature set is enabled and a password has not been issued to unlock the 
device, then all SCT commands shall be aborted by the device). 


A device supporting the SCT Command Transport feature set should report a length of one in the General 
Purpose Log Directory and the SMART Log Directory for the SCT Command/Status log and the SCT Data 
Transfer log. The length of the SCT Data Transfer log does not indicate the length of an SCT Command 
Transport feature set data transfer. This differs from the requirement in this standard that the General Purpose 
Log Directory and the SMART Log Directory report the actual length of the specified log pages. 


8.1.2 Device addressing methods 


Standard ATA commands employ either LBA or Logical CHS addressing using both 28-bit and 48-bit capability. 
SCT commands only support 48-bit addressing. 


For LBA access all logical user sectors on the device are numbered in a one-dimensional sequence from 0 to the 
maximum number of logical user sectors minus one. ATA Commands support 28-bits of LBA addressing and 
ATA Extended commands support 48-bits of LBA addressing. All SCT commands support 48-bits of LBA 
address. In this method, all defective cylinders, heads and sectors are mapped out by defect management, 
rendering them inaccessible. 


8.1.3 SCT command nesting and interspersing with standard commands 


Standard ATA commands may be interspersed with SCT commands, but SCT commands shall not be nested. 
SCT commands that do not require a subsequent data transfer operation are not interspersed with any ATA 
commands or each other. SCT commands that do require data transfer, on the other hand, shall not be nested; 
that is, if an SCT command that requires a data transfer is issued, all data transfer - to or from the host - shall 
complete before another SCT command is issued. In most cases, however, ATA read/write commands may be 
inserted in between data transfers for SCT commands, that is, between complete log commands. Furthermore, 
any reset (power-on, software or hardware) shall cause the SCT command to be aborted. 
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8.1.4 Resets 


A device shall terminate the processing an SCT command during the processing of a software reset, hardware 
reset, or power-on reset. This may result in partial command execution or data loss. There is no indication once 
the device becomes ready that the previous command was terminated. 


A device shall clear the SCT Status Response fields (i.e., Extended Status Code, Action Code, and Function 
Code) during the processing of a power-on reset and a hardware reset. A device shall only clear the Extended 
status code during processing of a hardware reset or a software reset (i.e., the other content of the SCT Status 
Response fields shall not be affected by the device processing the reset). 
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8.2 Processing SCT commands 
8.2.1 Processing SCT commands overview 
There are four phases involved in processing of SCT commands. These phases are: 


1) Capability identification (see 8.2.2); 
2) Command transfer (see 8.2.3); 

3) Data transfer (see 8.2.4); and 

4) Status (see 8.2.5). 


8.2.2 SCT capability identification 


Capability Identification is performed by the host issuing an IDENTIFY DEVICE command to determine if the 
SCT Command Transport feature set is enabled and which Action Codes are supported (see 7.16.7.65). 


8.2.3 SCT command transfer 


Transfer of an SCT command occurs when a 512-byte data packet is created by the host and written to the SCT 
Command/Status log. The 512-byte data packet contains a single command as defined in the SCT Command 
Transport feature set. 


Table 58 shows how a host should set the fields to issue a SMART WRITE LOG command to send an SCT 
command. 


Table 58 — Fields to issue an SCT command using SMART WRITE LOG 


aa ane pe —<$<—<—<$<—$<$<—<—<—<$<—<—— 
D6h - SMART WRITE LOG 


i Count 
Bit Description 
15:8 Reserved 
7:0 Oth 
02h-04h 
Bit Description 
47:28 Reserved 
27:24 N/A 
23:8 C24Fh 
7:0 EOh - Log Address 
Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


rr 7:0 BOR= SMART 
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Table 59 shows how a host should s 
command. 


May 21, 2007 


et the fields to issue a WRITE LOG EXT command to send an SCT 


Table 59 — Fields to issue an SCT command using WRITE LOG (DMA) EXT 


[-Word_[ Name [Descripfion SSC 
000TR 


- 


15 
14 
13 
12 


Description 
Reserved 

0000h 

Reserved 

EO - Log Address 


Description 

Obsolete 

N/A 

Obsolete 

Transport Dependent - See 6.1.9 


11:8 Reserved 


| 


7:0 3F - WRITE LOG EXT/57h - WRITE LOG DMA EXT 


Table 60 defines how a device shall set the fields after successful completion of an SCT command. 


Table 60 — Successful SCT command response 


[Word [Name [Description SOSOSOSOSCSCSCCC 


TROT 
05h 


Device 


Bit Description 
15:8 Reserved 
7:0 OOh 


Description 

Obsolete 

N/A 

Obsolete 

Transport Dependent - See 6.1.9 
Reserved 


Transport Dependent - See 6.1.9. 
N/A 
Error - See 6.1.2 


284 Working Draft AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 


May 21, 2007 T13/1699-D Revision 4a 


Table 61 defines how a device shall set the fields after an error occurred during processing of an SCT command. 


Table 61 — SCT command error response 


[Word [Name [Description SSOSSSSCCC~*? 


00h Error 

it Description 
Reserved 

5 N/A 
ID Not Found - See 6.2.4. 
N/A 
Abort - See 6.2.1. 
N/A 
Obsolete 


01h Count 
it Description 
Reserved 
:0 Extended Status Code (7:0) (see table 62) 


02h-04h LBA 
it Description 
Reserved 
SCT Command dependent. 
:0 Extended Status Code (15:8) (see table 62) 
05h Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 
Status 
‘6 Transport Dependent - See 6.1.9. 
1 N/A 
1b (Error - See 6.1.2) 


Working Draft AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 285 


T13/1699-D Revision 4a May 21, 2007 


Table 62 — Extended Status codes 


Extended D ription 
Status Code se li 


0002h | Input LBA out of range 


0003h | Request 512-byte data block count overflow. The number of data blocks requested to transfer 
(Count field) in the log command is larger than specified by the SCT command 


0004 
0007h | Host write command timer is less than minimum value 

0009h | Background SCT command was terminated because of unrecoverable error 

000Ah | Invalid Function code in SCT Read/Write Long command 


OO00Bh | SCT data transfer command was issued without first issuing an SCT command 


000Ch | Invalid Function code in Feature Control command 


000Dh | Invalid Feature code in Feature Control command 


O0TOh 
0012h | Command was aborted due to device security being locked 
0013h | Invalid revision code in SCT data 


Uivalic te vision Code ime Waetas = 5 ae es ee SF 
Command Timer or Write Command Timer timing out. 
O0TGh-BEFFH 
FFFOh-FFFEh | Reserved 


FFFFh|SCT command executing in background 


8.2.4 SCT data transfer 


Once an SCT command for a data transfer has been issued, status is checked and data is transferred using the 
SCT Data Transfer log. Up to 255 512-byte blocks of data of data may be transferred at a time. If the SCT 
command requires more than 255 blocks of data transfer and SMART READ LOG or SMART WRITE LOG 
commands are used to transfer the data, the data may be written or read in up to 255 data block increments. If 
GPL feature set commands are used to transfer data, up to 65,535 512-byte data blocks may be transferred by a 
single command. If more than 65,535 data blocks are required, then multiple GPL feature set commands may be 
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issued. Table 63 shows how to perform an SCT data transfer using a SMART READ LOG or SMART WRITE 
LOG command. 


Table 63 — SCT data transfer using SMART READ LOG or SMART WRITE LOG 


| Name |Description 


ae (SMART READ LOG/SMART WRITE LOG subcommand code) 


i Count 
it Description 
:8 Reserved 
:0 Number of 512-byte data blocks to transfer 
02h-04h 
Bit Description 
47:28 Reserved 
27:24 N/A 
23:8 C24Fh 
7:0 E1h - Log Address 


05h Device 
Bit Description 
15 Obsolete 
14 NIA 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 
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Table 64 defines the fields for data transfer using a READ LOG EXT or WRITE LOG EXT command. 


Table 64 — SCT data transfer using READ LOG (DMA) EXT or WRITE LOG (DMA) EXT 


[Name [Desoripfion SSC 
Number of 512-byte data blocks to transfer 


02h-04h LBA 
Bit Description 
47:32 Reserved 
31:16 0000h 
15:8 Reserved 
7:0 E1 - Log Address 
05h Device 
Bit Description 
15 Obsolete 
14 NIA 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 


Command 7:0 2Fh - READ LOG EXT/47h - READ LOG DMA EXT/3Fh - WRITE LOG 
EXT/57h - WRITE LOG DMA EXT 


8.2.5 SCT status 


Status for an SCT command may be read at any time by reading the SCT Command/Status log. If the command 
involves data transfer, the host should check status before data is transferred to ensure that the device is ready. 
The host should also check status when the command is complete to confirm that the data was transferred 
successfully. When the command is complete, the host may check status a third time to determine if the 
command succeeded, failed, or partially succeeded. 


Once an SCT command has been issued, status is reported in the ATA fields. This status indicates that the 
command was accepted or that an error occurred. This ATA status return does not indicate successful 
completion of the SCT actions, except Foreground LBA Segment Access commands that require the completion 
of the SCT action (e.g., LBA Segment Access with function code 0101h and 0102h). Some commands may take 
several minutes or even hours to execute. In this case, the host determines execution progress by requesting 
SCT status. Some commands may require setup time before they a device is ready to receive data. SCT status 
is used to determine when the device is read to receive data. 


Reading the SCT Command/Status log retrieves the status information. The SCT status may be acquired any 
time that the host is allowed to send a command to the device. This command shall not change the power state 
of the device, nor terminate any background activity, including any SCT command in progress. This means if the 
device is in the Standby or Idle state, then the log request shall succeed. 
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Table 65 defines shows how to get the SCT status using a SMART READ LOG command. 


Table 65 — SCT status request using SMART READ LOG 


[Word [Name [Desens 
D5h (SMART READ LOG subcommand code) 


01h Count 
Description 
Reserved 
01h 


02h-04h 


Description 
Reserved 

C24Fh 

E0Oh (Log Address) 


Device 
Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


7:0 BOh - SMART 


Table 66 defines the fields for retrieving status using a READ LOG EXT command. 


Table 66 — SCT status request using READ LOG (DMA) EXT 


Ee 
on 0007h 


oe 04h 
it Description 
: Reserved 
:16 0001h 
:8 Reserved 
:0 EO (Log Address) 


Device 
it Description 
Obsolete 
Shall be set to one 
Obsolete 
Transport Dependent - See 6.1.9 
:8 Reserved 


7:0 2Fh - READ LOG EXT/47h - READ LOG DMA EXT 
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Table 67 defines the format of the status response information that shall be set by the device in the SCT 
Command/Status log. 


Table 67 — Format of SCT status response 


DWord Status Flags Bit 0: Segment Initialized Flag. If this bit is set to 1, a Write Same 
command to all logical blocks has completed without error. This 
bit shall be cleared to 0 when any user LBA is written, even if 
write cache is enabled. This bit is also cleared if the capacity of 
the device is changed via SET MAX, SET MAX EXT or DCO. 
This bit is preserved during the processing of all power and reset 
events. 

Bits 1-31: Reserved 
10 Byte Device State 0 = Active waiting for a command 
1 = Stand-by 
2 = Sleep 
3 = DST executing in background 
4 = SMART Off-line Data Collection executing in background 
5 = SCT command executing in background 


OS 

14-15 Word Extended Status | Status of last SCT command issued. FFFFh if SCT command 

jo eee | executing in background (see table 62). 

16-17 Word Action Code Action code of last SCT command issued. If the Extended Status 
Code is FFFFh this is the Action Code of the command that is 
currently executing 

18-19 Word Function Code Function code of last SCT command issued. If the Extended 
Status Code is FFFFh this is the Function Code of the command 
that is currently executing 


2035 _| Bye PO 


LBA Current LBA of SCT command executing in background. If there 
is no command currently executing in the background, this field is 
undefined. 


reserved 


HDA Temp Current device HDA temperature in degrees Celsius. This is a 


2’s complement integer. 80h indicates that this value is invalid. 


Min Temp Minimum HDA temperature in degrees Celsius seen this power 
cycle. This is a 2’s complement integer. 80h indicates that this 
value is invalid. 

Max Temp Maximum HDA temperature in degrees Celsius seen this power 
cycle. This is a 2’s complement integer. 80h indicates that this 
value is invalid. 

Life Min Temp Minimum HDA temperature in degrees Celsius seen for the life of 
the device. This is a 2’s complement integer. 80h indicates that 
this value is invalid. 

Life Max Temp Maximum HDA temperature in degrees Celsius seen for the life 
of the device. This is a 2’s complement integer. 80h indicates 
that this value is invalid. 
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Table 67 — Format of SCT status response 


Field Name 
[205 [bye [reseed OOCOCOCOCCC‘C 


206-209 DWord Over Limit Count |Number of temperature recording Intervals since the last 
power-on reset where the recorded temperature was greater 
than Max Op Limit. See table 82 for information about this 
Interval. 


210-213 DWord Under Limit Count | Number of temperature recording Intervals since the last 
power-on reset where the recorded temperature was less than 
Min Op Limit. See table 82 for information about this Interval. 


mare [eye esened fT 
480-571 | Byle (32]_| Vendor Speaife fT 
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8.3 SCT Command Set 
8.3.1 Overview 


An SCT command shall be 512 bytes long. While an SCT command is in progress a host may use an SCT 
status request to retrieve status information (e.g., to determine if a command active or complete, the current LBA, 
or error information) about the current SCT command. 


Table 68 defines the generic format of an SCT command written to the SCT Command/Status log. 


Table 68 — SCT command format 


Se a a Te 


—— 1 Action Code This field specifies the command type and the 
type of data being accessed (e.g., sector or long 
sector), or the action being performed (e.g., a 
seek on the device). (See table 69 for definition 
of the Action Code field contents.) 


Function Code This field specifies the type of access and varies 
by command (e.g., this field specifies read, write, 
or verify). 


Depends on command __| Depends on command 
Depends on command _ | Depends on command 
Pf Totat Wares 8s 


Table 69 — SCT Action Codes 


Description 

0000h Reserved 
SCT Read/Write Long 
Write Same 


0003h Error Recovery Control 
0004h Features Control 
0005h SCT Data Tables 


0006h Vendor specific 


0007h Reserved for Serial ATA 
0007h-BFFFh Reserved 


COOOh-FFFFh_ | Vendor specific 
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8.3.2 SCT Read/Write Long 


The function performed by the SCT Read/Write Long command is based on the obsolete ATA READ 
LONG/WRITE LONG capability, and has been extended beyond 28-bit addressing. 


The SCT Read/Write Long data format for both reads and writes is two blocks long (i.e., each block is 512 bytes 
long). The first block contains the user data. The second data block contains the error correction and detection 
bytes. The remainder of the second block should contain zeros. Once the SCT command has been issued and 
the status response indicates that the device is ready to transfer data, the SCT Data Transfer log should be read 
or written to transfer the data. SCT Read/Write Long commands cause a forced unit access to occur. 


Table 70 defines the format of an SCT Read/Write Long command written to the SCT Command/Status log. 


Table 70 — SCT Read/Write Long command 


[Name [Value [Description 
Action Code 0001h Read or Write a sector with full ECC or CRC data 


a Write Long function 
Logical sector to be read or written 


word] 
[0 | Aa 3 
an i 
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Table 71 defines the format of the status response for an SCT Read/Write Long command. 


Table 71 — SCT Read/Write Long command status response 


[Word [Name [Description SSS 


00h Error 

it Description 
Reserved 

‘5 N/A 
ID Not Found - See 6.2.4. 
N/A 
Abort - See 6.2.1. 
N/A 
Obsolete 


Oth Count 
it Description 
Reserved 
:0 Number of ECC/CRC bytes, (7:0) 


02h-04h LBA 
it Description 
Reserved 
0002h — Number of 512-byte data blocks requested 
:0 Number of ECC/RCR bytes, (15:8) 
05h Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 
Status 
‘6 Transport Dependent - See 6.1.9. 
1 N/A 
Error - See 6.1.2 
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Table 72 defines the format of the data to be written to the SCT Data Transfer log for an SCT Read/Write Long 
command. 


Table 72 — SCT Read/Write Long Format 


[Fete es ription 


First Block 


User Data 512 This is the data normally sent or returned by a read or write 
command. This data may be encoded. 


Second Block 


ECC/CRC Data Vendor Specific Error correction and detection bytes in vendor-specific format. 
The number of bytes is returned as status response data on both 
read and write operations. 


Remainder of Block 
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8.3.3 Write Same 


The Write Same command provides the ability for the host to specify that the device shall write a specific pattern 
to its media. 


The Write Same command shall cause the device to begin writing logical sectors from the first logical sector 
specified by the command in the Start field (see table 73) in incrementing order until the number of logical sectors 
specified by the command in the Count field (see table 73) have been written. If the Count field contains all 
zeros, then the device shall write all logical sectors beginning with the logical sector specified by the Start field 
through the last user LBA on the device. If the Host Protected Area feature set is implemented by and enabled 
on the device, then this feature set shall determine the last user LBA. This command shall not write over a 
hidden partition when hidden partitions are enabled using the Host Protected Area feature set. Automatic sector 
reassignment is permitted during the operation of this function. 


If the Start field or the Start field plus the Count field specify an LBA greater than the last user LBA, then the 
device shall report an error and abort the command. If the Start field and the Count field contain zero, then the 
device shall write the specified pattern to all user logical blocks on the device. 


Any new command other than an SCT status request, including IDENTIFY DEVICE, received by the device while 
this command is in progress shall terminate the Write Same command. The device shall process the new 
command. 


While a background Write Same command is in progress, the SCT status error code shall be set to FFFFh. Ifthe 
command completes without error, then the SCT status error code shall be set to O000h. The SCT status error 
code shall be set to a value less than FFFFh and greater than 0000h if the command is terminated prematurely 
for any reason. 


Once the key data block has been issued, if the Function Code was 0002h and the input data structure indicates 
that the drive is ready to receive data, the SCT Data Transfer log should be written to transfer the data. 


For the Foreground SCT LBA Segment Access command with function code 0101h the Command Completion 
Status of the write to the SCT Command/Status log shall indicate the success or failure of the LBA Segment 
Access command. For the Foreground SCT LBA Segment Access command with function Code 0102h the 
Command Completion Status of the write to the SCT Data Transfer log shall indicate the success or failure of the 
LBA Segment Access command. The Status and Error fields indicate the relevant status/error values as defined 
in ATA/ATAPI-7 specification. In the case of an error an SCT Status Request may be made by reading the SCT 
Command/Status log to obtain a more detailed analysis of the error. 


This command may change the Segment Initialized Flag. If the command writes all the user addressable sectors 
and completes without encountering an error or being aborted, then the Segment Initialized Flag (i.e., bit 0 of the 
Status Flags in the SCT status) shall be set to one. A write to any user addressable sector on the device, except 
one caused by another Write Same command with the Start field and the Count field set to zero (i.e., an Write 
Same command causing the device to write to all user logical blocks), shall cause the Segment Initialized Flag to 
be cleared. Reallocations as a result of reading data (foreground or background) shall not clear the Device 
Zeroed flag. 
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Table 73 defines the format of a Write Same command written to the SCT Command/Status log. 


Table 73 — Write Same command 


FF) a 


repeatedly to the media. 
1 | Function Code 


Ese 
a 
idl WOUSOTOOR|Reseved 
— 
=I 
eal 


OT03R-FFFFA 
25 (Word [Fret DBR 
ea i[____GWard [Number offagical sectors to AI 


10-11 Pattern DWord | If the Function Code is 0001h or 0003h, this field contains a 
32-bit pattern that is written on the media starting at the 
location specified in words two through five. 
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Table 74 defines the format of the status response for a Write Same command. 


Table 74 — Write Same command status response 


[Word of Nana [Perec to 


Error 

it Description 

:8 Reserved 

‘5 N/A 
ID Not Found - See 6.2.4. 
N/A 
Abort - See 6.2.1. 
N/A 
Obsolete 


[Th 


— 04h 


Description 
Reserved 
0001h — Number of data blocks requested 


Reserved 


Device 
Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


Status 
Transport Dependent - See 6.1.9 
N/A 
Error - See 6.1.2 
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8.3.4 Error Recovery Control command 


The Error Recovery Control command is used to set time limits for read and write error recovery. For 
non-queued commands, these timers apply to command completion at the host interface. For queued 
commands where in-order data delivery is enabled, these timers begin counting when the device begins to 
execute the command, not when the command is sent to the device. These timers do not apply to streaming 
commands or to queued commands when out-of-order data delivery is enabled. Time limits for error recovery 
may be used in a data redundant RAID environment where it is more desirable to have the device report a data 
error rather than risk having it being dropped from the RAID. 


The typical usage for this command is when a device has its write cache function enabled. With write cache 
enabled, the device may not be able to report an error on a write command. This is because the write command 
with which a device is experiencing difficulty is one for which the device has reported status (i.e., considered by 
the host to be complete). This leaves no recourse for the device other than to reallocate any sectors with which 
it is experiencing difficulty. 


Table 75 defines the format of an Error Recovery Control command written to the SCT Command/Status log. 


Table 75 — Error Recovery Control command 


[Name] Value [Beseripfon SS 
P| 0002h Return GurentVawe 


Ne ee Le 0002h | Write Command Timer 
Recovery Time | If the function code is 0001h then this field contains the recovery time 
Limit 


limit in 100 ms units (i.e., a value of 1 = 100 ms, 2 = 200 ms, etc.). 
The tolerance is vendor specific. 


[Wore] 
oo 
ne cs | 


The Read Command Timer sets an upper limit for the amount of time a device processes a read command. This 
limit is the amount of time the device shall process a read command in total but, in some cases, a read command 
requires more than one access to the media. The minimum value for the Read Command Timer is one. Setting 
this value to zero shall disable Read Command time-out, allowing the device to perform all available error 
recovery procedures without time limit. 


If the Read Command Timer is going to expire while the device is performing error recovery, the device shall stop 
processing the command and report an uncorrectable ECC error for the LBA that was causing error recovery to 
be invoked prior to timer expiration. Extended status code 0015h shall be returned if the read command timer 
expires. The LBA may be recoverable given more time for error recovery. At this point the host may reconstruct 
the data for the failing LBA from the other devices in a RAID and issue a write command to the target LBA, 
allowing the device to attempt vendor specific error recovery on the suspect LBA. 


The Write Command Timer sets the upper limit for the amount of time a device processes a write command. The 
minimum value for this command is one. Setting this value to zero shall disable Write Command time-out, 
allowing the device to perform all available error recovery procedures without a time limit. 


The Write Command Timer has the effect of controlling how aggressively the device reallocates write data when 
encountering write errors. A large Write Command Timer value allows the device to use more available error 
recovery procedures for dealing with write errors. A small Write Command Timer value forces the device to 
attempt to reallocate sectors that may have otherwise been written without error. If the timer is about to expire, 
then the device should attempt to reallocate the data before the timer expires. Extended status code 0015h shall 
be returned if the write command timer expires. If the device is unable to complete data reallocation before the 
timer expires then the devices fails the command when the timer expires. When write cache is enabled the 
operation of the timer is vendor specific. 


A host implementor should use the Write Command Timer with great caution as a very small timer value may 
cause a device to permanently reallocate good sectors as the result of temporary, external conditions (e.g., 
induced vibration). 
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Read and Write Command Timer values are set to default values at power-on but may be altered by an SCT 
command at any time. A device shall not change these settings while processing a hardware reset or a software 
reset. 


Table 76 defines the format of the status response for a Error Recovery Control command. 


Table 76 — Error Recovery Control command status response 


[Word s[pstenes [Dees lon == 


it Description 
:8 Reserved 
5 N/A 
ID Not Found - See 6.2.4. 
N/A 
Abort - See 6.2.1. 
N/A 
Obsolete 


If Function Code was 0002h, then this is the requested recovery limit (7:0). 
Otherwise, this field is Reserved. 


02h-04h 
Bit Description 
47:8 Reserved 
7:0 If the Function Code was 0002h, then this is the requested recovery 
limit (15:8). Otherwise, this field is Reserved. 


Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
‘8 Reserved 
Status 
‘6 Transport Dependent - See 6.1.9 
1 N/A 
Error - See 6.1.2 
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8.3.5 Feature Control command 


The Feature Control command is used to determine and set the state (i.e., enabled or disabled) of the features 
specified by the command. 


Table 77 defines the format of a Feature Control command written to the SCT Command/Status log. 


Table 77 — Feature Control command 


oe Code} 0004h| Set or return the state of device features defined in table 78 


Function Code| 0001h| Set state for a feature 
| 0002h | Return the current state of a feature 
soc Return feature option flags 


ees Feature Code; Bedi table 78 for definition of the Feature Code 


State free Code dependent value 
Bit Description 
15:1 Reserved 

0 If the function code is 0001h, setting bit 0 to one shall 
cause the requested feature state change to be preserved 
during all power and reset events. 
If the function code is 0001h, setting bit 0 to zero shall 
cause the requested feature state change to be volatile. A 
hard reset causes the device to revert to default, or last 
non-volatile setting. 
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Feature Code 


0 


0004h-0005h 
0006h-CFFFh 
DOOOh-FFFFh 


302 


0 


Table 78 — Feature Code List 


State Definition 


O71h| If State is set to 0001h, then the SET FEATURES command shall determine the state of 


the write cache (see 7.48.4). 

If State is set to 0002h, then write cache shall be enabled. 

If State is set to 0003h, then write cache shall be disabled. 

If State is set to 0002h or 0003h, then write cache shall be set to the specified state, and 
any attempt to change the write cache settings using a SET FEATURES command shall 
not result in an error but shall not change the operational state of the write cache. 

In all cases, IDENTIFY DEVICE data word 85 bit 5 shall reflect the current operational 
state of write cache (i.e., if set to one, then volatile write cache is enabled, and if set to 
zero, then write cache is disabled. 

The default is State set to OO001h. 

If State is set to 0001h, then volatile Write Cache Reordering shall be enabled (i.e., disk 
write scheduling may be reordered by the device). 

If State is set to 0002h, then volatile Write Cache Reordering shall be disabled, and disk 
write scheduling is executed on a first-in-first-out (FIFO) basis. 

If volatile write cache is disabled, then the current volatile Write Cache Reordering state is 


remembered but has no effect on non-cached writes, which are always written in the order 
received. 

The state of volatile Write Cache Reordering has no effect on queued commands. 

The default is State set to 0001h. 


The value in State sets the time interval for temperature logging. 

State set to 0000h is invalid. 

State may be set to 0001h to FFFFh to specify the temperature logging interval in minutes 
This value applies to the Absolute HDA Temperature History queue. Issuing this command 
shall cause the queue to be reset and any prior values in the queues shall be lost. Queue 
Index shall be set to zero and the first queue location for shall be set to the current value. 
All remaining queue locations are set to 80h. The Sample Period, Max Op Limit, Over 
Limit, Min Op Limit and Under Limit values are preserved. 

The default is State set to 000th. 


Reserved for Serial ATA 
Vendor Specific 
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Table 79 defines the format of the status response for a Feature Control command. 


Table 79 — Feature Control command status response 
[Name [Description CS 


Description 

Reserved 

N/A 

ID Not Found - See 6.2.4. 
N/A 

Abort - See 6.2.1. 

N/A 

Obsolete 


If the Function Code was set to 0002h this is the Feature State (7:0) 
If the Function Code was set to 0003h this is the Option Flags (7:0) 
Otherwise this field is reserved 


02h-04h 
Bit Description 
47:8 Reserved 
7:0 If the Function Code was set to 0002h this is the Feature State (15:8) 
If the Function Code was set to 0003h this is the Option Flags (15:8) 
Otherwise this field is Reserved 


Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
‘8 Reserved 
Status 
‘6 Transport Dependent - See 6.1.9 
1 N/A 
Error - See 6.1.2 
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8.3.6 SCT Data Table command 
The SCT Data Table command is used to read the specified data table. 


Table 80 defines the format of an SCT Data Table command written to the SCT Command/Status log. 


Table 80 — SCT Data Table command 


Action Code| 0005h |Read a data table 


Function Code] 0001h |Read Table 
Table ID See Table 81 for a list of data tables 


Table 81 — SCT Data Tables (by Table Identifier) 


Table 7 
OOODR 


0001h | Reserved 
0002h | HDA Temperature History Table (in absolute degrees C). (See Table 82) 


0003h-0004h | Reserved for Serial ATA 


0003h-CFFFh | Reserved 


DOOOh-FFFFh | Vendor Specific 


Table 82 — Absolute HDA Temperature 


[Bye Size] Fret Name 


0-1 Word Format 0002h - Data table format version 
Version 
2-3 


Sampling |Absolute HDA Temperature sampling period in minutes. 

Period This is how often the device samples its temperature sensor. 
This period takes precedence over new read or write 
operations, but does not interrupt operations in process. 
The Sampling Period may be smaller that the timer interval 
between entries in the history queue. 
A value of 0000h in this field indicates that sampling is 
disabled. 

Interval The timer interval between entries in the history queue. The 
default value of this field is vendor specific. This value 
should not be less than the Sampling Period. 


Max Op Limit | Maximum recommended continuous operating temperature 
(see Note 3). This is a one byte two’s complement number 
that allows a range from -127 °C to +127 °C to be indicated. 


80h is an invalid value. This is a fixed value. 


Over Limit | Maximum temperature limit. Operating the device above this 
temperature may cause physical damage to the device (see 
Note 3). This is a one-byte two’s complement number that 
allows a range from -127 °C to +127 °C to be indicated. 80h 


is an invalid value. This is a fixed value. 


Min Op Limit | Minimum recommended continuous operating limit (see Note 
3). This is a one byte 2’s complement number that allows a 
range from -127 °C to +127 °C to be indicated. 80h is an 


invalid value. This is a fixed value. 
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Table 82 — Absolute HDA Temperature 


[Bye Size] FieldName 


Byte Under Limit |Minimum temperature limit. Operating the device below this 
temperature may cause physical damage to the device (see 
Note 3). This is a one-byte two’s complement number that 
allows a range from -127 °C to +127 °C to be indicated. 80h 
is an eeEeeeEeeeeeeess value. This is a fixed value. 


[7029 [Bye 0 


5 31 Po | CB Size ——— of entry locations in history buffer. This number 
shall be in the range of 128 to 478. 


ede 33 al CB Index |Last updated entry in buffer. CB Index is zero-based, so CB 
Index O0000h is the first location in the buffer (i.e., at offset 
34). The most recent temperature entered in the buffer is at 
CB Index + 34 (see Note 1 and Note 2). 


Byte [CB Size] This is a circular buffer of absolute HDA Temperature values. 
Other device activities, such as data transfer, take priority 
over writing this data to non-volatile storage. These are 
one-byte two’s complement numbers that allow a range from 
-127 °C to +127 °C to be indicated. A value of 80h indicates 
an initial value or a discontinuity in temperature recording. 
The time between samples may vary because commands 
shall not be interrupted. The sampling period is the minimum 
time between samples (see Note 1). 

If the host changes the logging interval using the volatile 
option, then the interval between entries in the queue may 
change between power cycles with no indication to the host. 


(CB Size + 34) Byte reserved Shall be zero. 
- 511 [512 - CB Size 
- 34] 

Note 1 - The Absolute HDA Temperature History is preserved during the processing of all power and reset 
events with the requirement that when the device powers up, a new entry is made in the history 
queue with a value of 80h (i.e., an invalid absolute temperature value). This allows an application 
viewing the history to see the discontinuity in temperature resulting from the device being turned off. 
If the device does not sample temperatures during a certain power state (e.g., Sleep or Standby), 
then a value of 80h is entered into the history queue to indicate that temperature sensing has 
resumed. 

Note 2 - When the Absolute HDA Temperature history is cleared (e.g., for new devices or after changing the 
Logging Interval) the Queue Index shall be set to zero and the first queue location shall be set to the 
current Absolute HDA Temperature value. All remaining queue locations shall be set to 80h. 

Note 3 - These values should take into account the accuracy of the temperature sensor. The placement, 
accuracy, and granularity of temperature sensors to support table 82 are vendor specific. 
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Table 83 defines the format of the status response for an SCT Data Table command. 


Table 83 — Feature Control command status response 


Error 

it Description 

:8 Reserved 

5 N/A 
ID Not Found - See 6.2.4. 
N/A 
Abort - See 6.2.1. 
N/A 
Obsolete 


02h-04h 
it Description 
: Reserved 
:8 0001h — Number of data blocks requested 
:0 Reserved 


Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
:8 Reserved 
Status 
‘6 Transport Dependent - See 6.1.9 
1 N/A 
Error - See 6.1.2 
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9 Normal and Error Outputs 


9.1 Overview 


The commands listed in clause 7 each have sections labeled “Normal Outputs” and “Error Outputs”. Subclauses 
9.2 and 9.3 document the return data format for all the commands described in clause 7. Each command in 
clause 7 may provide additional information about a normal or error output, but all the information that is 
referenced in clause 9 applies to the command as well. 


9.2 Normal Outputs 


The following tables document all the possible Normal Outputs a command returns. 


Reference: 7.3 


Table 84 — Extended Error Code 


[Word [Name [Description OOS 
Extended error code (see table 15) 
Vendor Specie 


LBA MSB 
( ) Bits 27:0 are Vendor Specific. 
Bits 47:28 shall be cleared to zero. 


05h Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 
Status 
; Transport Dependent - See 6.1.9. 
: N/A 
Error - See 6.1.2 
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Reference: 7.2 


Table 85 — Error Bit Defined For Normal Output 


[Name [Deseripfon SOC 
NR 

[Th 
Pea RR 


Device 
it Description 
Obsolete 
Shall be set to one 
Obsolete 
Transport Dependent - See 6.1.9 
: Reserved 
Status 
: Transport Dependent - See 6.1.9. 
Device Fault — See 6.1.3 
N/A 
3 Transport Dependent - See 6.1.9. 
: N/A 
Error - See 6.1.2 
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Reference: 7.10.4, 7.10.2, 7.10.3, 7.10.5, 7.12, 7.14, 7.16, 7.17, 7.18, 7.19, 7.21.4, 7.20.11, 7.23, 7.24, 7.31, 
7.35, 7.39, 7.41, 7.42, 7.43, 7.44, 7.45, 7.46, 7.48, 7.49.5, 7.49.4, 7.49.6, 7.49.3, 7.51, 7.52, 7.53.2, 7.53.3, 
7.53.4, 7.53.6, 7.53.7, 7.53.9, 7.54, 7.55, 7.56, 7.58, 7.60, 7.61, 7.70, 7.73, 7.77 


Table 86 — Generic Normal Output (No LBA Return Value) 


[Name [Description 


NR 


WR 
O2h- Oh 


05h Device 


Description 

Obsolete 

N/A 

Obsolete 

Transport Dependent - See 6.1.9 


Reserved 


Status 
Transport Dependent - See 6.1.9. 
Device Fault — See 6.1.3 
N/A 
Transport Dependent - See 6.1.9. 
N/A 
Error - See 6.1.2 


Reference: 7.4, 7.5, 7.6 


Table 87 — CFA Normal Output 


[Word [Name [DeseripfionSSSSOCC*r 
ON 
[oT 


Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
: Reserved 
Status 
; Transport Dependent - See 6.1.9. 
; N/A 
Error - See 6.1.2 
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Reference: 7.7 


Table 88 — Media Card Type Normal Output 


[Name [Description CCC C+? 


| 00h | Error | N/A 


ri 0055h 


oR 04h 
it Description 
: Reserved 
Write Protect - shall be set to one if the device is write protected, Write 
Protect shall be cleared to zero if the device is not write protected. 
: Media Type 
Value Description 
000b Reserved 
001b SD Memory Card 
010b MMC Card 
011b SD-IO Card 
100b Smart Media Card 
101b-111b Reserved 
: Card specific Data 
: Shall be set to AAh 


Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
: Reserved 
Status 
; Transport Dependent - See 6.1.9 
Device Fault - See 6.1.3 
: N/A 
Error - See 6.1.2 
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Reference: 7.8 


Table 89 — Check Power Mode Normal Output 


i Count 
Description 
Device is in Standby mode. 
Device is in NV Cache Power Mode and the spindle is soun down or 
spinning down. 
device is in NV Cache Power Mode and the spindle is spun up or 
spinning up. 
Device is in Idle mode. 
Device is in Active mode or Idle mode. 


05h Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
: Reserved 
Status 
: Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 
N/A 
3 Transport Dependent - See 6.1.9. 
: N/A 
0 Error - See 6.1.2 
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Reference: 7.9 


Table 90 — Configure Stream Normal 


[Word [Name _[Deseripfion 


05h Device 
Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


Status 


Description 

Transport Dependent - See 6.1.9. 
Stream Error - See 6.1.8 

N/A 

Transport Dependent - See 6.1.9. 
N/A 

Error - See 6.1.2 
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Reference: 7.37, 7.75 


Table 91 — Stream Normal 


[Word [Name _[Deseripfion 


05h Device 
Description 
Obsolete 
Shall be set to one 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


Status 


Description 

Transport Dependent - See 6.1.9. 
Stream Error - See 6.1.8 

N/A 

Transport Dependent - See 6.1.9. 
N/A 

Error - See 6.1.2 
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Reference: 7.11, 7.13 


Table 92 — Power-on, Device Reset and Execute Diagnostics 


Error |Diagnostic Results - The diagnostic code as described in table 21 Is returned. 
This field shall be reserved for the DEVICE RESET command. 


Cendal Packet Reserved Reserved Reserved for All other 
ehete forSATA forSATA  CE-ATA __ signatures 


Oth Oth Oth Oth Reserved for reserved 
CE-ATA 


02h-04h LBA 47:24 Reserved Reserved Reserved Reserved Reserved 
23:16 00h 14h C3h 96h AAh 
15:8 OOh EBh 3Ch 69h 
7:0 Oth Oth Oth Oth Reserved for 
CE-ATA 


05h Device 
Bit Description 
15 Obsolete 
14 N/A 
13 Obsolete 
12 Transport Dependent - See 6.1.9 
11:8 Reserved 
Status 
7:6 Transport Dependent - See 6.1.9. 
5 Device Fault - See 6.1.3 
4 N/A 
3 Transport Dependent - See 6.1.9. 
2:1 N/A 
0 Error - See 6.1.2 
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T13/1699-D Revision 4a 


Table 93 — IDLE Unload 


Hor 


7 er 


Description 
Reserved 
N/A 

C4h 


Description 

Obsolete 

N/A 

Obsolete 

Transport Dependent - See 6.1.9 
Reserved 


Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 

N/A 

Transport Dependent - See 6.1.9. 
N/A 

Error - See 6.1.2 
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Reference: 7.22.6 


Table 94 — ATAPI Normal Output 


[Name [Descripfion 


Interrupt 
Reason it Description 
Tag - See 6.3.5 
Obsolete 
Input/Output - See 6.3.2. 
Command/Data - See 6.3.1. Shall be set to zero 


02h-04h LBA 
Description 
Reserved 
N/A 
Byte Count 
N/A 


05h Device 
Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


Status 


Transport Dependent - See 6.1.9. 

N/A 

Obsolete 

Service - See 6.1.7. 

Transport Dependent - See 6.1.9. 

N/A 

Error - See 6.1.2. Shall be cleared to zero 
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Reference: 7.26.4, 7.64.4 


Table 95 — Queued Normal Output 


[Word] Name_[Deseripfon SSCS 


Oth Interrupt 
Reason it Description 
Tag - See 6.3.5. 
Release - See 6.3.4. 
Input/Output - See 6.3.2. 
Command/Data - See 6.3.1. 


02h-04h LBA 


05 Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 
Status 
Transport Dependent - See 6.1.9. 
N/A 
Device Fault - See 6.1.3 
Service - See 6.1.7. 
Transport Dependent - See 6.1.9 
: N/A 
Error - See 6.1.2. Shall be cleared to zero 
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Reference: 7.33, 7.49.2 


Table 96 — HPA Normal Output 


LBA (MSB 
Max address 


05h Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 
Status 
: Transport Dependent - See 6.1.9. 
: N/A 
Error - See 6.1.2 
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Reference: 7.53.5 


Table 97 — SMART Off-Line Immediate Normal Output 


on 


oa 04h 
it Description 
: Reserved 
Value Description 
C24Fh Subcommand specified a captive self-test that has 
executed without failure. 
All Other the subcommand specified an off-line routine including 

Values an Off-line self-test routine. 


Device 
Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 

N/A 

Transport Dependent - See 6.1.9. 
N/A 

N/A 

Error - See 6.1.2 
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Reference: 7.53.8 


Table 98 — SMART Return Status Normal Output 


[Name [Description CCCCCCCCC*? 


| 00h | Error | N/A 


Hon 


ee 04h 
it Description 

: Reserved 

: N/A 
Description 
The device has not detected a threshold exceeded 
condition 
The device has detected a threshold exceeded 
condition 


Device 
Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


Status 
Description 
Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 
N/A 
Transport Dependent - See 6.1.9. 
N/A 
N/A 
Error - See 6.1.2 
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Reference: 7.15, 7.20.5, 7.25, 7.29, 7.32, 7.36, 7.40, 7.62, 7.63, 7.68, 7.71, 7.72, 7.74 


Table 99 — Generic Extended Normal Output 


[Word [Name [Description CSCS 
Oth Count Reserved 
| Oth | Count [Reserved 


05h Device 
Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


Status 
it Description 
: Transport Dependent - See 6.1.9. 
Device Fault — See 6.1.3 
N/A 
Transport Dependent - See 6.1.9. 
: N/A 
Error - See 6.1.2 
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Reference: 7.34, 7.50 


Table 100 — SETMAX Extended Normal Output 


LBA (MSB) 
Max address 


05h Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 
Status 
it Description 
: Transport Dependent - See 6.1.9. 
: N/A 
Error - See 6.1.2 
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Reference: 7.27.4, 7.65.4 


Table 101 — Queued Extended Normal Output 


[Word [Name [Deseripfon SSC 


O1h Interrupt 
Reason it Description 
Tag - See 6.3.5. 
Release - See 6.3.4. 
Input/Output - See 6.3.2. 
Command/Data - See 6.3.1. 


oak-ban [TBA 


05 Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 
Status 
Transport Dependent - See 6.1.9. 
N/A 
Device Fault - See 6.1.3 
Service - See 6.1.7. 
Transport Dependent - See 6.1.9. 
: N/A 
Error - See 6.1.2. Shall be cleared to zero 
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Reference: 7.20.3, 7.20.9, 7.20.8, 7.20.7 


Table 102 — NV Cache Normal Output 


[Word [Name [Description 
[00h | Evor | Reserved SOSOSOSOSOSOSCSCSCSCSCSCSCSCSSCS 


| Oth | h | Count | Reserved 


2b mall Loar —taa— Unpinned logical blocks remaining 


Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
: Reserved 
Status 
: Transport Dependent - See 6.1.9. 
Device Fault — See 6.1.3 
N/A 
3 Transport Dependent - See 6.1.9. 
: N/A 
Error - See 6.1.2 


Reference: 7.20.4 


Table 103 — NV Cache Flush Normal Output 


[Word [Name [Description OSOSOSOSSOCCCCCCCY 


05h Device 
Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


Transport Dependent - See 6.1.9. 
Device Fault — See 6.1.3 

N/A 

Transport Dependent - See 6.1.9. 
N/A 

Error - See 6.1.2 
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Reference: 7.28.4, 7.67.4 


Table 104 — NCQ Command Acceptance 


Description 


[Word [Name [Description OOOSOSCCCCCCCSY 
[00h |“ Error | Shallbe dearedtozeme——SOSOCSCSCSSCCCCSY 

[oT 
Pa RPA 


Device 
it Description 
: N/A 
Status 
: Transport Dependent - See 6.1.9. 
Device Fault — See 6.1.3 
N/A 
3 Transport Dependent - See 6.1.9. 
; N/A 
0 Error - See 6.1.2 


Reference: 7.28.5, 7.67.5 


Table 105 — NCQ Normal Outputs 


ee = 
|__|: Transport Dependent 


i a 
Bit Description 
; Shall be cleared to zero 
Status 
Shall be cleared to zero 
Transport Dependent - See 6.1.9. 
Device Fault — See 6.1.3 
N/A 
Shall be cleared to zero. 
: N/A 
Error - See 6.1.2 


02h-03h | SActive 31:0 Transport dependent completion indicator 
omosn | ResevedCOC—“CSCSCSC*C 
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9.3 Error Outputs 


The following tables document all the possible Error Outputs a command returns. References to these tables are 
found in clause 7. 


Reference: 7.2 


Table 106 — CFA Erase Error Status 


[Word [Reams [User 


Error 
Description 
Reserved 
N/A 
ID Not Found - See 6.2.4 
N/A 
Abort - See 6.2.1 
N/A 
Media Error - See 6.2.7 


a 


(MSB : 
Address of first unrecoverable error 
Bits 47:28 shall be cleared to zero. 


Obsolete 

N/A 

Obsolete 

Transport Dependent - See 6.1.9 
Reserved 


Status 
Description 
Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 
N/A 
Error - See 6.1.2 


roan i 
05h Device 
it Description 
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Reference: 7.5, 7.6 


Table 107 — CFA Write Error Status 


MS 


Error 

it Description 

: Reserved 

: N/A 
ID Not Found - See 6.2.4 
N/A 
Abort - See 6.2.1 
N/A 
Media Error - See 6.2.7 


pu 


Address of first unrecoverable error 


Bits 47:28 shall be cleared to zero. 


05h Device 


Description 

Obsolete 

N/A 

Obsolete 

Transport Dependent - See 6.1.9 
Reserved 


Status 
Description 
Transport Dependent - See 6.1.9 
Device Fault - See 6.1.3 
Transport Dependent - See 6.1.9 
N/A 
Error - See 6.1.2 


Working Draft AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 327 


T13/1699-D Revision 4a May 21, 2007 


Reference: 7.3, 7.4, 7.8 


Table 108 — CFA & Check Power Mode Abort Error 


[wont [Wane Seserptien 


Error 
it Description 
: Reserved 
; N/A 
Abort - See 6.2.1 
: N/A 


oT | 
Poa 


an = 
Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


Status 


Description 

Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 

N/A 

Error - See 6.1.2 
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Reference: 7.7, 7.10.4, 7.10.2, 7.10.3, 7.12, 7.17, 7.18, 7.19, 7.23, 7.41, 7.42, 7.43, 7.44, 7.45, 7.46, 7.48, 7.51, 
7.52, 7.53.2, 7.53.3, 7.53.4, 7.53.8, 7.54, 7.55, 7.56, 7.58, 7.60, 7.77 


Table 109 — Generic Abort 


[Word] area [Wesco 


Error 
it Description 
: Reserved 
Interface CRC - See 6.2.6. 
: N/A 
Abort - See 6.2.1. 
: N/A 


ih 


Device 
Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


Status 


Description 

Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 

N/A 

Transport Dependent - See 6.1.9. 
N/A 

Error - See 6.1.2 
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Reference: 7.33, 7.49.4, 7.49.6, 7.49.3 


Table 110 — Generic Abort w/o Device Fault 


00h Error 
it Description 
Reserved 
Interface CRC - See 6.2.6 
: N/A 
Abort - See 6.2.1 
: N/A 


NA 


05h Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 
Status 
it Description 
: Transport Dependent - See 6.1.9. 
: N/A 
Error - See 6.1.2 
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Reference: 7.9 


Table 111 — Configure Stream Error 


00h Error 
it Description 
Reserved 
: N/A 
Abort - See 6.2.1. 
N/A 
Obsolete 


05h Device 


Description 

Obsolete 

N/A 

Obsolete 

Transport Dependent - See 6.1.9 
Reserved 


Status 
it Description 
: Transport Dependent - See 6.1.9. 
Stream Error - See 6.1.8 
N/A 
Transport Dependent - See 6.1.9. 
: N/A 
Error - See 6.1.2 
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Reference: 7.14, 7.15 


Table 112 — Flush Cache Error 


Description 
Reserved 

N/A 

Abort - See 6.2.1 
N/A 


ean Flush Cache - N/A 
ane Cache Ext - Reserved. 


ee 04h (MSB 
Address of first unrecoverable error 


Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
: Reserved 
Status 
: Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 
N/A 
3 Transport Dependent - See 6.1.9. 
; N/A 
Error - See 6.1.2 
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Reference: 7.24, 7.25 


Table 113 — Read DMA Error 


[Word [Name [Description CCC 


00h Error 

it Description 

: Reserved 
Interface CRC - See 6.2.6 
Uncorrectable Error - See 6.2.9. 
Obsolete 
ID Not Found - See 6.2.4 
Obsolete 
Abort - See 6.2.1 

: Obsolete 


Count READ DMA - N/A 
READ DMA EXT - Reserved 
(MSB) 


Address of first unrecoverable error. 


car 
Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
: Reserved 
Status 
: Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 
N/A 
3 Transport Dependent - See 6.1.9. 
: N/A 
Error - See 6.1.2 
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Reference: 7.29 


Table 114 — Read Log Ext Error 


a 


Error 

it Description 

Reserved 
Interface CRC - See 6.2.6 
Uncorrectable Error - See 6.2.9. 
N/A 
ID Not Found - See 6.2.4 
N/A 
Abort - See 6.2.1. 
N/A 
Obsolete 


oT 
ee 


05h Device 
Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


Description 

Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 

N/A 

Transport Dependent - See 6.1.9. 
N/A 

Error - See 6.1.2 
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Reference: 7.31, 7.35, 7.39 


Table 115 — Read PIO Error 


[Word [Name [Description CCC 


00h Error 

it Description 

: Reserved 
Interface CRC - See 6.2.6 
Uncorrectable Error - See 6.2.9 
Obsolete 
ID Not Found - See 6.2.4 
Obsolete 
Abort - See 6.2.1 

: Obsolete 


(MSB 
Address of first unrecoverable error. 


car 
Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
: Reserved 
Status 
it Description 
: Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 
N/A 
Transport Dependent - See 6.1.9. 
: N/A 
Error - See 6.1.2 
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Reference: 7.37 


Table 116 — Read Stream Error 


[Word [Name [Description CC 


Description 

Reserved 

Interface CRC - See 6.2.6 

Uncorrectable Error - See 6.2.9. 

Obsolete 

ID Not Found - See 6.2.4 

Obsolete 

Abort - See 6.2.1 

Obsolete 

Command Completion Time Limit Out - See 6.2.2 


Length of Stream Error - number of contiguous logical sectors containing potentially 
bad data, beginning with the LBA of the first logical sector with an uncorrectable 


Address of first unrecoverable error. 


Description 

Obsolete 

N/A 

Obsolete 

Transport Dependent - See 6.1.9 
Reserved 


Status 

it Description 

: Transport Dependent - See 6.1.9. 
Stream Error - See 6.1.8. 
Deferred Write Error - See 6.1.6. 
Transport Dependent - See 6.1.9. 

; N/A 
Error - See 6.1.2. 
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Reference: 7.49.2, 7.49.5 


Table 117 — HPA Error 


[Word [Name [Description CCC 


00h Error 

it Description 
Reserved 

: N/A 
ID Not Found - See 6.2.4. 
N/A 
Abort - See 6.2.1. 
N/A 
Obsolete 


05h Device 


Description 


Obsolete 

N/A 

Obsolete 

Transport Dependent - See 6.1.9 
Reserved 


Status 
it Description 
; Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 
N/A 
Transport Dependent - See 6.1.9. 
d N/A 
Error - See 6.1.2 
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Reference: 7.53.9, 7.68 


Table 118 — Write Log Error 


SS 


Error 

it Description 

: Reserved 

; N/A 
ID Not Found - See 6.2.4. 
N/A 
Abort - See 6.2.1. 
N/A 
Obsolete 


pee WRITE LOG EXT - Reserved 
ee 
WRITE LOG EXT - Reserved 
Device 

Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


Description 

Transport Dependent - See 6.1.9 
Device Fault - See 6.1.3 

N/A 

Transport Dependent - See 6.1.9 
N/A 

Error - See 6.1.2 
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Reference: 7.53.5 


Table 119 — SMART Error 


a 


Error 

it Description 

5 Reserved 

: N/A 
ID Not Found - See 6.2.4. 
N/A 
Abort - See 6.2.1. 
N/A 
Obsolete 


[on] 


RU 04h 
Bit Description 
47:24 Reserved 
23:8 

Value Description 

C24Fh Subcommand specified a captive self-test and some 
error other than a self-test routine failure occurred (i.e., 
if the sub-command is not supported or field values 
are invalid) 

2CF4h the subcommand specified a captive self-test routine 
which has failed during execution. 

All Other the subcommand specified an off-line routine including 
Values an Off-line self-test routine. 


Device 
Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


Status 
Description 
Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 
N/A 
Transport Dependent - See 6.1.9. 
N/A 
Error - See 6.1.2 
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Reference: 7.62, 7.63, 7.71, 7.72, 7.74 


Table 120 — Write Extended Error 


[Word [Name [Description CCC 


00h Error 

it Description 

: Reserved 
Interface CRC - See 6.2.6 

: Obsolete. 
ID Not Found - See 6.2.4 
Obsolete 
Abort - See 6.2.1. 
Obsolete 
N/A 


(MSB) 


Address of first unrecoverable error. 


car 
Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
: Reserved 
Status 
it Description 
: Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 
N/A 
Transport Dependent - See 6.1.9. 
: N/A 
Error - See 6.1.2 
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Reference: 7.75 


Table 121 — Write Stream Error 


[Word [Name [Description CCC 


Description 

Reserved 

Interface CRC - See 6.2.6 

Obsolete 

ID Not Found - See 6.2.4 

Obsolete 

Abort - See 6.2.1 

Obsolete 

Command Completion Time Limit Out - See 6.2.2 


Length of Stream Error - number of contiguous logical sectors containing potentially 
bad data, beginning with the LBA of the first logical sector with an uncorrectable 


Address of first unrecoverable error. 


Device 
Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


Status 

it Description 

: Transport Dependent - See 6.1.9. 
Stream Error - See 6.1.8. 
Deferred Write Error - See 6.1.6. 
Transport Dependent - See 6.1.9. 

: N/A 
Error - See 6.1.2. 
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Reference: 7.10.5 


Table 122 — DCO Set Error (part 1 of 2) 


er 


Error 

it Description 

:8 Reserved 

3 N/A 
Abort - See 6.2.1. Abort shall be set to one if a DEVICE 
CONFIGURATION SET command has already modified the original 
settings as reported by a DEVICE CONFIGURATION IDENTIFY 
command, if DEVICE CONFIGURATION FREEZE LOCK is set, if any of 
the bit modification restrictions described in 7.10.5.2 are violated, or if a 
Host Protected Area has been established by the execution of a SET 
MAX ADDRESS or SET MAX ADDRESS EXT command, or if an 
attempt was made to modify a mode or feature that shall not be modified 
with the device in its current state. 

1:0 N/A 


| Oth | h Vendor Specific 


oa 04h 
it Description 

; Reserved 

: N/A 

:16 Word location - If the command was aborted because an attempt was 
made to modify a bit that shall not be modified with the device in its 
current state, this field shall contain the offset of the first word 
encountered that the device shall not change. If an illegal maximum LBA 
is encountered, the offset of word 3 shall be entered. If a checksum 
error occurred, the value FFh shall be entered. A value of 00h indicates 
that the Data Structure Revision was invalid. 

:0 15:0 Bit Location - If the command was aborted because an attempt was 
made to disable a mode or feature that shall not be disabled with the 
device in its current state, this field shall contain an array of bits that 
correspond to the device configuration overlay data structure listed in 
Table 11 relative to the word indicated in Word Location (23:16). A one 
in this array indicates that the requested mode or feature shall not be 
disabled by the device. If not, the value shall be OO0Oh. 
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[Word [Name [spin 


05h Device 
Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


Status 


Description 

Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 

N/A 

Transport Dependent - See 6.1.9. 
N/A 

Error - See 6.1.2 
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Reference: 7.21 


Table 123 — NOP Error 


i ae 


Error 
it Description 
: Reserved 
: N/A 
Abort - See 6.2.1. 
: Obsolete 


| Oth Initial Value 
| 02h-04h | 04h Loartar}— te — Initial Value 


05h Device 
Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


Status 


Description 

Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 

N/A 

Transport Dependent - See 6.1.9. 
N/A 

Error - See 6.1.2 
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Reference: 7.22 


Table 124 — PACKET Command Error 


= 


Error 
it Description 
: Sense Key - See 6.2.8 
N/A 
Abort - See 6.2.1 
End of Media - See 6.2.3 
Illegal Length Indicator - See 6.2.5 


Interrupt 

Reason it Description 
Tag - See 6.3.5 
Release - See 6.3.4. Shall be cleared to zero 
Input/Output - See 6.3.2. Shall be set to one 
Command/Data - See 6.3.1. Shall be set to one 


Device 
Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


Status 


Description 

Transport Dependent - See 6.1.9. 
N/A 

Service - See 6.1.7. 

Transport Dependent - See 6.1.9. 
N/A 

Error - See 6.1.2. 
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Reference: 7.26.5 


Table 125 — Read DMA Queued Error 


[Word [Name [i seripion SS 


Description 

Reserved 

Interface CRC - See 6.2.6 
Uncorrectable Error - See 6.2.9 
Obsolete 

ID Not Found - See 6.2.4 
Obsolete 

Abort - See 6.2.1 

Obsolete 


Interrupt 
Reason 


Description 


Tag - See 6.3.5. If the device supports the TCQ feature set, this field 
shall contain the Tag of the command being released. 


Release - See 6.3.4. Shall be cleared to zero 
Input/Output - See 6.3.2. Shall be set to one 
Command/Data - See 6.3.1. Shall be set to one 


[oan] TBA | 
Address of first unrecoverable error. 
Bits 47:28 shall be cleared to zero. 


02h 
05h Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 
Status 
it Description 
: Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 
Service - See 6.1.7 
Transport Dependent - See 6.1.9. 
: N/A 
Error - See 6.1.2 
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Reference: 7.27 


Table 126 — Read DMA Queued Extended Error 


[Word [Name [scription SSS 


Description 

Reserved 

Interface CRC - See 6.2.6 
Uncorrectable Error - See 6.2.9 
Obsolete 

ID Not Found - See 6.2.4 
Obsolete 

Abort - See 6.2.1 

Obsolete 


Interrupt 
Reason it Description 
Reserved 


Tag - See 6.3.5. If the device supports the TCQ feature set, this field 
shall contain the Tag of the command being released. 


Release - See 6.3.4. Shall be cleared to zero 
Input/Output - See 6.3.2. Shall be set to one 
Command/Data - See 6.3.1. Shall be set to one 


Address of first unrecoverable error 


Device 
Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


Status 


Description 

Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 

Service - See 6.1.7 

Transport Dependent - See 6.1.9. 
N/A 

Error - See 6.1.2 
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Reference:, 7.53.6, 7.53.7 


Table 127 — SMART Read Log/SMART Read Data Error 


eT 


Error 

it Description 

: Reserved 
Interface CRC - See 6.2.6 
Uncorrectable Error - See 6.2.9. 
N/A 
ID Not Found - See 6.2.4 
N/A 
Abort - See 6.2.1. 
N/A 
Obsolete 


[Th 
a 


05h Device 
Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


Description 

Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 

N/A 

Transport Dependent - See 6.1.9. 
N/A 

Error - See 6.1.2 
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Reference: 7.32, 7.36, 7.40 


Table 128 — Read PIO Extended Error 


[Word [Name [Description CCC 


00h Error 

it Description 

: Reserved 
Interface CRC - See 6.2.6 
Uncorrectable Error - See 6.2.9 
Obsolete 
ID Not Found - See 6.2.4 
Obsolete 
Abort - See 6.2.1 

: Obsolete 


(MSB) 


Address of first unrecoverable error. 


car 
Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
: Reserved 
Status 
it Description 
: Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 
N/A 
Transport Dependent - See 6.1.9. 
: N/A 
Error - See 6.1.2 
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Reference: 7.34 


Table 129 — Read Native Max Extended Error 


00h Error 
it Description 
Reserved 
Interface CRC - See 6.2.6 
: N/A 
Abort - See 6.2.1 
: N/A 


05h Device 
it Description 
Obsolete 
Shall be set to one 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 
Status 
it Description 
: Transport Dependent - See 6.1.9. 
: N/A 
Error - See 6.1.2 
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Reference: 7.50 


Table 130 — SETMAX Extended Error 


[Word [Name [Description CCC 


00h Error 

it Description 
Reserved 

: N/A 
ID Not Found - See 6.2.4. 
N/A 
Abort - See 6.2.1. 
N/A 
Obsolete 


05h Device 


Description 


Obsolete 

N/A 

Obsolete 

Transport Dependent - See 6.1.9 
Reserved 


Status 
it Description 
; Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 
N/A 
Transport Dependent - See 6.1.9. 
d N/A 
Error - See 6.1.2 
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Reference: 7.61, 7.70, 7.73 


Table 131 — Write Error 


[Word [Name [Description CCS 


00h Error 

it Description 

: Reserved 
Interface CRC - See 6.2.6 

: Obsolete 
ID Not Found - See 6.2.4 
Obsolete 
Abort - See 6.2.1. 
Obsolete 
N/A 


(MSB 
Address of first unrecoverable error. 


car 
Device 
it Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
: Reserved 
Status 
it Description 
: Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 
N/A 
Transport Dependent - See 6.1.9. 
: N/A 
Error - See 6.1.2 
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Reference: 7.64, 7.65 


Table 132 — Write DMA Queued Error 


Description 

Reserved 

Interface CRC - See 6.2.6 
Obsolete 

ID Not Found - See 6.2.4 
Obsolete 

Abort - See 6.2.1 
Obsolete 


Interrupt 
Reason it Description 


Tag - See 6.3.5. If the device supports the TCQ feature set, this field 
shall contain the Tag of the command being released. 


Release - See 6.3.4. Shall be cleared to zero 
Input/Output - See 6.3.2. Shall be set to one 
Command/Data - See 6.3.1. Shall be set to one 


02h 


Address of first unrecoverable error. 
04h 


Device 
Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


Status 
it Description 
: Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 
Service - See 6.1.7 
Transport Dependent - See 6.1.9. 
: N/A 
Error - See 6.1.2 
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Reference: 7.20.3 


Table 133 — NV Cache Add Abort 


I 
it Description 
: Reserved 
Abort - See 6.2.1 
Insufficient LBA Range Entries - See 6.2.12 
Insufficient NV Cache space - See 6.2.11 


[Th 


Device 
Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


Status 


Description 

Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 

N/A 

Transport Dependent - See 6.1.9. 
N/A 

Error - See 6.1.2 
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Table 134 — NV Cache Remove Abort 


Description 

Reserved 

Abort - See 6.2.1 

Reserved 

Attempted partial range removal from pinned set- See See 6.2.10 


[Th 


Device 


Status 


Description 

Obsolete 

N/A 

Obsolete 

Transport Dependent - See 6.1.9 
Reserved 


Description 

Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 

N/A 

Transport Dependent - See 6.1.9. 
N/A 

Error - See 6.1.2 
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Reference: 7.20.8, 7.20.7, 7.20.4, 7.20.5 


Table 135 — Generic NV Cache Abort 


[a 
it Description 
: Reserved 
Abort - See 6.2.1 
: Reserved 


[OTR 


05h Device 
Description 
Obsolete 
N/A 
Obsolete 
Transport Dependent - See 6.1.9 
Reserved 


Status 


Description 

Transport Dependent - See 6.1.9. 
Device Fault - See 6.1.3 

N/A 

Transport Dependent - See 6.1.9. 
N/A 

Error - See 6.1.2 
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Table 136 — NCQ Command Acceptance Error 


paMieta 3] {Name | 


Oth Count N/A 
| Oth | Count 


Description 

Reserved 

Interface CRC - See 6.2.6. 
N/A 

Abort - See 6.2.1. 

N/A 


Device 


Bit 
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Description 
N/A 


Transport Dependent - See 6.1.9. 
Device Fault — See 6.1.3 

N/A 

Transport Dependent - See 6.1.9. 
N/A 

Error - See 6.1.2 
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Reference: 7.67.6 


Table 137 — NCQ Write Command Aborted Error 


TE 
ET aaa Transport Dependent 


- : Error 
Description 
Interface CRC - See 6.2.6 
Obsolete 
ID Not Found - See 6.2.4 
Obsolete 
Abort - See 6.2.1 
Obsolete 


Status 


Shall be cleared to zero 
Transport Dependent - See 6.1.9 
Device Fault — See 6.1.3 

N/A 

Shall be cleared to zero. 

N/A 

Error - See 6.1.2 


02h-03h 31:0 Transport dependent completion indicator 
oar-osh | _—<[Resewed SSCS 
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Reference: 7.28.6 


Table 138 — NCQ Read Command Aborted Error 


Od 
| OOh | | Transport Dependent 


_ : Error 
it Description 
Interface CRC - See 6.2.6 
Uncorrectable Error - See 6.2.9 
Obsolete 
ID Not Found - See 6.2.4 
Obsolete 
Abort - See 6.2.1 
Obsolete 


Status 


Shall be cleared to zero 
Transport Dependent - See 6.1.9 
Device Fault — See 6.1.3 

N/A 

Shall be cleared to zero. 

N/A 

Error - See 6.1.2 


02h-03h 31:0 Transport dependent completion indicator 
2 
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Reference: 7.1.10 


Table 139 — Unsupported Command Error 


ae 
it Description 
: Reserved 
: N/A 
Abort - See 6.2.1 
: N/A 


[Th 


05h Device 
it Description 
; N/A 

Status 
it Description 
; Transport Dependent - See 6.1.9. 
: N/A 
Error - See 6.1.2 
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Annex A 
(Normative) 


Log Definitions 


A.1 Overview 


This Annex provides a comprehensive description of all standardized logs. Table A.1 is a summary of these logs. 


There are 3 terms associated with logs: names, addresses and pages. The log name is a term that describes the 
data in the associated log. Each log name has an associated numeric value which is the log address. The log 
address is used by read and write log commands to access a specific log. Each log is composed of one or more 
pages. Log pages shall be 512 bytes of data. The SMART READ LOG command and the SMART WRITE LOG 
command always start sending their data from the first page and allow the host to specify the number of log 
pages to be returned. The GPL commands allow the host to specify the starting log page number as well as the 
number of log pages to be returned. 
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Table A.1 — Log address definition 


Log Address Feature Set [RIW [Access | 
00h | Log directory, see A.2 and A.3 N/A 


Summary SMART Error Log, see A.15 SMART 


Comprehensive SMART Error Log, see A.4_ | SMART error logging |RO- = =6[ SL 


03h | Extended Comprehensive SMART Error SMART error logging GPL 
Log, see A.7 


[0a | Device Statistics, S25 NR ROY PRT 

[sh [Resend 

[06 | SMART SarTest Log. see RT| SMART salFiest_—[ RO [SL] 

[07 | Extended SMART SelF Test Log, see AB [ SMART seitiest_ [RO [GPL] 

OBR NA Reseed | 

OAR OFR NIK PResened | 

[ior [Noa Command Ewer seeA70 [NCO RO PLY 
Tih-| SATA Phy Event Counters, seeA7Z [WA [ RO___| GPL 

Reserved for Serial ATA [NA Reseed | 

[warirh [Reseed SSCSC~SCSNRS~«*d Reseed 


20h | Obsolete 


Bo a 
[2h | Wite Stream EvorLog. sea A768 Sieaning_— [RO [ GPL] 
[22h | Read Stream Errorlog,seeA.71__‘[ Sreaming [RO [ GPL_] 
Sa el 
[2ancren [Reseed NR Reseed 


RO - Log is only read by the host. 

R/W - Log is read or written by the host. 

VS - Log is vendor specific thus read/write ability is vendor specific. 

GPL - General Purpose Logging 

SL - SMART Logging 
Command Abort shall be returned if a GPL command is used to access a log that is marked only with SL. 
Command Abort shall be returned if an SL command is used to access a log that is marked only with GPL. 
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A.2 General Purpose Log Directory (GPL Log Address 00h) 


Table A.2 defines the 512 bytes that make up the General Purpose Log Directory. 


Table A.2 — General Purpose Log Directory 


General Purpose Logging Version 
2 | Number of 512-byte blocks of data in the log at log address 01h (7:0) 


3 | Number of 512-byte blocks of data in the log at log address 01h (15:8) 
4 | Number of 512-byte blocks of data in the log at log address 02h (7:0) 


Number of 512-byte blocks of data in the log at log address 02h (15:8) 


256 | 10h 512-byte blocks of data in the log at log address 80h 


00h 512-byte blocks of data in the log at log address 80h 
510-511 | Number of 512-byte blocks of data in the log at log address FFh 


The value of the General Purpose Logging Version word shall be 0001h. A value of 0000h indicates that no 
General Purpose Log Directory exists. 


A.3 SMART Log Directory (SMART Logging Log Address 00h) 


Table A.3 defines the 512 bytes that make up the optional SMART Log Directory. The SMART Log Directory is 
defined as one log page. 


Table A.3 — SMART Log Directory 


SMART Logging Version 
Number of 512-byte blocks of data in the log at log address 1 
5 


4 | Number of 512-byte blocks of data in the log at log address 2 


[3 | Reserved 


Number of 512-byte blocks of data in the log at log address 
255 


511 | Reserved 


510 


The value of the SMART Logging Version word shall be 01h if the drive supports multi-block SMART logs. 


If the drive does not support multi-block SMART logs, then log address zero is defined as reserved. 


A.4 Comprehensive SMART Error Log (Log Address 02h) 


A.4.1 Overview 


Table A.4 defines the format of each of the log pages that are part of the SMART comprehensive error log. The 
SMART Comprehensive error log provides logging for 28-bit addressing only. For 48-bit addressing, see A.7. 
The maximum size of the SMART comprehensive error log shall be 51 log pages. Devices may support fewer 
than 51 log pages. All multi-byte fields shown in this structure follow the byte ordering described in 3.2.8. The 
comprehensive error log data structures shall include UNC errors, IDNF errors for which the address requested 
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was valid, servo errors, write fault errors, etc. Comprehensive SMART Error Log data structures shall not include 
errors attributed to the receipt of faulty commands such as command codes not supported by the device or 
requests with invalid parameters or invalid addresses. 


Table A.4 — Comprehensive error log 


[OT SWARTerorlogverson——[Resened 


182-271 | Third error log data structure Data structure 5n+3 


[Datastructre 5S 
Fith error Tog data Sucre 


A.4.2 Error log version 
The value of the error log version byte shall be set to Oth. 
A.4.3 Error log index 


The error log index indicates the error log data structure representing the most recent error. If there have been 
no error log entries, the error log index is set to zero. Valid values for the error log index are zero to 255. 


A.4.4 Error log data structure 

The error log is viewed as a circular buffer. The device may support from two to 51 error log blocks. When the 
last supported error log block has been filled, the next error shall create an error log data structure that replaces 
the first error log data structure in logical block zero. The next error after that shall create an error log data 


structure that replaces the second error log data structure in block zero. The sixth error after the log has filled 
shall replace the first error log data structure in block one, and so on. 


The error log index indicates the most recent error log data structure. Unused error log data structures shall be 
filled with zeros. 


The content of the error log data structure entries is defined in A.15.4. 
A.4.5 Device error count 

The device error count field is defined in A.15.5. 

A.4.6 Data structure checksum 


The data structure checksum is defined in A.4.6. 


A.5 Device Statistics (Log Address 04h) 


A.5.1 Overview 


The optional Device Statistics log contains selected statistics about the device. This log shall be read-only, and 
shall only be accessed via the GPL feature set. This log is supported if there is a non-zero length for log address 


364 Working Draft AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 


May 21, 2007 T13/1699-D Revision 4a 


04h in the General Purpose Log Directory. The format of the data is defined in table A.5. If the Device Statistics 
log is supported, only the ‘Structure Version’ field is required. Each statistic is composed of a 1-byte flag field and 
a value field. If the most significant bit of the flag field is set to one then the value field of that statistic is valid. 
Each statistic shall be a multiple of 8 bytes long. The number of log pages may be greater than one. 


A.5.2 General Statistics (Page 0) 
A.5.2.1 Overview 


Device Statistics log page 0 contains general information about the drive as described in table A.5. 


Table A.5 — General Statistics 


Structure Version - Value = 0001h 


[| Bit [Weaning 


63 | 1 = Counter Supported, 0 = Counter not supported 
| 62:32 | 32 |Reserved eee 


aaa Number of times that the device has —————————— a Power-On Reset 
event 


A.5.2.2 Lifetime Power-On Resets 


A.5.2.2.1 Description 


Lifetime Power-On Resets is a counter which records the number of times that the drive has processed a 
power-on reset. 


A.5.2.2.2 Update Interval 


Lifetime Power-On Resets is incremented by one after processing each Power-On Reset and the device is 
capable of recording this statistic. 


A.5.2.2.3 Measurement Units 
Lifetime Power-On Resets is incremented by one for each Power-On Reset event. 
A.5.2.2.4 Initialization 


Lifetime Power-On Resets shall be initialized to zero at the factory. 


A.6 Device Vendor Specific Logs (Log Addresses A0h-BFh) 


Support for device vendor specific logs is optional. Device vendor specific logs may be used by the device 
vendor to store any data and need only be implemented if used. 
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A.7 Extended Comprehensive SMART Error log (Log Address 03h) 


A.7.1 Overview 


Table A.6 defines the format of each of the log pages that define the Extended Comprehensive SMART error log. 
The maximum size of the Extended Comprehensive SMART error log is 16,383 log pages. Devices may support 
fewer than 16,383 log pages. All multi-byte fields shown in this structure follow the byte ordering described in 
3.2.8. Error log data structures shall include Uncorrectable errors (See 6.2.9), ID Not Found errors (See 6.2.4) 
for which the address requested was valid, servo errors, write fault errors, etc. Error log data structures shall not 
include errors attributed to the receipt of faulty commands such as command codes not implemented by the 
device or requests with invalid parameters or invalid addresses. 


All 28-bit entries contained in the Comprehensive SMART log, defined under section A.4, shall also be included 
in the Extended Comprehensive SMART error log with the 48-bit entries. 


Table A.6 — Extended Comprehensive SMART error log 


[TT SART errorTog version | Reserved 
Reserved 


3 | Error log index (15:8) Reserved 


4-127 | First error log data structure Data structure 4n+1 


Data structure 4n¥2 


A.7.2 Error log version 


The value of the SMART error log version byte shall be 01h. 
A.7.3 Error log index 


The error log index is the error log data structure number representing the most recent error. If there have been 
no error log entries, the error log index is cleared to zero. Valid values for the error log index are zero to 65,535. 


A.7.4 Extended Error log data structure 
A.7.4.1 Overview 


The Extended Comprehensive SMART error log is viewed as a circular buffer. When the last supported error log 
has been filled, the next error shall create an error log data structure that replaces the first error log data structure 
in log page zero. The next error after that shall create an error log data structure that replaces the second error 
log data structure in log page zero. The fifth error after the log has filled shall replace the first error log data 
structure in log page one, and so on. 


The error log index indicates the most recent error log data structure. Unused error log data structures shall be 
filled with zeros. 
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The content of the error log data structure entries is defined in Table A.7. 


Table A.7 — Extended Error log data structure 


First command data structure 
n+18 -n+35 | Second command data structure 


n+36 - n+53 | Third command data structure 
n+54 - n+71 | Fourth command data structure 


n+72 - n+89 | Fifth command data structure 


n+90 - n+123 | Error data structure 


A.7.4.2 Command data structure 


The fifth command data structure shall contain the command or reset for which the error is being reported. The 
fourth command data structure should contain the command or reset that preceded the command or reset for 
which the error is being reported, the third command data structure should contain the command or reset 
preceding the one in the fourth command data structure, etc. If fewer than four commands and resets preceded 
the command or reset for which the error is being reported, the unused command data structures shall be zero 
filled, for example, if only three commands and resets preceded the command or reset for which the error is 
being reported, the first command data structure shall be zero filled. In some devices, the hardware 
implementation may preclude the device from reporting the commands that preceded the command for which the 
error is being reported or that preceded a reset. In this case, the command data structures are zero filled. 


If the command data structure represents a command or software reset, the content of the command data 
structure shall be as shown in Table A.8. If the command data structure represents a hardware reset, the content 
of byte n shall be FFh, the content of bytes n+1 through n+13 are vendor specific, and the content of bytes n+14 
through n+17 shall contain the timestamp. 


Table A.8 — Command data structure 


Byte Description 
n | Content of the Device Control field when the Command was initiated. 
n+1 | Content of the Feature field (7:0) when the Command was initiated. 
n+2 | Content of the Feature field (15:8) when the Command was initiated. 
n+3 | Content of the Count field (7:0) when the Command was initiated. 
n+4 | Content of the Count field (15:8) when the Command was initiated. 
n+5 | Content of the LBA field (31:24) when the Command was initiated. 
n+6 
7 | Content of the LBA field (39:32) when the Command was initiated. 
n+8 | Content of the LBA field (31:24) when the Command was initiated. 
n+9 | Content of the LBA field (23:16) when the Command was initiated. 
n+10 
n+11 | Content of the Device field when the Command was initiated. 
n+12 | Content written to the Command field when the command was initiated 
n+13 | Reserved 
n+14 
n+15 
n+16 
n+17 | Timestamp (most significant byte) 


Timestamp shall be the time since power-on in milliseconds when command acceptance occurred. This 
timestamp may wrap around. 


Working Draft AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 367 


T13/1699-D Revision 4a May 21, 2007 


A.7.4.3 Error data structure 


The error data structure shall contain the error description of the command for which an error was reported as 
described in Table A.9. If the error was logged for a hardware reset, the content of bytes n+1 through n+11 shall 
be vendor specific and the remaining bytes shall be as defined in Table A.9. 


Table A.9 — Error data structure 


S Transport specific value when the Command was initiated. See the appropriate transport 
standard, reference Device Control register. 
Content of the Error field (7:0) after command completion occurred. 


n+2 | Content of the Count field (7:0) after command completion occurred. 


Content of the LBA field (7:0) after command completion occurred. 
Content of the LBA field (47:40) after command completion occurred. 


n+12 
through | Extended error information 
n+30 


Life timestamp (least significant byte) 


Life timestamp (most significant byte) 


Extended error information shall be vendor specific. 


State shall contain a value indicating the state of the device when the command was initiated or the reset 
occurred as described in Table A.10. 


Table A.10 — State field values 


[Wave [State 
Sleep 


xa 
xER-XA 
XSF 


Sleep indicates the reset for which the error is being reported was received when the device was in the Sleep 
mode. 


Standby indicates the command or reset for which the error is being reported was received when the device was 
in the Standby mode. 


Active/Idle indicates the command or reset for which the error is being reported was received when the device 
was in the Active or Idle mode. 
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Executing SMART off-line or self-test indicates the command or reset for which the error is being reported was 
received when the device was in the process of executing a SMART off-line or self-test. 


Life timestamp shall contain the power-on lifetime of the device in hours when command completion occurred. 
A.7.5 Device error count 


The device error count field shall contain the total number of errors attributable to the device that have been 
reported by the device during the life of the device. These errors shall include Uncorrectable errors (See 6.2.9), 
ID Not Found errors (See 6.2.4) for which the address requested was valid, servo errors, write fault errors, etc. 
This count shall not include errors attributed to the receipt of faulty commands such as commands codes not 
implemented by the device or requests with invalid parameters or invalid addresses. If the maximum value for 
this field is reached, the count shall remain at the maximum value when additional errors are encountered and 
logged. 


A.7.6 Data structure checksum 


The data structure checksum is the two’s complement of the sum of the first 511 bytes in the data structure. 
Each byte shall be added with unsigned arithmetic, and overflow shall be ignored. The sum of all 512 bytes shall 
be zero when the checksum is correct. The checksum is placed in byte 511. 


A.8 Extended SMART Self-Test Log (Log Address 07h) 


A.8.1 Overview 


Table A.11 defines the format of each of the log pages that define the Extended SMART Self-test log. The 
maximum size of the self-test log is 3,449 log pages. Devices may support fewer than 3,449 log pages. All 
multi-byte fields shown in this structure follow the byte ordering described in 3.2.8. 


The Extended SMART self-test log shall support 48-bit and 28-bit addressing. All 28-bit entries contained in the 
SMART self-test log, defined in A.14 shall also be included in the Extended SMART self-test log with all 48-bit 
entries. 


Table A.11 — Extended Self-test log data structure 


First Log Page Subsequent Log Pages 
| OO Self-test log data structure revision number 


i Reserved 


Sefftost desorstor dex (7) 


3 | Self-test descriptor index (15:8) Reserved 


Descriptor entry 1 Descriptor entry 19n+1 
30-55 | Descriptor entry 2 Descriptor entry 19n+2 


FE a a 


This log is viewed as a circular buffer. When the last supported Self-test log has been filled, the next self-test 
shall create a descriptor that replaces descriptor entry 1 in log page 0. The next self-test after that shall create a 
descriptor that replaces descriptor entry 2 in log page 0, and so on. All unused self-test descriptors shall be filled 
with zeros. 
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A.8.2 Self-test descriptor index 


The Self-test descriptor index indicates the most recent self-test descriptor. If there have been no self-tests, the 
Self-test descriptor index is set to zero. Valid values for the Self-test descriptor index are zero to 65,535. 


A.8.3 Self-test log data structure revision number 
The value of the self-test log data structure revision number shall be 01h. 
A.8.4 Extended Self-test log descriptor entry 


The content of the self-test descriptor entry is shown in Table A.12. 


Table A.12 — Extended Self-test log descriptor entry 


Description 
Content of the LBA field (7:0) 


n+4 | Content of the self-test failure checkpoint byte. 
n+5 | Failing LBA (7:0). 


n+7 | Failing LBA (23:16). 

Failing LBA (31:24). 

Failing LBA (39:32). 
ne TT 1425 


Content of the LBA field (7:0) shall be the content of the LBA field (7:0) when the nth self-test subcommand was 
issued (see 7.53.5.2). 


Content of the self-test execution status byte shall be the content of the self-test execution status byte when the 
nth self-test was completed (see 7.53.6.4). 


Life timestamp shall contain the power-on lifetime of the device in hours when the nth self-test subcommand was 
completed. 


Content of the self-test failure checkpoint byte may contain additional information about the self-test that failed. 


The failing LBA shall be the LBA of the logical sector that caused the test to fail. If the device encountered more 
than one failed logical sector during the test, this field shall indicate the LBA of the first failed logical sector 
encountered. If the test passed or the test failed for some reason other than a failed logical sector, the value of 
this field is undefined. 


A.8.5 Data structure checksum 
The data structure checksum is the two's complement of the sum of the first 511 bytes in the data structure. 


Each byte shall be added with unsigned arithmetic, and overflow shall be ignored. The sum of all 512 bytes is 
zero when the checksum is correct. The checksum is placed in byte 511. 


A.9 Host Vendor Specific Logs (Log Addresses 80h-9Fh) 


The mandatory Host Vendor Specific logs shall each be defined as sixteen log pages. The content of the Host 
Vendor Specific logs shall be common to all log commands. This means that if the host places data in a Host 
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Vendor Specific page using SMART WRITE LOG, and then issues a READ LOG EXT to the same page, that the 
host receives the same data that was originally stored by SMART WRITE LOG. 


These host vendor specific logs may be used by the host to store any data desired. If a host vendor specific log 
has never been written by the host, when read the content of the log shall be zeros. 
A.10 NCQ Command Error (Log Address 10h) 


A.10.1 Overview 


Devices supporting the native queued capability shall support READ LOG EXT log address 10h (NCQ Command 
Error). the NCQ Command Error log is one page in length and is defined in table A.13. 


Table A.13 — NCQ Command Error Log 


= eT ep se, ee A to 
[Reseed Tag 
a 


1 
2 
3 Error 
4 


EC Lame) 
8 
Ed Devs 
rT ”~SE LBA (31.24) 

LBA (39:32) 


CBA (470) 


P18 | Count a 5 
14-255 Reserved 


256-510 Vendor Specific 


A.10.2 NCQ Tag 


If the NQ bit is cleared, the NCQ Tag field contains the NCQ Tag corresponding to the NCQ command that failed. 


A.10.3 NQ 


If set indicates that the error condition was a result of a non-NCQ command having been issued and that the 
NCQ Tag field is therefore not valid. If cleared indicates that the NCQ Tag field is valid and that the error condition 
applies to a NCQ command. 


A.10.4 Return Fields 


The Status, Error, LBA and Count fields indicate the error that caused the device to stop processing NCQ 
commands. 


NOTE 21 — The value returned in the Error field of the NCQ Command Error log may be different 
than the value returned in the Error field of table nn when the initial error condition is signaled. The 
Error field in table nn is used for the purpose of signaling a queued command error, while the value in 
the Error field of the NCQ Command Error log provides specific information about the error condition. 
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A.10.5 Checksum 


The data structure checksum is the 2’s complement of the sum of the first 511 bytes in the data structure. Each 
byte shall be added with 8-bit unsigned arithmetic and overflow shall be ignored. The sum of all 512 bytes of the 
data structure shall be zero. 


A.11 Read Stream Error Log (Log Address 22h) 


Table A.14 defines the format of the Read Stream Error log. Entries are placed into the Read Stream Error log 
only when the SE bit is set to one in the Status field. The 512 bytes returned shall contain a maximum of 31 error 
entries. The Read Stream Error Count shall contain the total number of Read Stream Errors detected since the 
last successful completion of the READ LOG EXT command with LBA field (7:0) set to 22h. This error count may 
be greater than 31, but only the most recent 31 errors are represented by entries in the log. If the Read Stream 
Error Count reaches its maximum value, after the next error is detected the Read Stream Error Count shall 
remain at the maximum value. During processing of aREAD LOG EXT command with the LBA field (7:0) set to 
22h, a device shall clear the Read Stream Error Log and clear the Error Log Index and Read Stream Error Count 
to zero. A device shall clear the content of the Read Stream Error Log during processing of a power-on reset or a 
hardware reset. 


Table A.14 — Read Stream Error Log 


ij} ———_ +=. «0 Structure Version 
1 | Error Log Index 


2-3 | Read Stream Error Log Count 
4-15 | Reserved 


16-31 | Read Stream Error Log Entry #1 
32-47 | Read Stream Error Log Entry #2 
48-63 | Read Stream Error Log Entry #3 


64-511 | Read Stream Error Log Entries #4 through #31 


The Data Structure Version field shall contain a value of 02h indicating the second revision of the structure 
format. 


The Read Stream Error Log Count field shall contain the number of uncorrected logical sector entries currently 
reportable to the host. This value may exceed 31. 


The Error Log Index indicates the error log data structure representing the most recent error. Only values 1 
through 31 are valid. 
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Table A.15 defines the format of each entry in the Read Stream Error Log. 
Table A.15 — Error Log Entry 


PO Feature 70) 
1 | Feature (15:8) 

3 

4 | LBA (7:0) 

5 | LBA (15:8) 

LBA (23:16 

7 | LBA (31:24 

LBA (39:32 

LBA (47:40 

10-11 | Reserved 

12 | Count (7:0) 


Count (15:8) 


Byte (1:0) (Feature field) contains the contents of the Feature field when the error occurred. This value shall be 
set to OFFFFh for a deferred write error. 


) 
) 
) 
) 


Byte 2 (Status field) contains the contents of the Status field when the error occurred. 
Byte 3 (Error field) contains the contents of the Error field when the error occurred. 
Bytes (9:4) (LBA field) indicate the starting LBA of the error. 


Bytes (13:12) (Count field) indicate the length of the error. Each entry may describe a range of logical sectors 
starting at the given address and spanning the specified number of logical sectors. 


A.12 SATA Phy Event Counters 


A.12.1 Overview 


The SATA Phy Event Counters log is one log page (in length. The first Dword of the log page contains 
information that applies to the rest of the log page. Software should continue to process counters until a counter 
identifier with value Oh is found or the entire page has been read. A counter identifier with value Oh indicates that 
the log page contains no more counter values past that point. The SATA Phy Event Counters log is defined in 
table A.16. 
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Table A.16 — SATA Phy Event Counters Format 


SE. 0 NE PO 
= eee 


4-5 Counter 0 Identifier 


6 - (Counter 0 Length+5) Counter 0 Value 


n- (n+1) Counter x Identifier 


(n+2) - (Counter x Length+n+1) Counter x Value 


506-510 


There are two mechanisms by which the host explicitly causes the Phy counters to be reset. The first 
mechanism is to issue a BIST Activate FIS to the device. Upon reception of a BIST Activate FIS the device shall 
reset all Phy event counters to their reset value. 


The second mechanism uses the READ LOG EXT command. When the device receives a command to read 
The SATA Phy Event Counters log and bit 0 in the Features register is set to one, the device shall return the 
current counter values for the command and then reset all Phy event counter values. 


See ATA 2.6 for more information. 
A.12.2 Counter x Identifier 


Phy event counter identifier that corresponds to Counter n Value. Specifies the particular event counter that is 
being reported. The Identifier is 16 bits in length. Valid identifiers are listed in SATA 2.6. 


A.12.3 Counter x Value 

Value of the Phy event counter that corresponds to Counter x Identifier. The number of significant bits is 
determined by Counter n Identifier bits 14:12, see SATA 2.6 for more information. The length of Counter x Value 
shall always be a multiple of 16-bits. All counters are one-extended. For example, if a counter is only physically 
implemented as 8-bits when it reaches the maximum value of FFh, it shall be one-extended to FFFFh. The 
counter shall stop (and not wrap to zero) after reaching its maximum value. 


A.12.4 Counter x Length 


Size of the SATA Phy event counter as defined by bits 14:12 of Counter n Identifier. The size of the Phy event 
counter shall be a multiple of 16-bits. 


A.12.5 Checksum 
The data structure checksum is the 2’s complement of the sum of the first 511 bytes in the data structure. Each 


byte shall be added with unsigned arithmetic and overflow shall be ignored. The sum of all 512 bytes of the data 
structure is zero when the checksum is correct. 
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A.13 Selective Self-Test Log (Log Address 09h) 


A.13.1 Overview 


The Selective self-test log is a log that may be both written and read by the host. This log allows the host to 
select the parameters for the self-test and to monitor the progress of the self-test. Table A.17 defines the content 
of the Selective self-test log. 


Table A.17 — Selective self-test log 


25°33 


i 
aaa 
29 
5037 
55.55 
86:73 
Tai 


570 
511 | Data structure checksum 


A.13.2 Data structure revision number 


The value of the data structure revision number filed shall be 01h. This value shall be written by the host and 
returned unmodified by the device. 


A.13.3 Test span definition 


The Selective self-test log provides for the definition of up to five test spans. The starting LBA for each test span 
is the LBA of the first logical sector tested in the test span and the ending LBA for each test span is the last LBA 
tested in the test span. If the starting and ending LBA values for a test span are both zero, a test span is not 
defined and not tested. These values shall be written by the host and returned unmodified by the device. 


A.13.4 Current LBA under test 
The Current LBA under test field shall be written with a value of zero by the host. As the self-test progresses, the 
device shall modify this value to contain the beginning LBA of the 65,536 logical sector block currently being 


tested. When the self-test including the off-line scan between test spans has been completed, a zero value is 
placed in this field. 
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A.13.5 Current span under test 


The Current span under test field shall be written with a value of zero by the host. As the self-test progresses, 
the device shall modify this value to contain the test span number of the current span being tested. If an off-line 
scan between test spans is selected, a value greater then five is placed in this field during the off-line scan. 
When the self-test including the off-line scan between test spans has been completed, a zero value is placed in 
this field. 


A.13.6 Feature flags 


The Feature flags define the features of Selective self-test to be executed (see table A.18). 


Table A.18 — Selective self-test feature flags 


[Bik [ Deseripion 


Vendor specific 
1 | When set to one, perform off-line scan after selective test. 


Bit (1) shall be written by the host and returned unmodified by the device. Bits (4:3) shall be written as zeros by 
the host and the device shall modify them as the test progresses. 


A.13.7 Selective self-test pending time 

The selective self-test pending time is the time in minutes from power-on to the resumption of the off-line testing 
if the pending bit is set. At the expiration of this time, sets the active bit to one, and resumes the off-line scan that 
had begun before power-down. 


A.13.8 Data structure checksum 


The data structure checksum is defined in A.15.6. 


A.14 SMART Self-Test Log (Log Address 06h) 


A.14.1 Overview 


Table A.19 defines the log page that make up the SMART self-test log. All multi-byte fields shown in this 
structure follow the byte ordering described in 3.2.8. The SMART Self-Test log supports 28-bit addressing only. 


Table A.19 — Self-test log data structure 


ne 


482-505 | Twenty-first descriptor entry 


506-507 | Vendor specific 


508 | Self-test index 
509-510 | Reserved 


Data structure checksum 
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This log is viewed as a circular buffer. The first entry shall begin at byte 2, the second entry shall begin at byte 
26, and so on until the twenty-second entry, that shall replace the first entry. Then, the twenty-third entry shall 
replace the second entry, and so on. If fewer than 21 self-tests have been performed by the device, the unused 
descriptor entries shall be filled with zeroes. 


A.14.2 Self-test log data structure revision number 
The value of the self-test log data structure revision number shall be 0001h. 
A.14.3 Self-test log descriptor entry 


The content of the self-test descriptor entry is shown in table A.20. 


Table A.20 — Self-test log descriptor entry 


Description 
Content of the LBA field (7:0). 


n+4 | Content of the self-test failure checkpoint byte. 
n+5 | Failing LBA (7:0). 


Failing LBA (15:8). 
Failing LBA (23.16). 


n+8 | Failing LBA (27:24). 


n+9 to n+23 | Vendor specific. 


Content of the LBA field (7:0) shall be the content of the LBA field (7:0) when the nth self-test subcommand was 
issued (see 7.53.5.2). 


Content of the self-test execution status byte shall be the content of the self-test execution status byte when the 
nth self-test was completed (see 7.53.6.4). 


Life timestamp shall contain the power-on lifetime of the device in hours when the nth self-test subcommand was 
completed. 


Content of the self-test failure checkpoint byte may contain additional information about the self-test that failed. 


The failing LBA shall be the LBA of the uncorrectable logical sector that caused the test to fail. If the device 
encountered more than one uncorrectable logical sector during the test, this field shall indicate the LBA of the 
first uncorrectable logical sector encountered. If the test passed or the test failed for some reason other than an 
uncorrectable logical sector, the value of this field is undefined. 


A.14.4 Self-test index 

The self-test index shall point to the most recent entry. Initially, when the log is empty, the index shall be set to 
zero. It shall be set to one when the first entry is made, two for the second entry, etc., until the 22nd entry, when 
the index shall be reset to one. 

A.14.5 Data structure checksum 

The data structure checksum is the two's complement of the sum of the first 511 bytes in the data structure. 


Each byte shall be added with unsigned arithmetic, and overflow shall be ignored. The sum of all 512 bytes is 
zero when the checksum is correct. The checksum is placed in byte 511. 
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A.15 Summary SMART Error Log (Log Address 01h) 


A.15.1 Overview 


Table A.21 defines the log page that make up the SMART summary error log. All multi-byte fields shown in this 
structure follow the byte ordering described in 3.2.8. Summary SMART Error log data structures shall include 
UNC errors, IDNF errors for which the address requested was valid, servo errors, write fault errors, etc. 
Summary error log data structures shall not include errors attributed to the receipt of faulty commands such as 
command codes not implemented by the device or requests with invalid parameters or invalid addresses. If the 
device supports the Comprehensive SMART Error log, then the Summary SMART Error log duplicates the last 
five error entries in the Comprehensive SMART Error log. The Summary SMART Error log supports 28-bit 
addressing only. 


Table A.21 — Summary SMART Error log 


[OT SMART erortogverion SCS 


454-570 
5m 


A.15.2 Error log version 
The value of the Summary SMART Error log version byte shall be 01h. 
A.15.3 Error log index 


The error log index indicates the error log data structure representing the most recent error. Only values zero 
through five are valid. If there are no error log entries, the value of the error log index shall be zero. 


A.15.4 Error log data structure 

A.15.4.1 Overview 

An error log data structure shall be presented for each of the last five errors reported by the device. These error 
log data structure entries are viewed as a circular buffer. That is, the first error shall create the first error log data 
structure; the second error, the second error log structure; etc. The sixth error shall create an error log data 


structure that replaces the first error log data structure; the seventh error replaces the second error log structure, 
etc. The error log pointer indicates the most recent error log structure. If fewer than five errors have occurred, 
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the unused error log structure entries shall be zero filled. Table A.22 describes the content of a valid error log 
data structure. 


Table A.22 — Error log data structure 


nal 


n+36 -n+47 | Fourth command data structure 
n+48 - n+59 | Fifth command data structure 
n+60 - n+89 | Error data structure 


A.15.4.2 Command data structure 


The fifth command data structure shall contain the command or reset for which the error is being reported. The 
fourth command data structure should contain the command or reset that preceded the command or reset for 
which the error is being reported, the third command data structure should contain the command or reset 
preceding the one in the fourth command data structure, etc. If fewer than four commands and resets preceded 
the command or reset for which the error is being reported, the unused command data structures shall be zero 
filled, for example, if only three commands and resets preceded the command or reset for which the error is 
being reported, the first command data structure shall be zero filled. In some devices, the hardware 
implementation may preclude the device from reporting the commands that preceded the command for which the 
error is being reported or that preceded a reset. In this case, the command data structures are zero filled. 


If the command data structure represents a command or software reset, the content of the command data 
structure shall be as shown in table A.23. If the command data structure represents a hardware reset, the 
content of byte n shall be FFh, the content of bytes n+1 through n+7 are vendor specific, and the content of bytes 
n+8 through n+11 shall contain the timestamp. 


Table A.23 — Command data structure 


transport standard, reference Device Control register. 


Content of the LBA field (7:0) when the Command was initiated. 


Content of the LBA field (15:8) when the Command was initiated. 


Content of the LBA field (23:16) when the Command was initiated. 


047 


Timestamp (next most significant byte) 
Timestamp (most significant byte) 


Timestamp shall be the time since power-on in milliseconds when command acceptance occurred. This 
timestamp may wrap around. 
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A.15.4.3 Error data structure 


The error data structure shall contain the error description of the command for which an error was reported as 
described in Table A.23. If the error was logged for a hardware reset, the content of bytes n+1 through n+7 shall 
be vendor specific and the remaining bytes shall be as defined in table A.23. 


Table A.24 — Error data structure 


n | Reserved 


n+1 | Content of the Error field after command completion occurred. 

n+3 | Content of the LBA field (7:0) after command completion occurred. 
n+4 | Content of the LBA field (15:8) after command completion occurred. 
n+5 | Content of the LBA field (23:16) after command completion occurred. 


n+6 | Content of the Device field after command completion occurred. 
n+7/ | Content written to the Status field after command completion occurred. 


Extended error information 


n+28 | Life timestamp (least significant byte) 


Life timestamp (most significant byte) 


Extended error information shall be vendor specific. 


State shall contain a value indicating the state of the device when command was initiated or the reset occurred 
as described in table A.25. 


Table A.25 — State field values 


[value [State 
xh 


x2h | Standby 


x3h | Active/Idle 


4 
xSR-xA 
SRA 


Sleep indicates the reset for which the error is being reported was received when the device was in the Sleep 
mode. 


Standby indicates the command or reset for which the error is being reported was received when the device was 
in the Standby mode. 


Active/Idle indicates the command or reset for which the error is being reported was received when the device 
was in the Active or Idle mode. 


Executing SMART off-line or self-test indicates the command or reset for which the error is being reported was 
received when the device was in the process of executing a SMART off-line or self-test. 


Life timestamp shall contain the power-on lifetime of the device in hours when command completion occurred. 
A.15.5 Device error count 


The device error count field shall contain the total number of errors attributable to the device that have been 
reported by the device during the life of the device. These errors shall include UNC errors, IDNF errors for which 
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the address requested was valid, servo errors, write fault errors, etc. This count shall not include errors 
attributed to the receipt of faulty commands such as commands codes not implemented by the device or 
requests with invalid parameters or invalid addresses. If the maximum value for this field is reached, the count 
shall remain at the maximum value when additional errors are encountered and logged. 


A.15.6 Data structure checksum 


The data structure checksum is the two's complement of the sum of the first 511 bytes in the data structure. 
Each byte shall be added with unsigned arithmetic, and overflow shall be ignored. The sum of all 512 bytes shall 
be zero when the checksum is correct. The checksum is placed in byte 511. 


A.16 Write Stream Error Log (Log Address 21h) 


Table A.26 defines the format of the Write Stream Error log. Entries are placed into the Write Stream Error log 
only when the SE bit is set to one in the Status field. The log page shall contain a maximum of 31 error entries. 
The Write Stream Error Count shall contain the total number of Write Stream Errors detected since the last 
successful reading of the Write Stream Error log. This error count may be greater than 31, but only the most 
recent 31 errors are represented by entries in the log. If the Write Stream Error Count reaches its maximum 
value, after the next error is detected, the Write Stream Error Count shall remain at the maximum value. When 
the Write Stream Error log has been read by the host, the device shall clear the Write Stream Error Log and clear 
the Error Log Index and Write Stream Error Count to zero. A device shall clear the content of the Write Stream 
Error Log during processing of a power-on reset or a hardware reset. 


Table A.26 — Write Stream Error Log 


Structure Version 
1 | Error Log Index 


Write Stream Error Log Count 


4-15 | Reserved 


5-7 | Reserved 


16-31 | Write Stream Error Log Entry #1 
32-47 | Write Stream Error Log Entry #2 
48-63 | Write Stream Error Log Entry #3 


64-511 | Write Stream Error Log Entries #4 through #31 


The Data Structure Version field shall contain a value of 02h indicating the second revision of the structure 
format. 


The Write Stream Error Log Count field shall contain the number of WRITE STREAM command entries since the 
last power-on reset or hardware reset, or since this log was last read. 


The Error Log Index indicates the error log data structure representing the most recent error. Only values 1 
through 31 are valid. 
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Annex B 
(Informative) 


Command Set summary 


The following four tables are provided to facilitate the understanding of the command set. Table B.1 provides 
information on which command codes are currently defined. Table B.2 provides a list of all of the commands in 
order of command code with the required use for each. Table B.3 provides a summary of all commands in 
alphabetical order with the required use for each. Table B.4 documents the assignment history of each opcode 
by ATA standard. Table B.5 documents the assignment history of each SET FEATURES code by ATA standard. 


Table B.1 — Command Matrix 

aE SEE ae aE een Ree Eee Ee eee eed ee 
Oa ARS SOS TRE  ee Re aesi| Re] 
ae ee ee eae ee ee 
aaa po eee Rca a ee Boa 
LSP OL OTOL eT ep ep ete tet epeyp op epe te 
MGS SO fe Rol SR AE | OF a Re eRe BER SR ER eRe) 
aa (eM ae 

iI S| 
¥ 
Es Sa Si fa eff PS 
Soe IRR RE Re RC RR | 


= Reserved at the Media Card Pass Through 
Command feature set. 

S = Reserved for Serial ATA 

* indicates that the entry in this table has 
changed from ATA/ATAPI-7, INCITS 
XXX-XXXX. 


C = defined command. 

R = Reserved, undefined in current 
specifications. 

V = Vendor specific commands. 

O = Obsolete. 

E = retired command. 

F= If the device does not implement the CFA 
feature set, this command code is Vendor 
specific. 

A= Reserved for assignment by the 
CompactFlash™ Association 
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Table B.2 — Command codes (sorted by command code) (part 1 of 4 


( ) 
Protocol |Command General Packet Command 
sic Feature Set | Feature Set Code 
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OR REQUESTEXTENDEDERROR [0 [ NOR 
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DEVICE RESET N M 
Reserved 
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READ SECTOR(S) 
Obsolete 
READ SECTOR(S) EXT 

DM READ DMA EXT 
DMQ_ |READ DMA QUEUED EXT 

ND 
READ MULTIPLE EXT 
OM 
READ STREAM EXT 
Reserved 
READ LOG EXT 
WRITE SECTOR(S) 
Obsolete 
WRITE SECTOR(S) EXT 
M WRITE DMA EXT 
DMQ_ |WRITE DMA QUEUED EXT 

ND SET MAX ADDRESS EXT 
CFA WRITE SECTORS WITHOUT ERASE 
WRITE MULTIPLE EXT 
WRITE STREAM DMA EXT 
WRITE STREAM EXT 
Obsolete 
WRITE DMA FUA EXT 
WRITE DMA QUEUED FUA EXT 
WRITE LOG EXT 
ND READ VERIFY SECTOR(S) 
Obsolete 

READ VERIFY SECTOR(S) EXT 

Reserved 
WRITE UNCORRECTABLE EXT 

Reserved 
READ LOG DMA EXT 
Reserved 
Obsolete 
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Table B.2 — Command codes (sorted by command code) (part 2 of 4 


[DM [WRITE LOG DA EXT eco 


pResened Sd C* 


READ FPDMA QUEUED 
WRITE FPDMA QUEUED 
Reserved 

Obsolete 

Retired 

Vendor Specific 


CFA TRANSLATE SECTOR 


Vendor Specific 


M 


Reserved 


[PO__ [DOWNLOAD MIGROCODE pas a eae 


[Reserved a Ca 


a 


Vendor Specific 

Reserved 

PACKET 

DENTIFY PACKET DEVICE 
SERVICE 

Reserved 

ND SMART 

DEVICE CONFIGURATION OVERLAY 
Reserved 

NV Cache 

Reserved 

ND CFA ERASE SECTORS 
Vendor Specific 

READ MULTIPLE 

WRITE MULTIPLE 

ND SET MULTIPLE MODE 
READ DMA QUEUED 

READ DMA 

Obsolete 

WRITE DMA 

Obsolete 

WRITE DMA QUEUED 

CFA WRITE MULTIPLE WITHOUT ERASE 
WRITE MULTIPLE FUA EXT 
Reserved 
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Fa SS ee ey 
[ScINDE 21) CENERASE SE GTOR SES 
Ve | Nendprispecte 
pal READ OEP C Ee! 
PO ed ns 
RENEE (SER MBENREEMOPE 
eRe Se SS en 
fe OS RED PMA 
fe Sg ORS 
ORS DS 
aor 2) OUSOIRIGR 5 See 
FER Sa ENaC ne ee nee 
EERO CES MIRITE MOEVEEE WITHOUGERS =| 
ea UE an 
aa 5 
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Command General Packet Command 
Feature Set | Feature Set Code 


Resowed SS C* «i 
es 


(o>) 


2h-6Fh 


~| N 


1h-7Fh 
Oh-86h 
87h 
88h-8Fh 
90h 
91h 


9 


i<e) 
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Table B.2 — Command codes (sorted by command code) (part 3 of 4) 


Reserved 


General 
Feature Set 


May 21, 2007 


P 
Fea 


Command 
Code 


PND |GHECKMEDIACARDTYPE [OTN DTH 

| |eommansieauresct | | 
Command feature set 

| |eommansieauresct | | 
Command feature set 

| |eommendieatresct | | 
Command feature set 

p [Reserved ar 


[[Bbsaiete a (2 
[Retred 2 


a 


Obsolete 


STANDBY IMMEDIATE 


IDLE IMMEDIATE 


DLE 
READ BUFFER 


CHECK POWER MODE 
ND SLEEP 


Sur SSCSC~*S 
[PO [WRITE BUFFER 
[Retired 
[Reseed 
[PI IDENTIFY DEVICE 
a 
Sn 
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Table B.2 — Command codes (sorted by command code) (part 4 of 4 


) 
Feature Set | Feature Set Code 
[PO [SECURTIVSETPASSWORD [OTIC 
[PO |SECURTYUNLOCK Oa 
[ND |SECURITVERASE PREPARE [OTR 
[PO [SECURITY ERASE UNIT OO an 
ee i 
[PO |SECURITY DISABLE PASSWORD ee i 
[Vendor Specie fo ee 
a 
ee 
i a 
Key: 


SET MAX ADDRESS 
Vendor Specific FAh-FFh 


ND = Non-data command M = Mandatory 

PI = PIO data-in command O = Optional 

PO = PIO data-out command N = Use prohibited 

DM = DMA command V = Vendor specific implementation 
DMQ = DMA QUEUED command E = Retired 

DR = DEVICE RESET command B = Obsolete 


DD = EXECUTE DEVICE DIAGNOSTIC R = Reserved 
command F = If the device does not implement the 


P = PACKET command CFA feature set, this command code is 
Vendor specific. 


VS = Vendor specific 
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Table B.3 — Command codes (sorted by command Name) (part 1 of 3 


CFA ERASE SECTORS 


) 
Protocol | Command General Packet Command 
Feature Set | Feature Set Code 
Pe See ee ORS ee ieee 


CFA TRANSLATE SECTOR 


OFA REQUESTEXTENDEDERROR [Of N ‘0h 
SFATRANSLATE SECTOR [ONT 


[PO [CFAWRITE MULTIPLE WITHOUTERASE [Oo [_N (CDR 
[PO [CFAWRITE SECTORS WITHOUTERASE [0 [ NN [38h 
[ND [GHECKWEDIACARDTYPE [CO] ON (DIR 
[ND [CONFIGURE STREAM 
[NO [DEVICE CONFIGURATION OVERLAY [| Oia 

DEVICERESET. TN «BH 
a 
[DD [EXECUTE DEVICE DIAGNOSTIC [TM __=*(80 


| DR | DEVICE RESET 


DOWNLOAD MICROCODE 


FLUSH CACHE 
FLUSH CACHE EXT 
IDENTIFY DEVICE 


DLE 
ND NOP 


NV Cache 
Obsolete 


PACKET 

READ BUFFER 

READ DMA 

READ DMA EXT 

READ DMA QUEUED 

READ DMA QUEUED EXT 
READ FPDMA QUEUED 

READ LOG DMA EXT 

READ LOG EXT 

READ MULTIPLE 

READ MULTIPLE EXT 

READ NATIVE MAX ADDRESS 
READ NATIVE MAX ADDRESS EXT 
READ SECTOR(S) 

READ SECTOR(S) EXT 

READ STREAM DMA EXT 
READ STREAM EXT 

ND READ VERIFY SECTOR(S) 

ND READ VERIFY SECTOR(S) EXT 


M 


= 


DMQ 
DMQ 
DMQ 


ND 
ND 


1s) 


M 


el 
a 
ae) a 
ee 
McC 
eee) 
[OMe 
een 
[see 
eee dl 
al 
nes 
ie 
leet acy 
PN 
aes aa 
pee] 
awe 


E7h 


a = 
[PI [IDENTIFY PACKET DEVICE [NTR 

a =< 
[ND |OLEWMEDIATE ET 


—_ 
(a>) 
= 
No 
—_ 
> 
NO 
wo 
= 
wo 
—_ 
> 
wo 
wo 
oo = 
wo 
Oo 
aN 
—_ 
> 


Zz 


E1th 
00h 


eo 
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Table B.3 — Command codes (sorted by command Name) (part 2 of 3) 


Protocol | Command General Packet Command 
re -_ acihe seal — 


Reserved 
ok. aan ia ve ae oe ae ae an 
62h-6Fh, 91h, 93h, 9Bh-9Fh, A3h-AFh, 
B2h-B5h, B7h-BFh, CFh, DOh, D5h-D9h, 
EBh 


Reserved for the Media Card Pass Through N D2h-D4h 

Command feature set 

Retired 11h-1Fh, 71F-7Fh, 94h-99h, DBh-DDh, 
E9h 


[Po |SECURITY DISABLE PASSWORD [Oo fren 
[SECURITVERASE PREPARE <O—* 
SECURITY ERASE UNIT on 
[SECURITY FREEZELOCK SO * CO _«* 
[SECURITY SETPASSWORD———<d[ +O _‘|F 


SECURITY UNLOCK a A 
P/DMQ |SERVICE 


SET FEATURES 
SET MAX ADDRESS 


SET MAX ADDRESS EXT Eee [ah 
Ro SETHULTPCE NODE 9 o1 —— 


STANDBY IMMEDIATE 
TRUSTED RECEIVE 
TRUSTED RECEIVE DMA 


WRITE BUFFER 


0 [8 es 
[DM [WRITE DMA ca 
[DM [WRITE DMA EXT 08 

[DM [WRITE DMA FUREXT [ON 

DMG_[WRITEDNAQUEUED [Od 
WRITE DMA QUEUEDEXT [Of 
WRITE DMA QUEUEDFUREXT— [Oi N+ 
WRITEFPOWACUEUED—————S<d[ <i +d ON‘ 

[DM [WRITE LOG DMAEXT 
WRITELOGEXT SSCS“ 
WRITEWULTPLE ST NS 
WRITEWULTPLEEXT TON 
WRITEWULTIPLEFUREXT | <O*d OWN «CE 
WRITESECTORS) ——SSSCSC*iSCC 
WRITESECTORS)EXT SCT dT 
WRITE STREAM DMAEXT [| O| _N_[3ah___ 
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Table B.3 — Command codes (sorted by command Name) (part 3 of 3) 


WRITE STREAM EXT 


Protocol | Command General Packet Command 
Pe vile = Set = = —— 


[ND |WRITE UNCORRECTABLE EXT =o fk J 
Key: 


ND = Non-data command M 
P| = PIO data-in command O 


PO = PIO data-out command N= 
DM = DMA command V= 


DMQ = DMA QUEUED command ES 
= Obsolete 


DR = DEVICE RESET command ac 


F= 


DD = EXECUTE DEVICE DIAGNOSTIC 
command 

P = PACKET command 

VS = Vendor specific 


= Mandatory 
= Optional 


Use prohibited 
Vendor specific implementation 
Retired 


Reserved 

If the device does not implement the 
CFA feature set, this command code is 
Vendor specific. 
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Table B.4 — Historical Command Assignments (part 1 of 7) 


a a 


| 02h | 


— CER REQUEST EXTENDED — REQUEST EXTENDED 
= 


ee 
[Tor [RECAUBRATE ee pe Too yoyo yo 
[wih [RECAUBRATE ee Oe Te Te Te | 
[ah |RECALIBRATE ee Oe Te Te fe Te 
[ish [RECAUIBRATE ee Oe Te Te Tee 
[ah [RECAUIBRATE ee Oe Te fe Te Te 
[ish |RECAUIBRATE ee Oe Te Te Tee 
[jen [RECALIBRATE ee Oe Te Tee 
[ih |RECAUIBRATE ee Oe Te fe ye Te 
[aah [RECAUBRATE ee Oe Te Te yee 
[Toh [RECALIBRATE ee Oe Te Te Tee 
[jah [RECAUBRATE ee Oe Te Te Tee 
[jah [RECAUBRATE ee Oe Te fe fe 
[Toh [RECALIBRATE ee Oe Te Te yee 
[WOR [RECALIBRATE ee oe Te fe Te Te 
[Wen [RECALIBRATE ee Oe Te Te Te Te 
a ae a Ee ae ee ae 
ee ee 


21h READ SECTORS WIHOUT —— SECTORS WITHOUT 
RETRY 


[22h |READIONG pepe pepe pepe pope 
aii READ TONG WHHOUTRETRY|-}-c-]-6}-0- 0 

ait REND SECTORS EX RRR RR ee 

an em a eae 

| 26h READ DMA [READ DMA QUEUEDEXT EXT EE 


+ 
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Table B.4 — Historical Command Assignments (part 2 of 7) 


[2h [READWULTPLEERT CT RO RP RP RR CTC TO 

[2Ah_|READSTREAWDMA OT ROT ROP RP RR RC To 

Pash [READSTREAM OT ROT ROT ROP RT RT RT 
Es 


2Fh READ LOG EXT 
30h WRITE [WRITESECTORS sd 


3th WRITE SECTORS WITHOUT — SECTORS WITHOUT 
RETRY 


WRITE [WRITELONG sd 


an [WRtre tone wrOUTRERY | -[-e-[-e 0-0} ooo 
erie secrorsext RR RR Po pe fe ey 
as ae 


WRITE DMA EXT 
| 36h WRITE DMA |WRITE DMA QUEUED EXT EXT 


37h SET NATIVE MAX ADDRESS 
Sill Seeded BED 
CFAWRITE SECTORS WITHOUT 
Pe fegremormor state pete po pete 


39h WRITE [WRITE MULTIPLEEXT =—s EXT 
Bah WRITE STRERHTONA RRR RR 
[36h [WRITE STREAM PRR PR PR 

3Ch WRITE VERIFY 


[30h WRITE DMAFUREXT——[R 
[Eh WRITE DMA QUEUEDFUAEXT [RT RT R | R [RR | 


3Fh |WRITE LOG EXT 
READ VERIFY SECTORS 


41h READ VERIFY SECTORS 
WITHOUT RETRY 


READ VERIFY SECTORS EXT ae 


I een eS] RR 
WRITE UNCORRECTABIEEXT [R[ R[R[R [TR] RRO, 
aR RR PRR RRR 
[47h [READ LOG DMA EXT a nl PCS] 


FORMAT TRACK 


FORWATTRACK Opa 50 ibe 
[Sih [CONFIGURESTREAM RR RRR PR [Oo] oO 
i a SS 

er aL 
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sateen Sa 

[Sch |TRUSTEDRECEWE RRR RR TR [RO 
[30h |TRUSTEDRECEWEDWA [RT RR] R [TR [RT R | oO 
[seh [TRUSTEDSEND CO RP RT RRR TR TR | OT 
[SFh_|TRUSTEDSENDDWA RR RT RR TR TR | o 
[sok [READ FPOWAQUEUED [TR [RR] RT R [TR |S | o 
[Sih |WRITEFPOWAQUEUED [RT R TR TR TR TR [Ss [oo 
[ear [satavesened) CP RT RT RRR [RTS |S 
[ean [satAvesened) Ci TR TR TR [RRS | S 
[ean [SaTAesened) Ci RR RT RRS] Ss 
[ean [SATAvesened) SSC RT RYT RT RT RT RTS |S 
[son [SaTAvesened) Ci PR TR TR RT RTS |S 
[om |sar ese) RR RR RR ss 


SEEK os 

[7h [SEEK I = a 
72h SEEK E E 

Sa En OG Gi = ll 

[73h [SEEK Bc i WS GS 
74h SEEK 

[ran [SEEK ee oe ee ee 
75h SEEK E E 

[Wer [SEEK ee oe ee ee 

[Ten [SEEK [eoeealec@e Os Trex a Jers 2e aE Eee 
TTh SEEK 

I 5 5; =O = = 
78h SEEK E E 

[Teh [SEEK ee oe ee ee 

[79h [SEEK Et Ed i = i 
7A SEEK 

[wah [SEEK ee oe ee ee 
7Bh SEEK E E 

Ewen EK OPO POP ETE PELE 

[7oh— [SEEK (EL Cc = aL 
7Dh SEEK 

[oR SEEK ee oe fe ee Te 
7Eh SEEK E E 

i a SOG 

[7Fh_ [SEEK a =e = a a 

[80h [vendor speaiFe) Pi SR i A Gn a 
Bin |[vendor spec) v 
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Table B.4 — Historical Command Assignments (part 4 of 7) 


ba CTE a (Se A ed 
[83h |(vendorspeciicy Vv vv vv 
[Bah [vendor spectiey vv vv vv 
Tasers) 
[eh |(vendorspecticy vv vv vv 
(vendor specific) / CFA 
ea i ee EE BE 
[ah |(vendor specicy Vv 
Tash — eer pa) 
aan reneor spe) vp pv 
RC. a GO A 
[wendorspeatiey Vv vv vv 
[80h [vendor speciey VV vv vv 
[BER |(vendorspecticy Vv vv vv 
[BFR |(vendorspecticy Vv vv vv 


EXECUTE DEVICE 
ee’ — “|e f se ele sie) 
INITIALIZE DEVICE 
ee ee 


[sah [DOWNLOAD WeROGODE TR Pe ee ee ee 
ee Ree Reg RR 
sir | STANDBY MEDIATE oe ee 


oh [DIEWWEDIATE CP PC PC Te TET ELE. 
[ser STANDBY eee ee ye Te 
ON 
san CHECK FOWERWODE Je} ee 
[2e6 e RIRS R Rel Ro R 


[Roh | PRCRET 
el 
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Table B.4 — Historical Command Assignments (part 5 of 7) 


B7h 


oe RSA ae Re Ry 
[Bah [orAvesened) RRR RATATAT A 
[Bah [orAvesened) SCS PRR RT ATATA TA 
Ban [OFA reserved) RR RR RA 
[gen orA resend) RR RR AA 


sch 


| BFh | CFA (reserved 


COh (vendor specific) / CFA ERASE Vv Vv 
SECTORS 


vw 
[Gah [vendor specie) 
[Cah [Wvendorspecifey 
Gah | READ MULTIPLE [eee pe pepe pepe 
[coh WRTEMUTPLE ee ee pepe ye 
[cen ser MULTE MODE ee ee ee ee 
CTh__[READDWAQUEUED___[_R |_R_| i 
cr RERDDMR————epepepepepepee 
[Cah [READ DMA WITHOUTRETRES [C [Te [ce Tofotolo 
[car |WRIEDMA ee pe pe pe pe ye 
Ee RT UTES SG ee eae eo 
[Sch |WRITE DMA QUEUED a 


CDh CERWRITE MULTIPLE WITHOUT MULTIPLE amour} 
ERASE 


carrer oRTRLE FORE [beep 
a a) OG PL 
ee ee 
PR epee 


Po feeecemweceror=| ete fete f ee [™ |e 

through Command feature set 

fo enough Conmandteaureset | © | | R | R | | ™ | M | M | 
through Command feature set 

| enough Conmandteaureset™ | | | & | R | | w | M | M 
through Command feature set 

Oe ee ee | 
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Table B.4 — Historical Command Assignments (part 6 of 7) 


a 
OS 
eee 
SONOWLEDEE EDR MEDIA 
CHANGE 
| DCh |BOOTPOSTBOOT —i POST BOOT 
ity oe 


MEDIA UNLOCK FG] 
[Eon [STANDBYIWEDITE ee Po poe pe pe pe To 
IDLE IMMEDIATE 

E2h 


— 
Cc 
C 
Cc 
STANDBY Cc 
= 2 OO 
READ BUFFER Cc 
CHECK POWER MODE Cc 
SLEEP C 
E7h FLUSH CACHE Cc 
WRITE BUFFER : 
WRITE SAME 


c [ec E i 
[Ean [FLUSHCACHEEXT OT RO ROP ROP RR Ce 


Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
Cc 
E 


er [CS ART RT RR PRR 
Tech [DENY DEVE eee re ee 
MEDIA EJECT 
[EER DENTIFY DEVICE DIR | R[F 
SET FEATURES 
ia a 
[Fin [SECURITY set PassWORD[v[ we re ee et 
SECURITY UNLOCK V 
a SECURITY ERASE PREPARE V 
SECURITY ERASE UNIT =a 
| F5h |SECURITYFREEZELOCK FREEZE LOCK 


op SECURITY DISABLE DISABLE 
PASSWORD 


| F7h — |(vendor \(vendor specific) = = = 


Fat READ RANIVE MRKCRDBRESS [VV ee 
Fon_|SETWAXADDRESS OT VT VP VV Pope pe pote 
[FAR [(vendor specifi) 


396 Working Draft AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 


May 21, 2007 T13/1699-D Revision 4a 


Table B.4 — Historical Command Assignments (part 7 of 7) 


V 


FCh (vendor specific) V V Vv Vv V V V 
ecole z | we ea ee ee el 


FDh (vendor specific Vv Vv Vv Vv Vv Vv Vv V 
Bia EES EN IE 


) 
FER v 
) 


ey: 


A = Reserved for assignment by the CompactFlash Association 
C =a defined command. F = lf the device does not implement the CFA feature set, this 
E =a retired command. command code is Vendor specific. 
O = Obsolete. M = Reserved for the Media Card Pass Through Command 
R = Reserved, undefined in current feature set. 
specifications. S = Reserved for Serial ATA 
V = Vendor specific commands. “Indicates this definition is new to ATA8 


Table B.5 — Historical SET FEATURE Code Assignments (part 1 of 7) 


pony ATA1 | ATA2 | ATA3 | ATA4 | ATAS | ATAG6 | ATA7 | ATA8 


a ee ea 

| Ozh Real | ee ae eed eral 

a [ratvsintne counties | || 
value in the count field 

(eee Enable all automatic defect [ea eal ee ae 


i?) 


reassignment 

Poe Enable advanced power 
management 

Enable Power-Up in Standby 
feature set 

Power-up in Standby feature 

set device spin-up 


0 
0 
a 
eal 
eal 
0 Reserved for Address offset 
reserved boot area method 
technical report 
0 ey 
0 Ee 
0 PR 
0 eae 
0 Rea 
0 = 
fae 
ae 
PR 


C C Cc C 

a | 
(aa et eal 
a ad 
pan [Reserved TRY 
[Tan |Reseved RRR 
pth [Reseved OR TR OR OR 
[ten |Resewed RRR PR RR RR 

17h Reserved 


Resened 
[aah [Reseved CO RR 


19h Reserved 


(Reseed RR ae ee Re Rd 
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eee heel 
al 
aaa 
Bos PERS 
eer pe 
Es 


ee IRS 
cate IE te! 
Pe a 
is ei 
ee SE 
ia Ea 
RRS 
ie ea 
A ee Ee 
eel 
fie a 


2h 
3h 
[eal 
i: Loe 
ied 
: ll 
pases 
Bh eel 
ERol 
fe 
Eh ial 
Fh aes 
cell 

ica 

2h eal 
isa 
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pie ATA1 | ATA2 | ATA3 | ATA4 | ATAS | ATAG | ATA7 | ATA8 


[Teh [Reseved OR 
[ich [Resewed OR 
[WOR [Resewed OR 
acs 
rane 


— 


[tistics | 
(T13/DT1696) 
21h Reserved for Technical Report 
po erspriesy TT TT LE 
pm [Reseved OCP RT RP RP RR ROR OR 
p aan [Reseed RRR RRR TR OR 
pam [Reseved RRR PRR OR OR OR 
pen [Reseved OCP RT RT RP RP RR OTR OTR 
pen [Reever CRP RRP RT ROR RR 
pam [Reeved OC RT RRP RR TR OR OR 
Bn [Reserves FR Oa 
pon [Reever RR PR PRT ROR ORR 
pzan[Reseved OCP RUT ROT RP RR TR OR OR 
p zen [Reseved PRT ROP RP RRR TR OR 
pon |Reseved RRR PRT ROR ORR 
2 i i) a a 
p zen [Reseved PRT RT RP RP RT ROR OTR 
pn |Reseved RRR RT RR RR 
pson [Reeve PRR RP RRR OR OR 
31h Disable Media Status Cc Cc C Cc 
pa eatteston EL LT LE TE 
eal Reeve. RRR Sa eR 
(Ra 6 a (Cae ee 
[eeaine a ReSeINe TR ec ee eo al 
Pe rr ee 2 eee eee ee ee 
[pes WReseweds Ree Ra Re Re Ry 
Ge oe ee eae ee ae ee 
Pope aeseiveds U2 aye TTR See ie See Ret S| 
ae a eo oe ee eee ee ea ee 
[ao BeseWCUS PRS ce eRe eae 
eee Ni ReSe et =e ae ea ee 
FSS a aS a (Se ee 
[eb | Resemveds RR eT Ree eRe 
jeaeee a ReseWed. = EAR ae Rs ieee ROR Rea 
VR a FF 


AON Reseed 8 Re aS Be Re Bea RS 
feature set 
MManagonenteaureset |" | "| |“ |" | * | | 
Management feature set 
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Table B.5 — Historical SET FEATURE Code Assignments (part 3 of 7) 


Dik ATA1 | ATA2 | ATA3 | ATA4 | ATAS | ATAG | ATA7 | ATA8 


Set Maximum Host Interface 
Sector Times 


44h Vendor specific length of ECC Cc Cc Cc 
on read long/write long 
commands 


[an [Resened CO RRR 


Cc Cc 


LR LiReson ed SE Rae ee Re eRe! 


47h Reserved 


eee al Pee ie Ree Re] 
Fp ae ee UR 5S J 5 OD 
Da as ie 7 (3 (5a is Sd We 
PMc I A Fe US PO Vs 
se RS TSE Bee Tale SES SSI eee 
| 4Ch [Reserved meat ce ae 


4Dh Reserved 


EL a 
[wen |Reseved CT RCT RP RT RR 


PO 
PN a Gm fe (ce) Ges id Pc ee 3 OF 


[sik |Reseved CT RCT RT RT RR 


See Reseed Sa he eae 
me RES na Se RT SR Te ee 
V Vv 


54h Set cache segments to the 
er a ee ee eee 
55h Disable read look-ahead Cc Cc Cc Cc Cc Cc Cc Cc 
ON Greate PT 
a 


C 


PRBS a) Fe [P(e 


[sah [Reseved CO RRR RRR RR 
[son fReseved RR RR PR RRR 
[sah [Resoved RR RR PRR RR 
[seh [Reseved COC RR RT RRR OR 
[sch [Resewed RR TR RT 


| Fs a 
Pn (dB FO a 
EE DEDIS SERVICE ipiorrvet 4/2 Ne EGA Ee ae | ea 
a eee ee ee ee eee ae eee 
DRT SS DP (oO GF 
PRS 5 aD Bn 2 VG ds 
a ee ee eee ee eee 
(BS ae A re Ss a ee eS ee ae eee 
fees || Reseed 5 esl S| a Re Ree R) 


65h Reserved 


PResewed’ 21 RR RR eR 

66h Disable reverting to power on Cc Cc Cc C Cc Cc Cc Cc 
eaten | TT 
Fis Sa 2 ds a 


PR DP 5) (a 
(MRS a FS (a ee 


Reseed so RE aa RS Re Re 
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Table B.5 — Historical SET FEATURE Code Assignments (part 4 of 7) 


Psa 1 | ATA2 | ATA3 | ATA4 | ATAS | ATAG | ATA7 | ATAS 


fie i ee ee ee ee ie ea 
[eae ets Rese saa Re eae se oe i, 
a i rrr ee Ea eS ee ee ee 
ja ORDe [Resewed sR Se Re Re Re oR 
[Orn PResemved ——__—4/) RE es RR RR 
(a a Fe ae 3 (Se ee 
(a eS PS OR = FS a ea 

diy Reseed PEE ea ee ee ee 
BAR rrr Ae Se ae Se ae aes 
Le eee ee ee 

eserve 

[Teh [Reseved RRR 
p77 [DeableECC VV eo oo oo 

7eh_ [Reserved BL SN tL OL 
[Ton [Reseved RRR ROR RRR 
P7an[Reseved RRR RO ROR TR TR 
pen |Reseved RR PR PR | RR RR 
P7on[Reseved RRR PRR RRR 
[Ton |Reseved RRR PR | RR RR 
Pen |Reseved RRR PR | RR RR 
pvr [Reseved RRR RRR TR TR 
Peon |Reseved TR RR PR | RRR 
[ih [Disable Sb data transfers [CC Oo Te | FTF TF | FY 
[san |Reseved RRR PR | RR RR 

84h Disable all automatic defect Cc 
esse el el ee ee 
management | i 

management 
86h Disable Power-Up in Standby 
feature set 


87h Reserved 
88h Enable ECC 


eRe eae Ra | Re Pe Rr 
pane ee TS RG i SOS) AO Oe SOE 
89h Reserved for Address offset C C C C 
reserved boot area method 
technical report 
poRe RE oR SR Ce eB 


Disable CFA power mode 1 


eee fs P| (a ae ee a ee 
PB Fe Pcl (ec ed Ue 5 a) GL RF 5S (5 a 
PLR 5 Pi) (a) OS 
PR dP a (Pm a UE RF 5 Se Pe 

LL SS em Fs FR 5) US Gl 5 5 
Pa Te ST a Ps a) Fo ee 
Lins “Teesewed = = = REE Eee ee 
PS DG 5 (SF SS 
PRS a PR (EL 7 PP 
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Table B.5 — Historical SET FEATURE Code Assignments (part 5 of 7) 


Bay ATA1 | ATA2 | ATA3 | ATA4 | ATAS | ATAG | ATA7 | ATA8 


i 


| Ewe ae 
Enable Media Status pe es C C Cc Cc 
Notification 
[seh [Reserved RRR 
[on [Reseed ———SSCiCAR CP RR 
a eee 


Se 
i 
[sen fenatiereties VV Pe Toyo oO 


CN feirent ee ee 
current 
FR a Fo DG el 
PSRGWIRGSeeS, ERS Ee a | 
PF a 5 es sl 
[ SEnY Rese A eR a ee 
aa Reseveds = EIR RR] Re eC Roe Ir Be) 
[SBOhE Resende. = A iB aS Re Ble Re] 
Billys Reseed FS Sm a ea 
SBI IRSSCIe Hi UR 9 a) a ee eR 
[RS — Tee Ra RE IE le AR 
[ies Resende 1 eR eB ae 
FS Od Fe eS es eC a 
LORIE = A RIES HR SPR RE IE ORT Ra | 
Pa a PF PF 
Fa a) FR ee 
PS een Fe 5S | Os Sa 
features 

ABh Set maximum prefetch using V Vv Cc 

pT fecountecveue | | || | | 
Leet TReseneee i i ee eR Ba Re) 
PADI ese a Re Re RR Re 
[see G TE RE ee ae ee | 
} SAR TRESeeg ARNE Re Ra Re RR RE 
eB Resend 1 eae Re ea 
Ga a GS a eS 
FoR EN Rese gs a SIS Raa SRS [TUE a iE Be] 
Fa a a 
[GI Ss TP Ee a ee eS) 
PS Sa 6 RS FO 
FS a 
PesBADESATRS SIENA RE UP Re URES iS Re el RS 


FS 5 Rd Ge Fc) (es ad FS [3 Fe 
Loeb OM = [Reserved =) RE el Re) 


Reserved 


[EN RSS GE 5 ea eel Pe eS aE el 

BBh_ |4 bytes of ECC apply on read Cc Cc Cc 
| fongrrictongconmancs | | | | | | | | 
Fi 5 La fe a 


PR RR 
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Table B.5 — Historical SET FEATURE Code Assignments (part 6 of 7) 


cite ATA1 | ATA2 | ATA3 | ATA4 | ATAS | ATAG | ATA7 | ATAS8 


Bon |Reseved CT RT RULE RT RTL URRY 
[Ben |Reseved RR OR PR | ROR RR 
porn |Reseved TR TR PR PR PR OR TR OR 
[con |Reseved RRR PR | RR RR 
Cth Disable Free-fall Control R* R* R* R* R* R* R* c* 
or etre st ilo el Sil Vie ial al a 
C2h Disable Automatic Acoustic Cc Cc 
w Inereserentestreset | | | | | TTY | | 
FSC em) PS (RP a 
Cah [Reseed Fa 2 sa ie id WP es 
Pa a) (Oe dE Ga Oa 
ss@ eh RSSewed ss sg Re oR Ee ai RoR Re | 
eG rr Fae (0 ea a ee ee 
[seen] Reseweds = ER RR) Ra Re Ra ER ee 
(a es S(O 2 SN Es Sa a Vs 
CAN __| Reserved Se ae ABE IT RT oe 
SAO BRie RCSCG es 1) SR a ee ae es 
defaults 
[con |Reseved RR PR PR | RR RR 
P Cen [Reseved RRR RRR RR 
[orn |Reseved RR PR PR | RR RR 
[Don |Reseved RR PR PR | RR RR 
P Din [Reseved RRR RRR PR TR 
[Dan |Reseved RRR PR | RR RR 
PDan|Reseved RR PR PR | RR RR 
p Dan [Reseved RRR ROR OR OR OR 
[Den |Reseved RRR PR | RR RR 
p Den |Reseved RR PR PR | RR RR 
[Dm [Reseved RRR RO ROR TR TR 
[Dan |Reseved RR PR PR | RR RR 
[Den |Reseved RR PR PR | RR RR 
[DAR [Reseed RRR ROR OR TR TR 
P Dan |Reseved RR PR PR | RR RR 
[Don [Reever RRR PR | RR RR 
[DOA [Disable releasointerupt TR | R | RP Ce ce ce Tc 
[Den [Disable SERVICE Interust | R | R [ R [co | cy ce [ce | c | 
[Orn |Reseved RRR PR | RR RR 
[E0n[Vendorspectio RR TR TR PRR [OT Oo 
[Eth |Vendorspeic TR [TR TR TR | RR [oO] oO] 
[Ean \Vendorspecic TR TR TR PR | RR [oO] oO] 
pean [Reseved RRR RRR TR TR 
pean |Reseved RR OR PR | RR RR 
[een |Reseved RR PR PR | RR RR 
Peon [Reseved RRR ROR OR RR 
Reseved CCT RCP RRP RT RRP LRR UR RR 
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Table B.5 — Historical SET FEATURE Code Assignments (part 7 of 7) 


Psa ATA1 | ATA2 | ATA3 | ATA4 | ATAS | ATAG | ATA7 | ATAS8 


ee 
[Eon [Resewed SCOR 
[EAR [Resewed ORC 
[EB [Resewed SCC CS 
[Eth [Resewed SCR 
EDR [Reseved COC RRR RT RRR] RR 
EER [Resewed ——OC—C“C*‘irCSRCT RT RT RT RT RT RR 


EFh Reserved 


A = Reserved for assignment by the CompactFlash? 
Association. 


C =a defined command. 


: F = If the device does not implement the CFA feature set, this 
E =a retired command. 


command code is Vendor specific. 

O = Obsolete. . M = Reserved for the Media Card Pass Through Command 

R = Reserved, undefined in feature set. 

current specifications. S = Reserved for Serial ATA. 

V = Vendor specific commands. —T = Reserved for Technical Report T13/DT1696 (Time-Limited 
Commands). 
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Annex C 
(Informative) 


Design and programming considerations for large physical sector devices 


C.1 Introduction 


In ATA standards preceding ATA/ATAPI-7, the smallest host addressable unit of data has been the 512 byte 
sector. In hard disk drives each physical sector has an associated error correcting code field to allow detection 
and correction of read errors. Over time, error correcting code fields have been lengthened to provide greater 
detection and correction capability. As a result, the proportion of device media devoted to ECC fields has risen. 
Increasing the length of data sectors on the media increases the efficiency of ECC by enabling better error 
detection and correction using a smaller proportion of media. 


C.2 Physical sectors 


Because the 512 byte sector has been a constant since the beginning of ATA many software changes are 
required if device logical sectors were made larger. To preserve the legacy software that assumes a 512 byte 
logical sector, logical addressing based on 512 byte sectors has been retained. Larger physical sectors are 
implemented as power of two multiples of the logical sector size, 1,2,4,8,16, etc. For example, devices may have 
physical sectors that are 8 logical sectors long or 4096 bytes total. It is not possible to report a logical sector that 
spans two physical sectors. 


C.3 Unaligned write 


While allowing a logical sector to be smaller than a physical sector maintains software compatibility it introduces 
a potential performance issue, unaligned write, which must be avoided. A physical sector must be written to the 
media in a single operation. To complete a write command that writes a fraction of a physical sector the device 
must read the entire physical sector into buffer memory update the buffer memory with the write data and then 
write the entire physical sector to the media. This may incur a performance penalty of one media revolution or 
more. 


Write commands may begin mid physical sector and end mid physical sector resulting in two unaligned writes. In 
this case the device has to read both the beginning and ending physical sector of the write into the buffer. 


To avoid the performance penalty from an unaligned write all write operations must begin with the first sector of a 
physical sector and end with the last sector of a physical sector. 


Figure 10 illustrates an unaligned write on a device with 2048 byte physical sectors. The first four logical sectors, 
LBAO - LBA3, reside on physical sector 0. To write only LBA3 the host sends a conventional write command and 
the data for LBA3. On receipt of the write command the device seeks to the physical sector that contains LBA3, 
which is physical sector 0. Physical sector 0 is read into the device buffer. Then the new write data for LBA3 is 
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placed in the buffer, overwriting a segment of the buffer. The buffer data is then written to the media, physical 


sector 0. 


Media Layout 


2048 byte 


Physical Sector 0 


Physical Sector 1 


physical sector 
device 


LBA 0 


LBA 1 | LBA 2 


LBA 3 |LBA4/LBA5)LBA6 


LBA 7 


Unaligned Write Operation 


LBA 3 write 
from host 


Physical sector 


Physical Sector 0 


Physical Sector 1 


0 read from 
media 


Combined data 


written to media 


Figure C.1 — Unaligned Write Example 


C.4 SET MAX 


A Host which uses the SET MAX command should set a value to the last logical sector of a physical sector to 
allow writes to the end of the user area without requiring an unaligned write. Devices should accommodate a 
SET MAX setting to any LBA address to maintain compatibility. 


C.5 Software compatibility 


While the current specification allows devices to report up to 2'5 or 32,768 logical sectors per physical sector 
there are file system limitations in existing systems that restrict practical device implementations to 4096 bytes 


per physical sector. 
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Annex D 
(Informative) 


How to use SCT commands 


D.1 How to use SCT commands overview 


SCT commands piggy-back on the standard ATA commands: SMART READ LOG and SMART WRITE LOG, or 
READ LOG EXT and WRITE LOG EXT. As viewed through an ATA protocol analyzer, an SCT command is seen 
as data being transferred by these commands; whereas from the perspective of a device that implements this 
feature set, this “data” is interpreted as an SCT command request, an SCT command response, SCT command 
status, or SCT command data. 
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Figure D.1 is an example flowchart that shows how to process SCT commands using SMART READ LOG and 
SMART WRITE LOG commands: 


Drive Locked 


Command to 
Drive 


Command 
Register 


/ Process \ 
command other 


than SMART 
Feature ry 
Register 
Not D5 or D6 
Process 
Smart Enabled Standard SMART 
command 


Sector 
Number 


Not EO or E1 


No 
Smart Enabled 


Yes 


Transfer to 
drive pending 


Execute SCT 
command 


Transfer to 
host pending 


Sector 
Number 


Smart Enabled 


Not EO or E1 


Return SCT 


Status 


Process Write 
Logging 
Command 


Transfer 
data to drive 


Transfer 
data to host 


Process Read 
Logging 
Command 


408 


Figure D.1 — Example flowchart for SCT commands 
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D.2 Examples of Log page command sequences 


Figure D.2 shows an example of a foreground write same with a repeating write pattern. 


Host Device 
Write Log Address EOh > 
Key Page > 
wt Command Completion 


Figure D.2 — Example sequence for foreground write same with a repeating pattern 


Figure D.3 shows an example of a foreground write same with a repeating sector. 


Host Device 
Write Log Address EOh > 
Key Page > 
i Command Completion 
Write Log Address E1h > 
Data > 
xe Command Completion 


Figure D.3 — Example sequence for foreground write same with a repeating sector 
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Figure D.4 shows an example command sequence for writing data to a device using an SCT command with no 
background activity. 


Host Device 
Write Log Address EOh > 
Key Page > 
Pl Command Completion 
Write Log Address E1h > 
Data > 
Mt Command Completion 


Figure D.4 — Example sequence for writing data using an SCT command with no background activity 


Figure D.5 shows an example command sequence for reading data from a device using an SCT command with 


no background activity. 


Host 


Device 


Write Log Address EOh 


Key Page 


Command Completion 


Read Log Address E1h 


Data 


Command Completion 


Read Log Address EOh (SCT Status )————___»> 


<—_—__——SCT Status (SCT Command Complete) 


Command Completion 


~~ 


Figure D.5 — Example sequence for reading data using an SCT command with no background activity 
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Figure D.6 shows an example command sequence for issuing a Log page command that does not transfer data 
and has no background activity. 


Host Device 
Write Log Address EOh > 
Key Page > 
ie Command Completion 


Read Log Address EOh (SCT Status)———_—_» 


«—SCT Status (SCT Command still in Progress) 


we Command Completion 


Figure D.6 — Example Sequence for a non-data SCT command with no background activity 
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Figure D.7 shows an example command sequence for issuing an SCT command that writes data in the 


background. 


Host Device 
Write Log Address EOh > 
Key Page > 
we Command Completion 
Write Log Address E1h > 
Data > 
<4 Command Completion 


Read Log Address EOh (SCT Status)}————__»> 


<«—_——SCT Status (SCT Command still in Progress) 


< Command Completion 


Read Log Address EOh (SCT Status)————___»> 


<«————SCT Status (SCT Command still in Progress) 


ie Command Completion 


Read Log Address EOh (SCT Status)————___»> 


<——_—_——SCT Status (SCT Command Complete) 


we Command Completion 


Figure D.7 — Example sequence for writing data using an SCT command with background activity 
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Figure D.8 shows an example command sequence for issuing an SCT command that executes in the 


T13/1699-D Revision 4a 


background but does not require the transfer of data to or from the host. 


Host Device 
Write Log Address EOh > 
Key Page > 
it Command Completion 


Read Log Address EOh (SCT Status)————____» 


<«—_———SCT Status (SCT Command still in Progress) 


Command Completion 


Read Log Address EOh (SCT Status)————____» 


<«———SCT Status (SCT Command still in Progress) 


Command Completion 


Read Log Address EOh (SCT Status)————_—__ 


<——__—_—SCT Status (SCT Command Complete) 


we Command Completion 


Figure D.8 — Example sequence for a non-data SCT command with background activity 


D.3 Issuing an SCT command to a device 


D.3.1 Step 1 - Build a Key Page 


The host builds the key page in a host buffer for the appropriate action and parameters. 
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D.3.2 Step 2 - Issue the SCT command 
The host issues the SCT command (see table D.1 or table D.2), and sends the key page to the device. 


Table D.1 — SCT command using SMART WRITE LOG command 


[Word [Name | Description 


| 00h | Feature | D6h - SMART WRITE LOG 


a Oth (Shall always be Oth 


Ra 04h 
it Description 
: Reserved 
‘8 C24Fh 
: EO0h (Command port) 


ar FL | 


Table D.2 — SCT command using WRITE LOG EXT command 


[Name _[Desepiion SOSOSSCCCC~C~*?' 


| 00h | Feature | Reserved 


i Oth 1 sector for SCT commands 


oR 04h 
it Description 
: Reserved 
: OOh There is no offset when commands are issued 
: Reserved 
: EOh 


[38h | Command SR 


The device responds with successful status (see table 60). If the command is aborted (i.e., Status = 51h and 
Error = 04h), then either the key page format is invalid, the task file contains an invalid value or the command 
encountered an execution error. The host checks the Count and LBA (7:0) fields for the error code (see table 61 
and table 62). If the command was a “write” command, the command is terminated, there is no data transfer, and 
the host skips Step 3. However, if the command was a “read” command, there maybe partial output available. 
For example, on a sector read command, the data up to and including the sector in error is available. In this 
case, the host may proceed to Step 3 to get the partial data. In certain cases the error is not fatal and serves only 
as a warning. 


If the status is 50h, then the host checks the LBA Mid and LBA High fields. If the values are 0, then the 
command is complete, terminated without error, and the host proceeds to Step 4. If the values are greater than 
0, then the host proceeds to Step 3. 


D.3.3 Step 3 - Transfer Data if Required 


To transfer data from the device to the host, the host issues a SMART READ LOG, READ LOG DMA EXT or 
READ LOG EXT command to the SCT Data Transfer log (see table 63 and table 64). To transfer data from the 
host to the device, the host issues a SMART WRITE LOG, WRITE LOG DMA EXT or WRITE LOG EXT 
command to the SCT Data Transfer log (see table 63 and table 64). The transfer request is in the range of 1 
sector up to the total number of sectors not yet transferred. The number of sectors remaining was posted in the 
LBA (23:8) field in the previous step. If the requested number of sectors is larger than the number of the sectors 
remaining, the device reports an error. If the value is less then the number of sectors remaining, the host may 
repeat Step 3 until all sectors have been transferred. 
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For SCT commands that access the media, the device advances the sector pointer by the number of sectors 
transferred, and reports in the LBA (23:8) field the number of sectors remaining to be transferred. If both fields 
contain zero, then the command is complete, and the host proceeds to Step 4. The host has complete control 
over the number of sectors to transfer at a time. Note, if the number of sectors to be transferred is greater or 
equal to FFFFh, the device sets the LBA Mid and High fields to FFFFh. The value remains FFFFh until the 
number of sectors remaining drops below FFFFh. The exact number to be transferred is reported by the SCT 
Status command. Upon receiving the last block of data, the device performs the specified operation. In the case 
of very large amounts of data, such as Write Same, some data may be processed (e.g., written to the disk) prior 
to receiving all of the data from the host. 


D.3.4 Step 4 - Final Status/SCT Command Completion 


The host reads the SCT status response (see table 65, table 66, and table 67) to determine how the command 
completed. If the command has not completed (i.e., by reporting FFFFh in table 67 byte 14) then the host waits 
for some period of time and repeats Step 4 until the command is complete. For SCT commands that require 
transfer of data to the device (e.g., a write command), the command is not complete until the last block of data 
has been transferred to the device. 
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Annex E 
(Informative) 


Implementation Guidelines For 1K/4K Sector Sizes 


E.1 Introduction 


The disk drive industry has been standardized on a 512 byte sector size for over 25 years. In the continual 
pursuit for size and performance, larger sector sizes are being considered. 


E.2 Scope 


This annex provides guidelines for implementing a media format that incorporates sector sizes greater than 512 
bytes. The target sector sizes are 1k followed by 4k. This annex does not make a case for using larger sector 
sizes. Instead, this annex assumes that the move to larger sector sizes is going to happen and addresses both 
system and industry implications. 


The information provided in this paper enables sector sizes that are a binary multiple greater than 512 bytes. 
This standard also specifies methods to report sector sizes that are not a binary multiple. Common sector sizes 
that are not binary multiples include 520, 524, 528 and 532 byte sectors. Non-binary multiples are beyond the 
scope of this annex. 


E.3 Overview 


The disk drive industry is considering implementing drives with a media sector size larger than 512 bytes. The 
purpose of this change is to allow for greater format efficiency, greater error recovery capability, or both. Figure 
E.1 shows major system components that are affected by a change in sector size. 


Drive Host 
Media Interface Interface BIOS O/S Application 


> 


he |< ae <«~ Pp =z Pp <> 


€ 


Figure E.1 — System Dependency Chain 
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There are two competing possibilities for expanding the sector size on the media. One proposal expands the 
sector size seen at the drive interface; the other keeps the 512 byte sector size at the drive interface. Both 
possibilities have drawbacks. Figure E.2 illustrates the possibilities. 


Physical Sector Physical Sector 
Today 512 Byte LBA Size LBA 512 Byte LBA Size LBA 
Interface 512 
512 Bytes 
Sector Size | Bytes y 1K Bytes 512 Bytes 4K Bytes 
Requires RMW, | Incompatible with Requires RMW, Incompatible with 
is compatible with | food chain, does is compatible with food chain, does 
system food chain | not require RUW system food chain not require RMW 
Media 512 
Sector Size | Bytes 1K Bytes 1K Bytes 4K Bytes 4K Bytes 


Figure E.2 — Mapping Proposals 


Using the 512 byte LBA mechanism, the Drive Interface, Host Interface, BIOS, OS, and Applications still 
function. Optimal performance is achieved if the OS were modified to properly align the disk accesses. The 512 
byte LBA mechanism also allows a drive manufacturer to ship a utility with the unit that optimizes performance. If 
the Physical Sector Size LBA mechanism is employed, the existing Drive Interface, Host Interface, BIOS, OS, 
and Applications may not function. The reason they may not function is that many components in the System 
Dependency Chain are hardwired to 512 bytes. These hardwired elements include hardware, firmware and 
software. If you attach a drive with 1K interface sectors to a system today it should not be able to boot using 
Windows 2000/XP. If the host interface is able to transfer the data, it is highly likely that the system BIOS is 
hardwired to 512 bytes. If the BIOS were able to launch Windows, the user should find that Windows is 
hardwired to 512 bytes and the system may hang. In the case where the BIOS or host interface is hardwired to 
512 bytes, no utility may reasonably be used to fix the problem. 


This standard provides a mechanism for describing media format and host LBA alignment requirements in the 
IDENTIFY DEVICE command and as a part of the Long Logical and Long Physical feature sets. Figure E.3 
illustrates an example of the capability documented in this standard. 


Logical Sector 
(512 bytes) 


Physical Sector 0 
(2048 bytes) 


Figure E.3 — Logical to Physical Mapping 


In this example, the interface (logical) sector size is 512 bytes, and the media (physical) sector size is 2048 
bytes. This mechanism allows an ATA device to both implement a larger physical sector and maintain 
compatibility with existing systems, interfaces, and software. One of the drawbacks of this method is that drive 
performance may suffer if the host writes data starting or ending on an LBA that is misaligned with respect to the 
physical sector boundaries. When misalignment occurs, the drive is be forced to perform a Read-Modify-Write 
(RMW) operation in order to satisfy the host request. 


ATA also allows the Logical Sector size to be changed. This allows a device to implement a 4KB sector on the 
media and require that the host transfer 4KB of data for each LBA requested. This type of implementation avoids 
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the RMW issue noted above. The main drawback of this implementation is that existing systems, interfaces, 
BIOS and system software (OS and otherwise) have to change in order to accommodate the device. 


E.4 Implementation 


E.4.1 1KB Sector Size Implementation 


The 1KB sector size allows for greater format efficiency, and a slight increase in performance. The change to 
1KB sectors may cause some issues regarding access alignment. These issues should not be seen in an 
environment that has been optimized for 4KB accessing. 


The device indicates the 1KB sector size to the host by returning 6001h in word 106 of IDENTIFY DEVICE. This 
indicates that the device has 2 512 byte logical sectors to compose a 1KB physical sector. The host may use this 
information to know that transfers should start on even LBAs and end on odd LBAs for best performance. 


Or 


The device indicates the 1KB sector size to the host by returning 6000h in word 106 and 400h in words 117-118 
of IDENTIFY DEVICE. This indicates that the device has 1 1024 byte logical sector per 1KB physical sector. 
The host may use this information to know that transfers require 1K bytes per logical block requested. 


E.4.2 4KB Sector Size Implementation 


The 4KB sector size allows for greater format efficiency than the 1KB sector size; as well as a slight increase in 
performance. The change to 4KB sectors causes additional issues regarding access alignment. 


The device indicates the 4KB sector size to the host by returning 6003h in word 106 of IDENTIFY DEVICE. This 
indicates that the device has 8 512 byte logical sectors to compose a 4KB physical sector. The host may use this 
information to know that transfers should start with an LBA where the low order 3 bits are zero and the transfer 
ends on an LBA where the low order 3 bits are 1. 


Or 


The device indicates the 4KB sector size to the host by returning 6000h in word 106 and 1000h in words 117-118 
of IDENTIFY DEVICE. This indicates that the device has 1 4096 byte logical sector per 4KB physical sector. 
The host may use this information to know that transfers require 4K bytes per logical block requested. 


E.4.3 Reporting Alignment (512 Byte LBA Only) 


ATA/ATAPI-7 provides a mechanism for reporting both logical and physical sector sizes, but it does not currently 
provide a mechanism for reporting the alignment of LBA 0 within the first logical sector. ATA8-ACS has added 
the ability to report alignment by placing the sector number of the first alignment point in IDENTIFY DEVICE word 
209. 


If the drive reports a 4K physical sector and a 512 byte logical sector, the following word 209 values report the 
alignment: 


1) Logical LBAO is aligned to the beginning for the first physical sector - word 209 = 4000h 

2) Logical LBAO is offset from the start of the first physical sector by 512 bytes (1 sector) - word 209 = 

3) aaa LBAO is offset from the start of the first physical sector by 1024 bytes (1 sector) - word 209 = 

4) ae LBAO is offset from the start of the first physical sector by 1536 bytes (1 sector) - word 209 = 

5) eee LBAO is offset from the start of the first physical sector by 2048 bytes (1 sector) - word 209 = 

6) a LBAO is offset from the start of the first physical sector by 2560 bytes (1 sector) - word 209 = 
4005h 


Working Draft AT Attachment 8 - ATA/ATAPI Command Set (ATA8-ACS) 419 


T13/1699-D Revision 4a May 21, 2007 


7) Logical LBAO is offset from the start of the first physical sector by 3072 bytes (1 sector) - word 209 = 
4006h 


For systems that use Windows XP and earlier, and have drives formatted with a single partition, the optimal value 
is 4006h. 


Windows 3.1, 95, 98, me, NT, 2000, 2003 and XP do not check the logical and physical sector size fields 
reported in IDENTIFY device. Therefore, it is recommended to optimize alignment to support the target 
applications required by the host system. It is believed that future operating systems which comply to 
ATA/ATAPI-7 and above need the new alignment information in order to gain optimal performance from the drive. 


E.4.4 Read-Modify-Write (RMW) (512 Byte LBA Only) 


For devices with a logical sector size of 512 bytes, the drive may be forced to perform RMW when it receives an 
unaligned transfer. The ATA/ATAPI-7 WRITE commands do not provide a way to return an error other than an 
ABORT or a DEVICE FAULT. If there is an uncorrectable error encountered during the initial read operation, the 
WRITE command has no way to report the issue. Further, this error may affect sectors not accessed by the 
WRITE command. There are several possible solutions for drive vendors to choose from in providing the 
information to the host. Figure E.4 illustrates the issue. 


First Sector Second Sector Third Sector 
LBAO | LBA‘ LBA2 | LBA3 LBA4 | LBAS LBA6 
i | ik 


4 sector legacy access from host 


This sector may have an uncorrectable error 
during the read before write. This error needs to 
'— be preserved when the write is performed so the 
host may be informed that the data is bad ata 
later time. 


Figure E.4 — Uncorrectable Error Handling 


E.5 Implementation Issues (512 Byte LBA Only) 


E.5.1 Overview 


Although the implementation described here allows a drive to function in a legacy system without modification, 
there are some issues that are critical in allowing the drive to perform at peak efficiency. Figure E.5 describes a 
typical device media layout showing the positions of the Master Boot Record (MBR), BIOS Parameter Block 
(BPB), and the remainder of a FAT based file system. This layout varies based on the type of FAT file system 
used, but all the elements described here are generally present. The sector numbers on the left hand side of the 
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figures show typical and/or legacy locations for the various data structures on the media. The following sections 
describe alignment issues associated with current media layout. 


Master Boot Record 


LBA 0 


First Partition 
LBA 63 ~ 
BIOS Parameter Block 


x< 


Reserved Sectors 
LBA 65 ~<a 


File Allocation Table 


LBA 63+X 


Root Directory 


LBA 63+Y 


User Data Area 


Next Partition 


Figure E.5 — Typical HDD Layout 
E.5.2 Drive Partitioning 


In 1993 when the HDD industry was still dealing in cylinders heads and sectors, an important milestone was 
reached which caused drive manufacturers to standardize on 63 sectors per track. The norm for disk partitioning 
software was to place the Master Boot Record (MBR) at Cylinder 0, Head 0, sector 1 (or LBA 0). The MBR 
contains a pointer to the first partition. The common practice was to place the first partition at Cylinder 0 Head 1, 
sector 1. This meant that the LBA value of the first sector in the first partition may vary. Once the sectors per 
track standardized on 63, the LBA value of the first sector in the first partition standardized on LBA 63. Today, 
there are some applications that check to make sure that partitions start on a track boundary, even though there 
is no meaning for cylinders heads and sectors. 


As we move forward and create larger sectors, partition alignment becomes an important issue. In the case ofa 
1KB sector device, the partitions should start on an even numbered sector and end on an odd numbered sector. 
If the drive implements a 4KB sector on the media, then the partition should start on an LBA where the low order 
3 bits are zero. 
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For drives that use 512 byte LBA, all partitions should start on a LBA that is aligned with the start of a physical 
sector on the media. This effects some applications that check to make sure the first partition starts on sector 63, 
but a change is required to implement larger sectors on the media. 


E.5.3 File System Formatting 


There are many file systems that cluster sectors together to create an allocation unit larger than a single 512 byte 
sector. These file systems generally implement a table to associate clusters with files, commonly called a File 
Allocation Table (FAT). A typical cluster size is 4KB or 8 512 byte sectors. Even if the Partition is properly 
aligned, there is an issue where the size of the FAT may cause the individual clusters in the user data area to be 
unaligned relative to the physical sectors on the media. This also results in performance degradation. 


If the clusters in the file system are properly aligned, file accesses is naturally aligned in many cases and 
performance is not degraded. 


E.5.4 Virtual Memory accessing 


Once the clusters in the file system are aligned, the OS memory manager needs to be modified to prevent 
unaligned accesses. When a drive has alignment requirements, disk performance tests may show acceptable 
performance, but if the virtual memory activity is not aligned, CPU performance tests may provide unacceptable 
results. 


E.5.5 Booting 
The drives with alignment requirements should not show significant performance degradation on unaligned 


reads. Since booting is mainly a reading process, an impact on system boot times in an unaligned environment 
is not expected. 
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